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	G WHAT IS THE CHANGE? 

In 2023, Colorado passed House Bill 23-1161 
which states that beginning January 1, 2026, 
all gas furnace installations in the state of 
Colorado must meet a minimum requirement 
of being either ENERGY STAR® rated or 
Ultra Low NOx.

	G WHAT IS ENERGY STAR®? 

ENERGY STAR is a government-backed 
program that identifies products meeting 
high standards for energy efficiency, helping 
businesses and individuals save money and 
protect the environment. The label is awarded 
by the U.S. EPA and DOE to appliances, 
electronics, and building products that deliver 
superior energy performance. Since Colorado 
falls in the North region per ENERGY STAR 
guidelines, this means the current minimum 
AFUE in Colorado is 95%; on July 31, 2026 it 
will increase to 97% AFUE.

	G WHAT IS ULTRA LOW NOX (ULN)? 

NOx is an abbreviation for nitrogen oxide — a 
collection of greenhouse gases that impact 
the environment. These gases are released 
when fuel is burned at high heat like in an 
engine or gas furnace. Ultra-Low NOx refers 
to emission limits on nitrogen oxide, which 
cannot exceed 14 ng/J. In effort to lower 
greenhouse gas emissions, some areas are 
regulating the nitrous oxide (NOx) emissions 
of residential gas furnaces. 

	G DO I HAVE TO MEET BOTH ENERGY 
STAR® AND ULTRA LOW NOX?

No, installations just need to meet one of  
the requirements.

	G WHAT DOESN’T CHANGE?

Your ability to heat your customers’ homes 
effectively with choices on solutions.

	G WHAT ARE MY OPTIONS?

American Standard® has options to offer in both 
ENERGY STAR® and Ultra Low NOx allowing the 
homeowner to choose the solution that is right 
for them. Please see back for qualifying products 
and details.

SEE NEXT PAGE FOR SPECIFICATIONS
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MEETS ENERGY STAR® REQUIREMENT

MEETS ULTRA-LOW NOX REQUIREMENT 

L8V1 AFUE BTU Cabinet Width

L8V1A040U3VSB* 80 40k 14.5"

L8V1A060U3VSB* 80 60k 14.5"

L8V1B080U4VSB* 80 80k 17.5"

L8V1C100U5VSB* 80 100k 21.0"

MEETS ENERGY STAR REQUIREMENTS 
THROUGH JULY 31, 2026.

MEETS ENERGY STAR REQUIREMENTS 
NOW AND BEYOND JULY 31, 2026.

S9X1 AFUE BTU Cabinet 
Width

S9X1B040U3PSB 96 40k 17.5"

S9X1B060U4PSB 96 60k 17.5"

S9X1B080U4PSB 96 80k 17.5"

S9X1C080U5PSB 96 80k 21.0"

S9X1C100U5PSB 95 100k 21.0"

S9X1D120U5PSB 95 120k 24.5"

S9X1B040D3PSB 96 40k 17.5"

S9X1B060D3PSB 96 60k 17.5"

S9X1B080D4PSB 95 80k 17.5"

S9X1C100D5PSB 96 100k 21.0"

S9X1D120D5PSB 95 120k 24.5"

S9X2 AFUE BTU Cabinet 
Width

S9X2B040U3PSB 96 40k 17.5"

S9X2B060U4PSB 96 60k 17.5"

S9X2B080U4PSB 96 80k 17.5"

S9X2C080U5PSB 95 80k 21.0"

S9X2C100U5PSB 96 100k 21.0"

S9X2D120U5PSB 96 120k 24.5"

S9X2B040D3PSB 96 40k 17.5"

S9X2B060D3PSB 95 60k 17.5"

S9X2B080D4PSB 96 80k 17.5"

S9X2C100D5PSB 95 100k 21.0"

S9X2D120D5PSB 96 120k 24.5"

S9V2VS AFUE BTU Cabinet Width

S9V2B040U3VSB 97 40k 17.5"

S9V2B060U4VSB 97 60k 17.5"

S9V2B080U4VSB 97 80k 17.5"

S9V2C080U5VSB 97 80k 21.0"

S9V2C100U5VSB 97 100k 21.0"

S9V2D120U5VSB 97 120k 24.5"

S9V2B040D3VSB 97 40k 17.5"

S9V2B060D3VSB 97 60k 17.5"

S9V2B080D4VSB 97 80k 17.5"

S9V2C100D5VSB 97 100k 21.0"

S9V2D120D5VSB 97 120k 24.5"

SILVER S9X1
Up to 96% AFUE
	• Up to 96% AFUE

	• 40 – 120 MBU input

	• Single-stage heat 

	• High efficiency 9 tap 
Constant Torque ECM motor 

	• Single-speed draft inducer 

	• Fully insulated/gasketed, 
certified to 1% air leakage

	• Single or two pipe 
vent options 

	• IFC board with digital 
configuration, status, 
and fault codes

PLATINUM S9V2-VS 
97% AFUE
	• 97% AFUE

	• 40 – 120 MBU input

	• Two-stage heat 

	• Variable-speed ECM blower motor 

	• Variable speed draft inducer

	• Can be upgraded to communicating with the  
S9V2-VC Link Kit, which also enables zoning  
capability with the Link Zoning Kit.

	• Fully insulated/gasketed, certified to 1% air leakage

	• Single or two pipe vent options 

	• IFC board with digital configuration, status,  
and fault codes

	• Compatible with 1-stage, 2-stage, and variable speed*
*Relay panel required when matched with variable speed outdoor units

GOLD S9X2
Up to 96% AFUE
	• 40 – 120 MBU input

	• Two-stage heat 

	• High efficiency 9 tap Constant 
Torque ECM motor 

	• Two-speed draft inducer 

	• Fully insulated/gasketed, 
certified to 1% air leakage

	• Single or two pipe vent 
options 

	• IFC board with digital 
configuration, status, and 
fault codes

	• Compatible with 1-stage 
and 2-stage outdoor units

GOLD L8V1
	• Meets 14 ng/J Ultra-Low NOx requirement

	• 80% AFUE Non-Condensing

	• Operates at altitudes up to 7,800 ft when 
equipped with the BAYHALTMOD High 
Altitude Kit

	• 40-100 MBU input 

	• Single-stage heat

	• 5 tap Constant Torque ECM blower

	• Fully insulated cabinet, reduces excess 
noise and allows less than 2% cabinet 
air leakage

	• Compatible with 1-stage, 2-stage, and 
variable speed outdoor units

	• Engineered specifically for natural gas, 
and cannot be operated with liquid 
propane.
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PROVIDING A WORRY-FREE WARRANTY
AMERICAN STANDARD WARRANTY
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Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or 
by phone at 855-260-2975, otherwise American Standard Heating & Air Conditioning’s Base Limited Warranty terms will apply. Base Limited Warranty 
information on specific products can be found on americanstandardair.com. Ask your dealer for full warranty information at time of purchase. Warranties 
are for residential and multi-family use only, some exclusions may apply. Product Registration and Registration Transfer exclusions vary in the US from 
state to state and in Canada from province to province. To determine if there are specific exclusions for your state or province check your local laws.

10 YEAR  WARRANTY Functional parts warranty with product registration

5 YEAR  WARRANTY Limited functional parts warranty 

20 YEAR/LIFETIME  WARRANTY Heat Exchanger


