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Service technicians need product literature on the job site.

Now, with just a laptop computer and this DVD, they can view all of the service literature
from the Product Information section of ASDealerNet™ WITHOUT internet access.

Stay up-to-date on product literature changes when you subscribe to this publication.
It is updated frequently and will be sent to subscribers automatically.
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Product Information

Outdoor | Packaged | Indoor Air | Comfort Light

Units Units Quality | Controls [Commercial
Accessories
Outdoor Units
Product - Performance, Installation Service User/owner Residential
e ey F e e s e N e Facts Manual  Sell Sheets j
2A6C0072 View View View View
2A7C0072 View
2A6C3 3-Phase View View
2A7C3 3-Phase View View
4ABC3 3-Phase View View
4A7C3 3-Phase View View
2AT7A3 Allegiance 13 View View
4ATAZ Allegiance 13 View View
2AT7A4 Allegiance 14 View View
AATAG Allegiance 14 View View

Accessories

Model Description Installation Manual -
AY28X Low Ambient Kit View
BAY24X Indoor Fan Relay Kit View
BAYACHP 24V Harness Kit View
BAYCAKT Charge Assist Tool View
BAYCCHT Crankcase Heater Kit View
BAYECMT Extreme Conditions Kit View
BAYINS Insulation Kit View LI

American Standard Heating & Air Conditioning
Combination Literature DVD

Pub. No. 12-9900-08

$99.00 a year*

*1 year subscription includes automatic updates that will be
mailed directly to you approximately 3 to 4 times per year.

Amertcam Stamdard 11-AC11D1-4
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INSTALLER'S GUIDE

ALL phases of this installation must comply with NATIONAL, STATE AND LOCAL CODES
Condensing Units
woses: AA7AL

TMPORTANT — This Documer mer property and is to remain with this unit. Please
upon completion of work.

rmation pack

™

A CAUTION

UNIT CONTAINS R-410A REFRIGERANT!
R-410A OPERATING PRESSURE EXCEEDS THE
LIMIT OF R-22. PROPER SERVICE EQUIPMENT IS
REQUIRED. FAILURE TO USE PROPER SERVICE

' TOOLS MAY RESULT IN EQUIPMENT DAMAGE OR
A GENERAL PERSONAL INJURY.

Unit,
i SERVICE
i i USE ONLY R-410A REFRIGERANT AND
Valve (F.C.C.V.) i APPROVED POE COMPRESSOR OIL.
ant flow control only.
A WARNING: i i @ ™
ant whi hig csthan 22 5 FT. ABOVE UNIT

sealed wheney

component replacement.
Check for trans
promptly, to the

I
I

©2009 American Standard Heating & Air Conditioning

The DVD includes:

e Product Data

e Submittals

¢ Installer’s Guides
e Service Facts

e Limited Warranty
Handbook

e Use and Care Guides
e Catalog Pages

e Ratings

e Product Overview

e Light Commercial
Publications

Order on ASDealerNet™.
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This publication is for general reference
information only andis notintended for systems
equipment / combination selections.

Products listed in this book are not always
carried in factory/distributor inventory, nor are
all products available through all distribution
channels. Consultyour Distributor for availability
and shipping information.

Since American Standard Heating & Air
Conditioning has a policy of continuous product
improvement, it reserves the right to change

design and specification without notice.

© 2010 American Standard Heating &
Air Conditioning  All rights reserved

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.
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e Series 2 Split System, Single Phase, 1 2-5 Tons (GAF2, GAT2)
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* ReliaTel™ Controls, 6-20 Tons - Protection/Operation Timings and Features....SH-10
Air Handlers/Heaters

o Convertibility Chart ..........ooiiiiii s AH-1
o Air-Tite™ Features and Benefits..........cooiiiiiiiiiiiiic e AH-2
* Variable Speed Convertible Communicating Air-Tite™ (4TEE3CO01-10).............. AH-3
* Variable Speed Convertible, 2%2-5 Tons (4TEE3F) ......ccooiiiiiiiiiiiiieeeeeeee AH-5
¢ Single Phase, 172-5 Tons (ATEH, 4TEC) ...cccoviiiiie et AH-7
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* Freedom 90 Two Stage (AUX2, ADX2) .....cceieiiiiieiiieiiee e FUR-4
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* American Standard 90 Single Stage (AUC1, ADC1) .....coooiiiiiiiiieiecieeeeene FUR-6
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Furnaces (continued)

¢ Freedom 80 and American Standard 80 Airflow Directions...........c.ccccceerveneenne. FUR-10
* Freedom 80 Two Stage Variable Speed (24 Volt) (AUD2-ACV, ADD-ACV)...... FUR-11
¢ Freedom 80 Two Stage Variable Speed w/ Whole House Air Cleaner
(AUDZ2-AFV) ..ttt ettt e et et e et e beeeneeebeene e neeneeneean FUR-11
* Freedom 80 Two Stage Variable Speed (AUD-A-V-V, ADD-A-V-V) .......ccccueennee FUR-12
* Freedom 80 Two Stage (AUD2, ADD2)........cceeiiiieiiieaieeenieeeseeesiee e FUR-13
* Freedom 80 Single Stage w/ High Efficiency Motor (AUD1-H, ADD1-H)......... FUR-14
* Freedom 80 Single Stage (AUDT, ADD1) ....cccuiiiiiiiiiiiiieeeeee e FUR-14
e American Standard 80 Single Stage (AUE1, ADE1)......ccccoiiiiiiiiiiiiiieiee FUR-15
* Freedom 80 and American Standard 80 Features & Accessories................... FUR-16
o Special Use FUrNace ACCESSOIES .......uiiiuiiiiiiiiiieiieeaiee et FUR-17
¢ Variable Speed High Efficiency Oil Furnaces (THV1, TLF1, TLR1, TDF1)...... FUR-18
* High Efficiency Oil Furnaces (THV1, TLF1, TLR1, TDF1) ..ccooiiiiiiiiiiiiieee FUR-19
* Natural Draft Gas Fired Cast Iron Water Boiler (AGBWF) .......ccovveviiveeeiinnnn. FUR-20
* Direct Vent Gas Fired Cast Iron Water Boiler (AGRWF) ........c.cccoorviiiniinicne FUR-21
¢ Qil Fired Boiler 3 Pass Cast Iron Heat Exchanger (APFWF)........ccccocoieiieenne FUR-22
Indoor Air Quality

¢ AccuClean™ Whole Home Air Cleaner
* Perfect Fit™ Media Filters (TFM, TFP)

» Perfect Fit™ Filter Accessories...............

* Humidifiers Fan Powered and Bypass ........cccueeviieireiriiiie e

* Energy Recovery Ventilator (ERV) ......ccooiiiiioiiiiicieecee e

Comfort Controls/Zone Sensors

o Comfort Control DefinitioNS.........cccuiiiiiiiii e CCZS-1
* Telephone Access Module (TAM) .......cociiiiiiiiiie e CCz0-2
* Programmable 7 DAy ......ccc.eoeieiiiiieiiie e s CCZS-2
* Programmable 5/2 DAY ........ccueecuieiiiiiiiieeeee ettt CCzSs-4
e Non-Programmable............coooiiiii e CCZS-5
© REMOLE SENSOIS ...ttt et st e et e e e nneas CCZzSs-6
o Humidity CONTrOl ... CCzZS-7
® Relay HOOK-UP.....coeiieiiiecee ettt e e e nneas CCzSs-7
¢ Indoor Fan Delay Relay Kit ..., CCZS-8
* Outdoor Thermostat Kit.............ceiiriiiiie e CCZS-8
* Non-Programmabile for ReliaTel™ UNits.........c.ccoooiiiiiiiicie e CCZS-9
* Programmable for ReliaTel™ UNitS.........cccooiiiiiiiiiiiieceeeeeeee e CCZS-9
e Zone Sensor Unit INstallation............ceeiiiiiiiiiiie e CCZzSs-11
® MiICro CONtrol ZONE SENSOIS .....couvieiiiiiieeeiiee ettt ine e CCZS-12

Packaged Cooling
* Convertible, 1%2-5 Tons (4TCY4, 4TCX83, 4TCC3)
e Convertible, 172-5 Tons Features & ACCESSOIIES .....cveeeeeiieeeeeeeeeeeeeeeeeee e
e Convertible, 172-5 TONS HEALEIS.........ceiiieeeiii e
o Convertible, 3-10 TONS FEATUIES ........cooieieeeeeeeeeeee e
e Convertible, 3-5 Tons, R-410A (THC-E, TSC-E) ...cccviviiiieeieeeeeee e
e Convertible, 6-10 Tons, R-410A (THC, TSC) ..evviiiiieee e
 Convertible, 3-10 Tons Model Digit NUMbers..........ccccoeviiiiiiiiiiiiicee
e Convertible, 3-10 Tons, R-410A Electric Heaters........cccccccooeiiiiiiiiiiieeeeeeeee,
e Convertible, 6-10 Tons, R-410A Electric Heaters.........cccccoeoeeeeeciiiveeieiieeeeeeeee,
e Convertible, 3-10 TONS ACCESSOMES .....uuiiiieeeiieeeeceeeeee e
e Convertible, 3-10 Tons Zone Sensors/Thermostats.............oooecevvvveeeeeeeeeeeeeeeenn, PC-14
¢ ReliaTel™ Controls
(Packaged Unit Protection/Operation Timings & Features)..........c.cccovvvenieens PC-15
¢ ReliaTel™ Controls
(Operation with an Electromechanical Thermostat)..........ccccceiiiiiiiiieiieene PC-16

For complete equipment / combination selections,

installation instructions and warranty information, : .

please refer to Product Data/Ratings and/or Installers TOC-2 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25
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Packaged Cooling (continued)
¢ Packaged Cooling with ReliaTel™ Controls, 12%2-25 Tons, R-410A

(TCD-E/TCH-E) ...ttt ettt e e e e e e e e rne e PC-17
¢ Packaged Cooling with ReliaTel™ Controls, 1212-25 Tons FIOPS ..................... PC-18
¢ Packaged Cooling with ReliaTel™ Controls, 12Y2-25 Tons

Zone Sensors/ThermMOSEALS .........evviiieiiee e see e PC-19
¢ Packaged Cooling with ReliaTel™ Controls, 1212-25 Tons Accessories............. PC-20
» Packaged Cooling with ReliaTel™ Controls, 12%2-25 Tons Heaters.................... PC-22

Packaged Heat Pump
e Convertible, 2-5 Tons (AWCZB, 4WCY4) ...ccuuiiiiiiiiieeiee et PH-1
e Convertible Dual Fuel, 2-5 Tons (4DCZ6, 4DCY4) ....ccoviceeeeiieeeeeiieee e PH-1
e Convertible, 2-5 Tons Features & ACCESSOMIES ......ccuieiierriieeeiiiiesieeeiee e PH-2
e Convertible, 172-5 Tons (AWCXS3, 4WCC3) ......ceriieiiiiee e eeeee e e seee e seea e PH-4
e Convertible, 1%2-5 Tons Features & ACCESSOIIES .......uuveeeeeeeeeeeeeieiiirreeeeeeeeeeeee e PH-5
o Convertible, 1%2-5 ToNs HEAErS...........uuuviiiiiieeiieeeeeeee e PH-7
o Over/Under 2-5 TONS (AWHCS3) ....uuiiiiieeiiie ettt saee e eee e PH-8
e Convertible, 3-10 Tons Features ...... ....PH-9
e Convertible, 3-10 TONS (WSC)...oeiuuieiiiiiiie ettt seee e nneee e PH-10
* Convertible, 3-10 Tons Model Digit NUMDErs...........cccoiiiiiiiiiiiii e PH-11
e Convertible, 3-5 Tons, EleCtric HEAters ..........uvueeeeeeeeeeee e PH-12
* Convertible, 6-10 Tons Electric Heaters & Zone Sensors..........cccocvvevieeicieenneen. PH-13
o Convertible, 3-10 TONS ACCESSOIIES .......ccvveeeeeeeeriieeeeeeeee e e e e e e ee e e eeeerra e eeas PH-14

* Packaged Heat Pump with ReliaTel™ Controls, 12%2-20 Tons (WCD/WCH)...... PH-16
* Packaged Heat Pump with ReliaTel™ Controls, 12%2-20 Tons

FIOPS & ZONE SENSOIS ..ccuviieiiieiiie ettt etee e see s tee e ssae et e e snaeesneeennes PH-17
* Packaged Heat Pump with ReliaTel™ Controls, 12%2-20 Tons Accessories....... PH-18
e Packaged Heat Pump with ReliaTel™ Controls, 12%2-20 Tons Heaters.............. PH-19

Packaged Gas/Electric

e Convertible, 2-5 ToNS (AYCZB, AYCYA) .ooee it PG-1
e Convertible, 2-5 Tons Features & ACCESSOIIES ...cccvvieiiieiiieiiieeiiee e eeee e PG-2
o Convertible, 172-5 TONS (AYCX3)...uii ittt PG-4
e Convertible, 172-5 TONS (AYCC3) ...ieiiieiiie ettt PG-5
e Convertible, 1%2-5 Tons Features & ACCESSOIIES .....uerreeeeeeeeeeciiiiieiieeeeeeeeeeeeeians PG-6
o Convertible, 3-10 TONS FEALUIES .........ceviieeiiiiiceee e e e PG-8
 Convertible, 3-5 Tons, 15 SEER, R-410A (YHC-E) ....ccceiiiiiiiiieieeeee e PG-9
* Convertible, 3-5 Tons, 13 SEER, R-410A (YSC-E) ..oeivieeieeeeieee e PG-10
 Convertible, 6-10 Tons, High Efficiency, R-410A (YHC-E) ........cccooiniiiiiiniirnens PG-11
e Convertible, 6-10 Tons, R-410A (YSC-E)....cvvviieiiie e

» Convertible, 3-10 Tons Model Digit NUMDErs..........ccccovviiiiiiiiiiiiiiiciceee
e Convertible, 3-10 Tons Accessories
e Convertible, 3-10 Tons Zone Sensors/Thermostats
* Packaged Gas/Electric with ReliaTel™ Controls 12%2-25 Tons,

R-410A (YCD-E/YCH-E) ...ttt
* Packaged Gas/Electric with ReliaTel™ Controls 1212-25 Tons FIOPS
* Packaged Gas/Electric with ReliaTel™ Controls 12%2-25 Tons Accessories....... PG-20
¢ Packaged Gas/Electric with ReliaTel™ Controls 1212-25 Tons
Zone Sensors/ThermMOStatS ........c.coiiiiiiiieiiie e PG-22
Factory Installed Options
* Commercial Packaged Units 1272-25 TONS .........cccceriiiriiiciiiieiie e FIOPS-1
* Factory Installed Options ACCESSONIES ......ccivuuireeaiiiiee e FIOPS-2
Unit Heaters
e Indoor Gas Heating ProduCtS...........cccoiiiiiiiiii e UH-1

For complete equipment / combination selections,

installation instructions and warranty information, : .

please refer to Product Data/Ratings and/or Installers TOC-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25
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For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Contents
Extended Warranties
© LabOr OPHONS ...ttt WA-1
o Standard Servicer GUIAEINES .........oiiiiiiiiiiiee e WA-2
o Expanded Servicer GUIJEIINES .......oeiiiriiiiiiiiieciie et WA-3
* Optional Extended Warranty Benefits ..........cccoviiieiiiiiiiiiieeee e WA-4
® GENETAI NOTES ...ttt WA-6
Accessories/Information
* Roof Curbs (BAYCURBO50A, BAYCURBOS5TA) ....cccviviriiriieieieie e AC/IN-1
e 3-25 Ton Packaged Units Roof Curb Compatibility Information ....................... AC/IN-2
® Thermal EXpansion VaAIVES..........c.coiiiiiiiiiiieec et AC/IN-3
e Equipment Date Identification ...........ccccoceeeiieiiiiiiiie e AC/IN-5
* Refrigerant Line Sets ........cooiiiiiii e AC/IN-6
* Refrigerant Line Sets Companion Table ...........cccovviriiiiiiiiiiiccecec e AC/IN-7
* Refrigerant HFC 410A (R-410A) ...t AC/IN-8
* Refrigerant Piping Systems Information for Allegiance/Heritage 16 & 20
SPIIE SYSIEMS ... AC/IN-9
* 6-20 Tons Split System AC/IN-10
e Branch Circuit Wire Sizing Table/Heater De-Rating Chart..... AC/IN-12
* Basic Air Conditioning Formulas...........ccccccocioiiiiiicninae AC/IN-13
e Low Ambient Accessories, Cooling & Heating Models ..... AC/IN-14
© WINA SIS ...ttt ee e AC/IN-15
TOC-4 Effective 7/15/10
14-1011-25

Guides and limited warranty handbooks.
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Outdoor Units

Refrigerant Type
4 =R-410A

American Standard

Product Type
6 = Split Heat Pump
7 = Split Cooling

Nomenclature

o o
o o
@~
"o o
> ©
-
=)
-

Product Family
Z = Leadership - Two Stage
A = Allegiance

H = Heritage

M or B = Basic

C = Light Commercial

Family SEER

AWON—=O
([T
oo
o
_.aaa
©ooou

Split System Connections 1-6 Tons
0 = Brazed

Nominal Capacity in 1000's (BTUH)
Major Design Chang

Power Supply
1 =200-230/1/60 or 208-230/1/60
3 = 200-230/3/60

4 = 460/3/60

Secondary Function

—y
jury
N
e
W
-
£y
jury

oo

=)
=}
>

Minor Design Change

!
Ll
!
L

Service Digit - Not Orderable

> »

Accessories

= -

.

<N
mw
o
oo,
=
o

-

Denotes: A ies

Accessories Type (Example: BAYCURB, AY,ASY

)

ASCT = Anti-Cycle Timer LOAM = Low Ambient Controls

BARM = Barometric Relief LPKT = L.P.Kit

BASE = Subbase LSDR = Low Static Drive

BRZQ = Coupling Kit Adaptors NXKT = NOx Rod Accessory Kit

CCHT = Crankcase Heater PANL = Panel

CLE = Coil Enclosures PLNM = Plenum

CURB = Roof Curb PLUS = Add-on Heat Pump

DMPR = Damper REFLN = Refrigerant Lines

DNFLW = Downflow Conversion Kit RLAY = Relay

ECON = Economizer SENS = Sensor

ENTH = Enthalpy Control SPEK = Single Power Entry Kit

FLTR = Filter STAT = Thermostat

GARD = Coil Guard TBKT = Thru Base Utility Kit

GRLE = Return Air Grill TEST = Test Accessory

HALT = High Altitude Kit TFMR = Transformer

HGBP = Hot Gas Bypass Control ~ TWIN = Twinning Kits

HSMT = High Static Motor TXVA = Cooling —

HTRA = Electric Heater Bleed/Non Bleed Kits
(Digit 7 Is Used To TXVH = Heat Pump
Differentiate The Non Bleed Kits
Products Accessory UTIL = Curb Ext. Kit
Is Used With) VENT = Termination Kit

ISLT = Isolator WAR = Warranty

KSKT = Start Accessory Kit WATR = Hydronic Heat Coils

LEG = Snow Legs WRKT = Wire Kit

LIFT = Lifting Lug Kit 2STG = 2 Stage Gas

Major Design Change

Numbers Are Sequentially Assigned Except For Electric Heaters.
On Electric Heaters Digit 8 Is Used To Identify Voltage And Digit 9

And 10 Are Used To Identify Capacity In KW's.
Minor Design Change

=

Accessory To Unit Match-up (When Required)
Service Digit - Not Orderable

-
-

=

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

TOC-5

Commercial Condensing Uni
Cooling and Heat Pump

ts

123 45678911112
TTAO090D3HRBDO
f A A A A A
Product Type
TTA = Split Cooling TWA = Split Heat Pump
Nominal Gross Cooling Capacity (MBh)
Cooling Heat Pump
090 =7 1/2Tons 090 =7 1/2 Tons
120 = 10 Tons 120 = 10 Tons
150 = 12 1/2 Tons 180 = 15 Tons
180 = 15 Tons 240 = 20 Tons
240 = 20 Tons
Compressor
D = Single Compressor (R-410A)
E = Dual Compressors (R-410A)
F = Dual Manifolded Compressors (R-410A)
Electrical Characteristics
3 =208 -230/3/60 4 =460/3/60 W=575/3/60
Factory-Installed Options
0 = No Hail Guard
H = Hail Guard
Factory-Installed Options
0 = Packed Stock, No Options
S = Epoxy Coil
R = ReliaTel™
T = ReliaTel™ with Epoxy Coil
Minor Design Change
Service Digit - Not Orderabl
H 12 3456789101112131415
Air Handler GAM2A0A36S31SAA
T IV YN RYY Y
Brand
A = American Standard
G = Good (American Standard Branded)
Product Type
A = Air Handler
Convertability
M= Multi-poise 4-way
F = Upflow Front Return, 3-way
T =3-way
Product Tier
2 =Good, Entry Level Feature Set
4 = Better, Retail Replacement Mid Effy.
5 = Better, Entry Level High Effy., Multi-Speed
7 =Best, Retail Replacement High Effy.,
Variable-Speed
8 = Best, Retail Ultimate High Effy.,
Variable-Speed
Major Design Change
No Descriptor
0 = Air Handler / Coil
Size (Footprint)
A=175x215
B=21.0x21.5
C=235x215
Cooling Size: Air Handler or Coil
0-9 = AH Coil - 1000 BTU’s (18, 24, 30, 36, 42, 48, 60)
Airflow Type & Capability
S =Low Effy PSC, 1-5 - nom. Tonnage (cfm/ton)
M = Mid Effy Multi-Speed, 1-5 - nom. Tonnage (cfm/ton)
H = High Effy Multi-Speed, 1-5 - nom. Tonnage (cfm/ton)
V = High Effy Variable, 1-5 - nom. Tonnage (cfm/ton)
Power Supply
1 =208-230/1/60
Sy Control Type
S = Standard - 24 VAC
C=CLIl 13.8VDC
Minor Design Chang
Unit Parts Identifier
Effective 7/15/10
14-1011-25
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Model
Nomenclature

e
o
-

(S

Air Handler -
Electric Furnace }
Refrigerant Type

4 =R-410A

Application
TE = Fully Convertible
TG = Semi Convertible
TF = Front Return

Product Family
E = Leadership - Variable Speed
H = High Efficiency

C = Replacement/Retail

B = Basic

Flow Control
3 =TXV-Non-bleed

Feature Indentifier

0 = Standard Unit

F = Air-Tite™

C = Communicating Air Handler

D = Communicating with Intergated
Whole Home Air Cleaner

Model Number Capacity Distinguisher ———
Major Design Change

Power Supply
1 = Single Phase

Electrical Connection
0 = Pig Tails

B = Circuit Breaker

D = Pull Disconnect

> ©

Tla e
SN
>

Future Option - Factory Installed Heater Nominal KW Value —

Minor Design Change
Service Digit - Not Orderable

B> o

Air Handler - 1 $ g g
Residential A
Refrigerant Type

4 =R-410A

Application

TE = Fully Convertible

TG = Semi Convertible

TF = Front Return
TB = Modular Blower

Product Family
E = Leadership - Variable Speed
H = High Efficiency

C = Replacement/Retail

B = Basic

Flow Control
0 = No Flow Control
3 =TXV-Non-bleed

Feature Indentifier
0 = Standard Unit

F = Air-Tite™

D = Intergated Whole Home Air Cleaner
C = Communicating Air Handler

Nominal Capacity in 1000's (BTUH) ———
Major Design Change

Power Supply
1 = Single Phase

Electrical Connection
0 = Pig Tails

B = Circuit Breaker

D = Pull Disconnect

i

—Pt o

Future Option - Factory Installed Heater Nominal KW Value —

Minor Design Change

>
L]

Service Digit - Not Orderable

NOTE: There will be a phase-in of new model numbers for new
air handlers over next 2 years.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

TOC-6

Air Handler -
Commercial

=N
CIFN
©
oo

—-m W

Product Type
TW = Cooling/Heat Pump

Airflow Type
E = Convertible — Upflow/Horizontal Only

Nominal Gross Cooling Capacity (MBh)
060 = 5 Tons 150 =12 1/2 Tons
090=71/2Tons 180 =15Tons
120 =10 Tons 240 = 20 Tons

=
- o

Refrigeration Circuits
D = Single Circuit
E = Dual Gircuit, R-410A

Electrical Characteristics

|=(O
g PP
> =

—
SN

1 = 208-230/1/60
3 = 208-230/3/60
4 = 460/3/60

Factory Installed Options
00 = Packed Stock, No Options

Minor Design Change:

Service Digit - Not Orderable

Air Handler/
Electric Furnace
Heaters

Accessory

Heater

Power Supply
1 = Single Phase
3 =Three Phase

Series/Family
3 = 2/4TEH Models Only

Heater KW
Electrical Connection

-~

-
|
s K- )

I
= o;
I o

123
BAY

LY

o
—_

»l—™©
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=| :
!>

v+ Jry

)

Aw
-
'S

000 = Pig Tails Only

BRK = Circuit Breaker

PDC = Pull Disconnect

RBR = Recessed Breaker-TVF018, TVF024, 14" Deep only

RPD = Recessed Pull Disconnect-TVF018, TVF024, 14" Deep only

Minor Design Change

Effective 7/15/10

14-1011-25



Americam Stamdard. Model

HEATING & AIR CONDITIONING Nomenclature

12345678 9101112131415 123456178 91112
Gas Furnaces AUD1BOSOAO9H31AA Gas Furnaces AUYODB8OROV3VD
Y RYY o } YR N S W O
Furnace Configuration
" . AU = Upflow/Horizontal
Furnace Configuration AD = Downflow/Horizontal
AU = Upflow/Horizontal Type
AD = Downflow/Horizontal C = Condensing
Type D = Induced Draft
E = 80% Induced Draft Standard X = Direct Vent Condensing
D = 80% Induced Draft Premium Heating Input in 1000's (BTUH)
C = 90% Condensing Standard 080 = 80,000 BTUH
X =90% Condensing Premium . K
H = 95% Condensing Premium Major Design Change
C = Single Stage R = Two Stage
Number of Heating Stages All other = Standard System
1 = Single Stage Power Supply and Fuel
% = ;v}:o Stg?e 115 Volt Natural Gas
= lhree Stage Airflow Capacity for Cooling
M = Modulating Example: 36 = 3 Tons
Cabinet Width 400 CFM/Ton
A =14.5" Cabinet Width 400 x 3 Tons = 1200 CFM
B =17.5" Cabinet Width V3 = 11/2-3Tons, Variable Speed Motor (ICM)
C =21.0" Cabinet Width V4 = 2 -4 Tons, Variable Speed Motor (ICM)
D = 24.5" Cabinet Width V5 = 3-5Tons, Variable Speed Motor (ICM)
. f 5 Minor Design Change
;‘gg‘;“g%fgggg'{‘l}ﬁ"° s(BTUH) —— V = Variable Speed Inducer
) ) Service Digit - Not Orderable
Major Design Change
Voltage
9 =115 Volts / 60 Hertz / Natural Gas
A =115 Volts / 50 Hertz / Natural Gas
C =115 Volts / Natural Gas with Communicating System Control
F =115 Volts / Natural Gas with Integrated Electronic Filter
D =115 Volts / Natural Gas with Communicating System Control and
Integrated Electronic Filter

Air Capacity for Cooling
Standard PSC Variable Speed High Efficiency
24 =2Tons V3 =3Tons H3 =3 Tons
36 =3 Tons V4 =4 Tons H4 =4 Tons
42 = 3.5 Tons V5 =5 Tons H5 =5 Tons
45 =4 Tons

48 =4 Tons

54 =5 Tons

60 =5 Tons

72 =6 Tons

Draft Inducer Speed:
1 = Single Speed

2 =Two Speed

V = Variable Speed

Minor Design Change

Service Digit - Not Orderable

For complete equipment / combination selections,

installation instructions and warranty information, : .

please refer to Product Data/Ratings and/or Installers TOC-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricam Stamdard, Model

HEATING & AIR CONDITIONING

Nomenclature

1112
36
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Oil Furnaces

< w
-5
e —— )]
‘om
jm\l
~ ©
> ©
o 3
Bt o
>
> o

)
'
ot

Furnace Configuration

HV = High Boy Vertical Flue

LF = Low Boy Front Flue (vertical)
LR = Low Boy Rear Flue

DF = Downflow/Horizontal Front Flue

Heating Stages

Cabinet Width
M = 221/4"

Heating Output in 1000’s (BTUH)
087 = 87,000 BTUH

Major Design Change

Power Supply
1= 115 v/1 ph/60hz

Nominal Capacity
Standard Variable Speed
36=3Tons V3=3Tons
48=4Tons V4 =4Tons

Efficiency

S = 80% + AFUE
Minor Design Change

Service Digit - Not Roderable
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Gas & Oil
Boilers
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P =0il

Efficiency - Feature

B =80% Natural Draft, Electronic Ignition
F =80% Power Burner, Electronic Ignition
R=80% Direct Vent Electronic Ignition

Boiler Type
W = Water

Mount/Heat Exchanger
F =Floor Standing - Cast Iron
W =Wall - Aluminum

Capacity
Nominal Heating Input in 1000’s (BTUH)

Major Design Change

Voltage
9 =115 v/1 ph/60hz

Number of Cast Iron Sections

Heating Stages (Gas or Oil)
A =Single Stage
M =Modulating

Vent Devises
0 =None

B =Barometric Draft Regultor (Qil-Fired Models)

V = Automatic Vent Damper (Natural Draft, Gas-Fired Models)

Minor Design Change

Service Diait - Not Orderable

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.
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Heat Pump/
Cooling Coils
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Refrigerant Type
4 =R-410A
Series

3
X
T = Premium (Heat Pump or Convertible Coil)
C = Standard (Cooling Only)
Coil Design
X = Direct Expansion Evaporator Coil

o s

Coil Feature
C = Cased A Coil

A = Uncased A Coil

F = Cased Horizontal Flat Coil

Coil Width (Cased/Uncased)
14.5"/13.3"

17.5"/16.3"
21.0"/19.8"
245"/23.3"

TOOW>
o
S

9

Refrigerant Line Coupling
0 = Brazed

Nominal Capacity in 1000's (BTUH)
Major Design Change

Efficiency
C = Standard
S = Hi Efficiency (derived from 10 SEER products)

Refrigerant Control
3 =TXV - Non-Bleed

Coil Circuitry
H = Heat Pump
C = Cooling

Airflow Configuration
A = Upflow Only

U = Upflow / Downflow

H = Horizontal Only

C = Convertible - Upflow, Downflow, Left or Right Airflow

Minor Design Change

o
>

Service Digit - Not Orderable

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Heat Pump/ 1 2

3 4
Cooling Coils TXce
Refrigerant Type
4 =R-410A
Series
T = Premium (Heat Pump or Convertible Coil)

o o
o o
o
)
O ©

i

Coil Design
X = Direct Expansion Evaporator Coil

Coil Feature
C = Cased A Coil

A = Uncased A Coil

F = Cased Horizontal Flat Coil

D
H=10.5"

Refrigerant Line Coupling — |
0 = Brazed

Model Number Distinguisher ——————————————————

Major Design Change

Model
Nomenclature

-
o
-
—y
-
-
(3]
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Efficiency
C = Standard
S = Hi Efficiency (derived from 10 SEER products)

Refrigerant Control
3 =TXV - Non-Bleed

Coil Circuitry
H = Heat Pump

Airflow Configuration

A = Upflow Only

U = Upflow / Downflow

H = Horizontal Only

C = Convertible - Upflow, Downflow, Left or Right Airflow

Minor Design Change

Service Digit - Not Orderable

TXV Kits ya31s8

789
AY XVH3A2
f A N
Refrigerant

4=R-410A
Accessory

Accessory Type
TXV Kit

Compatibility
Cooling & Heat Pump Compatible

Flow Control
3 =TXV - Non Bleed

Major Design Change

B = Internally Mounted (Mechanical Fittings)
C = Internally Mounted (Mechanical Fittings)
D = Internally Mounted (Mechanical Fittings)

P
Ll

Minimum Nominal Capacity in 000's BTU's.
Maximum Nominal Capacity in 000's BTU's

Minor Design Change

Service Digit - Not Orderable

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

American

Standard i

13, Kl
-
>~
- ©

Air Cleaner

Brand
Filtration
ifD

1234
AccuClean™ AF D1
Whole Home H l

Size
Furnace Furnace Air Handler
Upflow Downflow

145 = 145" 14D = 14.5" 215=21.5"
175 =175" 17D = 17.5" 235 = 235"
210 =21.0" 21D = 21.0" 260 = 26.0"
245 =245" 24D = 24.5"

Major Design Series

Power Supply
L = Low Voltage

L}
L}

Application
AHO000 = Air Handler
FRO0O = Furnace

Minor Design

Service Sequence Not Orderable

1 2 3
Perfect Fit™ T EM
Air Cleaner T ‘
Filter Type

Filter

M= Media, 5 Inch P = Pleated, 1 Inch
Product Dimension
145=14.5 Inch Furnace Width 215= 21.5 Inch Air Handler Width
175=17.5 Inch Furnace Width 235= 23.5 Inch Air Handler Width
210=21.0 Inch Furnace Width 260= 26.0 Inch Air Handler Width
245 =245 Inch Furnace Width
Product Development Sequence
A=5"Cartridge Media (Rigid)
B = 5" Expandable Media

Voltage
1=240vV  9=140V
Product Description

AH = Air Handler
FR = Furnace

Minor Design Change
Service Digit - Not Orderable

Perfect Fit™ Filter

1 23 45 67 89 10
B AY FT FR 17 M

Accessories
Busi Unit
A y
Filter
Product Type
AH = Air Handler
FR = Furnace
Size
14 Inch 21 Inch 24 Inch EX = Expandable
17 Inch 23 Inch 26 Inch
Type
M = Media, 5 Inch T = Throwaway, Fiberglass, 1 Inch
P = Pleated, 1 Inch W= Permanent-Washable, 1 Inch
Quantity
2=2 4 =4 D = Dozen

Minor Design Change

Effective 7/15/10
14-1011-25



Amoricam Stamdard, Model

HEATING & AIR CONDITIONING Nomenclature

oy 1234567891011 12131415 Humidifier 12 345678 910111213 1415
Humidifiers AHUMD200ABMOOBA Controls ACONTHO1AAUTOAA
A1 11 F I — 4k il
Brand
Brand Accessory Type
Accessory Type CONT = Control
i Accessory
Mode! Series H = Humidifier
Major Design Change Model Series
Humidifier
Humidifier Type Major Design Change
B = Bypass, Flow Through i
P = Fan Powered, Flow Through Control Type - Automatic or Manual
Y SENS = Sensing
Control 1310 = Height x Width (Dimensions)
M = Manual MHCO = Manual Humidifier Control
A = Automatic
Secondary Function- Minor Design Change
Blank ) o
Minor Design Change Service Digit - Not Orderable
Service Digit - Not Orderable
. Energy 1 234 5678 9101112131415
Humidifier 1 234567891§11121531415 Recovery AERVR1C0%9POOAA
H BAYRLY10A E N A A A
Accessories : 1i Ventilator Aih A 1
Accessory (ERV)
gt$crigti?n
= Rela)
PAD - Humidifier Replacement Pad Brand
PLT = Adapter Plate
- Product Type
Accessory Series ERV = Energy Recovery Ventilator
Major Design Change Feature Tier
Accessory Type E{fgétg% /PT Control
SENS = Sensing - ower, ontro
1310 = Height x Width (Dimensions) X = Future
MHCO = Manual Humidifier Control Model Family (Nominal Airflow)
Minor Design Change 100 = 130 cfm
200 =200 cfm
Service Digit- Not Orderable 300 = 300 cfm
Major Design Change
Power Supply
1 =115 v/1 ph/60 hz
Type of Defrost
P = Passive
Open

Minor Design Change
Service Digit - Not Orderable

For complete equipment / combination selections,

installation instructions and warranty information, TOC-10
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard. Model

HEATING & AIR CONDITIONING Nomenclature

Packaged Units 123456 789101112131415 Packaged Units 123456 789101112
4 YCX3042A3080AA YCXO036G1MOATD
f L A f I A b
. " Product Type
Refrigerant TC - Cooling, Electric Heat
4=R-410A WC = Heat Pump Packaged
Type YC = Gas Electric
Y\ép= Gas Electric DC = Heat Pump with Gas Heat
WC= Heat Pump Airflow Configurati
guration
DC = Dual Fuel D = Downflow Y = Super High Efficiency
TC = Air Conditioner H,K = Horizontal Z = Ultra High Efficiency
Model Ti C = Convertible
CZ gntrlyeltevel X = High Efficiency
§ = gfeillnz@;l?; Cooling Capacity in 1000’s (BTUH)
= i 018=11/2Tons 060 =5 Tons
Z = Leadership - (2-Stage) 024 =2 Tons 150 =12 1/2 Tons
Effici Ti 030=21/2Tons  180=15Tons
'c'e“S"V ler 036.=3 Tons 210=171/2 Tons
3 =13 SEER 042=31/2Tons 240 =20 Tons
& C 14 SEER 048=4Tons  300=25Tons
) L Commercial High Efficiency Units
Capacity in 1000’s (BTUH) 151 =12 1/2 Tons
018 042 181 =15 Tons
024 048 211 =17 1/2 Tons
030 060 241 =20Tons
036 301 =25 Tons
Major Design Change Major Design Change
F = Impack - Side by Side — Ft. Smith Only
Voltage & Phase B = Over/Under — Ft. Smith Only
1 =230V 1 Phase G = Impack Plus — Side by Side — Ft. Smith Only
3 = 230V 3 Phase . -
Electrical Characteristics
4 = 460V 3 Phase 1 = 208-230/1/60
Gas Heat Input (MBTU/H) 3 = 208-230/3/60
000 (AC or HP) 075 4 = 460/3/60
040 096 Secondary Capacity And/Or Factory-Installed Options ——
064 120 00 = No Heat, No Options
. . LO = Low Heating Capacity
Minor Design Change MO = Medium Heating Capacity
Service Digit - Not Orderable HO = High Heating Gapacity
Minor Design Change
Service Digit - Not Orderable
For complete equipment / combination selections,
installation instructions and warranty information, TOC-11 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Units

Digit 1 — Unit Type

T = DX Cooling

Y = DX Cooling, Gas Heat

W = Package Heat Pump

Digit 2 — Efficiency

S = Standard Efficiency

H = High Efficiency

Digit 3 — Airflow

C = Convertible

Digit 4,5,6 — Nominal Gross Cooling Capacity

(MBh)

036 = 3 Tons
048 = 4 Tons
060 = 5 Tons
072 =6 Ton

090 = 7%2 Ton, Single Compressor
092 = 7%z Ton, Dual Compressor
102 = 8%2 Ton

120 =10 Ton

Digit 7 — Major Design Sequence
E = R-410A Refrigerant

Digit 8 — Voltage Selection
1 =208/230/60/1

3 =208-230/60/3

4 = 460/60/3

W = 575/60/3

Digit 9 — Unit Controls

E = Electromechanical

R = ReliaTel™ Microprocessor

Digit 10 — Heating Capacity

0 = No Electric Heat F =14 kW (1 phase)®
A =5KkW (1 phase)® G =18 kW (1&3 phase)
B = 6 kW (3 phase) J =23 kW (3 phase)

C =9 kW (3 phase) K =27 kW (3 phase)

D =10 kW (1 phase)® N =36 kW (3 phase)

E =12 kW (3 phase) P =54 kW (3 phase)

L = Low Heat
M = Medium Heat
H = High Heat

X = Low Heat, Stainless Steel Heat Exchanger
Y = Medium Heat, Stainless Steel Heat Exchanger
Z = High Heat, Stainless Steel Heat Exchanger

Digit 11 — Minor Design Sequence

A = First Sequence®
B = Second Sequence®

Model
Nomenclature

Digit 12,13 — Service Sequence
**Factory Assigned

Digit 14 — Fresh Air Selection

0 = No Fresh Air

A =Manual Outside Air Damper 0-50%®

B =Motorized Outside Air Damper 0-50%

C =Economizer, Dry Bulb 0-100% without
Barometric Relief®

D =Economizer, Dry Bulb 0-100% with Barometric
Relief®

E =Economizer, Reference Enthalpy 0-100%
without Barometric Relief®@®

F = Economizer, Reference Enthalpy 0-100% with
Barometric Relief®@®

G =Economizer, Comparative Enthalpy 0-100%
without Barometric Relief®@®

H =Economizer, Comparative Enthalpy 0-100% with
Barometric Relief®@®

Digit 15 — Supply Fan/Drive Type/Motor
0 = Standard Drive®

1 = Oversized Motor

2 = Optional Belt Drive Motor®

Digit 16 — Hinged Service Access/Filters

0 = Standard Panels/Standard Filters

A =Hinged Access Panels/Standard Filters

B = Standard Panels/2” MERV 7 Filters

C =Hinged Access Panels/2” MERV 7 Filters
D =Standard Panels/2” MERV 13 Filters

E =Hinged Access Panels/2” MERV 13 Filters

Digit 17 — Condenser Coil Protection

0 = Standard Coil

1 = Standard Coil with Hail Guard

2 = Black Epoxy Pre-Coated Condenser Coil

3 = Black Epoxy Pre-Coated Condenser Coil with
Hail Guard

4 = Complete Coat™ Condenser Coil

5 = Complete Coat™ Condenser Coil with Hail
Guard

Digit 18 — Through the Base Provisions
Note: Applicable to Digit 1, T or Y models

0 = No Through the Base Provisions

A =Through the Base Electric®

Note: Applicable to Digit 1, Y models only

B =Through the Base Gas Piping®

C =Through the Base Electric and Gas Piping®

c
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Digit 19 — Disconnect/Circuit Breaker
(three - phase only)

0 = No Disconnect/No Circuit Breaker

1 = Unit Mounted Non-Fused Disconnect®
2 = Unit Mounted Circuit Breaker®

Digit 20 — Convenience Outlet

0 = No Convenience Outlet

A =Unpowered Convenience Outlet

B =Powered Convenience Outlet
(three-phase only)®

Digit 21 — Communications Options®
0 = No Communications Interface

1 = Comm 3/4 Communications Interface
3 = Novar 2024 Controls

Digit 22 — Refrigeration System Option

0 = Standard Refrigeration System®
B = Dehumidification Option

Digit 23 — Refrigeration Controls
Note: Applicable to Digit 7 = E

0 = No Refrigeration Control®

1 = Frostat®

2 = Crankcase Heater®

3 = Frostat® and Crankcase Heater®

Digit 24 — Smoke Detector®

0 = No Smoke Detector

A =Return Air Smoke Detector@®

B = Supply Air Smoke Detector

C =Supply and Return Air Smoke Detectors@®

Digit 25 — Monitoring Controls

0 = No Monitoring Control@

1 = Clogged Filter Switch®

2 = Fan Failure Switch@

3 = Discharge Air Sensing Tube®

4 = Clogged Filter Switch and Fan Fail Switch®@

5 = Clogged Filter Switch and Discharge Air
Sensing Tube®

6 = Fan Fail Switch and Discharge Air Sensing
Tube®

7 = Clogged Filter and Fan Fail Switches and
Discharge Air Sensing Tube@®

8 = Novar Return Air Sensor®

@ Available on 3-5 ton models.

® Standard on all 15 SEER and 4-5 Ton E3,4,W Heat
Pumps and all 6-10 Ton units.

® Not available with electromechanical controls.

@ Manual outside air damper will ship factory supplied
within the unit, but must be field installed.

® High pressure control is standard on all units.

® On 3-5 ton, multispeed direct drive is standard on single
phase and 15 SEER. On 6-10 ton, multispeed direct drive
is standard on all 10 ton and 7.5-8.5 ton high efficiency.
Belt drive is standard on all other units.

Digit15=0

Standard Efficiency

1 Phase = High Efficiency Multispeed Direct Drive Motor

3 Phase (3-82 Ton) = Belt Drive

3 Phase (10 Ton) = Ultra High Efficiency Direct

Drive Plenum Fan

High Efficiency

1 Phase = High Efficiency Multispeed Direct Drive Motor

3 Phase (3-5 ton) = High Efficiency Multispeed Direct Drive

Motor

3 Phase (3-5 ton w/Dehumidification) = Belt Drive Motor

3 Phase (7%2-10 ton) = Ultra High Efficiency Direct Drive

Plenum Fan

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

@ Economizer with Barometric Relief is for downflow
configured units only. Order Economizer without
Barometric Relief for horizontal configuration. Barometric
Relief for horizontal configured units must be ordered as
field installed accessory.

Through the base electric required when ordering
disconnect/circuit breaker options.

® Requires use of Disconnect or Circuit Breaker.

Not Available

Standard Efficiency

10 Ton w/575V

High Efficiency

3-5 ton w/Standard Indoor Motor w/460V

Standard metering devices are TXVs.

@ Frostat cannot be field installed in electro-mechanical
units.

@ The return air smoke detector may not fit up or work
properly on the Precedent units when used in conjunction
with 3rd party accessories such as bolt on heat wheels,
economizers and power exhaust. Do not order the return
air smoke detectors when using this type of accessory.

@® Return Air Smoke Detector cannot be ordered with Novar
Controls.

These options are standard when ordering Novar
Controls.

TOC-12

@® This option is used when ordering Novar Controls.

Includes gas piping and shutoff (field assembly required).

@ Not available with high temperature duct sensor
accessory.

Requires hinged access panels.

Digit 15 = 2

Standard Efficiency

1 Phase = Not Available

3 Phase = Not Available

High Efficiency

1 Phase = Not Available

3 Phase (3-5 ton) = May be Ordered

3 Phase (3-5 ton w/Dehumidification) =

3 Phase (6-10 ton) = Not Available

Available for T/Y10 ton standard efficiency models only.
@) Available for T/Y 3,4,5,6,7"2,8%- ton standard/high
efficiency models only.

Not Available

Effective 7/15/10
14-1011-25



Americam Stamdard. Model

HEATING & AIR CONDITIONING Nomenclature

12 345678 9101112131415 Horizontal HBAC15AAACDO
Comfort ACONT200AN1T11AAA Blower Assembly 12345678 91011
Brand Horizontal Blower Motor
Control (Thermostat) (Digit 1-3)
. Development Sequence (Digit 4)
Model Series C = Third Generation
Major Design Modifications Blower Size Digit 5-6)
Control Platform 15 = Nominal 1500 cfm
M = Mechanical 20 = Nominal 2000 cfm
N = Non-programmable Electronic (Digital Display) 30 = Nominal 3000 cfm
F = Five/Two Programmable Electronic (Digital Display) - i
S = Seven Day Programmable Electronic (Digital Display) 45 = Nominal 4500 cfm
\(/;vi s\,‘i’r";g::'cat'”g Transition Size (Digit 7) (Specifies Duct Furnace Sets)—!
_ 0 = None F = 225 MBh
Heating Stages A =100 MBh G = 250 MBh
i B =125MBh  _ 300 MBh
Cooling Stages C = 150 MBh =
- J =350 MBh
Equment Application D =175 MBh K = 400 MBh
= AC/ Heat (Gas, or Electric) E =200 MBh
G = AC/ Heat (Gas)
E = AC/Heat (Electric) Main Power Supply (Digit 8
H = Heat Pump A = 115/60/1 pply (Digit 8)
M = Multi-Application - AC / Heat (Gas/Elec) / Heat Pump -
D = Dual Fuel Heat Pump or AC and Heat (Gas/Elec) B = 230/60/1
C = Communicating C = 208/60/3
EJ - lZJlTiggsal Application - Communicating or 24 Vac Control D = 230/60/3
= I\ I I - uni I —
of AC/Heat (Gas/Elec) / Dual Fuel Heat Pump E - gsgﬁggﬁg
Minor Design Change
Motor Horsepower (Digit 9)
Service Digit - Not Orderable A =1/3hp
B=1/2hp
C=3/4hp
D=1hp
E=112hp
F=2hp
Design Sequence (Digit 10)
D = Fourth Design
Miscellaneous Options (Digit 11)

0 = None

1 = Insulation

2 = Floor Mounting Legs
3 = Totally Enclosed Motor
S = Special

For complete equipment / combination selections,

installation instructions and warranty information, : .
please refer to Product Data/Ratings and/or Installers TOC-13 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricam Stamdard, Model

HEATING & AIR CONDITIONING

Nomenclature

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

TOC-14

Indoor Gas ABNDOO3AAF10000 +
Heating Units 1234567 8 9101112131415
A A AAAA Ad

3
Gas Heating Equipment (Digit 1)J
Product Type (Digit 2)
T =Propeller Fan / Tubular Heat Exchanger
A = Separated Combustion Propeller
Fan Unit Heater
B = High Efficiency Centrifugal Fan Unit Heater
L =High Efficiency Indoor Duct Furnace
H =High Efficiency Propeller Fan Unit Heater
K = Separated Combustion Centrifugal Fan
Unit Heater
M = Separated Combustion Indoor Duct Furnace

Fuel (Digit 3)
N = Natural Gas P = LP Gas (Propane)
Development Sequence (Digit 4)

D = Fourth Generation

Input Capacity in 1000’s (MBh) (Digit 5-7)
Single Furnace

003@ = 30 MBh 015 =150 MBh
004@ = 45 MBh 017 = 175 MBh
006 = 60 MBh 020 = 200 MBh
007@ = 75 MBh 022 = 225 MBh
009 = 90 MBh 025 = 250 MBh
010® = 100 MBh 030 = 300 MBh
0120 = 125 MBh 035 = 350 MBh
011@ = 105 MBh 040 = 400 MBh

120© = 120 MBh

@ Not available for high efficiency propeller fan.
© Not available for tubular.

© Available for tubular only.

Main Power Supply (Digit 8)

A=115/60/1 B =230/60/1
C=208/60/3 D =230/60/3
E=460/60/3 F=575/60/3

Gas Control Option (Digit 9)
D = Single-Stage, Intermittent Pilot Ignition
E = Two-Stage, Intermittent Pilot Ignition

H = Electronic Modulating with Room T-Stat, Intermittent Pilot Ignition
J = Electronic Modulating with Duct-Stat, Intermittent Pilot Ignition

L = Electronic Modulating with External 4-20 mA Input

N = Electronic Modulating with External 0 -10 VDC Input

T = Single - Stage Direct Spark Ignition

V = Two-Stage, Direct Spark Ignition

Design Sequence (Digit 10)
G= Seventh Design

Heat Exchanger Material (Digit 11)
1 = Aluminized Steel 2 = #409 Stainless Steel?
3 =#321 Stainless Steel®

Miscellaneous Options — All Units (Digit 15)
0 = None

A = #409 Stainless Steel Burners®

B = Orifice for Elevation above 2000 ft (specify elevation)

Propeller Fan Unit Heater (Hi-Effic.)
C = #409 Stainless Steel Draft Diverter
E = Vertical Louvers

Centrifugal Fan Unit Heater (Hi- Effic.)
C = #409 Stainless Steel Draft Diverter
E = Vertical Louvers

Duct Furnace (Indoor) (Hi-Effic.)

C = #409 Stainless Steel Draft Diverter D = Summer-Winter Switch

F = Horizontal Louvers G = Horizontal & Vertical Louvers
K = Side Access Burner Drawer (Left Hand)*

L = FanTime Delay Control

M = Side Access Burner Drawer (Right Hand)*

Separated Combustion Indoor Duct Furnace

C = #409 Stainless Steel Draft Diverter D = Summer-Winter Switch

F = Horizontal Louvers G = Horizontal & Vertical Louvers
Tubular Heat Exchanger, Propeller Type
J = Totally Enclosed Motor

D = Summer-Winter Switch ~ 7 = OSHA Fan Guard
J =Totally Enclosed Motor

D = Summer-Winter Switch
H = Duct Discharge Flange

J =Totally Enclosed Motor

7 = OSHA Fan Guard

Notes:

1. All units are AGA approved. For CGA approved units, contact Macon Product Support.

2. Available on the tubular sizes 100-400 only.

3. Not available for tubular.

*The left or right hand side of the side access burner drawer, options K & M, is determined by facing the air
outlet side of the duct furnace.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING Multi_position Air Ha“dler

* Note: No internal modifications required for any position.
(O Badge rotation will keep brand in correct position

AN
=In
O Refrigerant
H Connections
Refrigerant g g\ g

i / Connections

Upflow
Condensate
Drains
Downflow
Condensate
v g L Drains
10
=
Vertical Downflow*
(as shipped) Vertical Upflow*

Refrigerant

Refrigerant Connections
/ Connections \
z — \ :

[Tomp | 7 ME/ o] = -ﬁ
Ol 4 ®
J . o)
i @ MD i
=29 10
oo . [ AN - o o o
Horizontal Right
Horizontal Left Condensate 9
Condensate Drains
Drains
Horizontal Left* Horizontal Right*
For complete equipment / combination selections,
installation instructions and warranty information, TAH-1 Effective 7/15/10
14-1011-25

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.



Americam Stamdard.

HEATING & AIR CONDITIONING

Features and Benefits

® Conduit
Connectio&

Integrated Horizontal |
Drain Pans

(® Quarter Turn Door
Fasteners

@ Alert Code Viewport —

(® Compact 20.8” Depth
with Doors Removed

@ AirTite I™ Cabinet
- Double wall foamed cabinet system
- Waterproof Cabinet Design (No Thermal Breakage)
- > R-4.2 Insulating Value
- Composite Foamed Cabinet Doors
- Sweat Eliminating Cabinet Design
- Loose Fiber Eliminating Design
- Smooth Cleanable Cabinet Design
(@ Precision Applied Durable Door Seals
(® Refrigeration Connections
® Condensate Connections
(® Conduit Connections - Conduit Connections on Left,
Right, and Top
(® Quarter Turn Door Fasteners
@ Alert Code Viewport
- Alert Codes can be Viewed Without Door Removal
- Control Protection Pocket

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

TAH-2

S

—— R

@ AirTite ™ Cabinet

/ @ Precision Applied

/ Durable Door Seals

22 @ Electronic Expansion

/ Valve (EEV)
/ ® Refrigeration
Connections

/@ All Aluminum Coil
® Condensate
/ Connections

/@ Safety Door Switch

/ Vortica™ Blower

Labeled Panels
and Connections

® Maximum width
is 23.5”

Vortica™ Blower
- Polarized Plug Connections
- Integrated Slide Deck for Easy Removal
® All Aluminum Coil
- Integrated Slide Deck for Easy Removal
- Polarized Plug connections on Coil EEV
- Patented Enhanced Coil Fin
Labeled Panels and Connections
() Electronic Expansion Valve (EEV)
- Low Ambient, Low Superheat, and High
Superheat Compressor Protection
- Dual Refrigerant Compatible as Shipped
® Maximum width is 23.5”

(® Compact 20.8” Depth with Doors Removed

Integrated Horizontal Drain Pans
(® Safety Door Switch - Fused 24V Power

5/16” Allen Wrench “Quick Latch” Modular

Cabinet

Effective 7/15/10
14-1011-25



Americam Stamdoard.  Series 8 Variable Speed Multi-Position
reatine woatn coneimenive - Ajr Handlers 2-5 Tons

Table TAH-3-A — Variable Speed R-410A with Smart Fan Options 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

AAMBAOA24V21CA 24000 49.9x 17.5x 21.8 126 14.5x 14.35 14.5x 17.15  16x20x1 %4 s
AAMBAOB30V21CA 30000 55.7x21.3x21.8 150 18.4x14.35  18.4x17.15 20x20x1  3/s s
AAMBAOC36V31CA 36000 56.9x 23.5x 21.8 157 20.5x 14.35 20.5x 17.15  22x20x1 _"/s %8
AAMBAOC42V31CA 42000 56.9x 23.5x 21.8 162 20.5x 14.35 20.5x 17.15 22x20x1 /s %/
AAMBAOC48V41CA 48000 61.7x23.5x 21.8 174 20.5x14.35 20.5x17.15 22x20x1 "/s  %/s
AAMBAOCG60V51CA 60000 61.7x 23.5x 21.8 175 20.5x 14.35  20.5x 17.15 22x20x1 "6 3/s
AAMBAOC61V51CA 61000 61.7x 23.5x 21.8 177 20.5x 14.35 20.5x 17.15 22x20x1 /s %/s

Series 7 Variable Speed Multi-Position
Air Handlers 2-5 Tons

Table TAH-3-B — Variable Speed R-410A with Comfort-R™ Enhanced Mode Option 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

AAM7A0A24H21SA 24000 49.9x 17.5x 21.8 126 14.5x14.35  14.5x 17.15  16x20x1 %1 s
AAM7A0B30H21SA 30000 55.7x21.3x21.8 150 18.4x 14.35  18.4x17.15 20x20x1 %a s
AAM7A0C36H31SA 36000 56.9x 23.5x 21.8 157 20.5x 14.35  20.5x 17.15 22x20x1_ 7"/s  %/s
AAM7A0C42H31SA 42000 56.9x 23.5x 21.8 162 20.5x 14.35 20.5x 17.15 22x20x1 _7"/s /s
AAM7A0C48H41SA 48000 61.7x 23.5x 21.8 174 20.5x 14.35 20.5x 17.15  22x20x1 "/s %
AAM7A0C60H51SA 60000 61.7x 23.5x 21.8 175 20.5x14.35  20.5x 17.15 22x20x1 "8 %
AAM7A0C61H51SA 61000 61.7x 23.5x 21.8 177 20.5x 14.35 20.5x 17.15  22x20x1 78 %/s

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers TAH-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Series 7 & 8 Variable Speed

Heatine s arn coneitionine - Muylti-Position Air-Tite™ Air Handlers

Table TAH-4-A — Features

AAM7 | AAM8
2-5 2-5

e Air-Tite ™ cabinet
— 1% or less air leakage...........ccceeu....
— Precision applied - durable door SEalS...........ccccueviiririiiiiiieee e
— Specially designed air seal around refrigerant, condensate and conduit connections
— Double wall foamed cabinet SYSteM............coociiiiiiiiiiiicieee e
— 2> R-4.2 insulating value
— No loose fiber design ....................
— Smooth cleanable interior design..
— Sweat eliminating design .............
— Composite foamed cabinet doors .
— Water proof cabinet design .......
— Integrated horizontal drain pans..........ccccceeverieesieeneeeeeeeee
— Modular cabinet with 5/16" allen wrench "quick latch" design ..
Multi-position up/down flow horizontal left/right ............ccccovneenee.
Side return option..........ccceeciiiiiiiie
Control board protection pocket built into cabinet wall.........
Alert port to view control board codes without door removal
30+ alert COUeS ...
5 button user interface and clear description of set up .....
Service diagnostic with alert reported at user interface ...
Low voltage terminal connection point..............cccccceei.
Quarter turn phillips head door fasteners ..........cccccvviiririie e
Vortica® blower with polarized plug connections and integrated slide deck for easy removal ..................
Aluminum coil with integrated slide deck for easy removal and polarized plug connections on coil EEV .
Patented enhanced COIl fiN.........ooii ettt
Electronic Expansion Valve (EEV) with low ambient, low superheat and high superheat compressor protection .
Dual refrigerant compatible as shipped ...........ccccooeiiiiiiiiiiiiiee
Slide in electric heaters with polarized plug connections (sold as accessory) ..
Slide in hot water coils with polarized plug connections (sold as accessory)..............
UVC light kit with safety switch and polarized plug connections (sold as accessory) .
Labeled panels and connections ..
Molded in 1" standard filter rail .....
Variable speed motor .................

Soft start fan motor operation
Comfort R™ mode......

Built in fan delay modes ...
Maximum width of 23.5"..........cccceiinin.
Compact 20.8" depth with doors removed.
Two tone color ...
Fused 24v power....
Safety door switch..
1-year warranty ....................
10-year warranty registered.............

Optional extended warranty @vailable....................ooiuiiiiiiiiii ettt

[ N N N N N N N N N N N N N N N N N W

R R R R R R R R R R R R R NN NSNS KKKXW

STCCNCRNCRNRRKSRSSSSRRY

For complete equipment / combination selections,

installation instructions and warranty information, TAH-4
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard. Series 7 & 8 Variable Speed

earine a arr conmimionive - Muylti-Position Air-Tite™ Air Handlers

Table TAH-5-A — Optional Accessories

Model Shipping Matches

Number Description Weight Cabinet Size(s)® AAM7 AAMS8
BAYEVBRD485@®................ Convert 24V Control HTR to RS-485 CONtrol............ccceoeecvevnivnineneenerecenes AtOC e v v
BAYWVAAO5SCOAA®........ Hydronic Heater, Cabinet A ..........coooiiiiiiieeeee e v v
BAYWVBB07SCOAA........... Hydronic Heater, Cabinet B ............ccoiiiiiiiiieeeeeeeeeeeee e v v
BAYWVCCO08SC1AA...........Hydronic Heater, Cabinet C.............. 4 4
BAYWVCC10SC1AA...........Hydronic Heater, Cabinet C, External... v v
BAYSUPFLGAA .......ccocenee. SUPPly DUCE FIANGE A ... 4 v
BAYSUPFLGBA Supply DUCE FIANGE B ..ot s v v
BAYSUPFLGCA ....Supply Duct Flange C... v 4
BAYRETFLGAA ...Return Duct Flange A ... v 4
BAYRETFLGBA Return DUCE FIange B ..o (4 4
BAYRETFLGCA Return DUCE FIANGE C......oviiiiieeeeee e 4 v
TASB175 ....Plenum Stand A......... v v
TASB215 ...Plenum Stand B.... v v
TASB235 PIenum Stand C.........ooiiiiiicee e v v
BAYSRKIT100@.................. SidE REIUMN Kit.....oe et e e e 4 4
BAYICSKITO1®...... ....Internal Condensate SWItCh Kit ...........coiriiiiiiii e e 4 —
BAYHHKIT001® cee HOMZONTA HANGET K. n e v 4
BAYUVCLKO01®@ ................ UV C LIGNES ..ttt bbbt et b e bbb ettt benns v v
BAYLVKIT100®@.......cccoee... Low Voltage Conduit ENtry Kit ........c.oiieiiiiiiiee et 4 4
BAYCC24VK01® ................ CCB Kit (Compressor control board for NON-CLIT 0.d.) .......c.ceiriiiiiniiiieieiceeesee e — v
® A Cabinet is 17.5" wide, B Cabinet is 21.5" wide, C Cabinet is 23.5" wide.

@ Requires Accessory BAYEVBRD485.

_Fort cI?r?ple!e ?qui?ment /gombina:io_n f:selectti_ons,

Installation Instructions ana warranty information, .

please refer to Product Data/Ratingg and/or Installers TAH-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Series 4 Multi-Position Air Handlers
Single Phase 1 1/2-5 Tons

HEATING & AIR CONDITIONING

Table TAH-6-A — Multi-Speed PSC Motor 200-230/1/60

Unit ((::aO:al::r;g/ Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid
AAM4AQ0A18S11SA 18000 49.9x 17.5x 21.8 123 14.5x14.35 14.5x17.15  16x20x1  3/4 /s
AAM4A0A24S21SA 24000 49.9x 17.5x 21.8 126 14.5x14.35  14.5x17.15  16x20x1 34  3%/s
AAM4A0A30S21SA 30000 49.9x 17.5x 21.8 127 14.5x14.35 145x17.15  16x20x1 /s %8
AAM4A0A36S31SA 36000 49.9x 17.5x 21.8 130 14.5x14.35 14.5x17.15 16x20x1 /s %/s
AAM4A0B42S31SA 42000 51.5x21.3x21.8 144 18.4x14.35 18.4x17.15  20x20x1  "/s  %/s
AAM4A0B48S41SA 48000 55.7x21.3x 21.8 155 18.4x14.35  18.4x17.15 20x20x1  7/s  %/s
AAM4A0C60S51SA 60000 56.9x 23.5x 21.8 171 20.5x 14.35  20.5x 17.15  22x20x1 /s %/s

For complete equipment / combination selections,

installation instructions and warranty information, TAH-6 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard. Series 4 Multi-Position Air Handlers
HEATING & AIR CONDITIONING Single Phase 1 1/2-5 Tons

AAM4
Table TAH-7-A — Features 11/2-5

LI T 1 (= L O o] o =] OSSOSO P PO TOOSRPR ORI
LR L (ST TS T= T g (=L Vo = PSR U RO PRP
— Precision applied - dUrable AOOr SEAIS.............oii ittt b e bt et b et e e et
— Specially designed air seal around refrigerant, condensate and conduit CONNECHIONS ...........cecueriiiiiiieiieiieieee e e
— Double wall foamed CabINET SYSEIM..........ouiiii et et b e e e e b e e e e s b e b e s a e et eebe e sb e e e e saeenesbe e
— 2 R4.2 INSUIAIING VAIUG.......eeeeeet ettt ettt e et e e b et e ae e e s e e e s et e eae e e s e e e e e e ee s e e e ae e e s e e e an e e nan e e e nneenneenaneeenneennnean
— NO T00SE fIDEI AESIGN ...ttt h et h e bt e ae e £t eae e s b e et e e b e e b e e b e e s h e e e e e bt e bt s he et e e e e sbeeae e e e eeeeas
— Smooth cleanable interior design.
— Sweat eliminating design ...............
— Composite foamed cabinet doors
— Water proof CabINET AESIGN ... ettt b e b e bt e b e e bt e b e et et e s e s bt et e bt b e he e sa e an e be s
— Integrated horizontal drain pans..........cccceveeierneeniee e
— Modular cabinet with 5/16" allen wrench "quick latch" design
Multi-position up/down flow hOrZONTAI IEF/FIGNT ..........oiuiii e ettt nb bttt sne e e
ST L= =Y (R o] (1o o HE OSSPSR
Control board protection pocket built iNt0 CADINET Wal..........couiiiieeie et e st e et e e teessae e saeeeseeeneeesseeenneeanes
Alert port to view control board codes Without dOOF FEMOVAL ..............oiiiiiiii e
= 1= T T o L= ST RP P PR UTRURRTN
Low voltage terminal CONNECHION POINT...........o.uiiiiiii et et b e bt e e bt e b e st e s b e e b e s bt e b e e ae et e e e e sae et e saeesaesane e
Quarter turn phillips head door faStENErS .........ccoiiiiiiiiiieeeee e
Vortica® blower with polarized plug connections and integrated slide deck for easy removal
Aluminum coil with integrated slide deck for easy removal and polarized plug connections on coil EEV ...........ccccciiiiiiiiiiiicicneee
Enhanced COil fiN PAIENTEA. .........c.oi ettt h e e bt e b s bt e b e h e e b e e ae e h e e e et b e e saeen e
Electronic Expansion Valve (EEV) with low ambient, low superheat and high superheat compressor protection ..
Dual refrigerant compatible as ShipPed ..o s
Slide in electric heaters with polarized plug cONNECtioNs (SOIA @S ACCESSOIY) ....cuuitiruiiriiiiiriieie ettt
UVC light kit with safety switch and polarized plug connections (SOId &S ACCESSOIY) ......c.uiuirririiriirieiiieeriesiesie et
Labeled panels and CONNECHIONS .........oeiiiiireiiiiee e

Molded in 1" standard filter rail ....
LR TG IR =T o T=Y= T [ 0 o) (o ) SRR
MaximuUuM WIdth OF 23.5" ...ttt h et h e et e e b e e b e b oo b e e h e e b e e he e s b e e he e s b e e b e e be e s b e e e e et e et e sbe e e e eaneeee s
Compact 20.8" depth with doors removed
TWO tON€e COION ... .
LU EST= 0 2 VAo =Y PSR
SN (=T (YA (oL T (ot o OSSP U TSP SO PSR TRPPP
LT L = T =T 11 OO P RSP URRPRP
T0-year Warranty regiSTEred ...............ooi ettt st h et e e bt e s bt et e s b e et e s bt e bt e e e e b e e ae e eh e e e e e h e e s b e ae e saeenesae e
Optional extended warranty aVailable......................ooiiiiiiiiii ettt

AN

i Rl N R NN NN RNSNSNKNSNSSNSNSSKSNSSKSSKSSKSKSSKKKLXW

For complete equipment / combination selections,

installation instructions and warranty information, i .

please refer to Product Data/Ratings and/or Installers TAH-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Series 4 Multi-Position Air Handlers

HEATING & AIR CONDITIONING Single Phase 1 1/2-5 Tons

Table TAH-8-A — Optional Accessories

Model Shipping Matches
Number Description Weight Cabinet Size(s)® AAM4
BAYSUPFLGAA ........cccenee. SUPPIY DUCE FIANGE A ...t A v
BAYSUPFLGBA ............c.... Supply DUCE FIANGE B ... B e v
BAYSUPFLGCA........c.cc..... Supply DUCE FIANGE €.t C e 4
BAYRETFLGAA ...Return Duct Flange A .... . 4
BAYRETFLGBA ...Return Duct Flange B .... 4
Return Duct Flange C v
PIEnUM STANA A ... v
...Plenum Stand B.... 4
...Plenum Stand C... ...C.. v
BAYSRKIT100@.................. SHAE REIUIN Kit.... ettt b b et £ e et ae bt b e bt e e e e e eaeeaenaeebeanen v
BAYICSKITO1®@.......cccereeee. Internal Condensate SWItCH Kit .........c..iiiiiiiiiiee et et b e enee s v
BAYHHKIT001@..... ... Horizontal Hanger Kit v
BAYUVCLK001® ... ..UVC Lights.....cceoriiiniiiene v
BAYLVKIT100A® ................ Low Voltage Conduit ENtry Kit ...........ccouiiiiiiiiiiiiiicc et v

@ A Cabinet is 17.5" wide, B Cabinet is 21.5" wide, C Cabinet is 23.5" wide.
@ Requires Accessory BAYEVBRD485.

For complete equipment / combination selections,

installation instructions and warranty information, TAH-8
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Amoricam Stamdard.  Series 5 Multi-Position Air Handlers
neanive w i conormenive— Single Phase 1 1/2-5 Tons

Table TAH-9-A — Multi-Speed High Efficiency Motor 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

GAM5A0A18M11SA 18000  49.9x17.5x21.8 126 14.5x14.35 14.5x17.15  16x20x1 %4 %
GAM5A0A24M21SA 24000  49.9x17.5x21.8 126 14.5x14.35 14.5x17.15  16x20x1 %4 s
GAM5A0B30M21SA 30000 51.5x21.3x21.8 140 18.4x14.35 18.4x17.15  20x20x1 %4 %8
GAM5A0B36M31SA 36000  55.7x21.3x21.8 150 18.4x14.35 18.4x17.15  20x20x1 %1 s
GAM5A0C42M31SA 42000  56.9x23.5x21.8 163 20.5x14.35 20.5x17.15  22x20x1 _"/s %
GAMS5A0C48M41SA 48000  61.7x23.5x21.8 176 20.5x14.35 20.5x17.15  22x20x1 _"/s s
GAM5A0C60M51SA 60000  61.7x23.5x21.8 180 20.5x14.35 20.5x17.15  22x20x1_7/s s

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers TAH-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricam Stamdard. Series 5 Multi-Position Air Handlers
rearive woam conermenve - Single Phase 1 1/2-5 Tons

GAM5
Table TAH-10-A — Features 11/2-5

LI YT G | O Lo =T SO TO PSSRSO UPTPRPRPRROt
L G ST R VT (==L To = PR RE PPN
— Precision applied - dUrable dOOF SEAIS.............ciuiiii et bt st a e bt h e e bt a et
— Specially designed air seal around refrigerant, condensate and conduit connections
— Double wall foamed cabinet SyStem...........ccccoiiiiiiiiiiii e
=2 R-4.2INSUIATEING VAIUE ...ttt et st e e et e h et e b e e e s e e e et e ee e e Re e e s e e e s e e e nae e e ne e e aneenan e e nneeneeenneenaneens
— NO 100SE fIDBI AESIGN ...ttt bttt h et h e bt e h e e b e e e e e b oo b e e a e et e e ae e s bt e e e e b e et e e he e she e e e sbeeaesan e e
— Smooth cleanable interior design..
— Sweat eliminating design ................
L 7000 0Tt (=T (o= TaaT=Te Iz Lol =Y e 0o TS SR
— Water proof CabINET AESIGN ...ttt s h et e h et e b b e et e b e e bt e h e et e et e s bt et st et e n e
— Integrated horizontal drain pans..........c.cccoeveevieiiienieeseeneee
— Modular cabinet with 5/16" allen wrench "quick latch" design .
Multi-position up/down flow hoFZONTAI IEFI/FIGNT .......c.eiiiiee ettt ettt et ea et e bt e bt e nesneens
ST [N =T (U g o] o] (1o o OSSOSO PP
Control board protection pocket built into cabinet wall.........
Alert port to view control board codes without door removal...
L= 1= g oo o PPN
Low voltage terminal CONNECHION POINT..........oiuiiiiii ettt bbb e b s h e et e et e st e et e s b e e e e e bt e s b e et e sb e et e sbe e b e saneaneaas
Quarter turn phillips head door faStENErS ...........coiiiiiiiiiii e
Vortica® blower with polarized plug connections and integrated slide deck for easy removal
Aluminum coil with integrated slide deck for easy removal and polarized plug connections on coil EEV ..........c.ccccciieiiiiininieneccnee,
Patented €NhanCEA COIl fiN ...ttt b e et e bt e e e e bt e e e e b e e b e e he et e e e e sb e e b e e ae et e e e e sbe e e e
Electronic Expansion Valve (EEV) with low ambient, low superheat and high superheat compressor protection
Dual refrigerant compatible @s ShIipPed ..o
Slide in electric heaters with polarized plug cONNECtioNS (SOIA @S ACCESSOIY) ......uiruiiiiiiiiiitieieeieete ettt sttt nee s
UVC light kit with safety switch and polarized plug connections (SOId @S @CCESSOIY) ........curiririririirieree ettt
Labeled panels and connections
Molded in 1" standard filter rail .....
L [Te I =Y 1ol 1=T g o YA g To] (o] SRS PPRPRRRRN
Maximum WIAth OF 28.5" ...ttt h e b et e b e et e b e e b e e he e e b e e ht e s b e e b e e bt e b e e ae e bt e abeebe et e s ae et e e e e sbeeane e
Compact 20.8" depth with doors removed.
Single COolOr ..o
LU Y=o 2 YA o o= OSSN
STV (Y (oo = (o o OSSOSO PP
1-year warranty .................
B=year Warranty regiStered ........... ..o e
Warranty mirrors outdoor unit when installed and registered as part of an AHRI certified matched system......................c..c...
Optional extended warranty @VaIlabIE....................ooiiiiiiiiii ettt ettt bttt ettt ane

il R N RN RN NN« KNKN

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers TAH-10 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amerizom Stavdard. Series 5 Multi-Position Air Handlers

HEATING & AIR CONDITIONING Single Phase 1 1/2.5 Tons

Table TAH-11-A — Optional Accessories

Model Shipping Matches

Number Description Weight Cabinet Size(s)® GAMS5

BAYSUPFLGAA ......cccoeenee. SUpPlY DUCE FIANGE A ... A v

BAYSUPFLGBA .................. Supply DUCE FIANGE B ...t B e v

BAYSUPFLGCA.................. SUupPly DUCE FIANGE C.....eeeeee e C e v

BAYRETFLGAA .... ....Return Duct Flange A ... LA v

BAYRETFLGBA .... ...Return Duct Flange B ... v

Return Duct Flange C v
Plenum STANA A ... v

.... Plenum Stand B.. v
....Plenum Stand C.. .C. v

BAYSRKIT100®@.................. SHAE REIUIN Kit..... ettt et e bt e e e bt et e eae e be e s b e s beeneeeseeaseeheeseeneeebeeneeebeensasseebesneannas 4

BAYICSKITO1®......ccccee... Internal Condensate SWILCH Kit .........coiiiiiiiiiiee ettt sae e seean v

BAYHHKIT001@.... .... Horizontal Hanger Kit v

BAYUVCLKO001® .. ... UVC Lights...coooviiiiiiiiiice v

BAYLVKIT100A® ................ Low Voltage Conduit ENry Kit ...........ccoiiriiiiiiiiiiiieee ettt seennen v

@ A Cabinet is 17.5" wide, B Cabinet is 21.5" wide, C Cabinet is 23.5" wide.

@ Requires Accessory BAYEVBRD485.

For complete equipment / combination selections,

installation instructions and warranty information, :

please refer to Product Data/Ratings and/or Installers TAH-11 Effective 7/15/10

Guides and limited warranty handbooks. 14-1011-25



Americom Stamdard.  Series 2 Split System Air Handlers
nearive w o conmmene— Single Phase 1 1/2-5 Tons

Table TAH-12-A — Multi-Speed PSC Motor 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

GAF2A0A18S11SA 18000  39.5x17.5x21.8 117 14.5x14.35 14.5x17.15 N/A %a s
GAF2A0A24S21SA 24000  39.5x17.5x21.8 120 14.5x14.35 14.5x17.15 N/A s
GAF2A0A30S21SA 30000  39.5x17.5x21.8 121 14.5x14.35 14.5x17.15 N/A 3a s
GAF2A0A36S31SA 36000 39.5x17.5x21.8 122 14.5x14.35 14.5x17.15 N/A s s

Table TAH-12-B — Multi-Speed PSC Motor 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

GAT2A0B42S31SA 42000 51.5x21.3x21.8 144 18.4x14.35 18.4x17.15  20x20x1 /s /s
GAT2A0B48S41SA 48000 55.7x21.3x21.8 155 18.4x14.35 18.4x17.15 20x20x1  "/s /s
GAT2A0C60S51SA 60000  56.9x23.5x21.8 171 20.5x14.35 20.5x17.15  22x20x1 7/s s

Table TAH-12-C — Multi-Speed High Efficiency Motor 200-230/1/60

Cooling
Unit Capacity Dimensions (in.) Shipping Supply Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening Opening Sizes Gas Liquid

GAF2A0A36M31SA 36000  39.5x17.5x21.8 118 14.5x14.35 14.5x17.15 N/A 3 s

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers TAH-12 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdoard.  Series 2 Split System Air Handlers

HEATING & AIR CONDITIONING Single Phase 1 1/2.5 Tons

Table TAH-13-A — Features

GAF2
11/2-5

GAT2
31/2-5

©  AUF-TIEE IIT™ CADINEL ...ttt b £ e et h bt e b e bt b e e e e et e s e ea e e bt b e eb e e bt e e e e e e bt nn e b et
— 1% or less air leakage.........c.ccccevuenee.
— Precision applied - durable door Seals..............cccoiiiiiiiiiiiiii e
— Specially designed air seal around refrigerant, condensate and conduit connections ..
— Double wall foamed cabinet SyStem............cociiiiiiiiiiiic e
—>R-4.2 insulating value...................
— No loose fiber design ...................
— Smooth cleanable interior design.
— Sweat eliminating design ...............
— Composite foamed cabinet doors
— Water proof cabinet design .........
— Integrated horizontal drain pans................

3 way conversion up flow/horizontal left/right...
Front return option........cccccovevieiiee e
Control board protection pocket built into cabinet wall..
Low voltage terminal connection point...........cccccceevenen.
B/16" FASTENEIS ...ttt r e

Vortica® blower with polarized plug connections and integrated slide deck for easy removal .................
Aluminum coil with integrated slide deck for easy removal and polarized plug connections on coil EEV ...
Patented enhanced COil fiN........ccooiiii s
R-B10A TXV ettt nnen
Slide in electric heaters with polarized plug connections (sold as accessory) ...........
UVC light kit with safety switch and polarized plug connections (sold as accessory) ...
Labeled panels and CONNECHIONS .........ccceeviieiieeiie et
Molded in 1" standard filter rail ....
PSC 3 speed motor.........c.c.....
Maximum width of 23.5"..........cccceiiis
Compact 20.8" depth with doors removed
Single COlOr ..o
Fused 24v power...
Safety door switch.....
1-year warranty ...................
B-year Warranty regiStered ...............oooo i e
Warranty mirrors outdoor unit when installed and registered as part of an AHRI certified matched system..
Optional extended warranty available....................ccoooiiiiiiiiiii e

STAUCNRCRRCEY [ R [ RKKICKNRKRRKRCRK|KR|RRN

AN

TARACACACCCNUCCRNCNKKRKCR [ KKK

For complete equipment / combination selections,

installation instructions and warranty information, TAH-13
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americom Stamdard.  Series 2 Split System Air Handlers
nearive w o conmmene— Single Phase 1 1/2-5 Tons

Table TAH-14-A — Optional Accessories

Model Shipping Matches
Number Description Weight Cabinet Size(s)® GAF2 GAT2
BAYSUPFLGAA ........... Supply Duct Flange A — 4
BAYSUPFLGBA ........... Supply Duct Flange B 4 4
BAYSUPFLGCA........... Supply Duct Flange C — v
BAYRETFLGAA . — 4
BAYRETFLGBA v v
4 4
4 v
4 4
BAYFRKIT100® ..........FrONt RETUIN Kit......eiiieiiieecie ettt ettt et e st b e et e eb e e be e bt e beeneeaseenbesbeeneaanes v —
BAYBRFBX100® ......... Bottom Return Filter Box 4 —
BAYSRKIT100@..... ...Side Return Kit........cccocovevnnnenne — 4
BAYICSKITO1®@...... ...Internal Condensate Switch Kit v v
BAYWMKIT001® ......... WEITIMOUNT Kt ...ttt sttt e st e s e s bt et e e st e b e eaeeeseeneesbeeneeeneaseeneesbeennaanes v —
BAYHHKIT001@........... HOFZONTAl HANGEE Kit ...ttt e e ne e nnn e e e e ene s — 4
BAYUVCLKO01® .........UVC LightS .....ccceovrerireene. — v
BAYLVKIT100®@............ Low Voltage Conduit ENTry Kit..........eeriiiiiiiiieieeeie ettt 4 4

(® A Cabinet is 17.5" wide, B Cabinet is 21.5" wide, C Cabinet is 23.5" wide.
® Requires Accessory BAYEVBRD485.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers TAH-14 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricam Stamdard. Heaters for Multi-Position

HEATING & AIR CONDITIONING

Air Handlers

Table TAH-15-A — BAYEA — Heater, Standard, for 4 Series, 5 Series, and GAT2 Air Handlers

Heater Capacity Capacity Number  Number Heater Amps Contains
Model @ 240 Volts @ 208 \Volts  Rated Control  of Heater of per Circuit Circuit
Number kW BTUH kW BTUH Voltage Stages Racks  Circuits 208 Volts 240Volt Breakers
BAYEAACO5BK1AA® 4.80 16400 3.60 12300 208/240/1/60 1 1 1 17.3 20 Yes
BAYEAACO5LG1AA® 4.80 16400 3.60 12300 208/240/1/60 1 1 1 17.3 20 No
BAYEAACO08BK1AA® 7.68 26200 5.76 19700 208/240/1/60 2 2 1 27.7 32 Yes
BAYEAACO08LG1AA® 7.68 26200 5.76 19700 208/240/1/60 2 P 1 27.7 32 No
BAYEAAC10BK1AA® 9.60 32800 7.20 24600 208/240/1/60 2 2 1 34.6 40 Yes
BAYEAAC10LG1AA® 9.60 32800 7.20 24600 208/240/1/60 2 2 1 34.6 40 No
BAYEABC15BK1AA® 14.40 49200 10.80 36900 208/240/1/60 3 3 2 34.6/17.3 40/20 Yes
BAYEABC20BK1AA® 19.20 65600 14.40 49200 208/240/1/60 4 4 2 34.6/34.6 40/40 Yes
BAYEACC25BK1AA® 24.00 82000 18.00 61500 208/240/1/60 5 5 3  34.6/34.6/17.3  40/40/20  Yes
BK = Contains circuit breakers

LG = Contains lug connections

(® Requires BAYEVBR485 for use in 7 & 8 Series Air Handlers.

Table TAH-15-B — BAYEV — Heater, Standard, for 7 and 8 Series Air Handlers

Heater Capacity Capacity Number  Number Heater Amps Contains
Model @ 240 Volts @ 208 \Volts Rated Control  of Heater of per Circuit Circuit
Number kW BTUH kW BTUH Voltage Stages Racks  Circuits 208 Volts 240Volt Breakers
BAYEVACO5BK1AA  4.80 16400 3.60 12300 208/240/1/60 1 1 1 17.3 20 Yes
BAYEVACO5LG1AA  4.80 16400 3.60 12300 208/240/1/60 1 1 1 17.3 20 No
BAYEVACO08BK1AA  7.68 26200 5.76 19700 208/240/1/60 2 2 1 27.7 32 Yes
BAYEVACO8LG1AA  7.68 26200 5.76 19700 208/240/1/60 2 2 1 27.7 32 No
BAYEVAC10BK1AA  9.60 32800 7.20 24600 208/240/1/60 2 2 1 34.6 40 Yes
BAYEVAC10LG1AA  9.60 32800 7.20 24600 208/240/1/60 2 2 1 34.6 40 No
BAYEVBC15BK1AA 14.40 49200 10.80 36900 208/240/1/60 3 3 2 34.6/17.3 40/20 Yes
BAYEVBC20BK1AA 19.20 65600 14.40 49200 208/240/1/60 4 4 2 34.6/34.6 40/40 Yes
BAYEVCC25BK1AA 24.00 82000 18.00 61500 208/240/1/60 5 5 3  34.6/34.6/17.3  40/40/20  Yes
BK = Contains circuit breakers

Table TAH-15-C — BAYEC — Heater, Compact, with Lugs, for GAF2 Air Handlers

Heater Capacity Capacity Number  Number Heater Amps Contains
Model @ 240 Volts @ 208 \Volts Rated Control  of Heater of per Circuit Circuit
Number kW BTUH kW BTUH Voltage Stages Racks  Circuits 208 Volts 240Volt Breakers
BAYECAAO5LG1AA  4.80 16400 3.60 12300 208/240/1/60 1 1 1 17.3 20 No
BAYECAAQ8LG1AA  7.68 26200 5.76 19700 208/240/1/60 2 2 1 27.7 32 No
BAYECAA10LG1AA  9.60 32800 7.20 24600 208/240/1/60 2 2 1 34.6 40 No
Table TAH-15-D — BAYEV — Heater, 3-Phase, for 7 and 8 Series Air Handlers

Heater Capacity Capacity Number  Number Heater Amps Contains
Model @ 240 Volts @ 208 Volts  Rated Control  of Heater of per Circuit Circuit
Number kw BTUH kw BTUH Voltage Stages Racks  Circuits 208 Volts 240Volt Breakers
BAYEVAC10LG3AA  9.60 32800 7.20 24600 208/240/1/60 1 3 1 34.6 40 No
BAYEVBC15LG3AA  9.60 32800 7.20 24600 208/240/1/60 1 3 1 34.6 40 No
For complete equipment / combination selections,

e Bty LI e TAH-15 Eftective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Heaters for Multi-Position

HEATING & AIR CONDITIONING

Table TAH-16-A — Air Handler/Heater Matrix

Air Handlers

AIR
HANDLER HEATER MODEL NUMBER BAYEA-
MODEL ACO5BK1AA | ACO5LG1AA | ACO8BK1AA | ACOBLG1AA | AC10BK1AA | AC10LG1AA | BC15BK1AA | BC20BK1AA | CC25BK1AA
NUMBER 4.80 Kw 4.80 Kw 7.68 Kw 7.68 Kw 9.60 Kw 9.60 Kw 14.40 Kw 19.20 Kw 24.00 Kw
BK LG BK LG BK LG BK BK BK
GAM5A0A18M11SA Y Y Y Y Y Y — — —
GAM5A0A24M21SA Y Y Y Y Y Y — — —
GAM5A0B30M21SA Y Y Y Y Y Y Y Y —
GAM5A0B36M31SA Y Y Y Y Y Y Y Y —
GAM5A0C42M31SA Y Y Y Y Y Y Y Y Y
GAM5A0C48M41SA Y Y Y Y Y Y Y Y Y
GAM5A0C60M51SA Y Y Y Y Y Y Y Y Y
AAM4A0A18S11SA Y Y Y Y Y Y — — —
AAM4A0A24521SA Y Y Y Y Y Y — — —
AAM4A0A30S21SA Y Y Y Y Y Y — — —
AAM4A0A36S31SA Y Y Y Y Y Y — — —
AAM4A0B42S31SA Y Y Y Y Y Y Y Y —
AAM4A0B48S41SA Y Y Y Y Y Y Y Y —
AAM4A0C60S51SA Y Y Y Y Y Y Y Y Y
GAT2A0B42S31SA Y Y Y Y Y Y Y Y —
GAT2A0B48S41SA Y Y Y Y Y Y Y Y —
GAT2A0B48S4ASA Y Y Y Y Y Y Y Y —
GAT2A0C60S51SA Y Y Y Y Y Y Y Y Y
GAT2A0C60S5ASA Y Y Y Y Y Y Y Y Y
HEATER MODEL NUMBER BAYEV-
AAMB8A0A24V21CA Y Y Y Y Y Y — — —
AAMBAOB30V21CA Y Y Y Y Y Y Y Y —
AAMBAOC36V31CA Y Y Y Y Y Y Y Y Y
AAMBAO0C42V31CA Y Y Y Y Y Y Y Y Y
AAMBAQC48V41CA Y Y Y Y Y Y Y Y Y
AAMBAOC6E0V51CA Y Y Y Y Y Y Y Y Y
AAMBA0C61V51CA Y Y Y Y Y Y Y Y Y
AAM7A0A24H21SA Y Y Y Y Y Y — — —
AAM7A0B30H21SA Y Y Y Y Y Y Y Y —
AAM7A0C36H31SA Y Y Y Y Y Y Y Y Y
AAM7A0C42H31SA Y Y Y Y Y Y Y Y Y
AAM7A0C48H41SA Y Y Y Y Y Y Y Y Y
AAM7A0C60H51SA Y Y Y Y Y Y Y Y Y
AAM7A0C61H51SA Y Y Y Y Y Y Y Y Y
AIR HEATER MODEL NUMBER AIR HEATER MODEL
HANDLER BAYEC- HANDLER NUMBER BAYEV-
MODEL AAO5LG1AA |AAOBLG1AA| AA10LG1AA MODEL AC10LG3AA [BC15LG3AA
NUMBER 4.80 Kw 7.68 Kw 9.60 Kw NUMBER 9.60 Kw 14.4 Kw
BK LG LG LG LG
GAF2A0A18S11SA Y Y Y AAMBA0A24V21CA Y —
GAF2A0A24S21SA Y Y Y AAMBA0OB30V21CA Y Y
GAF2A0A30S21SA Y Y Y AAMBAQC36V31CA Y Y
GAF2A0A36M31SA Y Y Y AAMBAQC42V31CA Y Y
GAF2A0A36S31SA Y Y Y AAMBAQ0C48V41CA Y Y
GAF2A0A36S3ASA Y Y Y AAMBAOC6E0V51CA Y Y
AAMBAOCE1V51CA Y Y
AAM7A0A24H21SA Y —
AAM7A0B30H21SA Y Y
AAM7A0C36H31SA Y Y
AAM7A0C42H31SA Y Y
AAM7A0C48H41SA Y Y
AAM7A0C60H51SA Y Y
BK = Contains circuit breakers AAM7AOCETHE1SA Y Y

LG = Contains lug connections

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

TAH-16

Effective 7/15/10
14-1011-25



Americam Stamdard.  Split System Cooling
nearine w s conoimonive - Gingle Phase - 1 1/2-5 Tons

Table SC-1-A — Allegiance 20 R-410A Split System Cooling — Single Phase with AccuLink™®®@®

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD 0D
Number Supply (BTUH) H w D (Ibs.)  Rating MCA* Fuse* Gas Lig.

4A7Z0024A1000A  200/230/1/60 24,000 45 37 34 375 68 14 20 S/ %
Ml 4A7Z0036A1000A  200/230/1/60 36,000 45 37 34 375 72 19 30 % %
HHHI]]I]]II]] 4A7Z0048A1000A  200/230/1/60 48,000 45 37 34 460 76 26 40 s s

4A7Z0060A1000A  200/230/1/60 60,000 45 37 34 460 76 31 50 ks Ys

Allegiance 20 (4A720)

Table SC-1-B — Allegiance 16 R-410A Split System Cooling

Nom. Cap. Uncrated Shipping Line Size (in)
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD 0D
Number Supply (BTUH) H w D (Ibs.)  Rating MCA* Fuse* Gas Lig.
4A7A6024E1000A  230/1/60 24,000 41 37 34 276 72 14 20 5 /s
4A7A6036E1000A  230/1/60 36,000 45 37 34 283 72 22 35 3a  3fs
4A7A6048E1000A  230/1/60 48,000 45 37 34 308 73 29 50 Ts s
4A7A6060E1000A  230/1/60 60,000 45 37 34 312 74 39 60 1% %8

Table SC-1-C — Allegiance 16 R-410A Split System Cooling — Single Phase with AccuLink™®®@®

Nom. Qap. ) Uncr.ated i Shipping " Line Size

Allegiance 16 (4A7A6)  Number Sopply Erum s by Raing  wca fues Gss Lo
4A7A6024C1000A  230/1/60 24,000 37 33 30 235 73 13 20 55 She

4A7A6036C1000A  230/1/60 36,000 33 37 34 255 72 24 40 34 %fs

4A7A6048C1000A  230/1/60 48,000 41 37 34 278 75 28 45 s %ls

4A7A6060C1000A  230/1/60 60,000 41 37 34 322 75 35 60 Is s

Table SC-1-D — Allegiance 15 System Cooling — Single Phase

Nom. Cap. Uncrated Shipping Line Size

Model Power Cooling Dimensions(in.) ~ Weight Sound** Max. oD OD

Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A7A5018E1000A 208/230/1/60 18,000 29 33 30 200 75 9 15 % s
4A7A5024E1000A  208/230/1/60 24,000 29 33 30 201 75 9 15 s %

(I 4A7A5030E1000A  208/230/1/60 30,000 33 37 34 234 75 12 20 %% s
I 4A7A5036E1000A 208/230/1/60 36,000 37 37 34 228 75 19 30 % %
4A7A5042E1000A  208/230/1/60 42,000 41 37 34 272 75 23 40 k%
Allegiance 15 (4A7A5) 4A7A5048E1000A 208/230/1/60 48,000 45 37 34 282 75 26 D
4A7A5049E1000A 208/230/1/60 48,000 45 37 34 308 74 28 45 Tk Y
4A7A5060E1000A  208/230/1/60 60,000 45 37 34 285 75 34 60 k%
4A7A5061E1000A  230/1/60 60,000 45 37 34 312 75 39 60 1 %

® Must use ACONT900 comfort control with communicating systems.

@ BAYACHP024A required for 24 volt mode.

® Because of limited capabilities, please refer to the product ratings for approved combinations.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with AHRI Standard 270-2008.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers SC-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Ref: 8/16/10 2:22 pm

Amoricam Stavdard.  Split System Cooling

HEATING & AIR CONDITIONING Single Phase— 1 1/2-5 Tons

Allegiance
20 16 16 15

Table SC-2-A — Features (4A720) | (4ATA6 E)|(4A7A6 C)|(4A7A5 E)
® SEER UP 10 11ttt bR a e R n e e et et nrenn e n e 20.00 18.50 17.25 17.00
e Duration™ compressor.. 2 1 1 v
LI (8001 o =T o] 1 7= Lo 1= TSPV S U PRTS 2 2 2 1
* Comfort-R™ MOdE GPPIOVEA.......c..iiiiieiiiiiiiit ettt sttt sn et e et ene 4 4 (4 v
e AccuLink™ system 4 — v —
* Charge Assist™ fast/accurate charging every time ..........c.ccoeoeiiiiinsseee e 4 — v —
* DuraBase™ base, fast complete drain, weatherproof ..o 4 v 4 v
¢ Easy-Sess™ cabinet, service access v (4 v v
© SPINE FINTM COIl ...ttt b et b et se e e et et e enenn e e v 4 v v
® COMPIeSSOr SOUNM ENCIOSUIE .......e.vieireuieiieitett ettt ettt ettt na et e st e ettt benr e e e s e e e e sesaeeseebeenens 4 — 4 v
* Compressor sump heat - factory installed . 4 — 5 —
o Factory supplied Charge ... e R-410A| R-410A | R-410A | R-410A
o Glossy corrosion resistant finiSh ..........ccociiiiiii e 4 v 4 v
e High pressure switch 4 v 4 v
®  LOW PrESSUIE SWILCH ...ttt ettt ettt et e s bt e be e e bt e e b e e sas e e eae e ebeeenbeesaneannas 4 v 4 —
* Internal high / low pressure & temperature ProteCtioN ...........c.coeveirirerinene e 4 4 4 v
e Liquid line filter drier - factory installed 4 4 v v
e Quick start Kit-factory INSTAllEd ...........c.oiiiie et v — 315 112-212,5
* Seacoast shield - factory INSTAlEA ............cviiriiiiiee e 4 4 v v
® SPINNAKET Gray CabINEL......ccuiiiiiiiiiii ettt renn e e et e bt nneenennea 4 4 4 v
* 12-year registered limited warranty on compressor,10-year on outdoor coil &

all other functional parts® (Residential USe)® ..............ccooiiiiiiiiiiiiiic e 4 4 (4 —
¢ 10-year registered limited warranty on compressor,

outdoor coil & all other functional parts® (Residential Use)®..............ccocoociiininiiiiiiiine — — — v
e Extended warranties available .......................cccooiiiiiiiiii v v v v
Table SC-2-B — Optional Accessories
Model Number Description
AY28X079.....cccveieiins Evaporator defrost control ...........cccccoeiiiiiiiiiiiccciccn, — — = v
BAYACHPO24A.............. 24 Volt Wiring Harness .........ccccvvieiiiiiiiesccecceeee 4 — v —
BAYCAKTO001 .... Charge Assist™ Solenoid Kit 4 — 4 —
BAYCCHT300 Crankcase Heater Kit (Reciprocating)..........ccocceererveeennne T o — — — 116-2%2
BAYCCHT301 Crankcase Heater Kit (Scroll) 1 — 4 2-4 312-5
BAYCCHT302 .. Crankcase Heater Kit (Scroll) — — y— 3
BAYECMTO023 Extreme Conditions Mounting Kit (Base 2/3) .................... 2 — — 2 116-2
BAYECMTO04 ............... Extreme Conditions Mounting Kit (Base 4) 4 4 3-5 2V2-5
BAYISLT101 .... Rubber Isolators ............ccooeeiiiiiiiiiinnnn. 4 4 v v
BAYKSKT260................ Start Kit (SCroll).....c..ovveieieiiiiereereeeee e — v 284 3-4%
BAYLEGS002 Snow Legs - Base and Cap 6" High (Black).............cc...... T o v v v v
BAYLEGS003 .... 4" Extension (Black) 4 4 4 v
TAYASCT501AG®......... Anti-Short Cycle TIMer ......c..cciiiiiiiereeeeeeeeee 2 4 4 4 v
PAIO0309G .........ccoc.u... Heresite Spraypaint............cccceeeiiiininininccceeeeeee T o v v v v

Comfort Controls — See Comfort Controls/Zone Sensors Section

(O Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

@ The ten year Functional Parts Limited Warranty extends to the indoor gas or oil furnace, coil, air handler and thermostat when installed as part of a complete
Allegiance comfort system. An Allegiance comfort system includes an AHRI certified matching American Standard outdoor Allegiance unit, indoor unit and

thermostat installed at the same time.
® Not for use with programmable thermostats.
® Activated on power off.

® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, SC-2
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Amoricam Stamdard.  Split System Cooling

HEATING & AIR CONDITIONING

Single Phase - 1'2-5 Tons

Table SC-3-A— Allegiance 13 Split System Cooling — Single Phase

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A7A3018D1000A 200/230/1/60 17,000 29 33 30 191 76 9 15 5/s 3/s
4A7A3024D1000A 200/230/1/60 23,000 29 33 30 196 75 11 15 5/s 3/s
4A7A3030D1000A 200/230/1/60 28,500 29 33 30 200 76 15 25 3/a 3/s
4A7A3036D1000A 200/230/1/60 34,500 33 33 30 217 75 18 30 3/a 3/s
4A7A3042D1000A 200/230/1/60 40,500 29 37 34 228 74 26 45 3/a 3/s
4A7A3048D1000A 200/230/1/60 46,500 29 37 34 235 75 28 50 s 3/s
4A7A3060D1000A 200/230/1/60 58,500 37 37 34 261 75 35 60 s 3/s
Table SC-3-B — American Standard R-410A Split System Cooling — Single Phase
Nom. Cap. Uncrated Shipping Line Size
“"""""l""""""”"“""""""" Model Power Cooling Dimensions(in.) Weight . Max.* oD 0D
‘m||m"""""""""""|||||”||||||||||| Number Suppy (BTUH) H w (Ibs.) MCA Fuse*  Gas Lig.
"m ‘ 4A7M3018A1000A 200/230/1/60 18,000 29 25% 23% 177 10 15 5/s 3/s
HHI\lIIII|H|H|H||II|IIII\IIIIII| 4A7M3024A1000A  200/230/1/60 24,000 29 25% 23% 180 12 15 % %
\H""|||||||||||”|||“||||‘““"H""""" 4A7M3030A1000A  200/230/1/60 29,400 29 25% 23% 181 156 25 % s
WY aA7ms036A1000A —200/230/1/60 34400 29 25% 2% 184 18 30 % %
4A7M3042A1000A  200/230/1/60 42,000 29 29 28% 190 27 45 s s
Silver Series Sl 4A7M3048A1000A 200/230/1/60 47,000 29 29 28 191 29 50 Is 3/s
(4A7M3) 4A7M3060A1000A 200/230/1/60 58,000 29 29 2812 194 35 60 Is 3/s
Table SC-3-C— American Standard 14 Split System Cooling — Single Phase
ZZZ % % Nom. Cap. Uncrated Shipping Line Size
Z A ,EZ Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
% % % Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
% % % 4A7B4018E1000A  208/230/1/60 18,000 29 33 30 200 79 9 15 5/s 3/s
% % % 4A7B4024E1000A  208/230/1/60 24,000 29 33 30 201 79 9 15 3/a 3/s
% % - 4A7B4030E1000A 208/230/1/60 30,000 33 37 34 234 80 12 20 3/a 3/s
4A7B4036E1000A 208/230/1/60 36,000 37 37 34 228 78 19 30 3/a 3/s
American Standard 14 4A7B4042E1000A 208/230/1/60 42,000 41 37 34 272 80 23 40 Is 3/s
(4A7B4) 4A7B4048E1000A 208/230/1/60 48,000 45 37 34 282 80 26 45 Is 3/
4A7B4049E1000A  208/230/1/60 48,000 45 37 34 308 76 28 45 Is 3/s
4A7B4060E1000A 208/230/1/60 60,000 45 37 34 285 80 34 60 Is 3/s
—_ 4A7B4061E1000A  230/1/60 60,000 45 37 34 312 76 39 60 18 3/s
’ %% Table SC-3-D— American Standard 13 SEER Split System Cooling — Single Phase
_ Nom. Cap. Uncrated Shipping Line Size
Z % Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
% % Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
2= 4A7B3018D1000A  200/230/1/60 17,000 29 33 30 191 78 9 15 5/s 3/s
4A7B3024D1000A 200/230/1/60 23,000 29 33 30 196 78 11 15 5/s 3/s
American Standard 13 4A733030D1000A 200/230/1/60 28,500 29 33 30 200 78 15 25 34 s
(4A7B3) 4A7B3036D1000A _ 200/230/1/60 34,500 33 33 30 217 78 18 30 % s
4A7B3042D1000A 200/230/1/60 40,500 29 37 34 228 79 26 45 3/a 3/s
4A7B3048D1000A 200/230/1/60 46,500 29 37 34 235 79 28 50 s 3/s
4A7B3060D1000A 200/230/1/60 58,500 37 37 34 261 80 35 60 Is 3/g

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with ARI Standard 270, section 5.3.6.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

SC-3 Effective 7/15/10

14-1011-25



Ref: 8/18/10 12:06 pm

Amoricam Stavdard.  Split System Cooling

HEATING & AIR CONDITIONING Single Phase — 11/2.5 Tons

Alle

Table SC-4-A — Features

giance and American Standard

13
(4A7A3)

13
(4A7M3)

14
(4A7B4)

13
(4A7B3)

®  SEER UP 10 1ttt h e h e e et h et e bt et h et e e r et e nae e renneen
®  DUFATIONTM COMPIESSON ...ttt ettt ettt ettt e eae e et e e bt e e st e e b e e aas e e eae e aaseeambeesaseeaaeeebeeenbeeenbeaanneenneenas
e ComFOrt-R™ mMOdE @PPIOVED. ......couiiiiiiiiitiet ettt ettt e e b e e e be e s nne e s
¢ DuraBase™ base, fast complete drain, weatherproof ..o
¢ Easy-Sess cabinet, service access & refrigerant connections with full coil protection .............ccccceveeeeee.
¢ Spine Fin™ coll
* Duration™ coil
e Compressor sump heat - factory iNStalled .............ccoiiiiiii e
* Quick start Kit-factory iNStalled ..o
®  SOUNT ENCIOSUIES ...ttt ettt ettt bttt a bbb b et et e et e bt e b bt et e e e e e e e st e st ek e e b e nreenen e e e e ean e
e Factory supplied charge ...........
Glossy corrosion resistant fiNiSh ...........cuiiiiiiii s
High pressure switCh..........ccocceiiiiiiiiiecee
Internal high / low pressure & temperature ProteCON .........cc.coveiiiriririnier e
Liquid line filter drier - factory iNSTAlled. .........oouii e
Liquid line filter drier - factory supplied for field iINStall ..o
Polyslate gray cabinet ...........cccoooiiiiiiiienieiceeee
Spinnaker gray cabinet.
Tarpolin Qray CaDINEL ... .o ettt e e he e bt e et e e san e e bt e e be e e bt e eateesnneenes
10-year registered limited warranty on compressor, outdoor coil & all
other functional parts® (Residential US€)® ............c.ccceiiiiiiiiiiniiiicceeeee e

* 10-year registered limited warranty on compressor, 5-year on outdoor coil & all

other functional parts (Residential US€)® ...t
¢ 10-year registered limited warranty on compressor & coil, 5-year

on all other fFUNCHIONAI PAIES...........cc.oi et
e Extended warranties available ........................ccooiiiiiiiiiii
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Table SC-4-B — Optional Accessories

Model Number Description Shipping Weight

AY28X079.......ccocu.. Evaporator defrost control kit ............ccccoeeeenene 1
BAYCCHT300 .........Crankcase Heater (Reciprocating) .
BAYCCHT301 ......... Crankcase Heater (Scroll)............. .1
BAYCCHT302 ......... Crankcase Heater (Scroll).........ccocevvrenenieenee 1
BAYECMTO023.......... Extreme Conditions Mounting Kit (Base 2/3)... 2
BAYECMTO04 ......... Extreme Conditions Mounting Kit (Base 4)...... 2
BAYECMTO21 .........Extreme Conditions Mounting Kit...........cccccccoeuenee.
BAYISLT101 ..... ....Rubber isolators
BAYKSKT260..........Start kit (Scroll) .
BAYKSKT263........Start Kit .....cooeeeiiriniseeeceeee
BAYLEGSO002...
BAYLEGSO0083...
BAYLOAM103 ..
BAYSEACO001
TAYASCT501A®® ...Anti-Short Cycle Timer.. .
PAIO0309G ... Heresite Spraypaint...........ccceoeverieeneeieneennns 1

v
12-2Y2
3-4
172-3
3%2-5

4
12-2Y2
3%2-5
3
172-2
2Y2-5

SRR @1

3%2-5

172-3
3%2-5

3%2-5

AN NI N N N N

Comfort Controls — See Comfort Controls/Zone Sensors Section

O Not for use with programmable thermostats.
® Activated on Power Off.

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

® The ten year Functional Parts Limited Warranty extends to the indoor gas or oil furnace, coil, air handler and thermostat when installed as part of a complete

Allegiance comfort system. An Allegiance comfort system includes an AHRI certified matching American Standard outdoor Allegiance unit, indoor unit and

thermostat installed at the same time.

® For applications requiring BAYLOAM103, an 8x8 weather proof electrical enclosure is required in order to locate the low ambient controller external to the unit.

® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, SC-4
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard.  Split System Cooling
HEATING & AIR CONDITIONING Three Phase - 21/2-6 Tons

Table SC-5-A— 13 SEER Split Cooling Single Compressor

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD oD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A7C3030A3000B 200/230/3/60 30,000 33 33 30 224 78 10 15 3a She
4A7C3036A3000B  200/230/3/60 36,000 37 33 30 229 78 15 25 Sla Ss
4A7C3042A3000B 200/230/3/60 42,000 33 37 34 255 79 18 30 Sla 3s

4A7C3048A3000B 200/230/3/60 48,000 33 37 34 253 79 20 30 B s
4A7C3060A3000B 200/230/3/60 60,000 41 37 34 295 80 24 40 B %

13 SEER
4A7C3030A4000B  460/3/60 30,000 33 33 30 222 78 5 15 /4 She
4A7C3036A4000B  460/3/60 36,000 37 33 30 227 78 7 15 34 38
4A7C3042A4000B  460/3/60 42,000 33 37 34 254 79 9 15 34 38
4A7C3048A4000B  460/3/60 48,000 33 37 34 252 79 9 15 B 38
4A7C3060A4000B  460/3/60 60,000 41 37 34 294 80 12 20 B s

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with ARI Standard 270, section 5.3.6.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers SC-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Ref: 8/16/10 2:22 pm

Amoricam Stavdard.  Split System Cooling
wearine s ain conomonine Three Phase - 2Y2-6 Tons

13
Table SC-6-A — Features (4A7C3)
LIS =3 = U oI (o T OO P U SPSRPR PSR 13.00

¢ Duration™ compressor.........

e Comfort-R™ mode approved..........cccoceverieenerieenienns
e DuraBase™ base, fast complete drain, WeatherproOf ... ...t et e st e e et e et e e sneeesneeenseeenseeanneennen
e Easy-Sess™ cabinet, service access & refrigerant connections with full coil protection .............coceiiiiiiiiiien e
© SPINE FINTM COIl ...ttt bt h ettt e b e et e £ £ e et e e b £ e st e a e e e e eh s e oh e e e e eE e e b e eae e bt eas e bt ee st e a e e e e eheeeh e et e et e nenaeenns
®  Compressor SUMP heat - fACOrY INSLAIEA ..........oiuiiiiiee ettt b e ae et e st e bt e st e eh e e b e e se e beeae e b e enbesbeenbeeneeneeenes
¢ Factory supplied charge ..........ccccccoverienen.
* Glossy corrosion resistant finish ...
¢ Internal high / low pressure & temperature protection
o Liquid line filter drier - fAaCtOry INSTAIIEA. ........coui et h ettt e e e b et e e h e et e ese e eh e e e e e b e e b e eae e b e enbeabeenneeneeseenes
©  LOW PIESSUIE SWITCR ...ttt ettt b etk e e et bt e et e e st e b £ e e e e e s e b e e e e e e h e e E 4o b e e b e e et e b e eat e eh e et e eae et e es e e na e et e be e nenanenns
® POIYSIAte Gray CADINET ... .ot e et a et e et e e a st e e ae e e b et e bt e ean e e et e be e nne e e ne e nn e neenreean
¢ 5-year limited warranty on compressor, outdoor coil & 1-year on all other functional parts (Commercial Use) ...
¢ 5-year limited warranty on compressor, outdoor coil & all other functional parts (Residential Use) ..................
o Extended warranties aVvailable ..ottt ettt e

T

\\\\\\\\g\\\\\\
>

Table SC-6-B — Optional Accessories
Model Number Description Shipping Weight

AY28X079.....cciiiiiiiniens Evaporator Defrost Control .............cccceiveiereeienieeieneene
BAYECMTO023...... ..Extreme Conditions Mounting Kit (Base 2/3)...
BAYECMTO004 .. ..Extreme Conditions Mounting Kit (Base 4)......
BAYISLT101 ..... ..Rubber Isolators............c.ccoeviiiiiiiiniiie
BAYLEGSO002... ..Snow Legs - Base and Cap 6" High (Black)....
BAYLEGSO003... ..4" Extension (Black)........c.cceeeivieriiiieninninnne
BAYLOAM103® .
BAYSEACO001...... ..Seacoast Kit..........ccccevevvrnns
BAYTFMROO3A.... .. 77VA Transformer 230V/24V.
BAYTFMROO04A ...... .. 77VA Transformer 460V/24V.
TAYASCT501A0® . ..Anti-Short Cycle Timer..........
PAIO0309® .............c........ Heresite Spraypaint.............ccocevveiiniieiiiiiiiecceiecee 1

2%2-3
3%2-5
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Comfort Controls — See Comfort Controls/Zone Sensors Section

@ Do not use with programmable thermostats.

@® Activated on Power Off.

® Not approved for use with hot gas by-pass application.

® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers SC-6 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.  Split System Cooling
Heatine s A coneimonine - Three Phase - 6-20 Tons, R-410A

* ReliaTel™ controls option « Electrical phase reversal protection

* (1) Scroll compressor e Internal pressure relief valves
(TTA073-120D) * Holding charge (Dry Nitrogen)

* (2) Scroll compressors » Copper tube, aluminum plate fin coils
(TTA120E-240E) with independent e Low ambient cooling to 50°F as shipped
refrigerant circuits * Low ambient cooling to 0°F with accessory

* (2) Manifolded scroll compressors head pressure control

(TTA120F, 180F-240F) * Mounting/lifting rails under base
TTA - 6-20 Tons * Single point power e UL listed

* Compressor motor overload protection * 5-year compressor warranty

* Compressor discharge temperature limit (TTA073-120D/TTA120-180E/
switch TTA120-180F)

e Control transformer * 1-year compressor warranty (TTA240E,F)

* High and low pressure cut-out switches ¢ 1-year limited parts warranty

e Liquid line filter drier, factory installed * Optional Extended Warranties

* Service valves with pressure taps

12345678 910112 123456178 910112
TTAO090D300A0 TTAO090D300A0D0

Compressor Type ? Compressor Type T

D = Single Compressor/Single Refrigerant Circuit, R-410A D = Single Compressor/Single Refrigerant Circuit, R-410A

E = Dual Compressor/Dual Refrigerant Circuit, R-410A E = Dual Compressor/Dual Refrigerant Circuit, R-410A

F = Dual Compressor/Single Manifolded Refrigerant Circuit, F = Dual Compressor/Single Manifolded Refrigerant Circuit,

R-410A R-410A

Factory-Installed Options Factory-Installed Options

0 = Packed Stock HO = Hail Guard

OS = Black Epoxy Coated Coil HS = Hail Guard and Black Epoxy Coated Coil

OR = ReliaTel™ Controls HR = Hail Guard and ReliaTel™ Controls

OT = ReliaTel™ Controls and Black Epoxy Coated Coil HT = Hail Guard and ReliaTel™ Controls with Black Epoxy Coated Coil

Table SC-7-A — TTA Split System Cooling — Single Compressor — R-410 Refrigerant

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound® Max. oD oD
Number Supply (BTUH) H w L (Ibs.) Rating MCA* Fuse* Gas Liq.
TTA073D300A 208-230/3/60 75,000 39 36 42 365 84 31.1 40 118 12
TTA090D300A 208-230/3/60 92,000 39 36 42 363 83 34.4 45 138 58
TTA120D300A 208-230/3/60 120,000 39 40 52 467 90 42.6 60 138 12
TTA073D400A 460/3/60 75,000 39 36 42 365 84 14.9 20 18 12
TTA090D400A 460/3/60 92,000 39 36 42 363 83 17.7 25 138 58
TTA120D400A 460/3/60 120,000 39 40 52 467 90 23.4 30 138 12
TTA073DWO0A 575/3/60 75,000 39 36 42 365 84 11.1 15 18 12
TTA090DWOOA 575/3/60 92,000 39 36 42 363 83 14.5 20 138 58
TTA120DWOOA 575/3/60 120,000 39 40 52 467 90 17.5 25 138 12
Table SC-7-B — TTA Split System Cooling — Dual Compressors with Two Sets of Refrigerant Circuits — R-410 Refrigerant
Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound® Max. oD oD
Number Supply (BTUH) H w L (Ibs.) Rating MCA* Fuse* Gas Liq.
TTA120E300A 208-230/3/60 119,000 39 40 52 510 91 41 45 18 2
TTA150E300A 208-230/3/60 150,000 45 40 52 543 91 55.4 70 118 12
TTA180E300A 208-230/3/60 180,000 45 46 95 850 93 66.3 80 1% 12
TTA240E300A 208-230/3/60 254,000 45 46 95 970 94 98 110 138 12
TTA120E400A 460/3/60 119,000 39 40 52 510 91 20.1 25 18 12
TTA150E400A 460/3/60 150,000 45 40 52 543 91 26.4 30 18 12
TTA180E400A 460/3/60 180,000 45 46 95 850 93 32.5 40 138 12
TTA240E400A 460/3/60 254,000 45 46 95 970 94 46.9 60 138 12
TTA120EWO00A 575/3/60 119,000 39 40 52 510 91 15.5 20 18 12
TTA150EW00A 575/3/60 150,000 45 40 52 543 91 21.4 25 18 e
TTA180EWO00A 575/3/60 180,000 45 46 95 850 93 25.6 30 138 12
TTA240EWO00A 575/3/60 254,000 45 46 95 970 94 38.7 45 1% 12

(@ Sound rating show is tested in accordance with ARI Standard 270 or 370.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers SC-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Split System Cooling
neatine w amconoimenive Three Phase - 6-20 Tons, R-410A

¢ ReliaTel™ controls option e Electrical phase reversal protection

e (1) Scroll compressor e Internal pressure relief valves
(TTA073D-120D) * Holding charge (Dry Nitrogen)

* (2) Scroll compressors » Copper tube, aluminum plate fin coils
(TTA120D-240E) with independent * Low ambient cooling to 50°F as shipped
refrigerant circuits * Low ambient cooling to 0°F with accessory

* (2) Manifolded scroll compressors head pressure control
(TTA120F, 180-240F) * Mounting/lifting rails under base

TTA -6-20Tons * Single point power e UL listed

* Compressor motor overload protection * 5-year compressor warranty

* Compressor discharge temperature limit (TTA073-120D/TTA120-180E/
switch TTA120-180F)

» Control transformer * 1-year compressor warranty (TTA240E,F)

¢ High and low pressure cut-out switches ¢ 1-year limited parts warranty

e Liquid line filter drier, factory installed * Optional Extended Warranties

 Service valves with pressure taps

12345678 910112 12345678 910112
TTAO090D300A0U0 TTAO0O90D300AUD

Compressor Type T Compressor Type —f

D = Single Compressor/Single Refrigerant Circuit, R-410A D = Single Compressor/Single Refrigerant Circuit, R-410A

E = Dual Compressor/Dual Refrigerant Circuit, R-410A E = Dual Compressor/Dual Refrigerant Circuit, R-410A

F = Dual Compressor/Single Manifolded Refrigerant Circuit, F = Dual Compressor/Single Manifolded Refrigerant Circuit,

R-410A R-410A

Factory-Installed Options Factory-Installed Options

0 = Packed Stock HO = Hail Guard

OS = Black Epoxy Coated Coil HS = Hail Guard and Black Epoxy Coated Coil

OR = ReliaTel™ Controls HR = Hail Guard and ReliaTel™ Controls

OT = ReliaTel™ Controls and Black Epoxy Coated Coil HT = Hail Guard and ReliaTel™ Controls with Black Epoxy Coated Coil

Table SC-8-A — TTA Split System Cooling — Dual Manifolded Compressors with Single Refrigerant Circuits — R-410 Refrigerant

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound® Max. oD oD
Number Supply (BTUH) H w L (Ibs.) Rating MCA* Fuse* Gas Lig.
TTA120F300A 208-230/3/60 120,000 39 40 52 509 91 44.6 50 138 12
TTA180F300A 208-230/3/60 180,000 45 45 95 852 93 66.3 80 158 58
TTA240F300A 208-230/3/60 246,000 45 45 95 966 94 98 110 158 58
TTA120F400A 460/3/60 120,000 39 40 52 509 91 241 30 138 12
TTA180F400A 460/3/60 180,000 45 45 95 852 93 32.5 40 158 58
TTA240F400A 460/3/60 246,000 45 45 95 966 94 49.6 60 15/8 58
TTA120FWO0A 575/3/60 120,000 39 40 52 509 91 15.7 20 138 12
TTA180FWO0A 575/3/60 180,000 45 45 95 852 93 26.3 30 158 58
TTA240FWO00A 575/3/60 246,000 45 45 95 966 94 39.6 45 15/8 58

@ Sound rating show is tested in accordance with ARI Standard 270 or 370.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers Sc-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stamdard.  Split System Cooling - R-410A
Accessories Three Phase - 6-20 Tons

HEATING & AIR CONDITIONING

Table SC-9-A — R-410A Optional Accessories

Model

Number Description Used With

Coil Guard

BAYGARDO58A Hail/Vandal Guard TTA073D, TTA090D

BAYGARDO59A Hail/Vandal Guard TTA120D/E/F

BAYGARDOG60A Hail/Vandal Guard TTA150E

BAYGARDO61A Hail/Vandal Guard TTA180E/F, TTA240E/F

Hot Gas By-Pass

BAYHGBPO10A Universal Hot Gas Bypass Kit TTAQ73D-TTA240F

Isolators

BAYISLT004A Rubber Isolator Floor (blue) TTA073D-TTA090D

BAYISLT005A Rubber Isolator Floor (black) TTA120D/E/F

BAYISLT009A Rubber Isolator Floor (red) TTA150E, TTA180E/F

BAYISLT010A Rubber Isolator Floor (green) TTA240E/F

BAYISLT023A Steel Spring Isolator Floor (red) TTA073D, TTA090D, TTA120D

BAYISLT024A Steel Spring Isolator Floor (black) TTA120E/F, TTA150E, TTA180E/F

BAYISLT025A Steel Spring Isolator Floor (yellow) TTA240E/F

Low Ambient

BAYLOAMUO1A ®@®®  On/Off Fan Control Mounted in External Enclosure TTA073-090 (all voltages)
(small cabinets)

BAYLOAMUO02A@®® On/Off Fan Control Mounted in Unit Control Box TTA120-240 (all voltages)
(large cabinets)

BAYLOAM332A® Modulating P-66 Head Pressure Control w/ 208-230V TTA073D3, TTAO90D3
0.5 HP Hi-Eff Motor (external mount)

BAYLOAMS333A® Modulating P-66 Head Pressure Control w/ 208-230V TTA120D3/E3/F3, TTA150E3
1 HP Hi-Eff Motor (external mount)

BAYLOAMS334A® Modulating P-66 Head Pressure Control w/ 208-230V TTA180E3/F3, TTA240E3/F3
1 HP Hi-Eff Motor (internal mount)

BAYLOAM432A® Modulating P-66 Head Pressure Control w/ 460V TTA073D4, TTAO90D4
0.5 HP Hi-Eff Motor (external mount)

BAYLOAM433A® Modulating P-66 Head Pressure Control w/ 460V TTA120D4/E4/F4, TTA150E4
1.0 HP Hi-Eff Motor (external mount)

BAYLOAM434A® Modulating P-66 Head Pressure Control w/ 460V TTA180E4/F4, TTA240E4/F4

1.0 HP Hi-Eff Motor (internal mount)

Time Delay Relay

BAYRLAY002

Time Delay Relay

TTAQ90D-TTA240F

@ Kit mounts external to the outdoor unit and operates by sensing ambient and liquid line temperatures.
@ Cycles fan on/off, (no modulating).

® Quantity of 1 required for each fan (2 total for TTA/TWA180-240).
® ReliaTel™ requires onboard EDC function to be disabled when Bayloam is used, remove OA sensor from terminal J8-1&2.

For complete equipment / combination selections,

installation instructions and warranty information, SC-9
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Amoricam Stavdard.  Split System Cooling

HEATING & AIR CONDITIONING

Three Phase - 6-20 Tons

Table SC-10-A — ReliaTel™ Control Options

Model

Number Description Used With

ASYSTAT106A Zone Sensor, Set Point, Fan System TTA073-TTA240 with ReliaTel™ Controls
ASYSTAT107A Zone Sensor, Set Point Adj, Fan, System, EH, LED TWAOQ073-TWA240

ASYSTAT108A Zone Sensor, 2 Set Point, Fan System TTA073-TTA240 with ReliaTel™ Controls
ASYSTAT109A Zone Sensor, 2 Set Point Adj, Fan, System, EH, LED TWAOQ73-TWA240

ASYSTAT777A Digital Programmable Zone Sensor with Night Setback TWAO073-TWA240, TTA073-TTA240

with ReliaTel™ Controls

Table SC-10-B — Electromechanical Control Options

Model
Number Description Used With
ASYSTAT092A 2H/2C Touch Screen Digital Display Programmable

Thermostat "Touch Screen" All
ASYSTAT093A 3H/2C Digital Display Programmable Thermostat

W/Humidity Sensor All

For complete equipment / combination selections,

installation instructions and warranty information, SC-10
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

6 - 20 Tons with ReliaTel™
Controls TTA073-120A,
TTA120-240B, TTA120-180C

Protection/Operation Timings and Features

Anti Short Cycle Timer (ASCT) Function — Provides a three (3)
minute minimum “ON” time and a three (3) minute minimum “OFF”
time for compressors, enhances compressor reliability by ensuring
proper oil return. Standard

Built In Fan Delay Relay (FDR) Function — Provides custom indoor
fan timing sequences for the different types of equipment, enhancing
efficiency and reliability. Standard

Built In Night Set Back and Unoccupied Functions® — When
using a standard dual setpoint/auto change over Zone Sensor Module
(ZSM), this function is enabled by applying a short across terminal
J6-11 and J6-12. Sets cooling setpoint up a minimum of 7°F, sets
heating setpoint back a minimum of 7°F, and forces fan operation

to automatic. (requires time clock accessory or field supplied/
installed switch or contacts).

Built In “TEST” Mode — Aids in quick verification of system
and control operation, exercises both hardware and software
(no special tools required). Standard

Built In Unoccupied Mode(® — When using a standard single
setpoint/manual change over Zone Sensor Module (ZSM), this
function is enabled by applying a short across terminal J6-11 and
J6-12. Forces fan operation to automatic. (requires time clock
accessory or field supplied/installed switch or contacts.)

Direct Digital Control (DDC)® — Proportional Integral (P1) control.
Proportional — sets corrective action proportional to deviation from
setpoint. Integral — fine tunes the rate of corrective action proportional
to the error (results in superior space temperature control). Standard

Increased Reliability — Fewer components (moving electro-
mechanical parts), less likelihood of equipment down time or
failure. Standard

Integral Electric Heat Staging® — Stages electric heaters “OFF”
and “ON”, eliminating the use of outdated sequencers. Standard

Intelligent Fallback® — A built in Default Control provides adaptive
operation, which allows the equipment to continue to operate,
providing comfort in the event of certain component failures. Also,
allows emergency operation without a Zone Sensor Module (ZSM).
Standard

Low Ambient Start Timer (LAST) Function — Bypasses low
pressure control when a compressor starts, eliminating nuisance
compressor lock outs. Standard

Lower Installation Cost — Using a standard Zone Sensor Module
(ZSM), control voltage wiring may be run up to five (5) times further
than any electromechanical system, with no increase in wire gauge.
Example: Electromechanical System — 30 feet maximum using 22
gauge wire. Micro Control System — 150 feet using 22 gauge wire.
Standard

® Denotes features lost from utilizing standard conventional stat.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

SC-11

On Board Diagnostics® — Assist with equipment troubleshooting,
if a problem occurrence should take place. Standard

Remote Sensing® — All standard Zone Sensor Modules (ZSMs) have
remote sensing capabilities, typically achieved by using an expensive
program-mable thermostat and remote sensor with electromechanical
equipment. Accessory (requires use of remote sensor).

Space Temperature Averaging® — All standard Zone Sensor
Modules (ZSMs) have space temperature averaging capabilities,
typically achieved by using an expensive programmable thermostat and
minimum of four (4) remote sensors with electromechanical equipment.
Averaging with ReliaTel™ can be achieved with two (2) sensors.

Time Delay Relay (TDR) Function — Provides an incremental staging
delay between compressors, minimizes equipment current inrush and
consumption by keeping compressors from starting simultaneously.
Standard

Low Pressure and High Pressure Compressor Lockout — 3 trips
will lockout control.

When the ReliaTel™ RTRM Thermostat Interface is used, equipment
operation differs significantly. The basic equipment protection features
remain intact, and the following features and benefits are lost:

* Direct Digital Control (DDC) — Proportional Integral (Pl) control is
lost, equipment is controlled by a thermostat or generic building auto-
mation system device.

¢ Intelligent Fall back is lost, if a failure occurs in the device controlling
the equipment, operation will cease.

¢ Installation is more costly, with the addition of a thermostat or generic
control, the control wiring size must be increased.

* Remote Sensing capabilities are lost, unless generic control being
applied can accomplish this.

* Space Temperature Averaging capabilities are lost, unless generic
control being applied can accomplish this.

e Built In Night Set Back and Unoccupied functions are lost, unless
generic control being applied can accomplish this.

* Built In Unoccupied Mode is lost, unless generic control being ap-
plied can accomplish this.

Effective 7/15/10
14-1011-25



Americam Stavdard.  Split System Heat Pumps
neatine « aik conoimonine §ijngle Phase - 1 1/2-5 Tons

Table SH-1-A — Heritage 20 R-410A Split System Heat Pump — Single Phase with AccuLink™®®®

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD 0D
Number Supply (BTUH) H w D (Ibs.)  Rating MCA* Fuse* Gas Lig.

4AB6Z0024A1000A  200/230/1/60 24,000 45 37 34 380 70 14 20 55 %
il 4A6Z0036A1000A  200/230/1/60 36,000 45 37 34 385 72 20 30 % Ys
HHHI]]I]]II]] 4A6Z0048A1000A  200/230/1/60 48,000 45 37 34 470 76 26 40 % Ys

4A6Z0060A1000A  200/230/1/60 60,000 45 37 34 470 76 35 60 % s

Heritage 20 (4A620)

Table SH-1-B — Heritage 16 R-410A Split System Heat Pump

Nom. Cap. Uncrated Shipping Line Size (in)
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD 0D
Number Supply (BTUH) H w D (Ibs.)  Rating MCA* Fuse* Gas Lig.
4A6H6024E1000A  230/1/60 24,000 41 37 34 272 72 14 20 5  3ls
4A6H6036E1000A  230/1/60 36,000 45 37 34 274 72 22 35 3s s
4A6H6048E1000A  230/1/60 48,000 45 37 34 329 73 29 50 s s
4A6H6060E1000A  230/1/60 60,000 45 37 34 330 74 39 60 15 %

Table SH-1-C — Heritage 16 R-410A Split System Heat Pump — Single Phase with AccuLink™®®®

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound* Max. ob 0D
Number Supply (BTUH) H w D (Ibs.)  Rating MCA* Fuse* Gas Lig.
4A6H6024C1000A  230/1/60 24,000 37 33 30 240 72 13 20 s %he
4A6H6036C1000A  230/1/60 36,000 37 37 34 273 71 24 40 s s
4A6H6048C1000A 230/1/60 48,000 41 37 34 285 75 29 50 s %ls
4A6H6060C1000A  230/1/60 60,000 41 37 34 328 75 35 60 Is s

Table SH-1-D — Heritage 15 Split System Heat Pump — Single Phase

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. ob oD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A6H5018E1000A 208/230/1/60 18,000 33 37 34 262 75 10 15 o ls
Il 4A6H5024E1000A  208/230/1/60 24,000 33 37 34 265 75 12 20 5% s
HHH“]"]] [l 4A6H5030E1000A  208/230/1/60 30,000 41 37 34 281 75 15 25 35 s
4A6H5036E1000A  208/230/1/60 36,000 41 37 34 283 75 20 35 % %ls
Heritage 15 (4A6H5-E) 4A6H5042E1000A 208/230/1/60 42,000 41 37 34 313 75 27 45 3y ls
4A6H5048E1000A 208/230/1/60 48,000 45 37 34 331 75 29 50 Ts s
4A6H5049E1000A 208/230/1/60 48,000 45 37 34 331 75 30 50 s s
4A6H5060E1000A  208/230/1/60 60,000 45 37 34 332 75 35 60 Is  %ls
4A6H5061E1000A  208/230/1/60 60,000 45 37 34 332 75 36 60 175 %/s

® Must use ACONT900 comfort control with communicating systems.

@ BAYACHP024A required for 24 volt mode.

® Because of limited capabilities, please refer to the product ratings for approved combinations.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with AHRI Standard 270-2008.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers SH-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Ref: 8/16/10 2:22 pm

Americam Stamdard,  Split System Heat Pumps
neatins woaie conoronine . Gingle Phase - 1 1/2-5 Tons

Table SH-2-A — Features

Heritage

20
(4A620)

16
(4A6H6 E)

16
(4A6HS C)

15
(4ABH5-E)

] ==y S U] o N (o TSSO P TSP USRPROPTOE
HSPF up to....ccovueeunee.
Duration™ compressor-..
Number of stages.........
AccuLink™ system ..........ccceviiiininicieeeee e
Charge Assist™ fast/accurate charging every time .
Comfort-R™ mode approved...........ccccoeevereenieenienenne.
DuraBase™ base, fast complete drain, weatherproof .............ccoceeieiiiiiiinnieece e,
Easy-Sess™ cabinet, service access & refrigerant connections with full coil protection ..
SPINE FINT™ COIl ...ttt
Demand Defrost Control w/Lite Port™/Stored Diagnostics....
Electronic Expansion Valve (EEV) ........cccooiiiiiiiincniien.
Compressor sound enclosure.....................
Compressor sump heat - factory installed ....
Factory supplied charge .........ccccceceeinenne
Glossy corrosion resistant finish
High pressure switch....
LOW pressure SWitCh.........oceeeeeeiieeiieesee e
Internal high / low pressure & temperature protection
Liquid line filter drier - factory installed....
Quick start kit - factory installed...........
Seacoast shield - factory installed ...
SPINNAKET Gray CADINET........eiiiiiie ettt sb ettt b e st e b e seenbesane e
12-year registered limited warranty on compressor, 10-year on outdoor coil & all other

functional parts® (Residential USE)® .............coiiiiiiiiiiiieiicii e
* 10-year registered limited warranty on compressor, outdoor coil & all other

functional parts® (Residential USE)® .............ccoiiiiiiiiiiiiiiii e

o Extended warranties available ......................cooiiiiiiiiiiiiii s
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Table SH-2-B — Optional Accessories

Model Number Description

AY28X084.........ccueeee Evaporator Defrost Control ............cceoeeeeerieieneesiecieseee
BAYACHPOQ24A............ 24 Volt Wiring Harness...........

BAYCAKTOO1 .............. Charge Assist™ Solenoid Kit...........cccccee..
BAYECMTO023.............. Extreme Conditions Mounting Kit (Base 2/3)
BAYECMTOQ04 ............ Extreme Conditions Mounting Kit (Base 4)...
BAYINSO001.......ccveveee Insulation Kit..........ccoooviiiiiiiii
BAYISLT101 ... Rubber Isolators.
BAYKSKT260 ............. Start Kit (SCroll) ......covevveeeieiierieieesereee
BAYLEGSO002 ............. Snow Legs - Base and Cap 6" High (Black) .
BAYLEGSO003.............. 4" extension (Black) .......ccccooeiiniiiiiniiinine
BAYLOAM103.............. Low Ambient Kit ...........

TAYASCT501A0® ...... Anti-Short Cycle Timer
TAYPLUS103A ............ Heat Pump Control Kit .
PAIO0309® Heresite Spraypaint...........cceceereeieerienieiierieeee e
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Comfort Controls — See Comfort Controls/Zone Sensors Section

® Do not use with programmable thermostats.
® Activated on Power Off.

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

® The ten year Functional Parts Limited Warranty extends to the indoor gas or oil furnace, coil, air handler and thermostat when installed as part of a complete
Heritage comfort system. A Heritage comfort system includes an AHRI certified matching American Standard outdoor Heritage unit, indoor unit and thermostat

installed at the same time.
® For operation to 20°F outdoor ambient.
® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, SH-2
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stavdard.  Split System Heat Pumps

HEATING & AIR CONDITIONING
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American Standard 14
(4A6B4)

American Standard 13
(4A6B3)

Single Phase - 1'2-5 Tons

Table SH-3-A— Heritage 13 Split System Heat Pump — Single Phase

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A6H3018A1000A 200/230/1/60 17,000 29 33 30 214 76 10 15 Vo s
4A6H3024A1000A  200/230/1/60 23,000 29 33 30 217 76 12 20 5 e
4A6H3030A1000A 200/230/1/60 28,500 37 33 30 231 76 15 25 % She
4A6H3036A1000A 208/230/1/60 34,500 37 37 34 271 75 21 35 % °Is
4A6H3042A1000A 208/230/1/60 40,500 37 37 34 272 75 25 40 % s
4A6H3048A1000A 208/230/1/60 46,500 41 37 34 285 76 30 50 Is s
4A6H3060A1000A 208/230/1/60 58,500 41 37 34 308 76 36 60 Is s
Table SH-3-B— American Standard 14 Split System Heat Pump — Single Phase

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD oD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A6B4018E1000A  208/230/1/60 18,000 33 37 34 262 76 10 15 o s
4A6B4024E1000A  208/230/1/60 24,000 33 37 34 265 76 12 20 s °ls
4A6B4030E1000A  208/230/1/60 30,000 41 37 34 281 78 15 25 8y s
4A6B4036E1000A  208/230/1/60 36,000 41 37 34 283 76 20 35 % s
4A6B4042E1000A  208/230/1/60 42,000 41 37 34 313 78 27 45 % °ls
4A6B4048E1000A 208/230/1/60 48,000 45 37 34 331 78 29 50 Is  °ls
4A6B4049E1000A  208/230/1/60 48,000 45 37 34 331 76 30 50 Is s
4A6B4060E1000A  208/230/1/60 60,000 45 37 34 332 78 35 60 Is s
4A6B4061E1000A  208/230/1/60 60,000 45 37 34 332 76 36 60 1'% /s
Table SH-3-C— American Standard 13 Split System Heat Pump — Single Phase

Nom. Cap. Uncrated Shipping Line Size
Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.
4A6B3018A1000B  200/230/1/60 17,000 29 33 30 221 79 10 15 o g
4A6B3024A1000B  200/230/1/60 23,000 29 33 30 224 81 12 20 s s
4A6B3030A1000B  200/230/1/60 28,500 37 33 30 237 80 15 25 % %ls
4A6B3036A1000B  208/230/1/60 34,500 37 37 34 277 79 21 35 %y s
4A6B3042A1000B  208/230/1/60 40,500 37 37 34 278 80 25 40 8y s
4A6B3048A1000B  208/230/1/60 46,500 41 37 34 291 78 30 50 Is s
4A6B3060A1000B  208/230/1/60 58,500 41 37 34 314 78 36 60 Is  %ls

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with ARI Standard 270, section 5.3.6.

For complete equipment / combination selections,

installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

SH-3 Effective 7/15/10

14-1011-25



Ref: 8/16/10 2:22 pm

Americam Stamdard,  Split System Heat Pumps
wearine s s conoimonine Gingle Phase - 112-5 Tons

Heritage and American Standard

13 14 13

Table SH-4-A — Features (4A6H3) | (4A6B4)| (4A6B3)
©  SEER UP 10 1ttt E b h R R R £ e R b e e e a e E e bt eh b Attt aeeae et are 14.00 16.00 14.00
e HSPF up to 9.00 8.50 8.50
© DUFAHIONT™ COMPIESSON ...ttt ettt e bttt e s ae e s bt e e e bt et e s a e s b e e e e eb e e b s ae e s e e e e sbe e 4 v v
e ComMFOrt-R™ MOUE QPPIOVEA.......couiiiiiiiiieie ettt bttt ea e bbb bt e et b e bt e bbb e e e e eneas v v v
* DuraBase™ base, fast complete drain, weatherproof . v v v
* Easy-Sess™ cabinet, service access & refrigerant connections with full coil protection ............ccccecveiiinininnne. 4 v v
© SPINE FINTM COIl ...ttt h bbbt e bt e et et e h e e bt e bt e bt et e et e s e e e e eaeeeeene s 4 4 4
e Compressor sump heat - factory installed .| 25 v —
¢ Demand Defrost Control w/Lite Port™/Stored DiagnOSHCS ........coververeieiiirisiesiene et 4 v 4
o Quick start Kit-factory INSTAIEA .........oo.iiiii ettt ettt b e e e ae e beene e b e aeeeneenbeeneennas 11-212,5 [1Y2-2Y2,5(112-212 Only
e Low Pressure Switch 4 4 v
o Factory SUPPlIEA ChAIGE ........ooiiii ettt sttt e s se e b R-410A | R-410A| R-410A
o Glossy corrosion resistant fiNISH ............oi i 4 v v
¢ High pressure switch . v v 4
e Internal high / low pressure & temperature ProtECHON ...........cciririiiiiiiiiiie e v v v
e Liquid line filter drier - factory inStalled. ... s v v v
* Polyslate gray cabinet — v 4
® SPINNAKET Gray CADINET......ccueiuiitiitiit ittt b ettt e bbbt e e e e et et eae e bt et e e bt nb e s e e eneeneeneas 4 — —
¢ 10-year registered limited warranty on compressor,

outdoor coil & all other functional parts® (Residential US€)®.............c.ccooiiiiiiiiiiiiiieee 4 — —
* 10-year registered limited warranty on compressor, 5-year on

outdoor coil & all other functional parts (Residential US€)® ...............ccccciiiiiiiiiiiiiicee — v v
o Extended warranties available ....................ccccooiiiiiiiiiiiii s v v v
Table SH-4-B — Optional Accessories
Model Number Description
AY28X084........cccuveeee Evaporator Defrost Control ...........c.ccoceveevienenenne. 4 v v
BAYCCHT300 .. Crankcase Heater Kit (Reciprocating) .| 1%2-22 — 1%2-2Y2
BAYCCHT301 ............. Crankcase Heater Kit (Scroll) .........ccceeevevinennne — — 3-5
BAYECMTO2S.............. Extreme Conditions Mounting Kit (Base 2/3)....... 2 s 1V2-2Y2 — 1%2-2Y2
BAYECMTO004 .. Extreme Conditions Mounting Kit (Base 4)..........2... .| 35 v 3-5
BAYINSOO1.......cccueeee. INSUIATION Kit.....oeiieieee ettt 4 4 v
BAYISLT101 ................ Rubber Isolators v v v
BAYKSKT260 Start kit (Scroll) .| 3-4 3-4 3-4,5
BAYLEGSO002A ........... Snow Legs Base and Cap 6" High (Black) ......... L TR OP RO OROTRTONE 4 v v
BAYLEGSO003A ........... 4" Extension (BIack) ........cccccorveevienienienienieieiens L TR OP RO OROTRTONE 4 v v
BAYLOAM103 Low Ambient Kit .V (%46} 4
BAYSEACOO01............... Seacoast Kit........cocirieiiniiiieeeeee 4 v v
TAYASCT501A0® ..... Anti-Short Cycle TImer.........cocevveciniiiciieces 4 v v
TAYPLUS103A ............ Heat Pump Control Kit . . v v v
PAIO0309G .................. Heresite Spraypaint.............cceceeieveniiencnceinnnne. v v v

Comfort Controls — See Comfort Controls/Zone Sensors Section

@ Not for use with programmable thermostats.

@ Activated on Power Off.

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

® The ten year Functional Parts Limited Warranty extends to the indoor gas or oil furnace, coil, air handler and thermostat when installed as part of a complete
Heritage comfort system. A Heritage comfort system includes an AHRI certified matching American Standard outdoor Heritage unit, indoor unit and thermostat
installed at the same time.

® For operation to 20°F outdoor ambient.

® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, B .

please refer to Product Data/Ratings and/or Installers SH-4 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Split System Heat Pumps
neatine s ae conoimonins - Three Phase - 2Y2-6 Tons

Table SH-5-A — 13 SEER Split System Heat Pump - Three Phase

Z Nom. Cap. Uncrated Shipping Line Size
) Model Power Cooling Dimensions(in.) Weight Sound** Max. oD OD
e T Number Suppy (BTUH) H W D (Ibs.) Rating MCA*  Fuse* Gas Lig.

4A6C3030A3000B  200/230/3/60 30,000 37 33 30 233 80 11 15 s She
4A6C3036A3000B  200/230/3/60 36,000 37 37 34 264 79 16 25 s s
4A6C3042A3000B  200/230/3/60 42,000 37 37 34 269 80 18 30 a3
4A6C3048A3000B 200/230/3/60 48,000 41 37 34 277 78 21 35 ls s
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13 SEER 4A6C3060A3000B 200/230/3/60 60,000 41 37 34 297 78 24 40 Is %8
4A6C3030A4000B  460/3/60 30,000 37 33 30 231 80 5 15 s %he
4A6C3036A4000B  460/3/60 36,000 37 37 34 263 79 7 15 % s
4A6C3042A4000B  460/3/60 42,000 37 37 34 268 80 9 15 % s
4A6C3048A4000B  460/3/60 48,000 41 37 34 276 78 9 15 Is  3ls
4A6C3060A4000B  460/3/60 60,000 41 37 34 296 78 12 20 Is  3s

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Rated in accordance with ARI Standard 270, section 5.3.6.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers SH-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Ref: 8/16/10 2:22 pm

Amoricam Stamdard.  Split System Heat Pumps
wearine » an conomonins - Three Phase - 2Y2-6 Tons

Table SH-6-A — Features

13
(4A6C3)
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DuraBase™ base, fast complete drain, WeatherproOf ........ ..o e e e s e e e rne e e e e saee e seeenseeenseennseenneenn
Easy-Sess™ cabinet, service access & refrigerant connections with full Coil ProteCtion .............cooeririiiiiiiicneee e
Spine Fin™ coil
Compressor sump heat - factory installed
Demand Defrost Control w/Lite Port™/Stored DIagnOSHCS ...........ciiiiiiiiieeecece e
Factory supplied charge
Glossy corrosion resistant finish
Liquid line filter drier - factory INSTAIEA. ..o e
LLOW PIESSUIE SWITCR ...ttt ettt h et h e e h e et e e b e et e e e 2o s £ ea e e £ £ e o s e ea e e e £ e e e oo b e eas e eh e e b e ee e e bt ean et e e st nb e et e ean et e ennen
Internal high / low pressure & temperature PrOtECHION ..........oo ittt a et na e e nae e e neean
Polyslate gray CADINEL ...t e et a e e e e et neen e ee e
5-year limited warranty on compressor, outdoor coil & 1-year on
all other functional parts (COMMEICIAl USE) ..............ooiiiiiiiiiiii e ettt ettt b et a e bt eae et s
¢ 5-year limited warranty on compressor, outdoor coil & 5-year on
all other functional parts (ReSIAENtIal USE) ............ccoiiiiiiiiiii ettt ettt ettt n e ee s
o Extended warranties aVailable ....................ooooiiiiiiiiii ettt eee s

13.00
8.50

P

SR N \\\\\g\\\\\\\
>

Table SH-6-B — Optional Accessories

Model Number Description Shipping Weight

AY28X084.........cccveenn Evaporator defrost control............ccceeieriieninieneeieceeseee 1 e
BAYECMTO023............. Extreme Conditions Mounting Kit (Base 2/3).........cc.ccecueuee. 2 ettt a et s
BAYECMTOQO04 ............. Extreme Conditions Mounting Kit (Base 4).........c.ccccceveeenen. 2 ettt e et s
BAYINS001 Insulation Kit .
BAYISLT101 ......coceenvee Rubber Isolators

BAYLEGS002 Snow Legs - Base and Cap - 6" (Black)..........ccccerveriennnne.

BAYLEGSO003... 4" Extension (used with BAYLEGSO002) (Black)...
BAYLOAM103.............. Low Ambient Kit .........cocooeriiiiieneneseereee e
BAYSEACO01.............. SeaC0aSt Kit.......coviiirirecieecceer e
TAYASCT501A0® ...... Anti-Short Cycle Timer.
PAIO0309G .........cee..... Heresite Spraypaint...........ccoceererieereeiieneesie e

AN NN N N N N

Comfort Controls — See Comfort Controls/Zone Sensors Section

@ Do not use with programmable thermostats.
® Activated on Power Off.
® Used for additional seacoast corrosion protection. Refer to bulletin number UN-SVB11A-EN for application information.

For complete equipment / combination selections,

installation instructions and warranty information, SH-6 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard. Split System Heat Pumps
veatine & ain conomonine Three Phase - 6-20 Tons, R-410A

* ReliaTel™ controls (standard) * Electrical phase reversal protection

* (1) Scroll compressor * Holding charge (Dry Nitrogen)
(TWAO073-120D) * Copper tube, aluminum plate fin coils

* (2) Scroll compressors * Low ambient cooling to 50°F as shipped
(TWA120-240E) with independent * Low ambient cooling to 0°F with accessory
refrigerant circuits head pressure control

* Single point power * Mounting/lifting rails under base

TWA - 6-20 Tons » Compressor motor overload protection * UL listed

* Compressor discharge temperature limit * 5-year compressor warranty
switch (TWAO073-120D/TWA120-180E/

e Control transformer TWA120-180F)

* High and low pressure cut-out switches * 1-year compressor warranty (TWA240E,F)

e Liquid line filter drier, factory installed * 1-year limited parts warranty

* Service valves with pressure taps ¢ Optional Extended Warranties

* Demand Defrost Control
e Internal pressure relief valves

12345678 910112 12345678 9101112
TWAO0D90D300A0 TWAO090D3O00A0D
Compressor Type —f Compressor Type T
D = Single Compressor/Single Refrigerant Circuit, R-410A D = Single Compressor/Single Refrigerant Circuit, R-410A
E = Dual Compressor/Dual Refrigerant Circuit, R-410A E = Dual Compressor/Dual Refrigerant Circuit, R-410A
Factory-Installed Options Factory-Installed Options
OR = ReliaTel™ Controls HR = Hail Guard and ReliaTel™ Controls
OT = ReliaTel™ Controls and Black Epoxy Coated Coil HT = Hail Guard and ReliaTel™ Controls with Black Epoxy Coated Coil

Table SH-7-A —TWA Split System Heat Pumps — Single Compressors with Single Refrigerant Circuits — R-410 Refrigerant

Nom. Cap. Uncrated Shipping Line Size (in)
Model Power Cooling Dimensions(in.) Weight Sound® Max. oD oD
Number Supply (BTUH) H w L (Ibs.) Rating MCA* Fuse* Gas Liq.
TWA073D30ORA 208-230/3/60 78,000 39 36 42 382 84 31.1 40 1% '
TWAO090D30ORA 208-230/3/60 90,000 39 36 42 394 83 34.4 45 1% %/s
TWA120D30ORA 208-230/3/60 120,000 45 40 52 509 90 42.6 60 1% '
TWAO073D40RA 460/3/60 78,000 39 36 42 382 84 14.9 20 1% '
TWA090D40RA 460/3/60 90,000 39 36 42 394 83 17.9 25 1% 5/g
TWA120D40RA 460/3/60 120,000 45 40 52 509 90 23.4 30 1% '
TWAO073DWORA  575/3/60 78,000 39 36 42 382 84 11.6 15 1%
TWAO090DWORA  575/3/60 90,000 39 36 42 394 83 14.7 20 1% /g
TWA120DWORA  575/3/60 120,000 45 40 52 509 90 17.4 25 1% '
Table SH-7-B — TWA Split System Heat Pumps — Dual Compressors with Two Sets of Refrigerant Circuits — R-410 Refrigerant

Nom. Cap. Uncrated Shipping Line Size (in)
Model Power Cooling Dimensions(in.) Weight Sound® Max. oD oD
Number Supply (BTUH) H w L (Ibs.) Rating MCA* Fuse* Gas Liq.
TWA180E30ORA 208-230/3/60 180,000 46 45 95 898 93 66.3 80 1% '
TWA240E30RA 208-230/3/60 246,000 46 45 95 981 94 86.1 100 1% 5
TWA180E40ORA 460/3/60 180,000 46 45 95 898 93 33.4 40 1% '
TWA240E40RA 460/3/60 246,000 46 45 95 981 94 45.5 50 1% 5s
TWA180EWORA  575/3/60 180,000 46 45 95 898 93 27.4 30 1% '
TWA240EWORA  575/3/60 246,000 46 45 95 981 94 34.8 40 1% Ss

(® Sound rating show is tested in accordance with ARI Standard 270 or 370.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, i .

please refer to Product Data/Ratings and/or Installers SH-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.  Split System Heat Pumps - Accessories

HEATING & AIR CONDITIONING

Three Phase - 6-20 Tons, R-410A

Table SH-8-A — R-410A Optional Accessories

Model
Number Description Used With
Coil Guard
BAYGARDO058A Hail/Vandal Guard TWA 073D,090D
BAYGARDOG0A Hail/Vandal Guard TWA120D
BAYGARDO61A Hail/Vandal Guard TWA180E,240E
Isolators
BAYISLT005A Rubber Isolator Floor (black) TWA073D-TWA120D
BAYISLT009A Rubber Isolator Floor (red) TWA180E
BAYISLT010A Rubber Isolator Floor (green) TWA240E
BAYISLT023A Steel Spring Isolator Floor (red) TWAQ73D, TWA090D, TWA120D
BAYISLT024A Steel Spring Isolator Floor (black) TWA180E
BAYISLT025A Steel Spring Isolator Floor (yellow) TWA240E
Low Ambient
BAYLOAMUO1A ®@®®  On/Off Fan Control Mounted in External Enclosure TWAOQ73D-090D (all voltages)
(small cabinets)
BAYLOAMUO2A®®® On/Off Fan Control Mounted in Unit Control Box TWA120D-240E (all voltages)
(large cabinets)
BAYLOAMS332AG® Modulating P-66 Head Pressure Control w/ 208-230V TWAO073D, TWA090D3
0.5 HP Hi-Eff Motor (external mount)
BAYLOAMS333AG® Modulating P-66 Head Pressure Control w/ 208-230V TWA120D3
1 HP Hi-Eff Motor (external mount)
BAYLOAMS334AG® Modulating P-66 Head Pressure Control w/ 208-230V TWA180E3, TWA240E3
1 HP Hi-Eff Motor (internal mount)
BAYLOAM432AG®® Modulating P-66 Head Pressure Control w/ 460V TWAO073D4, TWA090D4
0.5 HP Hi-Eff Motor (external mount)
BAYLOAM433AG® Modulating P-66 Head Pressure Control w/ 460V TWA120D4
1.0 HP Hi-Eff Motor (external mount)
BAYLOAM434AG® Modulating P-66 Head Pressure Control w/ 460V TWA180E4, TWA240E4

1.0 HP Hi-Eff Motor (internal mount)

Time Delay Relay

BAYRLAY002 Time Delay Relay TWA090D-TWA240E

BAYRLAY005 Heat Pump interlock relay All TWA Units with BAYLOAM
Application Requirements

Wire Kit

BAYWRKTO003A® Heat Pump configuration wiring harness TWA180E, TWA240E

@ Kit mounts external to the outdoor unit and operates by sensing ambient and liquid line temperatures.

@® Cycles fan on/off, (no modulating).

® Quantity of 1 required for each fan (2 total for TTA/TWA180-240).

® Heat pumps require BAYRLAY005 for Bayloam applications.

® ReliaTel™ requires onboard EDC function to be disabled when Bayloam is used, remove OA sensor from terminal J8-1&2.

® Used on Dual circuit HP condensers with a field installed LCI card for independent mechanical heating operation configuration.

For complete equipment / combination selections,

installation instructions and warranty information, SH-8
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard.  Split System Heat Pumps
“esnve s an conamone Three Phase - 6-20 Tons

Table SC-9-A — ReliaTel™ Control Options

Model

Number Description Used With

ASYSTAT107A Zone Sensor, Set Point Adj, Fan, System, EH, LED TWAOQ073-TWA240

ASYSTAT109A Zone Sensor, 2 Set Point Adj, Fan, System, EH, LED TWAOQ073-TWA240

ASYSTAT777A Digital Programmable Zone Sensor with Night Setback TWAO073-TWA240, TTA073-TTA240

with ReliaTel™ Controls

Table SC-9-B — Electromechanical Control Options

Model
Number Description Used With
ASYSTAT092A 2H/2C Touch Screen Digital Display Programmable

Thermostat "Touch Screen" All
ASYSTAT093A 3H/2C Digital Display Programmable Thermostat

W/Humidity Sensor All

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers SH-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

6 - 20 Tons with ReliaTel” Controls
TWAO073,TWA090,TWA120,
TWA180,TWA240

Protection/Operation Timings and Features

Anti Short Cycle Timer (ASCT) Function — Provides a three (3)
minute minimum “ON” time and a three (3) minute minimum “OFF”
time for compressors, enhances compressor reliability by ensuring
proper oil return. Standard

Built In Fan Delay Relay (FDR) Function — Provides custom indoor
fan timing sequences for the different types of equipment, enhancing
efficiency and reliability. Standard

Built In Night Set Back and Unoccupied Functions® — When
using a standard dual setpoint/auto change over Zone Sensor Module
(ZSM), this function is enabled by applying a short across terminal
J6-11 and J6-12. Sets cooling setpoint up a minimum of 7°F, sets
heating setpoint back a minimum of 7°F, and forces fan operation

to automatic. (requires time clock accessory or field supplied/
installed switch or contacts).

Built In “TEST” Mode — Aids in quick verification of system
and control operation, exercises both hardware and software
(no special tools required). Standard

Built In Unoccupied Mode(® — When using a standard single
setpoint/manual change over Zone Sensor Module (ZSM), this
function is enabled by applying a short across terminal J6-11 and
J6-12. Forces fan operation to automatic. (requires time clock
accessory or field supplied/installed switch or contacts.)

Direct Digital Control (DDC)® — Proportional Integral (Pl) control.
Proportional — sets corrective action proportional to deviation from
setpoint. Integral — fine tunes the rate of corrective action proportional
to the error (results in superior space temperature control). Standard

Increased Reliability — Fewer components (moving electro-
mechanical parts), less likelihood of equipment down time or
failure. Standard

Integral Electric Heat Staging® — Stages electric heaters “OFF”
and “ON”, eliminating the use of outdated sequencers. Standard

Intelligent Fallback® — A built in Default Control provides adaptive
operation, which allows the equipment to continue to operate,
providing comfort in the event of certain component failures. Also,
allows emergency operation without a Zone Sensor Module (ZSM).
Standard

Low Ambient Start Timer (LAST) Function — Bypasses low
pressure control when a compressor starts, eliminating nuisance
compressor lock outs. Standard

Lower Installation Cost — Using a standard Zone Sensor Module
(ZSM), control voltage wiring may be run up to five (5) times further
than any electromechanical system, with no increase in wire gauge.
Example: Electromechanical System — 30 feet maximum using 22
gauge wire. Micro Control System — 150 feet using 22 gauge wire.
Standard

@ Denotes features lost from utilizing standard conventional stat.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

SH-10

On Board Diagnostics® — Assist with equipment troubleshooting,
if a problem occurrence should take place. Standard

Remote Sensing® — All standard Zone Sensor Modules (ZSMs) have
remote sensing capabilities, typically achieved by using an expensive
program-mable thermostat and remote sensor with electromechanical
equipment. Accessory (requires use of remote sensor).

Space Temperature Averaging® — All standard Zone Sensor
Modules (ZSMs) have space temperature averaging capabilities,
typically achieved by using an expensive programmable thermostat and
minimum of four (4) remote sensors with electromechanical equipment.
Averaging with ReliaTel™ can be achieved with two (2) sensors.

Time Delay Relay (TDR) Function — Provides an incremental staging
delay between compressors, minimizes equipment current inrush and
consumption by keeping compressors from starting simultaneously.
Standard

Low Pressure and High Pressure Compressor Lockout — 3 trips
will lockout control.

When the ReliaTel™ RTRM Thermostat Interface is used, equipment
operation differs significantly. The basic equipment protection features
remain intact, and the following features and benefits are lost:

¢ Direct Digital Control (DDC) — Proportional Integral (Pl) control is
lost, equipment is controlled by a thermostat or generic building
automation system device.

¢ Intelligent Fall back is lost, if a failure occurs in the device controlling
the equipment, operation will cease.

* Installation is more costly, with the addition of a thermostat or generic
control, the control wiring size must be increased.

* Remote Sensing capabilities are lost, unless generic control being
applied can accomplish this.

* Space Temperature Averaging capabilities are lost, unless generic
control being applied can accomplish this.

 Built In Night Set Back and Unoccupied functions are lost, unless
generic control being applied can accomplish this.

 Built In Unoccupied Mode is lost, unless generic control being
applied can accomplish this.

Demand Defrost — Defrosts only if needed, not based on time like
most other systems, optmizing and lowering operating costs.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING Air Handler convertibility

One Unit — 4 Applications
Conversion 1 — 4

Horizontal Right
(as shipped)

Refrigerant connectors

Airflow

Vertical Upflow
(as shipped)
One-Step Conversion
Stand unit on end

Horizontal Left
Rotate Coil

Airflow

Vertical Downflow
One-Step Conversion
from Horizontal left

Six Conversion
Applications

1. Horizontal Right —
Front Access

2. Vertical Upflow

3. Horizontal Left —

Front Access

Vertical Downflow

Horizontal Right —

Rear Access

6. Horizontal Left —
Rear Access

Airflow

ok

For complete equipment / combination selections,

installation instructions and warranty information, AH-1
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Primary
Condensate

Easy Conversion to Opposite Side Access
Conversion 5 -6

1 unitis shipped as
Horizontal right

m“ T EINE '\ Airflow

2 Pull coil out and
rotate the coil 180

Airflow

3 Siide coil back in on
supports and roll unit 180
(So primary condensate is down)

Airflow

Primary Condensate

4 Note connections
and access are now
on back side of unit

Primary
Condensate

Airflow

Effective 7/15/10
14-1011-25



Amoricam Stavdard.  Air-Tite™

HEATING & AIR CONDITIONING Features and Benefits

(@) Liner/Flange Seal

[d )
= ) = (1 Duct Flanges
L0 =
8 «—(10) Door Gasket
® I1" F?iIt.Faced—> o @D Air-Tite™ Circuit
nsulation Breaker Door
(@ Enclosed
Control Box
(® Corrosion >®
gsf;’t:nt : 0 (® Insulation on
Center Bar
(6) Coupling
Panel
Insulation

(@ Filter Door Seal

® Duct Flange — Allows flush fit for 3/4", 1" or 1 1/2" duct insulation. @ Filter Door Seal — Improved door seal for reduced air

@ Liner/Flange Seal — Exclusive Duct Flange Thermal infiltration, heat transfer, and lower power bills.

Break/Seal and double wall construction to reduce Filter Door — "Filter" is stamped on the panel, and includes
cabinet loss and sweating. two captive screws with easy grip knobs.

@ 1" Foil Faced Insulation — Thicker foil faced insulation @ Insulation on Center Bar — Exclusive center bar insulation
for reduced cabinet loss, sweating and lower power bills. for reduced cabinet loss, sweating and lower power bills.

@ Enclosed Control Box — Totally enclosed control box Door Gasket — Exclusive formed gasket (similar to car door
with transformer inside to improve component life, unit gasket) to reduce air infiltration and heat transfer and lower
durability and reliability. power bills.

(® Corrosion Resistant Screws — Exclusive Weatherguard™ () Air-Tite™ Circuit Breaker Door — Easy access to breakers
coated screws to maintain the quality appearance of the with positive air seal.

unit for the life of the product.

® Coupling Panel Insulation — Exclusive “No Burn” refrigerant
coupling panel with thicker insulation for reduced heat loss.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-2 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.  Variable Speed Convertible
neative s st conpimenine - Communicating Air Handlers

Table AH-3-A — Variable Speed R-410A Air-Tite™ with Comfort-R™ Enhanced Mode Option 200-230/1/600@®®

Cooling
Unit Capacity ~ Dimensions (in.)  Shipping Supplé Return Filter Line Size
Model No. (Btuh) HxWxD Weight (lbs)  Opening®® Opening® Sizes Gas Liquid

4TEE3CO01A1000A 31,000  43x21.5x21 142 18.22x11.02  19.5x18.07  20x20x1 34 3/8
4TEE3C02A1000A 37,000  45x23.5x21 142 20.22x11.02  21.5x18.07  20x20x1 34 3/8
4TEE3C03A1000A 24,000 57.9x23.5x21 165 20.22x11.02  21.5x18.07  20x20x1 5/8 3/8
4TEE3C04A1000A 36,000 57.9x23.5x21 165 20.22x11.02  21.5x18.07  20x20x1 3/4 3/8
4TEE3CO05A1000A 40,000 51.75x26x21 174 22.72x11.02 24x18.07  20x25x1 34 3/8
4TEE3C06A1000A 48,000 57.9x23.5x21 170 20.22x11.02 24x18.07  20x20x1 34 3/8
4TEE3C01-10 4TEE3CO7A1000A 49,000 57.9x26x21 188 22.72x11.02 21.5x18.07 20x25x1 %+ %
4TEE3CO08A1000A 64,000 57.9x23.5x21 170 20.22x11.02  21.5x18.07  20x22x1 3/4 3/8
4TEE3C09A1000A 65,000 62.75x26x21 218 22.72x11.02 24x18.07  20x25x1 34 3/8
4TEE3C10A1000A 65,000 62.75x26x21 218 22.72x11.02 24x18.07  20x25x1 34 3/8
O Actual opening does not include flange.

@ Adjustable duct flange allows for a flush fit with 1'/2 inch insulation or 4 inch or 1 inch insulation.

® Variable fan speed.

® Metering Device = TXV-NB.

(® Must use ACONT900 comfort control in communicating mode.

® Field convertible to 24V non-communicating.

See Heater Tables on Pages AH-14-15

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amerticam Stamdard. Variable Speed Convertible
e s covomene - AjnTite™ Air Handlers

4TEE3CO01-10
Table AH-4-A — Features

1" thick foil face INSUlAted CADINET ..ot ne e e
200/230 volt primary & 24 volt secondary transformer ..
Access to heater circuit breakers / pull disconnects..........
Built-in indoor fan delay function for increased effiCiENCY ..........coooiiiiii e
ACCULINKT™ - SYSTEM ...tttk a et e e e b e ae e e h e e e e o4 e e o b £ £ e s e e e e bt e h £ e et ea e e b e e e st eh e e b e eh e e bt nas e bt et e abeebenanenteea
User interface for system configuration - Easy to use navigation buttons and plain text for clear description of features ..
Service diagnostics with faults reported at the USEr iNterface. ..........ooviiiiiiiiie e
Humidifier/EAC NOOK-UD CAPADIILY ......c.viueeeeeieiiiitiit ettt ettt b e r b e e et e it e bt et e et e nn s e n e e e ane e
Comfort-R™ enhanced dehumidifiCation STAI-UD .......ccueiiieeiiecie e e e e s e e sreeeseeeteesnaeesseeeseeenaeesnnenns
Compact 21" depth ..o
Corrosion resistant galvanized metal with attractive finish
Easy AIr=Tite@T™ ACCESS 10 COIl ..ot b et b e s s h e e e b e e e bt et e s ie e b e e e s ae e saeas
Electrical, refrigerant, condensate & blower access convertible 10 €ither SIde ...........ccooiiiiriiiiiiiice e
Energy savings continUous fan ...........cccooiiiiiiiiiiiicse e

Enhanced cooling/heating control
Exclusive duct flange thermal Dre@k/SEal............c.ou ittt r ettt b e nr e e ene e
External brazed refrigerant CONNECHIONS .............iiuiiiiiieiee ettt bt et e e e bt e bt e e e et e e s e e eae et e eae e b e eae e st e e e neeeanen
Filter panel with door seal ...........c.cccoceiiiiiiiiiiie
Internally checked Non-Bleed Thermal Expansion Valve .
Internally enhanced fINNed COIl TUDING ........coouiiiiii et bbb
LOW VOItage TEIMINGAI DOAIA ... ...ttt h ettt b e b e it e bt e e e e bt e et eh e e bt et e bt e a e nae et e e seenbe et e eae et e eaeen
Meets or exceeds Florida's 2% leakage CHEEIIA ..........c..oiuiiiiiiiiiiii e e
Polarized plugs for making motor and transformer electrical connections from air handler control box to electric heaters
Primary and secondary drain CONNECHIONS ..........ccciiiiiiiiiiiie e e e b e s ae b s ae e b e sb e a e sbe s
Serial commUNICATING ECM MIOTOT ...ttt a et h e e bt ea e et e bt e bt e st e i e e bt e as e nb e e e e ese e bt eanenbeenenbeenne
Ships vertical - converts to horizontal by laying 0N SIAe .........cccoviiiriiiiiiiece e
Six-way convertibility - upflow & horizontal, right, front & rear access; downflow and horizontal left with kit ..
Soft start - ON cycle fan speed is increased gradually to reduce sound and draftS ............ccceceeiririnenenerc e
UseS 1400 & 3400 SEIES NEALEIS........c.viuiieiiiieeiti ettt e e et e e e e e e e e e e e e e e e s e e aeene e e s nenn e e e e e e e ene e
Versatile duct flange - allows flush fit 3/4", 1" or 1.5" duct insulation...............cccceiiiiiiiiiiiiiece.
10-year registered limited warranty on coil and all other functional parts (Residential Use)®
Optional extended warranties available ....................ccoooiiiiiii et e e e ta e aeenneeeas

CRAAANCRCRRCRRNRKSKSSSSKSSKSSKSKSKSKXN

Table AH-4-B — Optional Accessories

Model Number Description Shipping Weight

AY28X079......cccuenven. Evaporator Defrost Control..............ccccceueenee. PSPPSR
AY28X084..... ....Evaporator Defrost Control..

BAY99X123® Knockout Cover Plate®....
BAYSPEK140B ....... Single Power Entry Kit...
TAYBASE100........... Downflow Subbase........ ..16.. 02
TAYBASE101...........Downflow Subbase..... .16 01
TAYBASE102........... Downflow Subbase........... 05,07,09
TAYPLNM1000 ....... Pedestal Plenum Upflow .. 01,02
TAYPLNM101 .......... Pedestal Plenum Upflow .. 05-10
BAYPLNM120®....... Pedestal Plenum Upflow ......... v
TASB21506 21.5" Cabinet Mounting Stand ... 01
TASB235006 ....23.5" Cabinet Mounting Stand ... ....| 02-04,06,08
TASB2600G............. 26" Cabinet MOUNTING STANG ......cuiiuiiiiiiei ettt ettt ebe e e ea e et e e s e nb e et e beenenaeennas 05,07,09-10

AN N AN

Comfort Controls — See Comfort Controls/Zone Sensors Section

® 4TEE3C01,02;2TEE3C31A-center on plenum for 2" difference in width.

® Minimum order 1 unit ( 1 unit = 50 pieces).

® Required if no electric heat is used.

® BAYPLNM120 or TASB stand is required for upflow air handler with open air return.

® Must be used with air handlers with IFD. Purchase direct from Miami Tech Inc., 800-339-2290, www.miamitech.com.

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-4 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Variable Speed Convertible
neare w o conermene - Ajr Handlers 2Y2-5 Tons

Table AH-5-A — Variable Speed R-410A Air-Tite™ with Comfort-R™ Enhanced Mode Option 200-230/1/600®

Cooling
Unit Capacity ~ Dimensions (in.)  Shipping Suppl Return Filter Line Size
Model No. (Btuh) HxWxD Weight (lbs)  Opening®® Opening® Sizes Gas Liquid

4TEE3F31B1000B 31,000  43x21.5x21 134 18.22x11.02  19.5x18.07  20x20x1 %a 516
4TEE3F37B1000B 37,000  45x23.5x21 142 20.22x11.02  21.5x18.07  20x20x1 %/a /s
4TEE3F40B1000B 40,000  51.8x26x21 174 22.72x11.02  24x18.07 20x25x1 %4 %/
4TEE3F49C1000B 49,000  57.9x26x21 188 22.72x11.02  24x18.07 20x25x1 %/a %/
4TEE3F65B1000B® 65,000  62.8x26x21 218 22.72x11.02  24x18.07 20x25x1 “Is %/s
4TEE3F66A1000B® 60,000  62.8x26x21 218 22.72x11.02  24x18.07 20x25x1 ’Is /s

4TEE3F

Table AH-5-B — Dual Circuit-Variable Speed R-410A Air-Tite™ with Comfort-R™ Enhanced Mode Option
200-230/1/600®

Cooling
Unit Capacity ~ Dimensions (in.)  Shipping Supplé Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs.) Opening®D® Opening® Sizes Gas  Liquid

4TEE3F62B1000A® 65,000 62.75x26x21 218 22.72x11.02  24x18.22 20x25x1 %a %/

Table AH-5-C — Variable Speed - with Vortica™ R-410A Air-Tite™ with Comfort-R™ Enhanced Mode Option
200-230/1/600®

Cooling
Unit Capacity ~ Dimensions (in.)  Shipping Suppl Return Filter Line Size
Model No. (Btuh) HxWxD Weight (lbs) ~ Opening®® Opening® Sizes Gas Liquid

4TEE3F39A1000A® 39,000 57.9x23.5x21 160 20.22x11.02  21.5x18.07  20x20x1 %a %/s
4TEE3F48B1000A® 48,000 57.9x23.5x21 170 20.22x11.02  21.5x18.07  20x20x1 %/a /s
4TEE3F64A1000A® 64,000 57.9x23.5x21 170 20.22x11.02  21.5x18.07  20x22x1 “Is %/s

@ Actual opening does not include flange.

® Adjustable duct flange allows for a flush fit with 1'/> inch insulation or % inch or 1 inch insulation.
® Variable fan speed.

® Metering Device = TXV-NB.

® Two piece cabinet.

® Mechanical connections on the TXV.

See Heater Tables on Pages AH-14-15

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Variable Speed Convertible
neame w o conemene — Air Handlers 2'2-5 Tons

4TEE3F31-66
Table AH-6-A — Features 2Y>-5

1" thick foil face INSUIATEA CADINET ..o ettt ettt a ettt s bt e e et nenaeennes
200/230 volt primary & 24 volt secondary transformer ..
Access to heater circuit breakers / pull disconnects .........
Built-in indoor fan delay function for increased efficiency .
Check valve for heat pump application ...................
Comfort-R™ enhanced dehumidification start-up .
Compact 21" depth .......coceeviiiiiiiee
Corrosion resistant galvanized metal with attractive finish ..
Direct drive bIOWET...........cooiioiiiiiiiiieeee e
Easy Air-Tite™ access to coil ..
Energy savings continuous fan .....
Enhanced cooling/heating control..............
Exclusive duct flange thermal break/seal...
External brazed refrigerant connections.....
Filter panel with door seal ...........c.coceeciiiiiinieicce
Internally checked Non-Bleed Thermal Expansion Valve .
Internally enhanced finned coil tubing ...
Low voltage terminal board..............ccccceenee.

Meets or exceeds Florida's 2% leakage Criteria ............oii i s
Polarized plugs for making motor and transformer electrical connections from air handler control box to electric heaters...
Primary and secondary drain CONNECIIONS .........cccueiuiiiiriiiiiit ettt ettt sb et sae et et ereeneebeenenaeenis
Ships vertical - converts to horizontal by 1aying 0N Side ..........ccoiiiiiiiiiiii e
Six-way convertibility - upflow & horizontal, right, front & rear access; downflow and horizontal left with kit ..
Soft start - ON cycle fan speed is increased gradually to reduce sound and drafts ............ccccceevenieicnieencnn.
Uses 1400 SerieS heaters ..........coiiiiiiiiiiiceeee e
Variable speed ECM MOtOr ........coccuiiiiiiiiiiiinicseec e

Versatile duct flange - allows flush fit 3/4", 1" or 1.5" duct insulation.............cccccerviiiiniiiiiicninee
10-year registered limited warranty on coil and all other functional parts (Residential Use)®
Optional extended warranties available ...ttt et et e et eeneeeneas

AN N N N N U N N0 N0 N N N N N0 N0 N0 N N N N N N0 N N N N N N N

Table AH-6-B — Optional Accessories

Model Number Description

AY28X079 Evaporator Defrost Control...........ccccecveiniencneenne. v
AY28X084 ....Evaporator Defrost Control.. . v
BAY99X123@ .......... KNOCKOUL COVET PIAEG ...ttt b et a bbbt bt e et e bt ea b et ennenn e ennas 4
BAYSPEK140B ....... Single Power Entry Kit.........ccooooiieieiniiencneees D s v
TAYBASE100........... Downflow Subbase 3
TAYBASE101........... Downflow Subbase 22
TAYBASE102........... Downflow Subbase 3-5
TAYPLNM100® .......Pedestal Plenum Upflow .. 212-3
TAYPLNM101 .......... Pedestal Plenum Upflow ...........cccoeiiiiiiinnnn. 3-5
BAYPLNM120 ......... Pedestal PIenum UPFIOW .........ooiii et e s 4
TASB215® ....21.5" Cabinet Mounting Stand ... 22
TASB235® 23.5" Cabinet MOUNLING SEANG .......ciuiiiiiiiiei ettt b e a s se e e et et e st e snenn e nen 3
TASB260@............... 26" Cabinet MOUNTING SEANG ........c.iiiiii ittt ea bt e et be b e anennennennens 3-5

Comfort Controls — See Comfort Controls/Zone Sensors Section

( 4TEEF31B-center on plenum for 2" difference in width.

@ Minimum order 1 unit ( 1 unit = 50 pieces).

® Required if no electric heat is used.

® For TASB ordering information see page AH-4.

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com..

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-6 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricom Stamdard.  Split System Air Handlers
neame woam conomenive - Single Phase 1'2-5 Tons

Table AH-7-A — R-410A High Efficiency with Vortica® Fully Convertible (200-230/1/60)®®

Cooling
Unit Capacity Dimensions (in.) Shipping SupplelD Return Filter Line Size
Model No. (Btuh) HxWxD  Weight(bs)  Opening®® Opening® Sizes Gas Liquid

4TEH3F18B1000A 18,000 43x21.5x 21 114 18.22x11.02  19.5x18.07  20x20x1 /s a
4TEH3F24B1000A 24,000 43x21.5x21 121 18.22x11.02  19.5x18.07  20x20x1 3/a %/16
4TEH3F30B1000A 30,000 45x21.5x21 121 18.22x11.02  19.5x18.07  20x20x1 3/a WAL
4TEH3F36B1000A 36,000 45x21.5x21 135 18.22x11.02  19.5x18.07  20x20x1 I8 3/s
4TEH3F42B1000A 42,000 51.8x23.5x21 165 20.22x11.02 21.5x18.07  20x20x1 I8 3/s
4TEH3F48B1000A®® 48,000 57.9x23.5x21 188 20.22x11.02  21.5x18.07  20x20x1 I8 %/s
4TEH3F60B1000A®® 60,000 57.9x23.5x21 193 20.22x11.02  21.5x18.07  20x22x1 I8 %/s

Table AH-7-B — R-410A Standard Efficiency Fully Convertible (200-230/1/60)®

Unit ((,‘:ao;;)al::ri.g/ Dimensions (in.)  Shipping Suppl! Return Filter Line Size
Model No. (Btuh) HxWxD  Weight (Ibs.) Openingg)@ Opening® Sizes Gas Liquid
4TEC3F18B1000A® 18,000 43x21.5x21 114 18.22x11.02  19.5x18.07 20x20x1 /2 /a
4TEC3F24B1000A® 24,000 43x21.5x21 121 18.22x11.02  19.5x18.07 20x20x1 5/s 5/16
4TEC3F30B1000A® 30,000 45x21.5x21 121 18.22x11.02  19.5x18.07 20x20x1 3/a 516
4TEC3F36B1000A® 36,000 45x21.5x21 135 18.22x11.02  19.5x18.07 20x20x1 3/a 3/s
4TEC3F42C1000A® 42,000 51.8x23.5x21 165 20.22x11.02  21.5x18.07 20x20x1 3/a 3/s
4TEC3F48B1000A®® 48,000 57.9x23.5x21 188 20.22x11.02  21.5x18.07 20x20x1 I8 3/s
4TEC3F55B1000A® 58,000 57.9x26x21 193 22.72x11.02  24x18.07 20x25x1 Is 3/s
4TEC3F60B1000A®® 60,000 57.9x23.5x21 193 20.22x11.02  21.5x18.07 20x22x1 Is 3/s

@ Actual opening does not include flange.

@ Adjustable duct flange allows for a flush fit with 1'/2 inch insulation or % inch or 1 inch insulation.
® Two piece cabinet.

@ Two piece cabinet with Vortica™.

(® 3 fan speed.

® 4 fan speed.

@ Metering Device = TXV-NB.

See Heater Tables on Pages AH-12-15

For complete equipment / combination selections,

installation instructions and warranty information, i .

please refer to Product Data/Ratings and/or Installers AR-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stamdard.  Split System Air Handlers
reare woam conemene - Single Phase 1'2-4 Tons

Table AH-8-A — Vertical Upflow and Horizontal Left (200-230/1/60)®®

Cooling
Unit Capacity Dimensions (in.)  Shipping Supplé Return Filter Line Size
Model No. (Btuh) HxWxD Weight (Ibs)  Opening®O® Opening® Sizes Gas Liquid

4TGB3F18A1000A 18,000  45.7x18x21 124 15x11.12 16x18.22 16x20x1 2 %/
4TGB3F25A1000A 24,000  45.7x18x21 125 15x11.12 16x18.22 16x20x1 /s %/
4TGB3F30A1000A 30,000 52x18x21 135 15x11.12 16x18.22 16x20x1 3/ %/s
4TGB3F36A1000A 36,000 52x18x21 135 15x11.12 16x18.22 16x20x1 %/ %/s
4TGB3F42A1000A 42,000 48.3x23.5x21.5 147 20.5x11.12  21.5x18.22  20x20x1 %a %/
4TGB3F48A1000A 48,000 57.3x23.5x21.5 172 20.5x11.12  21.5x18.22  20x20x1 /s /s

® Actual opening does not include flange.

@ Adjustable duct flange allows for a flush fit with 1'/2 inch insulation or % inch or 1 inch insulation.
® 3 fan speeds.

® Metering Device = TXV-NB.

See Heater Tables on Pages AH-14-15

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AH-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricom Stamdard.  Split System Air Handlers
neame woam conomenive - Single Phase 1'2-5 Tons

Table AH-9-A — Features

4TEH3F
112-5

4TEC3F
1%2-5

4TGB3F
112-4

1" thick foil face insulated CabiNet ..o s
200/230 volt primary & 24 volt secondary tranSfOrMEr ..........c.coirerieieiieese e
Air-Tite™ cabinet meets or exceeds Florida's 2% leakage criteria .
Approved for modular or manufactured hOMES...........c.coiiiiiiiiii s
Compact 21" depth for easy iNSTAlAtION. ...........couiiiiiiie e
Convertible upflow to horizontal left ...........cccccoeeiiiniinnns
Corrosion resistant galvanized metal with attractive finish .............ccoiiiii e
DIFECTE AFIVE IMOTOT ...t b e s b et e b e e b e e b e e e sbeenesba e
Easy access electrical controls and hook-up...
Easy to clean coil and drain PAN ..o e
Easy to remove filters and blowers for ease of cleaning and replacement.............cccooiiiiiiiiiciiicceccee
Electric heaters with breaker option on all sizes
Exclusive maximum width Of 28.5" ...
Electrical Knock-outs 0N €Ither SIAE ..o
Enhanced internally finned coil tubes
External access to heater CirCUit DOAIAS ..........cc.iiviiiiiiii e
Factory installed non-bleed TXV with mechanical fitingsS ..........cccooiiiiiiiii e
Full line 1-1/2 - 5 tons
High efficiency direct drive multi-speed ECM motor
INSUIALEA CADINET ... b sr e e s
Low voltage wire Nut CONNECIONS.........c.cciriiiiiiiiies e
Multi-speed blower motor; five ton model with direct drive ECM MOtOr ..........cocoiiiiiiiiiiiieese e
Non-bleed TXV with mechanical fittiNgS...........ooiiiii e
Polarized plugs for making electrical connections from air handler control box to heaters ..
Ships vertical - converts to horizontal by laying 0N SIAE ..........cceiiririiiiiiee e
Sloped, free-draining composite material drain pan - NO rUSt OF [€aKS .........ccccceririiinirieeeeee e
Six-way convertibility: horizontal (left & right); front & rear access; upflow, downflow
Superior CONAEeNSALE PEMOIMANCE.........c.uirteteeeeeiteie ettt ea bt e st st e et b et e nnennennenes
Uses standard size replaceable fiberglass filters............oooiiiiii e
Versatile duct flange - allows flush fit 3/4", 1" or 1.5" duct INSUIAtION ..........cceiiiiiiiii e
5-year limited warranty on coil and all other functional parts (Residential Use) ...............cccccccvcvnncnenne.
Optional extended warranties available ....................cocooiiiiiiiiiii e

| R | KRS

| K KKKV

Rt | ]%]
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Table AH-9-B — Optional Accessories

Model Number Description Shipping Weight

AY28X079......cceene. Evaporator Defrost Control.............cccccecveneennee. T s
AY28X084................ Evaporator Defrost Control.. I

BAY99X123@ .......... Knockout Cover Plate®......
BAYSPEK140B ....... Single Power Entry Kit.. e D
TAYBASE100........... Downflow Subbase....... e 1B
TAYBASE101........... Downflow Subbase.... e 1B
TAYBASE102... . "
TAYPLNM100©® Pedestal Plenum Upflow . e 10
TAYPLNM101 .......... Pedestal Plenum Upflow ..... i 10
BAYPLNM120 ......... Pedestal Plenum Upflow ...........

TASB215@............... 21.5" Cabinet Mounting Stand ..
TASB235@............... 23.5" Cabinet Mounting Stand ..
TASB260G............... 26" Cabinet MouNtiNG SANG ........cooviiiiiiiie et

| KRR

12-22, 3Y2-4
112-4
3Y2-4

Comfort Controls — See Comfort Controls/Zone Sensors Section

® 2/4TEH018,024,030-center on plenum for 2" difference in width.
@ Minimum order 1 unit ( 1 unit = 50 pieces).
® For TASB ordering information see page AH-4.

For complete equipment / combination selections,

installation instructions and warranty information, AH-9
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americom Stamdard.  Split System Air Handlers

HEATING & AIR CONDITION

ING

Single Phase 1Y2-3 Tons

Table AH-10-A — R-410A Front and Bottom Return Vertical Upflow Only (200-230/1/60)®®

Unit g::z:::r:?y Dimensions (in.) Shipping Su'pplé Return F!Iter Line Siz'e )
Model No. (Btuh) HxWxD Weight (lbs.) Opening®O® Opening® Sizes Gas Liquid
4TFB3F18A1D05A 18,000  37x22x19.4 115 14x10.12 17.22x20 18x20x1 /2 3/s
4TFB3F18A1D08A 18,000  37x22x19.4 115 14x10.12 17.22x20 18x20x1 /2 3/s
4TFB3F18A1D10A 18,000  37x22x19.4 115 14x10.12 17.22x20 18x20x1 /2 3/g
4TFB3F24A1D05A 24,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/s
ATFB3F 4TFB3F24A1D08A 24,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/s
4TFB3F24A1D10A 24,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/s
4TFB3F30A1D05A 30,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/g
4TFB3F30A1D0O8A 30,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/s
4TFB3F30A1D10A 30,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s 3/s
4TFB3F36A1D05A 36,000  39x22x19.4 115 14x10.12 17.22x20 18x20x1 3/a 3/s
4TFB3F36A1D08A 36,000  39x22x19.4 115 14x10.12 17.22x20 18x20x1 3/a 3/g
4TFB3F36A1D10A 36,000  39x22x19.4 115 14x10.12 17.22x20 18x20x1 3/a 3/s
Table AH-10-B — R-410A Front and Bottom Return Variable Speed (200-230/1/60)©®
Unit g::al:.:r;tgy Dimensions (in.) Shipping quplé Retprn F!Iter Line Siz_e )
Model No. (Btuh) HxWxD Weight (Ibs.) Opening®® Opening® Sizes Gas  Liquid
4TFE3F25B1D05A 25,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s /a
4TFE3F25B1D08A 25,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s /a
4TFE3F25B1D10A 25,000  39x22x19.4 120 14x10.12 17.22x20 18x20x1 5/s /a

® Actual opening does not include flange.

@ Adjustable duct flange allows for a flush fit with 1'/2 inch insulation or % inch or 1 inch insulation.
® 2 fan speed.

® Variable fan speed.

® Metering Device = TXV-NB.

4TFE3F

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25

AH-10



Amoricom Stamdard.  Split System Air Handlers
neane woam conemenive - Single Phase 1'2-3 Tons

Table AH-11-A — Features

4TFB3F
1%-3

4TFE3F

e 1" thick foil face insulated CabINet ............ooi e e
e 200/230 volt primary and 24 volt sSecondary tranSTOIMET..........c..iiviiiiiiiiee e
¢ Air-Tite™ cabinet meets or exceeds Florida's 2% leakage Criteria ...........ccoooiiiiiiiiiiiii e
e Approved for modular or manufactured homes...........cccccoeieirieenee.

¢ Attractive enamel finish ...........ccccooiin
e Direct drive motor..........cccceeeriiiiiiiicne
o Easy access electrical CONrolS aNd NOOK-UPD .........eiiiiiiiiiiie ettt e et b e sas e e s e e e sse e ese e st e e ssseesaeesneeenneesnneennneenee
LI == 1S Vel == Yo Woto ]| IF=TaTo e 2= (g I o = SRS UP O PRUPPTPPRURN
* Easy to remove filters and blowers for easy cleaning and replacement...
o ENhanced COmMFOIt-R™ ...ttt e et a etk e bt e h e e e e e e st e b e e R e e b e e £ e et s e e e e e et e bt e bt nn e neeenen e e e enen
LI = Tor (o] g VAT g IS e= L (=T I =Y 1 (=T £ RO P PR RUPR PRSP
¢ Factory installed non-bleed TXV with mechanical fittings...
* Factory installed service disconnect...
¢ Filter rack with throw-away filter.............
e Internally enhanced fINNEd COIl TUDING ......c..iiiiiiiieee ettt sae et e et e e e b e e s ae e e ese e e be e eaneeenneennneenneenne
LI oIV o] ) e=To = (=T g a1 F=L W o To = T (o H TSP P TR PPT PRSP
e Multi-speed blower
e Primary and secondary drain CONNECHIONS ........ci.iiiiiiiiiieie ettt ettt eae e e bt e bt e sas e e aeeeaseeeaseeaateeasseeaneeeneeanneesnneennneanee
* Ships vertical upflow, bottom return with front access & convertible to vertical upflow front return ...........ccocooeviiciiinininnns
* Soft start - ON cycle fan speed is increased gradually to reduce sound and drafts..........c..c.cc......

* Variable speed direct drive ECM MOTOT ........coouiiiiiiiiieiieie et

* 10-year registered limited warranty on coil and all other functional parts (Residential Use)®
* 5-year limited warranty on coil and all other functional parts (Residential Use) ...............ccocoovininininiiiinicnnccee
* Optional extended warranties available .....................cooooiiiiiiiiiiii e

| KKK | KRS | RS SKKX

R R

AN N N N N U N N N N N N N N N T N N N N N

Table AH-11-B — Optional Accessories

Model Number Description

AY28X079................ Evaporator Defrost Control
AY28X084...... ...Evaporator Defrost Control..
BAYPLNM120 ......... Pedestal Plenum Upflow

AN NN

AN AN

Comfort Controls — See Comfort Controls/Zone Sensors Section

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

For complete equipment / combination selections,

installation instructions and warranty information, AH-11
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americam Stamdard. Heaters for Split System and

HEATING & AIR CONDITIONING

Table AH-12-A — Heaters for 2/4TEH only

Convertible Air Handlers

Heater Capacity Capacity Heater Amps Contains
Model @ 240 Volts @ 208 \Volts  Rated Control Circuit
Number kw BTUH kw BTUH Voltage Stages 208 Volts 240Volt  Breakers
BAYHTR1305000 4.80 16,400 3.6 12,300  208/240/1/60 1 17.3 20 No
BAYHTR1305BRK 4.80 16,400 3.6 12,300  208/240/1/60 1 17.3 20 Yes
BAYHTR1305PDC 4.80 16,400 3.6 12,300  208/240/1/60 1 17.3 20 No
BAYHTR1308000 7.68 26,200 5.76 19,700  208/240/1/60 1 27.7 32 No
BAYHTR1308BRK 7.68 26,200 5.76 19,700  208/240/1/60 1 27.7 32 Yes
BAYHTR1308PDC 7.68 26,200 5.76 19,700  208/240/1/60 1 27.7 32 No
BAYHTR1310000 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 No
BAYHTR1310BRK 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 Yes
BAYHTR1310PDC 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 No
BAYHTR1315BRKB15.36 52,400 11.53 39,300 208/240/1/60 2 27.7127.70 32/320  Yes
BAYHTR1319BRK 19.20 65,500 14.42 44,200 208/240/1/60 2 27.8/41.60@ 32/480  Yes
Three Phase

BAYHTR3310000 9.60 32,800 7.20 24,600 208/240/3/60 1 30 34.6 No
BAYHTR3315000 15.36 52,400 11.583 39,300 208/240/3/60 1 33 38.2 No

@ Circuit 1/Circuit 2

@ Heater can be converted to single circuit power entry by using

BAYSPEK140B. This kit allows a single power circuit to be used with electric
heaters that contain two (2) circuit breakers. (BAYHTR1315 and BAYHTR1319 only)

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AH-12

Effective 7/15/10
14-1011-25



Americam Stamdard. Heaters for Split System and

HEATING & AIR CONDITIONING

Convertible Air Handlers

Table AH-13-A — Air Handler/Fan Speed Heater Matrix

HEATER MODEL NUMBER BAYHTR
Air Handler | Unit 1305 | 1308 | *310 | *315 | 1319 *=1or3
Model Position Application 4.80KW | 7.68KW | 9.60KW [15.36KW |19.20KW
Vertical A/C or Elec. Furnace L ML ML — —
Upflow Heat Pump MH H H — —
Vertical A/C or Elec. Furnace L ML ML — —
4TEH3F18B | Downflow Heat Pump MH H H — —
Horizontal A/C or Elec. Furnace L ML ML — —
Left Heat Pump MH H H — —
Horizontal A/C or Elec. Furnace L L ML — =
Right Heat Pump MH H H — —
Vertical A/C or Elec. Furnace L L ML MH —
Upflow Heat Pump ML MH H H —
Vertical A/C or Elec. Furnace L L ML MH —
4TEH3F24B | Downflow Heat Pump ML ML H H —
Horizontal A/C or Elec. Furnace L L ML MH —
Left Heat Pump ML MH H H —
Horizontal A/C or Elec. Furnace L L ML MH =
Right Heat Pump ML ML H H —
Vertical A/C or Elec. Furnace L L ML MH —
Upflow Heat Pump L ML H H —
Vertical A/C or Elec. Furnace L L ML MH —
4TEH3F30B | Downflow Heat Pump L ML H H —
Horizontal A/C or Elec. Furnace L L ML MH —
Left Heat Pump L ML H H —
Horizontal A/C or Elec. Furnace L L ML MH —
Right Heat Pump L ML H H —
Vertical A/C or Elec. Furnace L L ML ML ML
Upflow Heat Pump L ML MH H H
Vertical A/C or Elec. Furnace L L ML ML ML
4TEH3F36B | Downflow Heat Pump L ML H H H
Horizontal A/C or Elec. Furnace L L ML ML ML
Left Heat Pump L ML H H H
Horizontal A/C or Elec. Furnace L L ML ML ML
Right Heat Pump L MH MH H H
Vertical A/C or Elec. Furnace ML ML ML ML ML
Upflow Heat Pump ML MH MH H H
Vertical A/C or Elec. Furnace ML ML ML ML ML
4TEH3F42B | Downflow Heat Pump ML ML MH H H
Horizontal A/C or Elec. Furnace ML ML ML ML ML
Left Heat Pump ML MH MH H H
Horizontal A/C or Elec. Furnace ML ML ML ML ML
Right Heat Pump ML ML MH H H
Vertical A/C or Elec. Furnace L L ML ML ML
Upflow Heat Pump L ML ML H H
Vertical A/C or Elec. Furnace L L ML ML ML
4TEH3F48B | Downflow Heat Pump L ML ML H H
Horizontal A/C or Elec. Furnace L L ML ML ML
Left Heat Pump L ML ML H H
Horizontal A/C or Elec. Furnace L L ML ML ML
Right Heat Pump L ML ML H H
Vertical A/C or Elec. Furnace L L L L ML
Upflow Heat Pump L ML ML MH H
Vertical A/C or Elec. Furnace L L L L ML
4TEH3F60B | Downflow Heat Pump L ML ML MH H
Horizontal A/C or Elec. Furnace L L L L ML
Left Heat Pump L ML ML MH H
Horizontal A/C or Elec. Furnace L L L L ML
Right Heat Pump L ML ML MH H

(L)Low, (ML) Medium-Low, (MH) Medium-High, (H) High, indicate minimum heating speed
settings for blower/motor operation.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AH-13

Effective 7/15/10
14-1011-25



Americam Stamdard. Heaters for Split System and

HEATING & AIR CONDITIONING

Convertible Air Handlers

A new line of our 1400 series model electric heaters have been introduced. These heaters are designated with a “C” in the 14th digit of the
heater model number. These new “C” model heaters are backward compatible with all previous versions of the 1400 series of heaters. All
communicating air handlers and modular blowers (4TEE3C, 4TBE) must use the "C" revision heaters.

Table AH-14-A — Heaters - 4TEE, 4 TEC, 4TGB, 4TBE

Heater Capacit Capacity Heater Amps Contains
Model @ 240 Volts @208Volts Rated Control per Circuit Circuit
Number kW BTUH kW BTUH Voltage Stages 208 Volts 240Volt Breakers
BAYHTR1405000 4.80 16,400 3.6 12,300 208/240/1/60 1 17.3 20 No
BAYHTR1405BRKC 4.80 16,400 3.6 12,300 208/240/1/60 1 17.3 20 Yes
BAYHTR1405PDC 4.80 16,400 3.6 12,300 208/240/1/60 1 17.3 20 No
BAYHTR1408000 7.68 26,200 5.76 19,700 208/240/1/60 1 27.7 32 No
BAYHTR1408BRKC 7.68 26,200 5.76 19,700 208/240/1/60 1 27.7 32 Yes
BAYHTR1408PDC 7.68 26,200 5.76 19,700 208/240/1/60 1 27.7 32 No
BAYHTR1410000 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 No
BAYHTR1410BRKC 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 Yes
BAYHTR1410PDC 9.60 32,800 7.20 24,600 208/240/1/60 1 34.6 40 No
BAYHTR1415BRKC 15.36 52,400 11.53 39,300  208/240/1/60 2 34.6/20.80® 40/240 Yes
BAYHTR1419BRKC 19.20 65,500 14.42 44,200 208/240/1/60 2 27.8/41.600 32/480 Yes
BAYHTR1425BRKC 24.96 85,200 18.73 63,900 208/240/1/60 3 38.1/34.6/17.30 44/40/200 Yes
Three Phase

BAYHTR3410000 9.60 32,800 7.20 24,600 208/240/3/60 1 30 34.6 No
BAYHTR3415000 15.36 52,400 11.53 39,300 208/240/3/60 1 33 38.2 No

® Circuit 1/Circuit 2/Circuit 3*
@ Heater can be converted to single circuit power entry by using BAYSPEK140B. This kit allows a single power circuit to be used with electric heaters that contain two

(2) circuit breakers.

BAYSPEK140B to be used with BAYHTR1415BRKB,C/ BAYHTR1419BRKB,C only.

CAUTION: Any power supply and/or combination power supply, circuit or circuits must be wired and protected in accordance with local electrical codes.

*On model BAYHTR1425 only.

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AH-14

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

(Example: L=Low, M=Medium, H=High Speed)

PS = Minimum speed tap varies based on air handler

installation position.

AS = Heater application is affected based on whether the

outdoor unit is a heat pump or cooling unit.

000 = Pigtails, BRK = Contains circuit breakers,

PDC = Contains Pull Disconnect

*= Can be either C or D

@ For Upflow position without heat pump, minimum setting is 1130.

@ Minimum speed in downflow and horizontal right installations is
600 CFM.

® Minimum speed in upflow and horizontal right installations is 600
CFM.

® Minimum speed in downflow installations is 1400 CFM.

® Minimum speed in downflow installations is 1100 CFM.

® For horizontal right and downflow position, minimum speed for
heat pump applications is 1100 CFM.

@ Minimum speed for horizontal left installations is 1400 CFM; in
horizontal right installations is 800 CFM.

Minimum speed for horizontal right installations is 800 CFM.

© Minimum speed in downflow installations is 1400 CFM.

Minimum speed in downflow and upflow installations is 1400
CFM.

@ Minimum speed in horizontal left and downflow installations is
1100 CFM.

@ Minimum speed in horizontal left installations is 1100 CFM.

@ Minimum speed in downflow installations is 1200 CFM.

Minimum speed in upflow installations is 900 CFM.

@® Minimum speed in upflow installations is 1500 CFM.

Minimum speed in horizontal left installations is 1800 CFM.

@ For upflow applications only, minimum speed is 1500 for HP off
and 1800 for HP on.

Heater not approved for horizontal right installation.

Minimum speed in horizontal left installations is 1500 CFM; in
downflow installations is 1200 CFM. Minimum speed for upflow
installations on 240 volts is 1800 CFM. Heater not approved for
upflow installations on 208 volts. Minimum speed for horizontal
right installations on 240 volts is 1200 CFM. Heater not approved
for horizontal right installations on 208 volts.

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Heaters for Split System and
Convertible Air Handlers

MINIMUM HEATING AIRFLOW CFM COOLING/HEAT PUMP AIR FLOW - HEATER MATRIX
AIR HEATER MODEL NUMBER BAYHTR—
HANDLER
1405 000 1408 000 1410 000
MODEL BRK BRK BRK 1415 BRK 1419 BRK 1425 BRK
PDC PDC PDC 15.36kW 19.20kW 24.96kW
NUMBER 4.80kW 7.68KW 3410 000 3415 000
9.60kW
NUMBER OF
HEATER RACKS 1 2 2 2 4 5
NUMBER OF 1 1 1 9 2 3
CIRCUITS
ATEE3*01 1000/1130 | 1000®/1300 | 1130/1350 | 1130/1350 1130/1350 N/A
ATEE3*02 600/900 900/1100 1100/1450 | 1100/1450 1100/1450 N/A
4TEE3*03 900®/900 900®/900 900/1100 900®/1100 |900/1100® N/A
ATEE3*04 900®/900 900®/900 900/1100 900®/1100 |900©/1100® N/A
4TEE3*05 600/900©® 600/900 900/1100 1100/1400 1100/1400 1100/1400
4TEE3'06 800/800 | 800/11000 | 800/1100® | 800/1100@ | 800/1100® | 800@/1400@
ATEE3*07 800/1100 800/1100 800/1400 1100/1700 1400/1700 1400/1700
4TEES3*08 900/900 900/900® 900/1200@ | 900@®/1200 | 900/1200® PS/15006®
ATEE3*09 900/1200 900/1200 1200/1500 |1200@/1500@| 1200/1500 1500/1800
4TEE3*10 900/1200 900/1200 1200/1500 |1200@/1500@| 1200/1500 1500/1800
ATEE3F31 700/1000 | 7001000 | 700/1000 | 700/1125 | 1000/1350 _
ATEE3F37 600/700 600/900 600/900 1000/1300 1000/1350 —
4TEE3F39 900/900 900/900 900/900 900/PS PS/PS —
ATEE3F40 600/1100 600/1100 600/1100 1100/1400 1100/1400 1100/1400
4TEE3F48 800/800 800/800 800/800 PS/PS PS/PS PS/PS
4TEE3F49 700/1400 | 700/1400 | 700/1400 | 1400/1600 | 1400/1600 | 1400/1600
ATEE3F62 900/PS 900/PS 900/PS 1200/1800 1200/1800 1200/1800
4TEE3F64 900/900 900/900 900/900 PS/PS 900/900 900/1800
ATEE3F65 900/1500 900/1500 900/1500 1200/1800 1200/1800 1200/1800
4TEC3F18B L/L L/M /M — — —
ATEC3F24B L/L L/L L/L L/M — —
4TEC3F30B L/L L/L L/L L/M — —
ATEC3F36B L/L L/L L/L L/H L/H —
4TEC3F42C ML/ML ML/ML ML/ML ML/PS ML/H —
4TEC3F48B L/L L/L L/L L/L PS/PS —
4TEC3F55B L L L UPS UH UH
4TEC3F60B ML/ML ML/ML ML/ML ML/PS ML/MH —
ATGB3F18A L/L L/M L/H — — —
4TGB3F25A L/L L/M L/M L/H — —
4TGB3F30A L/L L/L L/L L/M — —
4TGB3F36A L/L L/L L/L L/H — —
4TGB3F42A L/L L/L L/L L/H —
4ATGB3F48A L/L L/L L/L L/H L/M —
AH-15 Effective 7/15/10
14-1011-25




- Split System Air Handlers, R-410A
MM SMM Single Phase — 5-10 Tons ’

Three Phase — 5-20 Tons

HEATING & AIR CONDITIONING

N  Ships in horizontal configuration, but quickly ¢ Two inch filters factory installed on 12%, 15,
—— — | and easily converts to upflow 20 ton units
* Expansion valve factory installed * Supplemental heaters (electric, water,
* Check valves for heat pump applications steam) fits directly on unit discharge for low
* Belt drive blower installation cost
¢ Factory installed motor, belt, sheaves, * Single point power entry for reduced
. contactor, low voltage terminal board electrical power installation cost
/ / ¢ One inch filters on 5 to 10 ton units (rack ¢ Unit fully assembled to reduce field
.K convertible for field supplied two inch) installation costs
/ » Captive screws remain on the panels ¢ Compact design with low service clearance
for service ease to reduce building requirements
/ ¢ Low voltage terminal board * Brazed refrigerant piping connections
ﬂ / e Drain Pan  Fan relay UL listed and CSA Certified
* Factory Installed (EDC) Evaporator Defrost * Optional extended warranties
5,7'-,10,12'/215,20 Ton TWE Control
Convertible Air Handlers * |IAQ (Indoor Air Quality) sloped/free draining
(Upflow or Horizontal Only) pan, no standing water
Table AH-16-A — Single Circuit Coil - R-410A®
Shipping Max Fuse Size
Unit Power Supply Capacity Drive Dimensions (in.)® Weight or Max Circuit
Tons Model No. Volts/Phase/Hz (Btuh) FCCV Type HxWxD (Ibs.) MCA* Breaker(®*
Single Phase
5 TWEO061D100AA 208-230/1/60 60,000 XV Belt 48 x 39 x 23 263 7.5 15
7'/2 TWEQO90D100AA®  208-230/1/60 90,000 XV Belt 54 x 49 x 26 360 8.5 15
10 TWE120D100AA®  208-230/1/60 120,000 XV Belt 54 x 65 x 26 429 10.6 15
Three Phase
5 TWE061D300AA 208-230/3/60 60,000 XV Belt 48 x 39 x 23 263 3.1 15
5 TWE061D400AA 460/3/60 60,000 XV Belt 48 x 39 x 23 263 1.6 15
5 TWEO061DWO0AA 575/3/60 60,000 XV Belt 48 x 39 x 23 263 1.6 15
7'/ TWEO090D300AA®®  208-230/3/60 90,000 XV Belt 54 x 49 x 26 360 6.6 15
7'/2 TWEQ90DWO0AA® 575/3/60 90,000 XV Belt 54 x 49 x 26 360 2.3 15
10 TWE120D300AAG® 208-230/3/60 120,000 XV Belt 54 x 65 x 26 429 7.8 15
10 TWE120DWO0AA® 575/3/60 120,000 XV Belt 54 x 65 x 26 429 2.9 15
Table AH-16-B — Dual Circuit Coil — R-410A
Shipping Max Fuse Size
Unit Power Supply Capacity Drive Dimensions (in.)® Weight or Max Circuit
Tons Model No. Volts/Phase/Hz (Btuh) FCCV Type HxWxD (Ibs.) MCA*  Breaker®*
Single Phase
5 TWEO61E100AA 208-230/1/60 60,000 XV Belt 48 x 39 x 23 263 7.5 15
7' TWEO90E100AA®  208-230/1/60 90,000 XV Belt 54 x 49 x 26 360 8.5 15
10 TWE120E100AA®  208-230/1/60 120,000 XV Belt 54 x 65 x 26 429 10.6 15
Three Phase
5 TWEOQ061E300AA 208-230/3/60 60,000 XV Belt 48 x 39 x 23 263 3.1 15
5 TWEO061E400AA 460/3/60 60,000 XV Belt 48 x 39 x 23 263 1.6 15
7'/2 TWEOQ90E300AA®®  208-230/3/60 90,000 XV Belt 54 x 49 x 26 360 6.6 15
10 TWE120E300AAG® 208-230/3/60 120,000 XV Belt 54 x 65 x 26 429 7.8 15
10 TWE120EWO00AA® 575/3/60 120,000 XV Belt 54 x 65 x 26 429 2.9 15
12 %2 TWE150E300AA 208-230/3/60 150,000 XV Belt 69 x 81 x 30 730 7.4 15
12 % TWE150E400AA® 460/3/60 150,000 XV Belt 69 x 81 x 30 730 3.4 15
122 TWE150EW00AA 575/3/60 150,000 XV Belt 69 x 81 x 30 730 2.8 15
15 TWE180E300AA 208-230/3/60 180,000 XV Belt 69 x 81 x 30 729 11.8 20
15 TWE180E400AA® 460/3/60 180,000 XV Belt 69 x 81 x 30 729 5.8 15
15 TWE180EWO00AA 575/3/60 180,000 XV Belt 69 x 81 x 30 729 4.3 15
20 TWE240E300BA 208-230/3/60 246,000 XV Belt 72 x94 x 32 891 18.1 25
20 TWE240E400BA 460/3/60 246,000 XV Belt 72 x 94 x 32 891 8.4 15
20 TWE240EWO00BA 575/3/60 246,000 XV Belt 72 x94 x 32 891 6.5 15

® Control transformer not included. Order control transformer accessory when matching these air handlers with 3-5 ton condensing units.

@ Ships wired for 208-230/3/60. Field convertible to 460/3/60.

(® HACR type circuit breaker per NEC.

@ Dimensions based on Upflow position.

® All air handlers are shipped with the drain pan installed in the horizontal position. For vertical configuration, the drain pan should be repositioned before setting the
air handler.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers AH-16 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Three Phase — 5-20 Tons

Split System Air Handlers, R-410A
Single Phase — 5-10 Tons

Table AH-17-A — 6 - 10 Ton Electric Heater Selection

Model
Number Description Used With
BAYHTRL106A 4.33/5.76 kW Heater 208/240/1 Phase TWEO061D1-TWE120E1
BAYHTRL112A 8.65/11.52 kW Heater 208/240/1 Phase TWEO061D1-TWE120E1
BAYHTRL117A 12.98/17.28 kW Heater 208/240/1 Phase TWEO061D1-TWE120E1
BAYHTRL123A 17.30/23.04 kW Heater 208/240/1 Phase TWEO061D1-TWE120E1
BAYHTRL129A 21.65/28.80 kW Heater 208/240/1 Phase TWEO061D1-TWE120E1
BAYHTRL305A 3.75/5.00 kW Heater 208/240/3 Phase TWE061D3-TWE120E3
BAYHTRL310A 7.45/9.96 kW Heater 208/240/3 Phase TWE061D3-TWE120E3
BAYHTRL315A 11.25/14.96 kW Heater 208/240/3 Phase TWE061D3-TWE120E3
BAYHTRL325A 18.71/24.92 kW Heater 208/240/3 Phase TWE061D3-TWE120E3
BAYHTRL335A 26.20/34.88 kW Heater 208/240/3 Phase TWE061D3-TWE120E3
BAYHTRL405A 5.00 kW Heater 460/3 Phase TWEO061D4-TWE120E3®
BAYHTRL410A 9.96 kW Heater 460/3 Phase TWEO061D4-TWE120E3®
BAYHTRL415A 14.96 kW Heater 460/3 Phase TWEO061D4-TWE120E30
BAYHTRL425A 24.92 kW Heater 460/3 Phase TWE061D4-TWE120E3®
BAYHTRL435A 34.88 kW Heater 460/3 Phase TWE061D4-TWE120E30
BAYHTRLWO5A 5 kW Heater 575/3 Phase TWEO061DW-TWE120EW
BAYHTRLW10A 9.96 kW Heater 575/3 Phase TWEO061DW-TWE120EW
BAYHTRLW15A 14.96 kW Heater 575/3 Phase TWEO061DW-TWE120EW
BAYHTRLW25A 24.92 kW Heater 575/3 Phase TWEO061DW-TWE120EW
BAYHTRLW35A 34.88 kW Heater 575/3 Phase TWEO061DW-TWE120EW
Table AH-17-B — 12 1/2 - 20 Ton Electric Heater Selection
Model
Number Description Used With
BAYHTRM310A 7.50/10.0 kW Heater 208/230 3 Phase TWE150E3-TWE240E3
BAYHTRM320A 14.96/19.92 kW Heater 208/230 3 Phase TWE150E3-TWE240E3
BAYHTRM330A 22.50/29.92 kW Heater 208/230 3 Phase TWE150E3-TWE240E3
BAYHTRM350A 37.42/49.84 kW Heater 208/230 3 Phase TWE150E3-TWE240E3
BAYHTRM410A 10.0 kW Heater 460/3 Phase TWE150E30-TWE240E4
BAYHTRM420A 19.92 kW Heater 460/3 Phase TWE150E30-TWE240E4
BAYHTRM430A 29.92 kW Heater 460/3 Phase TWE150E30-TWE240E4
BAYHTRM450A 49.84 kW Heater 460/3 Phase TWE150EW-TWE240EW
BAYHTRMW10A 10.0 kW Heater 575/3 Phase TWE150EW-TWE240EW
BAYHTRMW20A 19.92 kW Heater 575/3 Phase TWE150EW-TWE240EW
BAYHTRMWS30A 29.92 kW Heater 575/3 Phase TWE150EW-TWE240EW
BAYHTRMW50A 49.84 kW Heater 575/3 Phase TWE150EW-TWE240EW

@ Field convertible to 460/3/60.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

AH-17

Effective 7/15/10
14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Single Phase — 5-10 Tons
Three Phase — 5-20 Tons

Split System Air Handlers, R-410A

Table AH-18-A — 5 — 20 Ton Accessory Selection

Model
Number Description Used With
Subbase
BAYBASEO009A Vertical Air Handler Subbase TWEO061D/ TWEQ61E
BAYBASEO10A Vertical Air Handler Subbase TWE090D/ TWEQ90E
BAYBASEO11A Vertical Air Handler Subbase TWE120D/TWE120E
BAYBASEQ12A Vertical Air Handler Subbase TWE150E/TWE180E
BAYBASEO13A Vertical Air Handler Subbase TWE240E
Grille
BAYGRLEQO1A Return Air Grille TWEO061D/E
BAYGRLEQO02A Return Air Grille TWEO090D/E
BAYGRLEQO3A Return Air Grille TWE120D/E
BAYGRLEQO4A Return Air Grille TWE150E, TWE180E
BAYGRLEOQO5A Return Air Grille TWE240E
High Static Motor
BAYHSMT104A 1.5HP (230/1) w/ 1VL44 motor sheave w/ AK54 fan sheave w/ A44 belt TWEO061D1/E1
BAYHSMT105A 1.5HP (230-460/3) w/ 1VL44 motor sheave w/ AK54 fan sheave w/ A44 belt TWEO061D3-4/E3-4
BAYHSMT106A 1.5HP (575/3) w/ 1VL44 motor sheave w/ AK54 fan sheave w/ A44 belt TWEO061DW/EW
BAYHSMT107A 2 HP (230/1) w/ 1VL44 motor sheave w/ AK66 fan sheave w/ A50 belt TWEO090D1/E1
BAYHSMT108A 2 HP (230/460/3) w/ 1VL44 motor sheave w/ AK66 fan sheave w/ A50 belt TWEO090D3/E3
BAYHSMT109A 2 HP (575/3) w/ 1VL44 motor sheave w/ AK66 fan sheave w/ A50 belt TWEO9ODW/EW
BAYHSMT110A 3 HP (230/460/3) w/ 1VP44 motor sheave w/ AK54 fan sheave w/ AX48 belt TWEO090D3I/E3
BAYHSMT111A 3 HP (575/3) w/ 1VP44 motor sheave w/ AK54 fan sheave w/ AX48 belt TWEO090DW/EW
BAYHSMT112A 3 HP (230/460/3) w/ 1VP44L motor sheave w/ AK74 fan sheave w/ A51 belt TWE120D3/E3
BAYHSMT113A 3 HP (575/3) w/ 1VP44L motor sheave w/ AK74 fan sheave w/ A51 belt TWE120DW/EW
BAYHSMT114A 3 HP (230/460/3) w/ 1VP44L motor sheave w/ BK72 fan sheave w/ A51 belt TWE150E3
BAYHSMT115A 3 HP (575/3) w/ 1VP44L motor sheave w/ BK72 fan sheave w/ A51 belt TWE150EW
BAYHSMT116A 5 HP (230/3) w/ 1VP50L motor sheave w/ BK72 fan sheave w/ BX55 belt TWE150E3
BAYHSMT117A 5 HP (460/3) w/ 1VP50L motor sheave w/ BK72 fan sheave w/ BX55 belt TWE150E4
BAYHSMT118A 5 HP (575/3) w/ 1VP50L motor sheave w/ BK72 fan sheave w/ BX55 belt TWE150EW
BAYHSMT119A 5 HP (230/3) w/ 1VP50L motor sheave w/ BK85 fan sheave w/ BX58 belt TWE180E3
BAYHSMT120A 5 HP (460/3) w/ 1VP50L motor sheave w/ BK85 fan sheave w/ BX58 belt TWE180E4
BAYHSMT121A 5 HP (575/3) w/ 1VP50L motor sheave w/ BK85 fan sheave w/ BX58 belt TWE180EW
BAYHSMT122A 7.5 HP (230/460/3) w/ 1VP60 motor sheave w/ BK90 fan sheave w/ BX60 belt TWE240E3/4
BAYHSMT123A 7.5 HP (575/3) w/ 1VP60 motor sheave w/ BK90 fan sheave w/ BX60 belt TWE240EW
Isolators
BAYISLTO04A0O®®® Rubber Isolator Floor (blue) TWEO061D-TWE120E
BAYISLTO09AO®® Rubber Isolator Floor (red) TWE150E, TWE180E
BAYISLTO10AO®® Rubber Isolator Floor (green) TWE240E
BAYISLT012B® Rubber Isolator Suspended (red/green) TWE150E, TWE180E
BAYISLT013B®® Rubber Suspended (red/green) TWEO061D/E
BAYISLT014A®® Rubber Suspended (green) TWEO090D/E
BAYISLT015B®® Rubber Suspended (green/black) TWE120D/E
BAYISLT016B® Rubber Suspended (red/green) TWE240E
BAYISLTO19A0O®® Steel Spring Isolator Floor (red) TWEO061D/E, TWEO90D/E,
TWE120D/E
BAYISLT021AO®® Steel Spring Isolator Floor (black) TWE150E, TWE180E
BAYISLT032A0®® Steel Spring Isolator Floor (black/yellow) TWE240E
BAYISLT028A® Steel Spring Isolator Suspended (tan) TWEO061D/E
BAYISLT029A® Steel Spring Isolator Suspended (red) TWEO090D/E, TWE120D/E
BAYISLT030A® Steel Spring Isolator Suspended (black) TWE150E, TWE180E
BAYISLT031B® Steel Spring Isolator Suspended (black/yellow) TWE240E
Low Static Drive Kit
BAYLSMTO01A Low Static Drive Kit TWE240E

® When the Air handler is in the vertical position and close proximity trapping of condensate is required, use of subbase is required.
@ Requires use of subbase accessory.

® Units having steam of hot water coils applied vertically or horizontally check IOM for proper Isolator kit selection.

® Do not use if blower will operate less than 600 RPM.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

AH-18 Effective 7/15/10

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Three Phase — 5-20 Tons

Split System Air Handlers, R-410A
Single Phase — 5-10 Tons

Table AH-19-A — 5 — 20 Ton Accessory Selection

Model
Number Description Used With
Plenum
BAYPLNMO015B® Discharge Plenum & Grille TWEOQ61D/E
BAYPLNMO016B® Discharge Plenum & Grille TWEOQ90D/E
BAYPLNMO017B® Discharge Plenum & Grille TWE120D/E
BAYPLNMO018B® Discharge Plenum/Hydronic Coil Plenum & Grille TWE150E, TWE180E
BAYPLNMO019B® Discharge Plenum/Hydronic Coil Plenum & Grille TWE240E
BAYPLNM020B® Hydronic Coil Discharge Plenum & Grille TWEO061D/E
BAYPLNM021B® Hydronic Coil Discharge Plenum & Girille TWEQ90D/E
BAYPLNM022B® Hydronic Coil Discharge Plenum & Girille TWE120D/E
BAYPLNMO30A® Electric Heat Discharge Plenum & Grille TWEO061D/E
BAYPLNMO031A® Electric Heat Discharge Plenum & Grille TWEO090D/E
BAYPLNMO032A® Electric Heat Discharge Plenum & Grille TWE120D/E
BAYPLNMO033A® Electric Heat Discharge Plenum & Grille TWE150E, TWE180E
BAYPLNMO34A® Electric Heat Discharge Plenum & Grille TWE240E
Transformer
BAYTFMRO11A® 75va transformer (230V) TWEQ90D3, TWEQ90E3, TWE120D3, TWE120E3
BAYTFMRO12A® 75va transformer TWEOQ090D4/W, TWEQ90E4/W, TWE120D4/W,
TWE120E4/W
BAYTFMRO13A® TWEO090DK, TWEQ90EK, TWE120DK, TWE120EK
Water Kits
BAYWATR022A® Steam Coil Enclosure TWEO061D/E
BAYWATR023A® TWEO090D/E
BAYWATR024A® TWE120D/E
BAYWATR025A® TWE150E, TWE180E
BAYWATR026A® TWE240E
BAYWATR027A® Hot Water Coil Enclosure TWEO061D/E
BAYWATR028A® TWEOQ90D/E
BAYWATR029A® TWE120D/E
BAYWATR030A® TWE150E, TWE180E
BAYWATR031A® TWE240E
Wire Kit
BAYWRKT002A® 180 Blower Discharge Reversal Kit TWEO061D-TWE120E

® Required when 6 -10 Ton Air Handlers are matched with 3-5 Ton condensing units.
@ When installed horizontally, plenum/water coil must be self supported.

(® Cannot be used on TWE150-240, due to motor mount |

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

ocation.

AH-19

Effective 7/15/10

14-1011-25



Americom Stamdard.  Split System Air Handlers
HEATING & AIR CONDITIONING 5-20 Tons

Factory Supplied
Accessories

Air Handler (TWE 5 — 20 Tons)

Qutdoor Condensing Unit
(TTA - Cooling 6 — 20 Tons)
(TWA - Heat Pump 6 — 20 Tons)

Discharge Plenum and Grille
(BAYPLNM)

Electric Heater and Casing (BAYHTRL)
Fits on Top of Unit (13 H x 30 W x 17 D)

Subbase (BAYBASE)

Isolators (BAYISLT)

Return Grille (BAYGRLE)

Coil Guards (BAYGARD)

Low Ambient Control (BAYLOAM)
Steam/Hot Water Coil (BAYWATR)

/
/

S BERRC® ® @ @

To Convert from Vertical to
Horizontal Simply Lay Down

Drain Connections at Top
and Bottom of Coll

Drain Connections at Top
and Bottom of Coil

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers AH-20 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.  Split System - Cased

HEATING & AIR CONDITIONING

—

> =

4TXC-CC Comfort™ Coil
Features:

All aluminum coil to reduce
formicary corrosion

All Non-Bleed expansion valves
are internally checked for heat
pump operation

All expansion valves have
mechanical fittings for ease of
service

Split inner and outer doors for
easy coil inspection

Double sloped non corrosive
drain pans - UL Rated 400°F
Optimized for high efficiency with
staged systems

Brazed fittings (left side)

Drain fittings (left side)

Suction pressure service port
100% foil lined insulation

Easy case attachment to furnace
4 way application - fully
convertible

Painted cabinet matches furnace
10-year registered limited
warranty on coil and all other
functional parts (Residential

Use)®

Z/ 3

A

4TXC-BC Comfort™ Coil
Features:

All aluminum coil to reduce
formicary corrosion

All Non-Bleed expansion valves
are internally checked for heat
pump operation

All expansion valves have
mechanical fittings for ease of
service

Split inner and outer doors for
easy coil inspection

pans - UL Rated 400°F

Brazed fittings (left side)

Drain fittings (left side)

Suction pressure service port
100% foil lined insulation

Easy case attachment to furnace

Painted cabinet matches furnace
10-year registered limited
warranty on coil and all other
functional parts (Residential

Use)®

Double sloped non corrosive drain

4 way application - fully convertible

Heat Pump and Cooling Coils

Table COIL-1-A — Aluminum High Efficiency Staged System Cased Coil Convertible
(Upflow/ Downflow/ Horizontal Left or Right) R-410A Refrigerant

Nom. Cap. Outlet Overall Shipping Line Size
Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
Number (Btuh)  Type Control WH xD HxWxD (Ibs.) Gas Lig.
4TXCBO03CC3HCA 24,000 A TXVNBO  15%x 19%s 22.6 x 17.5x21.5 45 /s 3/s
4TXCB004CC3HCA 36,000 A TXVNB®  15% x 19% 26.9x17.5x21.5 49 3o %s
4TXCCO05CC3HCA 36,000 A TXVNBO 19/ x 19%s  26.9 x 21 x21.5 51 3/ 3/s
4TXCCO06CC3HCA 24,000 A TXVNB® 19 x 19%  22.6 x21x21.5 48 5/s 3/s
4TXCC007CC3HCA 36,000 A TXVNBO  19%x19%  26.9x21x21.5 51 3/a 3/s
4TXCCO08CC3HCA 60,000 A TXVNBO® 19 x 19%  30.1 x21x21.5 65 3/ 3/s
4TXCDO09CC3HCA 60,000 A TXVNB® 225 x 19%s  30.1 x24.6 x21.5 68 3/a 3/s
4TXCD0O10CC3HCA 60,000 A TXVNBO 225 x 193 30.1 x24.6 x 21.5 68 %a 3/s

Table COIL-1-B — Aluminum Cased Coil Convertible (Upflow/ Downflow/ Horizontal Left or Right)

R-410A Refrigerant

Nom. Cap. Outlet Overall Shipping Line Size®
Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
Number (Btuh)  Type Control W/H xD HxWxD (Ibs.) Gas Lig.
4TXCA018BC3HCA 18,000 A TXVNBO 125 x 19%s 22.6 x 14.5x21.5 34 /s a
4TXCA024BC3HCA 24,000 A TXVNB®  12%x 19% 22.6 x 14.5x21.5 34 3/a %6
4TXCB025BC3HCA 24,000 A TXVNBO  15%x 19%s 17.6 x17.5x21.5 38 %a A
4TXCB031BC3HCA 30,000 A TXVNBO  15%x 19% 17.6x17.5x21.5 38 3o %6
4TXCB032BC3HCA 36,000 A TXVNBO  15%x 19%s  22.6 x17.5x21.5 45 Is 3/
4TXCB036BC3HCA 36,000 A TXVNBO  15%x 19%s 22.6 x 17.5x21.5 45 Is 3l
4TXCC037BC3HCA 37,000 A TXVNB® 19 x 19%  22.6 x21x21.5 48 Is s
4TXCB042BC3HCA 42,000 A TXVNBO  15%x 19%s 22.6 x 17.5x21.5 45 Is 3/
4TXCC043BC3HCA 43,000 A TXVNBO 196 x19%  22.6x21x21.5 48 1'g %s
4TXCC044BC3HCA 48,000 A TXVNBO 19/ x 19%s  26.9 x 21 x21.5 49 1's 3/
4TXCB048BC3HCA 48,000 A TXVNBO  15%x 19% 26.9x17.5x21.5 49 1'g %/s
4TXCC049BC3HCA 48,000 A TXVNBO  19%x19%  26.9x21x21.5 51 1's 3/s
4TXCD0O50BC3HCA 48,000 A TXVNBO 22 x 19%s 26.9 x 24.6 x 21.5 55 1'g 3fs
4TXCCO060BC3HCA 60,000 A TXVNB® 196 x19%  30.1 x21x21.5 65 1's %s
4TXCD061BC3HCA 60,000 A TXVNBO 225 x 193 30.1 x24.6 x 21.5 68 1's 3l
4TXCD063BC3HCA 60,000 A TXVNBO 22 x 19% 30.1 x24.6x21.5 68 1'/s %s
4TXCD064BC3HCA 60,000 A TXVNBO 225 x 19%s  30.1 x24.6 x21.5 68 1's 3l

@ Start Kits may be required on outdoor unit.

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at
americanstandardair.com or by phone at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base
Limited Warranty terms will apply. Base Limited Warranty information on specific products can be found on ASDealerNet.com.

® Reducer shipped for R-410A compatibility.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

COIL-1

Effective 7/15/10
14-1011-25



Americam Stamdard. Split System - Uncased
weative « e conomonive Haat Pump and Cooling Coils

Table COIL-2-A — Aluminum Uncased Coil (Upflow/Downflow) R-410A Refrigerant

Nom. Cap. Overall Shipping Line Size®
Model Cooling  Coil Refrigerant Dim. (in.) Weight oD oD
Number (Btuh)  Type Control HxWxD (Ibs.) Gas Lig.
4TXAA018BC3HUA 18,000 A TXVNB®O 17.4x13.3x21.1 21 %s °e
4TXAA024BC3HUA 24,000 A TXVNB® 17.4x13.3x21.1 21 %a WA
4TXAB025BC3HUA 24,000 A TXVNBO 15.9x16.3x21.1 24 %4 °e
4TXABO31BC3HUA 30,000 A TXVNB® 15.9x16.3x21.1 24 %s °/e
4TXAB032BC3HUA 36,000 A TXVNB® 21.2x16.3x21.1 32 “Is %g
4TXABO36BC3HUA 36,000 A TXVNBO 21.2x16.3x21.1 32 “Is %s
4TXAC037BC3HUA 36,000 A TXVNBO 20.8x19.8 x21.1 33 “Is %/
4TXA-BC Comfort™ Coil 4TXAB042BC3HUA 42,000 A TXVNBO 21.2x16.3x21.1 32 “Is %s
Features: 4TXAC043BC3HUA 42,000 A TXVNB® 20.8 x19.8 x21.1 33 1's %/g
e Al a[uminum COi_l to reduce 4TXAC044BC3HUA 48,000 A TXVNB® 25.3x19.8x21.1 38 1'/s 3/s
. K)Ilrrplf:-rélggg(;s):ggnsion valves 4TXAB048BC3HUA 48,000 A TXVNB®O 25.3x16.3x21.1 36 1's %/s
are internally checked for heat 4TXAC049BC3HUA 48,000 A TXVNBO 24.9x19.8x21.1 38 1'/s %/s
pump operation 4TXADO50BC3HUA 48,000 A TXVNB®O 24.4x23.3x21.1 39 1's %s
« All expansion valves have 4TXAC060BC3HUA 60,000 A TXVNB® 29.1x19.8x21.1 44 1's %/
mechanical fittings for ease of 4TXAD061BC3HUA 60,000 A TXVNBO 28.6 x23.3x21.1 45 1'g %g
service . 4TXAD064BC3HUA 60,000 A TXVNB®O 28.6 x23.3x21.1 45 1's %
* Split inner door for easy coil

@ Start Kits may be required on outdoor unit.

@ Reducers supplied with R-410A models.

(® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at
americanstandardair.com or by phone at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base
Limited Warranty terms will apply. Base Limited Warranty information on specific products can be found on ASDealerNet.com.

inspection

Double sloped non-corrosive
drain pans - UL rated 400°F
Suction pressure service port
Uncased upflow/downflow heat
pump and cooling coils
Brazed fittings (left side)

Drain fittings (left side)

10-year registered limited
warranty on coil and all other
functional parts (Residential

Use)®

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers COIL-2 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Split System - Cased

HEATING & AIR CONDITIONING

I
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Heat Pump and Cooling Coils

Table COIL-3-A — Cooling ONLY Cased Coils- Upflow R-410A

’ Nom. Cap. Outlet Overall Shipping Line Size
e Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
Number (Btuh)  Type Control H xD HxWxD (Ibs.) Gas Liq.
4CXCA024CC3CUA 24,000 A TXVNBO 125 x 19%/5 22.6x14.5x21.5 33 3/s 516
4CXCB025CC3CUA 24,000 A TXVNB®  15% x 19%s 17.6x17.5x21.5 43 34 %16
4CXCB031CC3CUA 30,000 A TXVNB® 15%x19%  17.6x17.5x21.5 43 3o °e
4CXCB036CC3CUA 36,000 A TXVNB® 155 x 19%s 22.6x17.5x21.5 45 Is 3/s
4CXCC037CC3CUA 37,000 A TXVNB® 19"/ x 19%s 22.6x21x21.5 48 Is %/s
4CXCB042CC3CUA 42,000 A TXVNBO® 15%x 19%  22.6x17.5x21.5 45 Is 3/s
4CXCC043CC3CUA 43,000 A TXVNB® 19"/ x 19%s 22.6x21x21.5 48 1'g 3/s
4CXCC049CC3CUA 48,000 A TXVNB® 19"/ x 19%s 26.9x21x21.5 52 1's 3/s
4CXC-CC Comfort™ : S 5
Coil Features: 4CXCD061CC3CUA 60,000 A TXVNB® 225 x 19%s 30.1x24.5x21.5 67 1'/s /s
¢ Cased upflow cooling only
cc_)il_s )
* Fittings (left side) Table COIL-3-B — Cased Horizontal Flat Coils R-410A Refrigerant
: ﬁgﬂﬂ;ﬂgg&g&e\f/t \?vli(tjl?) Nom. (;ap. ) ) putlgt Qvergll Shipping Line Size
p o Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
mechanical fittings Number (Btuh)  Type Control H xD HxWxD (Ibs.) Gas Lig.
e Aluminum tube with : s
Aluminum fins 4TXFHO24CZ3HHA 24,000 Flat TXVNB  21x 33 22x10x 37 56 S s
¢ Painted coil case 4TXFHO33CC3HHA 34,000 Flat TXVNB 21 x24 22 x10 x 28 46 3/s 3/s
 Suction pressure port is 4TXFH036CZ3HHA 36,000 Flat TXVNB 21 x 33" 22 x10x 37 64 3/s 3/s
internal to the cabinet 4TXFHO41CC3HHA 44,000 Flat  TXVNB 21 x33Ys 23x10x 37 56 % %
* 100% foil lined insulation 4TXFH054CC3HHA 58,000 Flat __TXVNB 21 x33's 24 x10x 37 64 o
* Split inner and outer doors * T - 3
for easy col cleaning 4TXFHO63CZ3HHA 61,000 Flat  TXVNB  21x 33" 25 x 10 x 37 79 s %
* 10-year registered limited Important: This table applies to all outdoor units except the 4TTZ0 or 4TWZ0.
warranty on coil and all
other functional parts A . . ~ .
(Residential Use)® Table COIL-3-C bﬁ:}sg:; Horizontal Flat CO|IsoR“:lt1 0A Refnggr:;lt S —
. . u Vi IppI! 1 1Z
Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
;///, Number (Btuh)  Type Control H xD HxWxD (Ibs.) Gas Lig.
— ”i’%
%3 4TXFH024CZ3HHA 24,000 Flat TXVNB 21 x 33" 22x10x 37 56 /s 3/s
EE= %3 4TXFHO036CZ3HHA 36,000 Flat  TXVNB  21x33's 22 x 10 x 37 64 3, ¥
/ 4TXFH063CZ3HHA 61,000 Flat TXVNB 21 x 334 25x10x 37 79 Is 3/s
/ Important: Only these Flat Coils May be used with the 4TTZ0 or 4TWZ0 outdoor units.
Table COIL-3-D — Cased Horizontal Flat Coil R-410A Refrigerant
Nom. Cap. Outlet Overall Shipping Line Size
Model Cooling  Coil Refrigerant Dim. (in.) Dim. (in.) Weight oD oD
4TXF Fe_ature_S: Number (Btuh)  Type Control H xD HxWxD (Ibs.) Gas  Lig.
* Bidirectional airflow 4TXFHOO1BS3HHA 24,000 Flat TXVNB®  21x 33" 22x10x37 56 o Ys
* Sloped non corrosive drain * ] 5 5
an 4TXFHO02BS3HHA 36,000 Flat TXVNB® 21 x 334 22 x10x 37 64 /4 /s
¢ All Non-Bleed expansion 4TXFHO004BS3HHA 60,000 Flat TXVNBO 27 x 334 28 x 10 x 37 79 /4 /g
valves are internally checked
for heat pump operation Table COIL-3-E — Cased Horizontal Flat Coil R-410A Refrigerant
* Al eﬁpa_nm:)? \(alve? have Nom. Cap. Outlet Overall Shipping Line Size
mechanical fittings for ease  poge| Cooling Coil  Refrigerant  Dim.(in.) Dim. (in.) Weight ~OD  OD
of service Number (Btuh)  Type Control H xD HxWxD (Ibs.) Gas Lig.
* Galvanized steel cabinet ; ]
* 100% foil lined insulation 4TXFHO18AS3HHA 18,000 Flat TXVNB® 21 x24 22 x10 x 28 40 /2 /a
* Copper tube and Aluminum  _4TXFHO33AS3HHA 34,000 Flat TXVNB® 21x24 22x10x 28 46 3y 5/16
fin o 4TXFHO41AS3HHA 44,000 Flat TXVNB® 21 x33'/s 22x10x 37 56 3/a %s
* 5-year limited parts 4TXFHO54AS3HHA 58,000 Flat TXVNBO® 21 x33's 22x10x37 64 s s
warranty 4TXFHO63AS3HHA 61,000 Flat TXVNB® 27 x 33/ 28 x 10 x 37 79 o g

@ Start Kits may be required on outdoor unit.

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at
americanstandardair.com or by phone at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited
Warranty terms will apply. Base Limited Warranty information on specific products can be found on ASDealerNet.com.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

COIL-3 Effective 7/15/10

14-1011-25



Americam Stamdard. Split System - Uncased
HEATING & AIR CONDITIONING CO“ Enclosures

Table COIL-4-A — 13 SEER Coil Enclosures

Used With Furnaces

Coils Cooling or Heat Pump Flush on Both Sides
BAYCLE14A1422A 4CXAA018BC3CUA 4TXAA018BC 14%2” Wide Furnace  22% x 14%2 x 21V
4CXAA024BC3CUA 4TXAA024BC
BAYCLE17A1722A 4CXAB025BC3CUA 4TXABO25AS 172" Wide Furnace 2258 x 17%2 x 217>
4CXAB031BC3CUA 4ATXABO31AS
4CXAB036BC3CUA 4TXABO36AS
4CXAB042BC3CUA 4TXAB025BC
4CXAB048BC3CUA 4TXAB031BC
4TXAB032BC
4TXABO036BC
4TXAB042BC
4TXAB048BC
BAYCLE21A2130A 4CXAC037BC3CUA 4TXACO037AS 21" Wide Furnace
4CXAC043BC3CUA 4TXAC054AS
4CXAC049BC3CUA 4TXAC037BC
4CXAC060BC3CUA 4TXAC043BC
4TXAC044BC
4TXAC049BC
4TXAC060BC
BAYCLE24A2430A 4CXADO0O50BC3CUA 4TXADO65AS 24%2” Wide Furnace 30 x24%2 x 21%2
4CXADO061BC3CUA 4TXADO50BC
4TXADO061BC
4TXAD064BC

For complete equipment / combination selections,

installation instructions and warranty information, B .

please refer to Product Data/Ratings and/or Installers COIL-4 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



. Freedom 95, 90* and American
American Stamdard.  ggandard 90 Convertible Gas
Furnaces Airflow Directions

HEATING & AIR CONDITIONING

o
— @ — o DOWNFLOW
— AIR
(/] ) AR FLOW
FLOW
UPFLOW i @
[}
\
AIR AIR
@ riow UPFLOW/HORIZONTAL DOWNFLOW/HORIZONTAL FLOW@
=S
o
=) (o)
AIR AIR
@ rrow UPFLOW/HORIZONTAL DOWNFLOW/HORIZONTAL mw@

Note: The forty inch (40") height condensing downflow/horizontal and upflow/horizontal furnaces may only be rotated onto their
left side. Connection brackets for coil/furnace alignment are included with the furnaces. The apex of the coil may point into or away
from the airflow.

*Freedom 90 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.

For complete equipment / combination selections,

installation instructions and warranty information, :

please refer to Product Data/Ratings and/or Installers FUR-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Freedom 95 - Modulating,
neamine = ain conoimonine - Communicating Variable Speed

Table FUR-2-A — Variable Speed, Communicating, Modulating Direct/Non-Direct Vent, Upflow/Horizontal Left
Condensing Gas Furnace (115/1/60)©®®
Airflow Output (Btuh) Flue Uncrated Shipping
Unit In Stage 3 Stage 1 ICSO®  Size Ignition Dimensions (in.) Weight Max Filter
Model No. Tons High Stage/100% Low Stage/40%(® AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes
AUHMBO060ACV3VA 3 57,000 23,000 950 2,2',3 ® 40x17/,x28 158 15 17x25x 1
AUHMBO080ACV3VA 3 75,000 30,000 950 2,2/,3 ® 40x17/,x28 168 15 17x25x1
AUHMC100ACV4VA 4 95,000 38,000 950 2,3 ® 40x21x28 197 20 20x25x1
AUHMD120ACV5VA 5 114,000 52,000 95.0 3 ® 40x24',x28 206 20 24x25x1

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Freedom 95

Direct/Non-

Direct Vent
Table FUR-2-B — Variable Speed, Communicating, Modulating Direct/Non-Direct Vent, Downflow/Horizontal Right
Condensing Gas Furnace (115/1/60)©®®

Airflow Output (Btuh) Flue Uncrated Shipping
Unit In Stage 3 Stage 1 1cSO® Size  Ignition Dimensions (in.) Weight Max Filter
=== Model No. Tons High Stage/100% Low Stage/40%(® AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

ADHMBO060ACV3VA 3 56,000 22,000 95.00 2,2',,3 ©®© 40x17x28 160 15 17x25x1
ADHMBO80ACV3VA 3 74,000 30,000 950 2,2/,3 ® 40x17/,x28 168 15 17x25x 1
ADHMC100ACV4VA 4 95,000 38,000 95.0 25,3 ® 40x21x28 185 20 20x25x1
ADHMD120ACV5VA 5 109,000 46,000 95.00 3 ® 40x24'/,x28 206 20 24 x25x 1
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Freedom 95

Direct/Non-

Direct Vent

Freedom 95 - Two Stage Variable
Speed

Table FUR-2-C — Variable Speed Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace

(115/1/60)

Airflow Flue Uncrated Shipping
Unit In Output (Btuh) 1cSO® Size Ignition Dimensions (in.) Weight  Max Filter
Model No. Tons Stage 2 Stage1  AFUE (in) Device HxWxD (bs.)  Fuse* Sizes

I AUH2B060A9V3VA 3 58,000 37,700 96.7 2,253 ® 40x17'/,x28 158 15 17x25x 1

AUH2BO80A9V3VA 3 76,000 49,500 95.0 2,23 ® 40x17'/,x28 168 15 17x25x1

/ AUH2C100A9V4VA 4 95000 61,800 95.0 2'5,3 ® 40x21x28 197 20 20x25x1
: AUH2D120A9V5VA 5 114,700 74,500 95.6 3 ® 40x24'/,x28 206 20 24x25x1
Freedom 95 Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.
Direct/Non-
Direct Vent
Table FUR-2-D — Variable Speed Direct/Non-Direct Vent, Downflow/Horizontal Right Condensing Gas Furnace
(115/1/60)
Airflow Flue Uncrated Shipping
Unit In Output (Btuh) 1cSO® Size Ignition Dimensions (in.)  Weight Max Filter
i Model No. Tons Stage 2 Stage1  AFUE (in) Device HxWxD (Ibs.)  Fuse* Sizes
ADH2B060A9V3VA 3 57,000 37,000 95.0 2,2',3 ® 40x17'2,x28 160 15 17x25x1
ADH2B080A9V3VA 3 76,000 49,400 95.0 2,2, 3 ® 40x17'/,x28 168 15 17x25x1
‘ ‘ / ADH2C100A9V4VA 4 95000 61,800 950 2153 ® 40x21x28 185 20 20x25x1
o ADH2D120A9V5VA 5 114,000 74,000 95.0 3 ® 40x24'/,x28 206 20 24x25x1
Fl:eedom 95 @ Isolated Combustion System.
Direct/ Non- ® Energy Star.
Direct Vent ® Low stage is equal to 45% for AUH1D120 model and the ADH1D120 model.

® Furnace use in 24, non-communicating mode.
® Direct drive variable speed motor is an ECM constant airflow blower motor.
® Silicon Nitride
@ Downflow ADHMB060 and ADHMD120 95.0% AFUE furnaces will start shipping in August. Currently at 92.1%.
Must use ACONT900 comfort control in communicating mode.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-2 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING Freedom 95_Single stage

Table FUR-3-A — Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace (115/1/60)

Airflow  Nominal Flue Uncrated Shipping

Unit In  Output ICSO® Size Ignition Dimensions (in.) Weight ~ Max Filter*
Model No. Tons  (Btuh) AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes
AUH1B040A9241A 2 38,000 95.0 2,2',, 3 ® 40x 17", x 28 139 15 17x25x1
AUH1B060A9361A 3 57,000 95.0 2,2, 3 ® 40x 17"/, x 28 150 15 17x25x1
AUH1B080A9421A 3/, 76,000 95.0 2,2, 3 ® 40x 17", x 28 158 15 17x25x1
AUH1C080A9601A 5 76,000 95.0 3 ® 40 x21x28 171 20 20x25x1
AUH1C100A9481A 4 92,150 95.0 3 ® 40 x21x28 171 20 20x25x1

gfeed;’fl“ 95D_ , -AUHID100A%01A 5 92,150 _95.0 3 ® 40x24',x28 197 20 24x25x1

Vert  |OMDMECh AUHID120A9601A 5 104,500 95.0 3 ®  40x24',x28 205 20 24x25x1

B Table FUR-3-B — Direct/Non-Direct Vent, Downflow/Horizontal Right Condensing Gas Furnace (115/1/60)
Airflow  Nominal Flue Uncrated Shipping
Unit In  Output ICSO® Size Ignition Dimensions (in.) Weight  Max® Filter*
Model No. Tons  (Btuh) AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes
ADH1B040A9241A 2 38,000 95.0 2,2',,3 ® 40 x17'/,x 28 155 15 14x20x1
ADH1B065A9421A 3'», 57,000 95.0 2,2',,3 ® 40 x17'/,x 28 168 15 14x20x1
ADH1C085A9481A 4 76,000 95.0 2'/,,3 ® 40x21x28 185 15 14x20x1
ADH1D110A9601A 5 104,500 95.0 25,3 ® 40 x 24'/,x 28 206 20 16x20x1
g @ Isolated Combustion System.

Freedom 95 ® Energy Star.

Direct/Non-Direct @ Silicon Nitride

Vent * Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

** Filters are not shipped with furnace.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Freedom 90 - Two Stage Variable
neamine « i conoimonive - Guyaad with Whole House Air Cleaner

T Table FUR-4-A — Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace with Whole Home
Air Cleaner (115/1/60)
Airflow Flue Uncrated Shipping
Unit In Output (Btuh)  ICSO®  Size Ignition Dimensions (in.) Weight Max Filter**
Model No. Tons Stage 2 Stage1 AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

AUX2B0O60AFV3VA 3 56,000 36,000 93.0 2,2',, 3 Silicon Nitride 40x17'/,x28 161 15 17x25x1
AUX2B0O80AFV3VA 3 73,000 48,000 92.5 2,2'/,, 3 Silicon Nitride 40x17',x28 171 15 17x25x1
AUX2C100AFV4VA 4 93,000 60,000 93.0 2,3 Silicon Nitride 40x21x28 200 20 20x25x1

AUX2D120AFV5VA 5 112,000 66,000 92.5 3Only Silicon Nitride 40x24',x28 209 20 24x25x1
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Freedom 90
Direct/Non-Direct

Vent

Freedom 90 - Two Stage

Table FUR-4-B — Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace (115/1/60)

Airflow Flue Uncrated Shipping
Unit In Output (Btuh)  ICSO®  Size Ignition Dimensions (in.) Weight Max Filter**
Model No. Tons Stage 2 Stage1 AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

AUX2B060A9362A 3 56,000 36,000 93.0 2, 2',, 3 Silicon Nitride 40x17'/,x28 156 15 17 x25x1

“ AUX2B080A9422A 3 73,000 48,000 92.5 2,2',, 3 Silicon Nitride 40x17'/,x28 168 15 17x25x1
AUX2C100A9482A 4 93,000 60,000 93.0 2',,3 SiliconNitride 40x21x28 197 20 20x25x1
AUX2D120A9602A 5 112,000 66,000 92.5 3 Only Silicon Nitride 40x24',x28 206 20 24x25x1
Freedom 90
Direct/Non-Direct
Vent

Table FUR-4-C — Direct/Non-Direct Vent, Downflow/Horizontal Right Condensing Gas Furnace (115/1/60)

Airflow Flue Uncrated  Shipping
Unit In Output (Btuh)  ICSO® Size Ignition Dimensions (in.) Weight Max Filter**
Model No. Tons Stage2 Stage1 AFUE  (in) Device HxWxD (lbs) Fuse* Sizes

ADX2B060A9362A 3 55,000 36,000 92.0 2-3 Silicon Nitride 40x17',x28 160 15 (2)14x20x 1
ADX2B080A9422A 3 74,000 48,000 92.5 2-3 Silicon Nitride 40x17',x28 168 15 (2) 14x20x 1
ADX2C100A9482A 4 93,000 60,000 93.0 2'/;, 3 Silicon Nitride 40x21x28 185 20 (2)16x20x 1
ADX2D120A9602A 5 111,000 72,000 92.5 3 Only Silicon Nitride 40x24',x28 206 20 (2) 16x20x 1

@ Isolated Combustion System.

@ Energy Star.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.

Freedom 90
Direct/Non-Direct
Vent

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-4 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amerizcom Stavdard. Freedom 90 - Single Stage with
HEATING & AIR CONDITIONING High Eﬂiciency Motor

Table FUR-5-A —Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace (115/1/60) with Filter

Airflow Nominal Flue Uncrated Shipping
Unit In Output  ICSO@ Size Ignition Dimensions (in.) Weight  Max Filter
Model No. Tons  (Btuh) AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

AUX1B040A9H21B 2 38,000 92.1 2,2, 3 Silicon Nitride 40x17'>x28 139 15 17x25x1

AUX1B060A9H31B 3 56,000 921 2,2',,3 Silicon Nitride 40x17'>x28 150 15 17 x25x1
AUX1B080A9H31B 3 74,000 921 2,2',,3 Silicon Nitride 40x17'>x28 158 15 17 x25x1
AUX1C100A9H41B 4 94,000 921 2'/5,3  Silicon Nitride  40x21x28 171 20 20x25x1
AUX1D120A9H51B 5 113,000 92.1 2'/5,3  Silicon Nitride 40x24'/,x28 205 20 24x25x1
Freedom 90 Table FUR-5-B — Direct/Non-Direct Vent, Downflow/Horizontal Right Condensing Gas Furnace (115/1/60) with
Direct/Non-Direct Filter
Vent Airflow Nominal Flue Uncrated Shipping
Unit In Output ICSO® Size Ignition Dimensions (in) Weight  Max Filter
Model No. Tons  (Btuh) AFUE (in) Device HxWxD (Ibs.)  Fuse* Sizes

ADX1B040A9H21B 2 38,000 91.0 2,25, 3 Silicon Nitride 40x17'/,x28 145 15 (2) 14x20x 1
ADX1BO60A9H31B 3 56,000 91.0 2,25, 3 Silicon Nitride 40x17',x28 155 15 (2) 14x20x 1
ADX1B0O80A9H31B 3 74,000 91.0 2,2',,3 Silicon Nitride 40x17',x28 168 20 (2)14x20x1
ADX1C100A9H41B 4 94,000 91.0 2'/,,3  Silicon Nitride 40x21x28 185 20 (2)16x20x 1

ADX1D120A9H51B 5 112,000 91.0 2'/,,3  Silicon Nitride 40 x 24'/,x28 206 20 (2)16x20x 1

@ Isolated Combustion System.

® Energy Star.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. American Standard 90 - Single
HEATING & AIR CONDITIONING stage

Table FUR-6-A — Direct/Non-Direct Vent, Upflow/Horizontal Left Condensing Gas Furnace (115/1/60)

Airflow Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.) Weight  Max Filter**
Model No. Tons  (Btuh) AFUE® (in) Device HxWxD (Ibs.) Fuse* Sizes
AUC1B040A9241A 2 38,000 92.1 2,2',, 3 Silicon Carbide 40x17',x28 139 15 17 x25x1
AUC1B060A9361A 3 56,000 921 2,25, 3 Silicon Carbide 40x17',x28 150 15 17 x25x1
AUC1B080A9421A 3'/, 74,000 921 2,25, 3 Silicon Carbide 40x17'/,x28 158 15 17x25x1
AUC1C100A9481A 4 94,000 92.1 2'/,, 3  Silicon Carbide 40x21x28 171 20 20x25x1
AUC1D100A9601A 5 93,000 921 2'/,, 3 Silicon Carbide 40x24',x28 197 20 24x25x1
AUC1D120A9601A 5 113,000 92.1 2'/,,3 Silicon Carbide 40x24',x28 205 20 24x25x1

Table FUR-6-B — Direct/Non-Direct Vent, Downflow/Horizontal Right Condensing Gas Furnace (115/1/60)

Airflow Nominal Flue Uncrated Shipping

Unit In Output Size Ignition Dimensions (in.) Weight  Max Filter**
—_ / Model No. Tons  (Btuh) AFUEQ® (in) Device HxWxD (Ibs.) Fuse* Sizes
American ADC1B040A9241A 2 38,000 91.0 2,25, 3 Silicon Carbide 40x17',x28 145 15 (2) 14 x20 x 1
Standard 90 ADC1B060A9361A 3 56,000 91.0 2,2',, 3 Silicon Carbide 40x17'>x28 155 15 (2) 14 x20 x 1

ADC1B080A9421A 3'/, 74,000 91.0 2,25, 3 Silicon Carbide 40x17',x28 168 15 (2) 14 x20x 1

ADC1C100A9481A 4 93,000 91.0 2'/,, 3 Silicon Carbide 40x21x28 185 20 (2) 16 x20x 1

ADC1D120A9601A 5 112,000 91.0 2'/,,3 Silicon Carbide 40 x24',x28 206 20 (2) 16 x 20 x 1

® Energy Star.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

** Filters are not shipped with furnace.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-6 Effective 7/15/10

14-1011-25



Ref: 8/18/10 08:14 am

. Freedom 95, 90 and
74"‘”’"‘“” Sﬂwdmzt American Standard 90
Convertible Gas Furnaces

Airflow Directions:

Downflow models when placed in horizontal position AUHMW/ADHM | AUH2ADH2 | AUX2-AFV® |AUX2/ADX2 | AUX1-H/ADX1-H| ~AUH1/ADH1/ [AUC1/ADCT

%’%‘gﬂ%ﬁ?ﬁﬁgg&i'gﬁv\‘l’i d%p:i'gx g"lgg'z i‘;f"m;‘ placed Modulating | 2 Stage 2 Stage | 2Stage 1 Stage AUX1/ADX1 1 Stage

’ 1or2Pipe | 1or2Pipe | 1or2Pipe |1or2Pipe | 1or2Pipe 1 Stage 1 or 2 Pipe

Table FUR-7-A — Features Variable Speed |Variable Speed | Variable Speed High Efficiency 1or 2 Pipe

e Comfort-R™enhanced mode (cooling)........ccccceeerueennee

* AcCULINK™ system® ...........cccceoivviveieiieiereieeeeeeeieans

* Adjustable heating fan off timing

* Alternate bottom/left/right return air (upflow models only).

* Blower door safety switch

* Bottom panel (upflow models only)...

¢ Cleanable/Reusable high velocity filters ............cccvenee...

e Complete front service access ..................

¢ Direct drive, multi-speed (PSC) blower motor................

* Direct drive, multi-speed ECM blower motor

(high efficienCy) ......c.ooeiiriece e
¢ Direct drive, variable speed ECM blower motor**..........

* Downflow horizontal right (downflow models only) ...........

¢ Dual PVC pipe venting (1 or 2 pipe option) ...................

* Two stage combination gas valve and regulator..

* One stage combination gas valve and regulator .

¢ Modulating gas valve and regulator..................

o Gasketed bIOWEr dOOr..........cceriierieieiesese e

¢ Heavy gauge reinforced wrap-around steel cabinet

¢ Humidifier/EAC hook-up capability ......................
¢ Inner blower door panel (downflow models only)
¢ Insulated blower compartment 4 sides ................

* Integrated solid state control w/self diagnostics ............

¢ Internal filter rack (upflow models only) ..........cccceevueennee.

* Left/right condensate drain capability in vertical

APPNICALION ...ttt
¢ Service diagnostics with faults reported at the user
INEEITACE ..o

o Lite Port™/Stored diagnostics..........ccccoureeeineiicieennnne

e Manual reset flame roll out switches.............ccoceeenunee.

¢ Mobile home approved w/BAYMFGH100A....................

e Multi-port in shot burners........................

¢ Painted cabinet single color-...

¢ Painted cabinet two tone color................

¢ Perfect fit door latches (upflow models only)...................
¢ Service diagnostic capabilities............ccoceererecrieneenns
¢ Slide out blower assembly .............ccccociieene.
¢ Side return duct starter tabs (upflow models only) .........
¢ Silicon Carbide hot surface igniter with adaptive heat up

« Silicon Nitride hot surface igniter with adaptive heat up

o Single Wire tWinNiNg .........cccoeereinenceseresee e

* Solid burner door (quiet operation).............ccocceeiciernnne

¢ 20 gauge aluminized steel heat exchanger ...................

* 24 volt secondary fuse...........ccoccceeeuunne

¢ Variable heating blower speeds.

¢ Two heating blower speeds.............cccceviiiiiiiiiiiicnens

* Type 29-4C™ stainless steel secondary heat exchanger.

» Upflow horizontal left (upflow models only) ...................

¢ Variable speed venter motor..........ccccceevvevieiieiienienen.

* Registered limited lifetime heat exchanger warranty

and 10-year on all other functional parts
(Residential USe)® .............cccccooveveveueieicccceeeeeena v v v — — v©e —
* Registered limited lifetime heat exchanger warranty
and 5-year on all other functional parts
(Residential US€)® ............cccocoeveeeiveiecieeeeee — — — v

* Optional extended warranties available..................... v v v v

@ Freedom 90 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

(® AUH1/ADH1 have a registered 10-year limited warranty; AUX1/ADX1 have a registered 5-year limited warranty.

® Field configurable to 24V non-communicating mode.

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

*Constant torque ECM (electronically commutated motor).
**Constant airflow ECM (electronically commutated motor).
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For complete equipment / combination selections,

installation instructions and warranty information, i .

please refer to Product Data/Ratings and/or Installers FUR-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



. Freedom 95, 90 and
7 W"”’W Sﬁ""’“’”d American Standard 90
Convertible Gas Furnaces

Airflow Directions:
Downflow models when placed in horizontal position provide

left to right airflow. Upflow models when placed in horizontal
position provide right to left airflow. AUHMIAPHM AUH2/ADH2 AUX2-AFV®
Modulating 2 Stage 2 Stage
1 or 2 Pipe 1 or 2 Pipe 1 or 2 Pipe
Table FUR-8-A — Optional Accessories Variable Speed |Variable Speed | Variable Speed
Model Number Description
BAYBOX147 ........ccecn. Wall mount flange — 3" v v v
BAY69X148.... .. Wall mount flange — 2" . 4 v v
BAYBASE205................ Downflow subbase for downflow models only ......................... v v —
BAYFLTR200................. External side filter rack ..........cccooeiiviiiniiiieecceceeeeee v v —
BAYFLTR203.. .. Filter kit horiz conversion for 17.5" cabinet.. v v —
BAYFLTR204.. .. Filter kit horiz conversion for 21" cabinet.... v v —
BAYFLTR205..... .. Filter kit horiz conversion for 24.5" cabinet .... v 4 —
BAYFLTR317® .. Cleanable filter for 17.5" cabinet upflow only.. v v =
BAYFLTR321® ... .. Cleanable filter for 21" cabinet upflow only .... v v
BAYFLTR324® .. Cleanable filter for 24.5" cabinet upflow only.. v 4 —
BAYLPKT210B.. .. Propane conversion kit . — v 4
BAYLPKT220B .. .. Propane conversion kit .................. (4 — —
BAYLPSS210B . .. LP Kit with Stainless Steel Burners . — 4 v
BAYLPSS220B.............. LP Kit with Stainless Steel BUrners..........ccccoeeveeiinenecenccnnne v — —
BAYMFGH100A ............ Manufactured/mobil home Kit .........cccooiveiiiiiiiee — v v
BAYRACK960A .... .. Filter rack kit for upflow models only (internal)® v v —
BAYAIR30AVENTA. ........ Concentric vent kit for 2, 2%2and 3" ven system ... v v v
BAYVENT200B ............. Sidewall vent Termination Kit fo Direct vent furnaces.............. 4 4 v
BAYVENTS500A ............. Side vent kit for downflow models only..........ccccceeveviiinninnnns v v —
BAYACCECOMM101 .... AccuClean™ hookup kit for communicating furnaces v — =

@ Contains one (1) high velocity filter.

@ Internal filter rack for side or bottom return air. Includes 17 x 25" cleanable filter for use in side return applications. Bottom return applications require different sizes of
filters which are not included. Airflow requirements over 1800 CFM require filters on both sides or a side and bottom or bottom only.

® Freedom 90 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Airflow Directions:
Downflow models when placed in horizontal position provide

left to right airflow. Upflow models when placed in horizontal AUX2/ADX2 [AUX1-H/ADX1-H |AUH1/ADH1/| AUC1/ADC1
position provide right to left airflow. 2 Stage 1 Stage AUX1/ADX1 | 1 Stage
1or2Pipe| 1or2Pipe 1 Stage | 1or2 Pipe
Table FUR-8-B — Optional Accessories High Efficiency | 1 or 2 Pipe
Model Number Description
BAYBI9X147 ................ Wall mount flange — 3" v v v v
BAY69X148.... ..Wall mount flange — 2" . v v v v
BAYBASE205............. Downflow subbase for downflow models only ...........c.cccccueene B v (4 v v
BAYFLTR200.............. External side filter rack..........ooovrieienineneeceeeeee v v 4 v
BAYFLTR203.. .. Filter kit horiz conversion for 17.5" cabinet .. v v v v
BAYFLTR204.. .. Filter kit horiz conversion for 21" cabinet .... PRSI v (4 4 v
BAYFLTR205.............. Filter kit horiz conversion for 24.5" cabinet .............cccccoveeenee. B 4 v v v
BAYFLTR206.............. FIEE Kt . 2 4 — 4 v
BAYFLTR317® ..Cleanable filter for 17.5" cabinet upflow only. 2. v v v v
BAYFLTR321(® .........Cleanable filter for 21" cabinet upflow only ... 2. v v v (4
BAYFLTR324( .........Cleanable filter for 24.5" cabinet upflow only. 2. v v v v
BAYLPKT210B.. ..Propane conversion Kit ..............cccoceeiieiennnn. S v v v v
BAYLPSS210B . ..LP Kit with Stainless Steel Burners 1 4 v v v
BAYMFGH100A ..Manufactured/mobil home kit 2. v (4 v v
BAYRACKO960A .......... Filter rack kit for upflow models only (internal)® ... .5 v (4 v (4
BAYAIR30AVENTA .....Concentric vent kit for 2, 22 and 3" vent system ..... RV B 4 v v v
BAYVENT200B ..........Sidewall vent Termination Kit fo Direct vent furnaces .. 2. v v v v
BAYVENTS500A .......... Side vent kit for downflow models only .............c..ccccccecnnnen. 3 v v v v

@ Contains one (1) high velocity filter.

@ Internal filter rack for side or bottom return air. Includes 17 x 25" cleanable filter for use in side return applications. Bottom return applications require different sizes of
filters which are not included. Airflow requirements over 1800 CFM require filters on both sides or a side and bottom or bottom only.

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

nearine w ik coneimonine - Guyacial Use Furnace Accessories

Table FUR-9-A — High Altitude Pressure Switch 90%

Model Shipping
Number Description Used With Weight
BAYHALT225 1 Switch AUC080,100C948,120C,ADC080,120C 2
BAYHALT226 1 Switch AUC,ADC060C 2
BAYHALT227 1 Switch AUC100C948 2
BAYHALT228 1 Switch AUC/ADC040C 2
BAYHALT230 1 Switch AUX/ADX040C,AUX1B040,D100/ADX1B040 2
BAYHALT231 1 Switch AUX060C,AUX1060C 2
BAYHALT232 1 Switch AUX080C,AUX1B080C 2
BAYHALT233 1 Switch AUX100,120C/ADX080,120C,AUX1C100,D120/ADX1B080,D120 2
BAYHALT234 1 Switch ADX100C,ADX1C100 2
BAYHALT241 1 Switch ADX060C,ADX1B060 2
BAYHALT245 2 Switches ADX/AUX/ADY/AUY060-R 2
BAYHALT246 2 Switches ADX/AUX/ADY/AUY080,100-R 2
BAYHALT247 2 Switches ADX/AUX/ADY/AUY120-R 2
BAYHALT248 1 Switch AUD1/ADD1,AUE1/ADE 2
BAYHALT249 1 Switch AUD2,AUD-R-K,ADD-R-FADD2 2
Table FUR-9-B — High Altitude Pressure Switch 90%
Model Shipping
Number Description Used With Weight
BAYSWTO1AHALTA 1 Switch AUC1B040,AUC1D100,ADC1B040,AUX1B040, 2
AUX1D100,ADX1B040,AUH1B040,ADH1B040,ADH1C085 2
BAYSWT02AHALTA 1 Switch AUC1B060,AUX1B060 2
BAYSWTO3AHALTA 1 Switch AUC1B080,AUX1B080 2
BAYSWTO04AHALTA 1 Switch AUC1C100,AUC1D120,ADC1B080, 2
ADC1C100,ADC1D120,AUX1C100,AUX1D120,
ADX1B080,ADX1D120,AUH1B060
BAYSWTO5AHALTA 1 Switch ADX1C100,AUH1B080,AUH1C100,ADH1D110 2
BAYSWTO6AHALTA 1 Switch ADC1B060,ADX1B060 2
BAYSWTO07AHALTA 1 Switch AUH3/AUHMB060,ADH3/ADHMB060,AUX2B060,ADX2B060, 2
AUYO060R,ADY060R
BAYSWTO8AHALTA 1 Switch AUX2B080,AUX2C100,ADX2B080,ADX2C100,AUY120R,ADY 120R, 2
AUH2B080,ADH2B080,AUH2C100,ADH2C100,AUH2D120,
ADH2D120,AUH3/AUHMD120,ADH3/ADHMD120
BAYSWTO09AHALTA 1 Switch AUX2D120,ADX2D120,AUY080R,ADY080R,AUY 100R, 2
ADY100R,AUH3/AUHMB080,ADH3/ADHMB080,AUH3/AUHMC100,
ADH/ADHM3C100
BAYSWT10AHALTA 1 Switch AUH2B060A,ADH2B060A 2
BAYSWT11AHALTA 1 Switch AUH1C080 2
BAYSWT12AHALTA 1 Switch ADH1B065 2
BAYSWTO01AMALTB 1 Switch AUX1 2

The following changes occurred beginning with serial number 6151:

1. All 2 stage furnace changed from two separate pressure switches to one piggy back switch.
2. The high altitude pressure switches are now piggy back.

3. The new piggy back switches are not interchangeable with the original two switch design.
4. The pressure switch mounting plate is different for the piggy back switches.

Table FUR-9-C — Dual Fuel Heat Pump Control Kito®

Model Number Case Height Used With
TAYPLUS103A............. Heat Pump Control Kit............ Gas, LP,, Oil and Electric Furnaces
TAYSTAT250B.............. Qutdoor Thermostat................ TAYPLUS103A for Restricted Mode

(@ Factory wired for non-restricted mode, can be wired for restricted mode.
@ Applicable for all furnaces with 35 VA or larger low voltage transformer (separate high voltage power not required).

For complete equipment / combination selections,

installation instructions and warranty information, FUR-9
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Bonnet  TAYPLUS103A
Switch

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Freedom 80* and American
Standard 80 Gas Furnaces
Airflow Directions
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Note: The non-condensing, forty inch (40") height furnaces may be laid on either side for horizontal application. Connection
brackets for coil/furnace alignment are included with the furnaces. The apex of the coil may point into or away from the airflow.
*Freedom 80 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-10

Effective 7/15/10
14-1011-25



Americom Stavdard. Freedom 80 - Two Stage Variable
HEATING & AIR CONDITIONING speed (24 volt Mode)

Table FUR-11-A — Upflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)®®

Airflow Flue Uncrated Shipping
Unit In Output (Btuh) ICS® Size Ignition Dimensions (in.)  Weight Max Filter
Model No. Tons Stage2 Stage 1 AFUE  (in) Device HxWxD (Ibs.) Fuse* Sizes

AUD2B060ACV32A 3 48,000 31,200 80.0 4 Silicon Nitride 40x17',x28 136 15 17x25x1

AUD2B080ACV32A 3 64,000 41,600 80.0 4 Silicon Nitride 40x17'/,x28 142 15 17x25x 1
AUD2C080ACV42A 4 64,000 41,600 80.0 4 Silicon Nitride 40x21x28 166 20 17x25x 1
AUD2B100ACV32A 3 80,000 52,000 80.0 4 Silicon Nitride 40x17',x28 142 15 17 x25x1
AUD2C100ACV52A 5 79,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 20 20x25x 1
AUD2D120ACV52A 5 97,000 62,400  80.0 4 Silicon Nitride 40x24',x28 193 20 24 x25x 1
Freedom 80 AUD2D140ACV52A 5 111,00 72,800 80.0 4 Silicon Nitride 40x24'/,x28 197 20 24x25x1

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Table FUR-11-B — Downflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)®®

Airflow Flue Uncrated Shipping
Unit In Output (Btuh) ICS®  Size Ignition Dimensions (in.)  Weight Max Filter
Model No. Tons Stage 2 Stage 1 AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

ADD2B060ACV32A 3 48,000 31,200 80.0 4 Silicon Nitride 40x17'>,x28 140 1
ADD2B080ACV32A 3 63,000 41,600 80.0 4 Silicon Nitride 40x17',x28 146 1
ADD2C100ACV52A 5 81,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 2

2

ADD2D120ACV52A 5 95,000 62,400 80.0 4 Silicon Nitride 40x24'/,x28 197
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

5 (2)14x20x 1
5 (2) 14 x 20 x 1
0 (2) 16 x 20 x 1
0 (2) 16 x 20 x 1

Freedom 80

Freedom 80 - Two Stage
Variable Speed with Whole House
Air Cleaner

Table FUR-11-C — Upflow/Horizontal, Left or Right Induced Draft Gas Furnace with Whole Home Air Cleaner

(115/1/60)

Airflow Flue Uncrated  Shipping
Unit In Output (Btuh) IcS®  Size Ignition Dimensions (in.) Weight Max Filter**
Model No. Tons Stage2 Stage1 AFUE (in) Device HxWxD (lbs) Fuse* Sizes

I AUD2B060AFV32A 3 48,000 31,200 80.0

' i Silicon Nitride 40 x 17"/, x28 136 15 17x25x1
AUD2B080AFV32A 3 64,000 41,600 80.0

Silicon Nitride 40 x 17'-x28 142 15 17 x25x 1
Silicon Nitride 40x21x28 166 15 17x25x 1
Silicon Nitride 40 x 17"/, x28 142 15 17 x25x 1
Silicon Nitride 40 x 24"/, x28 193 20 24 x25x1

AUD2C080AFV42A 4 64,000 41,600 80.0
AUD2B100AFV32A 3 80,000 52,000 80.0
AUD2D120AFV52A 5 97,000 62,400 80.0
Freedom 80 @ Isolated Combustion System.

® Furnace use in 24V, non-communicating mode.

(® Can also be connected in communicating mode, see communicating section.

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.

INFNFNFNFS

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-11 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Freedom 80 - Two Stage
HEATING & AIR CONDITIONING variable speed

Table FUR-12-A — Upflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)

Airflow Flue Uncrated Shipping

Unit In Output (Btuh) Size Ignition Dimensions (in.) Weight Max Filter

Model No. Tons Stage 2 Stage1 AFUE (in) Device HxWxD (lbs.) Fuse* Sizes
AUD2B060A9V3VA 3 48,000 31,200 80.0 4 Silicon Nitride 40x17',x28 136 15 17x25x1
I AUD2B080A9V3VA 3 64,000 41,600 80.0 4 Silicon Nitride 40x17',x28 142 15 17x25x1
AUD2C080A9V4VA 4 64,000 41,600 80.0 4 Silicon Nitride 40x21x28 166 20 17x25x1
I AUD2C080B9V4VA® 4 64,000 41,600 80.0 4 Silicon Nitride 40x21x28 166 20 17x25x1
‘ H AUD2C100A9V3VA 3 80,000 52,000 80.0 4 Silicon Nitride 40x17',x28 142 15 17x25x1
AUD2C100A9V5VA 5 79,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 20 20x25x1
Freedom 80 AUD2C100B9V5VA® 5 79,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 20 20x25x 1
AUD2D120A9V5VA 5 97,000 62,400 80.0 4 Silicon Nitride 40x24',x28 193 20 24x25x1
AUD2D120B9V5VA® 5 97,000 62,400 80.0 4 Silicon Nitride 40x24'/,x28 193 20 24x25x1

AUD2D140A9V5VA 5 111,000 72,800 80.0 4 Silicon Nitride 40x24',x28 197 20 24x25x1
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Table FUR-12-B — Downflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)

Airflow Flue Uncrated Shipping
Unit In Output (Btuh) Size Ignition Dimensions (in.) Weight Max Filter
Model No. Tons Stage 2 Stage1  AFUE (in) Device HxWxD (Ibs.) Fuse* Sizes

ADD2B060A9V3VA 3 48,000 31,200 80.0 4 Silicon Nitride 40x17',x28 140 15 (2) 14x20x 1
ADD2B080A9V3VA 3 63,000 41,600 80.0 4 Silicon Nitride 40x17',x28 146 15 (2) 14x20x 1
ADD2C100A9V5VA 5 81,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 20 (2) 16 x20x 1
Freedom 80 ADD2D120A9V5VA 5 95,000 62,400 80.0 4 Silicon Nitride 40x24',x28 197 20 (2) 16 x20 x 1

® Model has high efficiency blower.
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-12 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.
HEATING & AIR CONDITIONING Freedom 80_”0 stage

Table FUR-13-A — Upflow/Horizontal, Left or Right Induced Draft Gas Furnace (115/1/60)
Airflow Flue Uncrated  Shipping

Unit In Output (Btuh) ICS®  Size Ignition Dimensions (in.) Weight Max Filter**
Model No. Tons Stage2 Stage1 AFUE  (in) Device HxWxD (lbs) Fuse* Sizes
AUD2A040A9242A 2 32,000 20,800 80.0 4  Silicon Nitride 40 x 14'/>x28 119 15 17x25x1
AUD2A060A9362A 3 47,000 31,200 80.0 4  Silicon Nitride 40 x 14'>x28 127 15 17x25x1
AUD2B060A9362A 3 47,000 31,200 80.0 4  Silicon Nitride 40 x 17"/, x28 132 15 17x25x1
AUD2B080A9362A 3 63,000 41,600 80.0 4  Silicon Nitride 40 x 17'/>x28 142 15 17x25x1
AUD2B080A9482A 4 63,000 41,600 80.0 4  Silicon Nitride 40x 17"/, x28 142 15 17x25x1
AUD2B100A9362A 3 79,000 52,000 80.0 4  Silicon Nitride 40 x 17'>x28 151 15 17 x25x1

Freedom 80 AUD2C100A9482A 4 79,000 52,000 80.0 4  Silicon Nitride 40x21x28 162 15 20x25x1
AUD2C100A9602A 5 80,000 52,000 80.0 4  Silicon Nitride 40x21x28 162 20 20x25x1
AUD2D100A9602A 5 80,000 52,000 80.0 4  Silicon Nitride 40 x 24'/>x28 175 20 24x25x1
AUD2C120A9542A 5 95,000 62,400 80.0 4  Silicon Nitride 40x21x28 176 20 20x25x1
AUD2D120A9602A 5 95,000 62,400 80.0 4  Silicon Nitride 40 x 24"/, x28 186 20 24 x25x1
AUD2D140A9602A 5 112,000 72,800 80.0 4  Silicon Nitride 40 x24'/>x28 192 20 24x25x1

Table FUR-13-B — Downflow/Horizontal Left or Right Induced Draft (115/1/60)
‘ Airflow Flue Uncrated  Shipping

Unit In Output (Btuh) ICS®  Size Ignition Dimensions (in.) Weight Max Filter*
Model No. Tons Stage2 Stage1 AFUE (in) Device HxWxD (lbs) Fuse* Sizes

ADD2A040A9242A 2 32,000 20,800 80.0 4 Silicon Nitride 40 x 14',x28 125 15 (2) 14x20x 1

ADD2A0B0A9362A 3 47,000 31,200 80.0 4 Silicon Nitride 40 x 14, x 28 135 15 (2) 14 x 20 x 1
ADD2B060A9362A 3 48,000 31,200 80.0 4 Silicon Nitride 40 x 17 x 28 140 15 (2) 14 x 20 x 1
ADD2B080A9362A 3 64,000 41,600 80.0 4 Silicon Nitride 40 x 17 x 28 152 15 (2) 14 x 20 x 1
ADD2B100A9482A 4 79,000 52,000 80.0 4 Silicon Nitride 40 x 17/ x 28 157 15 (2) 14 x 20 x 1
ADD2C100A9482A 4 79,000 52,000 80.0 4 Silicon Nitride 40x21x28 166 15 (2) 16 x 20 x 1
Freedom 80 ADD2C100A9602A 5 79,000 52,000 80.0 4 Silicon Nitride 40x21x28 168 20 (2) 16 x 20 x 1
ADD2D120A9602A 5 94,000 62,400 80.0 4 Silicon Nitride 40 x 24'/, x 28 189 20 (2) 16 x 20 x 1
ADD2D140A9602A 5 112,000 72,800 80.0 4 Silicon Nitride 40 x 24/, x 28 196 20 (2) 16 x 20 x 1

@ Isolated Combustion System.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-13 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Freedom 80 - Single Stage with

HEATING & AIR CONDITIONING

Freedom 80

High Efficiency Motor

Table FUR-14-A — Upflow Horizontal, Left or Right Induced Draft Gas Furnace (115/1/60)

Airflow  Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.) ~ Weight Max Filter
Model No. Tons (Btuh) AFUE  (in.) Device HxWxD (Ibs.) Fuse* Sizes
AUD1A040A9H21B 2 32,000 80.0 4 Silicon Nitride 40 x 14'/>x28 119 15 17x25x1
AUD1B060A9H31B 3 47,000 80.0 4 Silicon Nitride 40 x 17',x28 127 15 17 x25x1
AUD1B080A9H31B 3 63,000 80.0 4 Silicon Nitride 40 x 17'/>x28 142 15 17x25x1
AUD1C080A9H41B 4 64,000 80.0 4 Silicon Nitride 40 x 21 x 28 142 20 20x25x1
AUD1B100A9H31B 3 79,000 80.0 4 Silicon Nitride 40x17'/,x28 151 20 17x25x1
AUD1C100A9H51B 5 79,000 80.0 4 Silicon Nitride 40 x 21 x 28 162 20 20x25x 1
AUD1D120A9H51B 5 96,000 80.0 4 Silicon Nitride 40 x24'/,x28 186 20 24x25x1
AUD1D140A9H51B 5 111,000 80.0 4  Silicon Nitride 40 x 24"/, x28 193 20 24x25x1
Table FUR-14-B — Downflow Horizontal, Left or Right Induced Draft Gas Furnace (115/1/60)

Airflow  Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.)  Weight Max Filter
Model No. Tons (Btuh) AFUE  (in.) Device HxWxD (Ibs.) Fuse* Sizes
ADD1B060A9H31B 3 48,000 80.0 4 Silicon Nitride 40 x 17'/>x28 129 15 (2)14x20x1
ADD1B080A9H31B 3 64,000 80.0 4 Silicon Nitride 40 x17'>x28 146 15 (2) 14x20x 1
ADD1C100A9H51B 5 81,000 80.0 4 Silicon Nitride 40 x 21 x 28 167 20 (2)16x20x1
ADD1D120A9H51B 5 96,000 80.0 4 Silicon Nitride 40 x 24'/>x28 189 20 (2)16x20x1

Freedom 80 - Single Stage

Table FUR-14-C — Upflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)
Airflow  Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.)  Weight  Max Filter**
Model No. Tons (Btuh) AFUE (in.) Device HxWxD (lbs.)  Fuse* Sizes
AUD1A040A9241A 2 32,000 80.0 4 Silicon Nitride 40 x 14',x28 119 15 17x25x1
AUD1A040A9301A 2', 32,000 80.0 4 Silicon Nitride 40 x 14',x28 122 15 17x25x1
AUD1AO060A9241A 2 47,000 80.0 4 Silicon Nitride 40 x 14'>,x28 124 15 17x25x1
AUD1A060A9361A 3 47,000 80.0 4 Silicon Nitride 40 x 14',x28 127 15 17x25x1
AUD1B060A9361A 3 47,000 80.0 4 Silicon Nitride 40x 17"/, x28 132 15 17 x25x1
AUD1B080A9241A 2 64,000 80.0 4 Silicon Nitride 40x17'>,x28 139 15 17x25x1
Freedom 80 AUD1B080A9361A 3 63,000 80.0 4 Silicon Nitride 40 x 17'>,x28 142 15 17x25x1
AUD1B080A9481A 4 64,000 80.0 4 Silicon Nitride 40 x17',x28 142 15 17x25x1
AUD1C080A9601A 5 64,000 80.0 4 Silicon Nitride 40 x 21 x 28 154 20 20x25x1
AUD1B100A9361A 3 79,000 80.0 4 Silicon Nitride 40 x 17", x28 151 15 17x25x1
AUD1B100A9451A 4 80,000 80.0 4 Silicon Nitride 40x 17'>,x28 153 15 17x25x1
AUD1C100A9481A 4 79,000 80.0 4 Silicon Nitride 40 x 21 x 28 162 15 20x25x 1
AUD1C100A9601A 5 79,000 80.0 4 Silicon Nitride 40 x 21 x 28 162 20 20x25x1
AUD1D100A9721A 6 80,000 80.0 4 Silicon Nitride 40 x24'>,x28 175 20 24x25x1
AUD1C120A9541A 5 96,000 80.0 4 Silicon Nitride 40 x 21 x 28 176 20 20x25x1
AUD1D120A9601A 5 96,000 80.0 4 Silicon Nitride 40 x24',x28 186 20 24x25x1
AUD1D140A9601A 5 111,000 80.0 4 Silicon Nitride 40 x24',x28 193 20 24 x25x1
Table FUR-14-D — Downflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)
Airflow  Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.)  Weight  Max Filter**
Model No. Tons (Btuh) AFUE (in.) Device HxWxD (lbs.)  Fuse* Sizes
ADD1A040A9241A 2 31,000 78.0 4 Silicon Nitride 40 x 14", x28 119 15 (2) 14 x20 x 1
Freedom 80 ADD1A060A9241A 2 48,000 80.0 4 Silicon Nitride 40 x 14',x28 129 15 (2) 14 x20 x 1
ADD1A060A9361A 3 48,000 80.0 4 Silicon Nitride 40 x 14',x28 129 15 (2) 14 x20 x 1
ADD1B060A9361A 3 48,000 80.0 4 Silicon Nitride 40x 17", x28 134 15 (2) 14 x20 x 1
ADD1B080A9361A 3 64,000 80.0 4 Silicon Nitride 40 x 17'>,x28 146 15 (2) 14 x 20 x 1
ADD1B080A9451A 4 64,000 80.0 4 Silicon Nitride 40x 17>, x28 146 15 (2) 14 x20 x 1
ADD1B100A9451A 4 80,000 80.0 4 Silicon Nitride 40x 17'>,x28 156 15 (2) 14 x20 x 1
ADD1C100A9481A 4 80,000 80.0 4 Silicon Nitride 40 x 21 x 28 166 15 (2) 16 x20x 1
ADD1C100A9541A 5 81,000 80.0 4 Silicon Nitride 40 x 21 x 28 167 20 (2) 16 x20 x 1
ADD1C120A9541A 5 96,000 80.0 4 Silicon Nitride 40 x 21 x 28 177 20 (2) 16 x20 x 1
ADD1D120A9601A 5 96,000 80.0 4 Silicon Nitride 40 x 24"/, x28 189 20 (2) 16 x20 x 1
ADD1D140A9601A 5 113,000 80.0 4 Silicon Nitride 40x24',x28 196 20 (2) 16 x20 x 1

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
** Filters are not shipped with furnace.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-14 Effective 7/15/10

14-1011-25



Amerizcom Stavdard. American Standard 80 - Single

HEATING & AIR CONDITIONING

S

American
Standard 80

Table FUR-15-A — Upflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)

Stage

Airflow Nominal Flue Uncrated Shipping
Unit In Output Size Ignition Dimensions (in.) Weight  Max Filter**
Model No. Tons  (Btuh) AFUE  (in.) Device HxWxD (Ibs.) Fuse* Sizes
AUE1A040A9241A 2 31,000 80.0 4 Silicon Carbide 40 x 14'/>x 28 119 15 16x25x1
AUE1A060A9241A 2 47,000 80.0 4 Silicon Carbide 40 x 14'/>x 28 124 15 16x25x 1
AUE1A060A9361A 3 47,000 80.0 4 Silicon Carbide 40 x 14'/>x 28 127 15 16x25x1
AUE1B060A9361A 3 47,000 80.0 4 Silicon Carbide 40x 17'/>x28 132 15 17x25x1
AUE1B080A9361A 3 63,000 80.0 4 Silicon Carbide 40 x 17'/>x 28 142 15 17x25x1
AUE1B080A9481A 4 64,000 80.0 4 Silicon Carbide 40x 17'/>x 28 142 15 17x25x1
AUE1B100A9361A 3 79,000 80.0 4 Silicon Carbide 40x 17'/>x28 151 15 17x25x1
AUE1C100A9481A 4 79,000 80.0 4 Silicon Carbide 40x21x28 162 15 20x25x1
AUE1C100A9601A 5 79,000 80.0 4 Silicon Carbide 40x21x28 162 20 20x25x1
AUE1D120A9601A 5 96,000 80.0 4 Silicon Carbide 40 x24'/>x 28 186 20 24x25x1
AUE1D140A9601A 5 111,000 80.0 4 Silicon Carbide 40 x 24'/> x 28 193 20 24x25x1
Table FUR-15-B — Downflow/Horizontal Left or Right Induced Draft Gas Furnace (115/1/60)
Airflow Nominal Flue Uncrated Shipping

Unit In Output Size Ignition Dimensions (in.) Weight  Max Filter**
Model No. Tons  (Btuh) AFUE  (in.) Device HxWxD (Ibs.) Fuse* Sizes
ADE1A060A9361A 3 48,000 80.0 4 Silicon Carbide 40 x 14'/>x 28 129 15 (2)14x20x 1
ADE1B060A9361A 3 48,000 80.0 4  Silicon Carbide 40x 17'/»x 28 134 15 (2)14x20x 1
ADE1B080A9451A 4 64,000 80.0 4 Silicon Carbide 40x 17'>x28 146 15 (2)14x20x 1
ADE1B100A9451A 4 80,000 80.0 4 Silicon Carbide 40x 17'/>x28 156 15 (2)14x20x 1
ADE1C100A9601A 5 81,000 80.0 4 Silicon Carbide 40 x 21 x 28 167 20 (2)16x20x 1
ADE1D120A9601A 5 96,000 80.0 4 Silicon Carbide 40 x24'/>x 28 189 20 (2)16x20x 1

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

** Filters are not shipped with furnace.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-15

Effective 7/15/10
14-1011-25



Amertcom Stamdard. Freedom 80 and American Standard

HEATING & AIR CONDITIONING

80 Convertible Gas Furnaces

Table FUR-16-A — Features

AUD2-ACV/
ADD2-ACV
2 Stage
1 or 2 Pipe

AUD2-
AFVO
2 Stage
®

AUD2-9V
ADD2-9V
2 Stage
®

AUD2/
ADD2
2 Stage

AUD1-H/

ADD1-H

1 Stage
High Efficiency

AUD1/
ADD1
1 Stage

AUE1/
ADE1
1 Stage

Comfort-R™ enhanced mode (cooling)
AccuLink™ system ...
Can be connected in communicating or 24V non-
communicating modes. (also see communicating section)...
User interface for system configuration -
Easy to use navigation buttons and plain text for clear
description of features.........ccceceveceeieecee e
Adjustable heating fan off timing ..........cccccooiiiiiiine,
Alternate bottom/left/right return air (upflow models only) ....
Attractive color acCents ........ccccoooveiirciiiiiiiiiecee e
Blower door safety switch.................
Bottom Panel (upflow models only)......
Cleanable/reusable high velocity filters...
Common vent capability.........ccccceenne
Complete front service access...........cceeuenn.
Direct drive, multi-speed (PSC) blower motor..........c..c.cc......
Direct drive, multi-speed ECM blower motor (high efficiency)*
Direct drive, variable speed ECM blower motor** .................
Gasketed blower door ...........cccceviiiniiiiiencieee
Heavy gauge reinforced wrap-around steel cabinet
Horizontal left/right without conversion required......
Humidifier/EAC hook-up capability ...........ccceceeeene.
Inner blower door panel (downflow models only)..................
Insulated blower compartment 4 sides (upflow models only)
Integrated solid state control w/self diagnostics....................
Internal filter rack (upflow models only).................
Left/right gas connection.....................
Manual reset flame roll out switches.............
Masonry Chimney Venting w/BAYVENTS800B...
Multi-port in shot burners .............ccccooe
Painted cabinet single color ...........c.cccceeueee.
Perfect fit door latches (upflow models only) ............cccceeueee
Right or left hand side knock out for venting
(downflow models Only).........ccciieiiiiiiiiieeeeee
Selectable cooling fan off delay eliminates need
for time delay relay BAY24X045
Service diagnostic capabilities ............c.ceeeriiiiniiiicn,
Service diagnostics with faults reported at the user interface
Side return starter tabs (upflow models only).............cccceueeee.
Silicon Carbide hot surface igniter with adaptive heat up ....
Silicon Nitride hot surface igniter with adaptive heat up ......
Single door filter aCCESS .........ccuviririireiiiiieeecese e
Single wire twinning .......
Slide out blower assembly...........ccoeverereiiiiiniiecreene
3-way vent option on downflow models (top,right or left)
(downflow models only).........cccccueiiiiiiiiiiiiceeee
20 gauge aluminized steel heat exchanger ..
24 volt secondary fuse .........cccceeviiiiinicninne
Two heating blower speeds....
Two speed venter motor......
Two tone color ..............
Two-stage gas ValVe.........ccccoiiiiiiiiiiiccee
Registered limited lifetime heat exchanger warranty

and 10-year on all other functional parts

(Residential USE)® ..........ccccooiiiiiiiiiieieeeeeee e
20-year heat exchanger limited warranty and 5-year

on all other functional parts (Residential Use)
Optional extended warranties available ...........................
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@ Freedom 80 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

(® Variable Speed
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.
*Constant torque ECM (electronically commutated motor).

**Constant airflow ECM (electronically commutated motor).

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-16

Effective 7/15/10

14-1011-25



Amertcam Stamdard. Freedom 80 and American Standard
neatine s aie conmimonine 80 Convertible Gas Furnaces

AUD2-ACV/ADD2-ACV | AUD2-AFV® AuD2-9V/

2 Stage 2 Stage ADD2-9V 2-Stg.
Table FUR-17-A — Optional Accessories Variable Speed Variable Speed | Variable Speed
Model Number Description Shipping Weight
BAYBASE205............ Downflow subbase for downflow models only .................. 8 v — v
BAYFLTR200... ...Side Filter Rack (External) .........cccccceevvenennns ..5. v — v
BAYFLTR203... Filter kit horiz conversion for 17.5" cabine .. 3. v — v
BAYFLTR204... Filter kit horiz conversion for 21" cabinet ... 3. v v
BAYFLTR205... Filter kit horiz conversion or 24.5" cabinet. RCH v —_ v
BAYFLTR206... ...Filter Access Door Kit ........cccccveviiiiennnnns 2. v — v
BAYFLTR321® .........Cleanable filter for 21" cabinet upflow only ... 2. 4 — v
BAYFLTR324® .........Cleanable filter for 24.5" cabinet upflow only .2 v — v
BAYLPKT210B...........Propane conversion Kit.............ccccceevueenuens L1 v v v
BAYLPSS210B..........LP Kit with Stainless Steel Burners .................. .1 v v v
BAYRACK960A® ....Filter Rack Kit for upflow models only (internal)... ..5. v — v
BAYVENTS800B ........ Masonry chimney vent Kit ... 2 v v v

@ Contains one (1) high velocity filter.

@ Internal filter rack for side or bottom return air. Includes 17 x 25" cleanable filter for use in side return applications. Bottom return applications require different sizes of
filters which are not included. Airflow requirements over 1800 CFM require filters on both sides or a side and bottom or bottom only.

® Freedom 80 furnace with integrated AccuClean™ technology is upflow or upflow/horizontal application only.
Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

AUD2/ADD2 | AUD1-H/ADD1-H [AUD1/ADD1|AUE1/ADE1
2 Stage 1 Stage 1 Stage 1 Stage

Table FUR-17-B — Optional Accessories High Efficiency

Model Number Description Shipping Weight

BAYBASE205 Downflow subbase for downflow models only ............ccceveennen. v v v v
BAYFLTR200... Side Filter Rack (External) . v v v —
BAYFLTR208............. Filter kit horiz conversion for 17.5" cabinet .............cccccoviennne. v 4 v v
BAYFLTR204............. Filter kit horiz conversion for 21" cabinet ...........ccccoceiiviiinene. v 4 v v
BAYFLTR205.............Filter kit horiz conversion or 24.5" cabinet. v v v v
BAYFLTR206.............Filter Access Door Kit ..........cccceeveririninieieiciene v 4 v 4
BAYFLTR317® .........Cleanable filter for 14.5" and 17.5" cabinet upflow only . v v v 4
BAYFLTR321® .........Cleanabile filter for 21" cabinet upflow only............... v v v v
BAYFLTR3240 .........Cleanable filter for 24.5" cabinet upflow only v v 4 v
BAYLPKT210B..........Propane conversion Kit.............ccccccceveeuenne v 4 v v
BAYLPSS210B..........LP Kit with Stainless Steel Burners .................. 4 4 v 4
BAYRACK960A®@ ....Filter Rack Kit for upflow models only (internal)......................... v v v v
BAYVENTS00B ........ Masonry chimney vent Kit ..........ccooiiiiiiiiiiiiis 2 v v v v

@ Contains one (1) high velocity filter.

@ Internal filter rack for side or bottom return air. Includes 17 x 25" cleanable filter for use in side return applications. Bottom return applications require different sizes of
filters which are not included. Airflow requirements over 1800 CFM require filters on both sides or a side and bottom or bottom only.

Note: Variable speed furnaces should not be twinned and are not approved for twinning applications.

Special Use Furnace Accessories
|

Table FUR-17-C — High Altitude Pressure Switch 80%

Model Shipping
Number Description Used With Weight
BAYHALT248 1 Switch AUD1,ADD1,AUE1,ADE1 2
BAYHALT249 1 Switch AUD-R-K,ADD-R-FAUD2,ADD2 2

Table FUR-17-D — Dual Fuel Heat Pump Control Kit®O®

Model Number Case Height Used With

TAYSTAT2508B.... .... Outdoor Thermostat

TAYPLUS103A............. Heat Pump Control Kit............ Gas, LP, Oil and Electric Furnaces
... TAYPLUS103A for Restricted Mode

N @ Factory wired for non-restricted mode, can be wired for restricted mode.
Bonnet TAYPLUS103A

Switch

For complete equipment / combination selections,

installation instructions and warranty information, FUR-17
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

@ Applicable for all furnaces with 35 VA or larger low voltage transformer (separate high voltage power not required).

Effective 7/15/10

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Variable Speed

High Efficiency Oil Furnaces

* Up to 85% Annual Fuel Utilization Efficiency
(AFUE)

¢ 13 gauge hot rolled steel wrap around heat
exchanger for durability

¢ 40 VA control transformer for add on cooling

* Heavy gauge, powder painted steel cabinet

¢ Recessed door handles for easy removal of
Highboy & lowboy Furnace doors

TDF - * Beckett Flame Retention Burner operates * Lowboy models available with front or rear

Downflow/ cleanly and quietly flue option

Horizontal ¢ Burner features include primary control with o High_boy models with top or right side
interrupted ignition for reliability, pre-purge venting

Lowboy Front

Flue (TLR not shown)

THYV -
Highboy
Vertical

Table FUR-18-A — Specifications:

and clean cutoff solenoid valve for smooth
ignition

e Burner and controls factory wired

¢ Dual clean out ports for quick access and
easy cleaning

e Insulated blower compartment

¢ Variable speed blower motor

* Slide out blower assembly for quick
cleaning and service accessibility

« Filter rack with cleanable filter
(Highboy & Lowboy Models only)

¢ Preformed ceramic fiber combustion
chamber for higher efficiencies and more
complete combustion

* Downflow/Horizontal model field
convertible from Downflow to right or left
horizontal

¢ 6" Left and Right side fresh air knockouts —
(Highboy and Lowboy Models only)

¢ Barometric draft regulator included

* Registered limited lifetime heat
exchanger warranty and 10-year on all
other functional parts (Residential Use)®

* Optional extended warranties available

Airflow Nominal Uncrated
Model In Tons Cap-BTUH ICS Flue Dimensions(In.) Shipping
Number (Nom.) *Htg Output AFUE  Size H w D Weight
THV1M087A9V3SA 3 87,000 82.9 6" 58 2225 3 260
THV1M087A9V5SA 5 87,000 82.6 6" 58 2225 3 260
TLF1M087A9V3SA 3 87,000 82.9 6" 415 2225 47 300
TLF1M087A9V5SA 5 87,000 82.7 6" 415 2225 47 300
TLR1M087A9V3SA 3 87,000 85.0 6" 415 2225 47 300
TLR1M087A9V5SA 5 87,000 82.4 6" 41.5 2225 47 300
TDF1M087A9V3SA 3 87,000 84.8 6" 2225 61.25 22.25 280
TDF1M087A9V5SA 5 87,000 82.6 6" 2225 61.25 22.25 280
* Other input/output capacities are available by changing the burner nozzle. See installer's guide for details.
** Energy Star.
Table FUR-18-B — Accessories:

Shipping

Model Description Used With Weight
BAYSUB10ABASEA Downflow Subbase TDF1M087A9V3, 9V5SAA 22
BAYTRM10AVENTA Top Panel & Trim Ring THV1MO087A9V3, 9V5SAA 1
Table FUR-18-C — Dual Fuel Heat Pump Control Kito®
Model Number Case Height Used With
TAYPLUS103A............. Heat Pump Control Kit............ Gas, LP, Oil and Electric Furnaces
TAYSTAT250B.............. Outdoor Thermostat................ TAYPLUS103A for Restricted Mode
THT1248. ..o Bonnet Switch........ccccooieinene Qil Furnaces Only (Order Separately)

® Factory wired for non-restricted mode, can be wired for restricted mode.

@ Applicable for all furnaces with 35 VA or larger low voltage transformer (separate high voltage power not required).

® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-18 Effective 7/15/10

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING High EﬂiCiency Oil Furnaces

e Up to 85% Annual Fuel Utilization e 40 VA control transformer for add on
Efficiency (AFUE) cooling
* 13 gauge hot rolled steel wrap around heat * Heavy gauge, powder painted steel cabinet
exchanger for durability ¢ Recessed door handles for easy removal of
TDF - ¢ Beckett Flame Retention Burner operates Highboy & lowboy Furnace doors
Downflow/ cleanly and quietly * Lowboy models available with front or rear
Horizontal  Burner features include primary control flue option
with interrupted ignition for reliability, ¢ Highboy models with top or right side
pre-purge and clean cutoff solenoid valve venting
for smooth ignition * Downflow/Horizontal model field
¢ Burner and controls factory wired convertible from Downflow to right or left
TLF - ¢ Dual clean out ports for quick access and horizontal
easy cleaning * 6" Left and Right side fresh air knockouts —
Lowboy Front . drive, permanently lubricated, 4 (Highboy and Lowboy Models only)
Flue (rLr not shown) speed blower motor * Barometric draft regulator included
¢ Insulated blower compartment * Registered limited lifetime heat
* Slide out blower assembly for quick exchanger warranty and 5-year on all
cleaning and service accessibility other functional parts (Residential Use)®
o Filter rack with washable filter * Optional extended warranties available
(Highboy & Lowboy Models only)
THYV - * Preformed ceramic fiber combustion
. chamber for higher efficiencies and more
nghboy complete oomt?ustion
Vertical

Airflow Nominal Uncrated

Model In Tons Cap-BTUH ICS Flue Dimensions(In.) Shipping
Number (Nom.) *Htg Output AFUE Size H w D Weight
THV1MO087A936SA 3 87,000 82.9 6" 58 2225 3 260
THV1MO087A948SA 4 87,000 82.6 6" 58 2225 31 260
TLF1M087A936SA 3 87,000 82.9 6" 415 2225 47 300
TLF1M087A948SA 4 87,000 82.7 6" 415 2225 47 300
TLR1MO087A936SA 3 87,000 85.0** 6" 415 2225 47 300
TLR1MO087A948SA 4 87,000 82.4 6" 41.5 22.25 47 300
TDF1M087A936SA 3 87,000 84.8 6" 22.25 61.25 22.25 280
TDF1MO087A948SA 4 87,000 82.6 6" 22.25 61.25 22.25 280

* Other input/output capacities are available by changing the burner nozzle. See installer's guide for details.
** Energy Star.

Table FUR-19-B — Accessories:

Shipping
Model Description Used With Weight
BAYSUB10ABASEA Downflow Subbase TDF1M087A936, 948SAA 22
BAYTRM10AVENTA Top Panel & Trim Ring THV1MO087A936, 948SAA 1

Table FUR-19-C — Dual Fuel Heat Pump Control Kito®

Model Number Case Height Used With

TAYPLUS103A............. Heat Pump Control Kit............ Gas, LP, Oil and Electric Furnaces
TAYSTAT250B ... Outdoor Thermostat ...TAYPLUS103A for Restricted Mode
THT1248.....cceeeeees Bonnet Switch.......ccccceeeeiennnns Qil Furnaces Only (Order Separately)

@ Factory wired for non-restricted mode, can be wired for restricted mode.

@ Applicable for all furnaces with 35 VA or larger low voltage transformer (separate high voltage power not required).

(® Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers FUR-19 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25
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HEATING & AIR CONDITIONING
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AGBWF

Table FUR-20-A — Specifications:

Natural Draft Gas Fired Cast Iron
Water Boiler

Power supply 115/1/60

Intermittent electronic ignition

Built in draft hood

Automatic vent damper included

Factory installed boiler drain

Rear utilities - easy connections

Factory installed supply and return pipe
nipples - NPT both ends

Simplified field connections to terminal strip
Controls and components enclosed in
jacket

Powder painted polyslate gray jacket
Tool-less top and front access panel
removal

Control panel mounted power disconnect
switch

Tubular stainless steel burners

Cast iron sections assembled with steel
push nipples

Field configurable circulator/burner
operation

Factory installed temperature pressure
gauge

Factory installed adjustable water
thermostat

Factory installed automatic resetting high
limit

Factory installed 30 PSI ASME relief valve
Insulated heat exchanger

Convertible to LP with orifice kit

Optional manual reset high limit accessory
(installation required)

Annual fuel efficiency up to 83.6%

5-year limited parts warranty

Limited lifetime heat exchanger
warranty

Optional extended warranties

DOE # Ht Uncrated
Model Input Capacity NetIBR ICS Flue Exch. Dimensions(In.) Shipping
Number (BTUH) (BTUH) (BTUH) AFUE Size Sec. H w D Weight
AGBWF090A93AVAD 90,000 76,000 66,000 83.6 5 3 335 15.8 242 276
AGBWF130A94AVA® 130,000 111,000 96,000 83.5 6" 4 335 19.7 242 345
AGBWF173A95AVA(® 173,000 145,000 126,000 83.4 6" 5 335 19.7 242 406
AGBWF215A96AVA(® 215,000 180,000 156,000 83.3 7" 6 335 23.6 242 468
Table FUR-20-B — Accessories:
Shipping
Model Description Weight
BAYLPKO1AWBLRA Natural Gas to Liquid Propane (LP) Conversion Kit 1
BAYLMT10AMRSTA Manual Reset High Limit Temperature Control 1
BAYTRM10AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1" NPT) and Air Eliminator
BAYTRM20AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1-1/4" NPT) and Air Eliminator
BAYEXP30ATANKA® 4.4 Gallon Expansion Tank 4

@ Factory installed Natural Gas Orifices.
@ Honeywell brand.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-20

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

AGRWF

Table FUR-21-A — Specifications:

Direct Vent Gas Fired Cast Iron

Water Boiler

e Power supply 115/1/60

* Intermittent electronic ignition

* Two pipe vent system (up to 130 equivalent
feet of 3" pipe)

¢ Factory installed boiler drain

¢ Rear utilities - easy connections

¢ Factory installed supply and return pipe
nipples - NPT both ends

¢ Supply pipe nipple with tee for pressure
relief valve - NPT both ends (installation
required)

* Simplified field connections to terminal strip

¢ Controls and components enclosed in
jacket

¢ Powder painted polyslate gray Jacket

¢ Tool-less top and front access panel
removal

e Tubular stainless steel burners

* Cast iron sections assembled with steel
push nipples

Field configurable circulator/burner
operation

Factory installed temperature pressure
gauge

Factory installed adjustable water
thermostat

Factory installed automatic resetting high
limit

30 PSI ASME relief valve included
(installation required)

Convertible to LP with orfice

Insulated heat exchanger

Optional manual reset high limit accessory
(installation required)

Annual fuel efficiency up to 84.3%
5-year limited parts warranty

Limited lifetime heat exchanger
warranty

Optional extended warranties

DOE # Ht Uncrated
Model Input Capacity NetIBR ICS Flue Exch. Dimensions(In.) Shipping
Number (BTUH) (BTUH) (BTUH) AFUE Size Sec. H w D Weight
AGRWF130A94A0A®® 130,000 110,000 96,000 84.3 3" 4 33.46 19.69 24.21 360
Table FUR-21-B — Accessories:
Shipping
Model Description Weight
BAYLPKO1AWBLRA Natural Gas to Liquid Propane (LP) Conversion Kit 1
BAYLMT10AMRSTA Manual Reset High Limit Temperature Control 1
BAYTRM10AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1" NPT) and Air Eliminator
BAYTRM20AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1-1/4" NPT) and Air Eliminator
BAYEXP30ATANKA® 4.4 Gallon Expansion Tank 4

@ Factory installed Natural Gas Orifices.

@ Direct vent model requires field supplied 29-4C stainless steel vent material. 3" E-Z Vent adapter included with boiler.

® Honeywell brand.

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

FUR-21

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

Oil Fired Boiler 3 Pass Cast Iron
Heat Exchanger

Power supply 115/1/60

Rear utilities - easy connections

Simplified field connections to terminal strip
Controls and components enclosed in
jacket

Factory installed automatic resetting high

/ . .
| Exceed Energy Star® minimum efficiency limit
( Efficiencies up 86.7% AFUE 30 PSI ASME relief vavle and tee included
— Convertible left/right swing door (installation required)

3" heat exchanger insulation

Optional manual reset high limit accessory
(installation required)

Oil burner with factory installed relay kit
and electronic air shutter

* Tapered NPT pipe threads
* Powder painted polyslate gray jacket
* Cast iron sections assembled with push

¢ Qil burner sound enclosure matches boiler
jacket color
e 5-year limited parts warranty

nipples
* Field configurable circulator/burner * Limited lifetime heat exchanger
operation LU
* Factory installed temperature pressure * Optional extended warranties
gauge
APFWF e Factory installed adjustable water

thermostat

Table FUR-22-A — Specifications:
DOE # Ht Uncrated
Model Input Capacity NetIBR ICS Flue Exch. Dimensions(in.) Shipping
Number GPH (BTUH) (BTUH) (BTUH) AFUE Size Sec. H w Weight
APFWF071A93ABA® 0.5 71,000 61,000 53,000 85.5 5 8 3346 19.68 17.0 294
APFWF099A94ABAM 0.7 99,000 86,000 75,000 85.7 5" 4 3346 19.68 20.9 360
APFWF132A95ABA® 0.9 132,000 115,000 100,000 85.9 5" 5 33.46 19.68 24.9 429
APFWF164A96ABA® 1.2 164,000 143,000 125,000 86.1 5" 6 33.46 19.68 28.8 497
APFWF201A97ABA® 1.4 201,000 176,000 153,000  86.3 5" 7 33.46 19.68 32.8 565
APFWF242A98ABA® 1.7 242,000 212,000 185,000 86.5 5" 8 33.46 19.68 36.7 632
APFWF286A99ABAM 2.0 286,000 252,000 219,000 86.7 5" 9 3346 19.68 40.6 698
Table FUR-22-B — Burners:
Riello Nozzles Shipping
Oil Burners Description Included®  Used With Weight
BAYRAF03ABURNA® Burner-Chimney Vent 2 APFWF071,099 25
BAYRAFO5ABURNA® Burner-Chimney Vent 3 APFWF132,164,201 25
BAYRAF10ABURNA® Burner-Chimney Vent 2 APFWF242,286 30
BAYRBF03ABURNA® Burner-Chimney Vent or Direct Vent 2 APFWF071,099 30
BAYRBF05ABURNA® Burner-Chimney Vent or Direct Vent 3 APFWF132,164,201 30
Table FUR-22-C — Accessories:
Shipping
Model Description Weight
BAYLMT10AMRSTA Manual Reset High Limit Temperature Control 1
BAYTRM10AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1" NPT) and Air Eliminator
BAYTRM20AVTVPA® Trim Kit Includes 4.4 Gallon Expansion Tank, Fill Valve, 18
Backflow Preventer (1-1/4" NPT) and Air Eliminator

BAYEXP30ATANKA® 4.4 Gallon Expansion Tank 4
BAYDVK10ARELLA Direct Vent Kit for BF Oil Burners - 10 foot 13
BAYDVK15ARELLA Direct Vent Kit for BF Oil Burners - 15 foot 17
BAYVTS10AFAFVA Horizontal Vent Terminal, Standard, Combination Fresh Air Intake & Flue Vent 14
BAYDVK10AADPTA Combustion Air Intake Adapter, 3" to 4" Used with BF Oil Burner 2

@ See Installers Guide for approved boiler-burner model combinations.
@ Smallest nozzle is factory installed.

® Honeywell brand.

® Includes pipe, adapters, clamps and 10 oz. sealant.
® Does not include vent terminal.
® Complete direct vent system installation of 10 or 15ft vent kit model BAYDVK10ARELLA or BAYDVK15ARELLA and vent terminal model BAYVTS10AFAFVA.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

FUR-22 Effective 7/15/10

14-1011-25
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HEATING & AIR CONDITIONING

AccuClean™ Whole Home Air Cleaner

Table IAQ-1-A — Air Handler — 24 Volt AccuClean™ Whole Home Air Cleaner

Uncrated
Model Airflow AccuClean™ Dimensions(in.) Shipping
Number Range Air Handler Width HxWxD Weight
AFD215CLAH000C  300-1200 21"/, inch 7'x21'hx 21 42
AFD235CLAH000C  350-1600 23'; inch 7',x 23',x 21 44
AFD260CLAHO000C  400-2000 26 inch 7'>x26x 21 46
Table IAQ-1-B — Upflow / Side Return Furnace — 24 Volt AccuClean™ Whole Home
Uncrated
Model Airflow AccuClean™ Dimensions(in.) Shipping
Number Range Furnace Width HxWxD Weight
AFD145CLFR000C  300-1200 14/, inch® 7'x 14, x 27 39
AccuClean™ Whole Home Air AFD175CLFR000C  300-1600 17/ inch® 7/x17'/x 27 43
Cleaner: AFD210CLFR000C  300-2000 21 inch® 7'>x21x27 47
AFD245CLFR000C  400-2000 241/, inch® 7'x 24", x 27 49

* AccuClean™ removes up to 99.98% of
allergens from the filtered air
* Removes particles down to .1 micron in

Table IAQ-1-C — Downflow Furnace - 24 Volt AccuClean™ Whole Home

. Uncrated
size Model Airflow AccuClean™ Dimensions(in.) Shipping
e Qutperforms HEPA, and up to 100 times Number Range Furnace Width HxWxD Weight
more effective than a standard 1" filter AFD14DCLFR000C  300-1200 14/, inch 7'/,x 141/, x 21 33
* Constructed of heavy 18 gage metal to AFD17DCLFR000C __ 300-1600 17"/, inch 7'x 17 x 21 37
protect the filter and internal electronics AFD21DCLFR000C  300-2000 21 inch 71,x 21 x 21 41
* Power door provides easy access to AFD24DCLFR000C _ 400-2000 241/, inch 7/,x 241/, x 21 45
internal components and features a filter
status display as well as safety interlocks Table IAQ-1-D — Accessories — AccuClean™ Whole Home
that automatically shut down the power Model Shipping
when the door is opened for maintenance Number Description Used With Weight
or cleaning BAYTRANS12024 120 to 24 Volt Transformer  All AFD Air Cleaners 6

» Designed for flush fit on both sides and rear
of equipment cabinet

* No transitions required on AccuClean™
applications

* Gaskets included with the air cleaner

e AccuLink™ communicating or 24 volt
capability

e 24 \/olt input power

* 10-year electronics warranty

* 5-year parts warranty

For complete equipment / combination selections,

@ Side return no transition required.
@ Side return transition required.

installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25

IAQ-1



Americam Stamdard.

HEATING & AIR CONDITIONING

Perfect Fit" Media Filters

e Three sizes to flush fit TEE/TEP 6-way
convertible Air Handler return

e Four sizes to flush fit bottom of American
Standard furnaces

* TFP175, TFM175 (17%2") bottom return
model can be used for a Perfect Fit™ side
return on all furnace models

e Air Cleaners designed for flush fit on both
sides and rear of equipment cabinet

¢ All service and access is from the front of
the air cleaner

¢ Air-Tite™ Door construction eliminates
air leaks, improves air quality and keeps
operating costs low

¢ Gaskets included with the air cleaner

Table IAQ-2-A- Air Handler Perfect Fit™ High Efficiency Air Cleaner With Five (5) Inch Expandable Media Filter

Uncrated
Model Airflow Perfect Fit™ Dimensions(in.) Shipping Return
Number Range Air Handler Width HxWxD Weight Air Opening®
TFM215B0AHO 300-1400 21"z inch 7'2x 212 x 21 22 187/sx 187/g
TFM235B0AHO 300-1700 23'/zinch 7'/,x 28'/>x 21 24 207/sx 187/g
TFM260BOAHO 400-2100 26 inch 7'/>x26x 21 25 237/sx 187/g
Table IAQ-2-B — Furnace Perfect Fit™ High Efficiency Air Cleaner With Five (5) Inch Expandable Media Filter
Uncrated
Model Airflow Perfect Fit™ Dimensions(in.) Shipping Return
Number Range Furnace Width HxWxD Weight Air Opening®
TFM145BOFRO 300-1200 141/, inch® 7'/>x14/>x 27 18 117/5x 24"%/16
TFM175BOFRO 300-1500 17'/2 inch® 7'x 17/, x 27 21 147/gx 24"%/16
TFM210BOFRO 300-2000 21 inch® 7',x21x27 24 18%sx 24316
TFM245BOFRO 400-2000 24/, inch® 7'>2x 24/, x 27 27 217/gx 24316
Table IAQ-2-C — Downflow Furnace Perfect Fit™ High Efficiency Air Cleaner With Five (5) Inch Expandable Media Filter
Uncrated
Model Airflow Perfect Fit™ Dimensions(in.) Shipping Return
Number Range Furnace Width HxWxD Weight Air Opening®
TFM14DAOFRO 300-1200 14'/5 inch 7'/2x14'>x 21 17 117/ x 187/s
TFM17DAOFRO 300-1500 17'/> inch 7'x 172 x 21 19 147/sx 187/g
TFM21DAOFRO 300-2000 21inch 7'>x21x 21 22 18%/5x 187/5
TFM24DA0OFRO 400-2000 24/, inch 7'2x 24/, x 21 24 217/5x 187/g
Table IAQ-2-D — Air Handler Perfect Fit™ Medium Efficiency Air Cleaner With One (1) Inch Pleated Filter
Uncrated
Model Airflow Perfect Fit™ Dimensions(in.) Shipping Return
Number Range Air Handler Width HxWxD Weight Air Opening®
TFP215A0AH1 300-1200 21"z inch 7'>x21'>2x 21 20 187/sx 187/g
TFP235A0AH1 300-1500 23'/>inch 7'/>x 23'/2x 21 22 207/sx 187/g
TFP260A0AH1 400-1800 26 inch 7'>x26x 21 24 237/sx 187/g
Table IAQ-2-E — Furnace Perfect Fit™ Medium Efficiency Air Cleaner With One (1) Inch Pleated Filter
Uncrated
Model Airflow Perfect Fit™ Dimensions(in.) Shipping Return
Number Range Furnace Width HxWxD Weight Air Opening®
TFP145A0FR1 300-1200 141/ inch® 7':x14'/,x 27 17 117/6x 24"%/16
TFP175A0FR1 300-1500 17'/2 inch® 7'x17,x 27 19 147/sx 24"%/16
TFP210A0FR1 400-1800 21.inch® 7'>x21x 27 22 18%/5x 24"%/16
TFP245A0FR1 400-2000 24'/; inch® 7'2x24'/,x 27 25 217/gx 24%%/16
@ Side return no transition required.
@® Side return transition required.
® Actual opening does not include flange.
For complete equipment / combination selections,
installation instructions and warranty information, IAQ-2 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25
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HEATING & AIR CONDITIONING

Perfect Fit" Filter Accessories

Table IAQ-3-A — Furnace Enclosure Filters

Model Enclosure Shipping
Number Description Qty Used with Weight
BAYFTFR14P4 1" Pleated Filter 4 / Box 14 /2 3
BAYFTFR17P4 1" Pleated Filter 4 / Box 17 /2 3
BAYFTFR21P4 1" Pleated Filter 4 / Box 21 3
BAYFTFR24P4 1" Pleated Filter 4/ Box 24 /2 3
BAYFTFR14M2 5" Media Filter 2/ Box 14 /2 5
BAYFTFR17M2 5" Media Filter 2/ Box 17 /2 5
BAYFTFR21M2 5" Media Filter 2 / Box 21 5
BAYFTFR24M2 5" Media Filter 2/ Box 24 /> 6
BAYFTFREXM2 Expandable 5" Cartridge Media Filter 2/ Box 14 /2-24 /2 5
Table IAQ-3-B — Air Handler Enclosure Filters

Model Enclosure Shipping
Number Description Qty Used with Weight
BAYFTAH21P4 1" Pleated Filter 4 / Box 21 3
BAYFTAH23P4 1" Pleated Filter 4 / Box 23 /2 3
BAYFTAH26P4 1" Pleated Filter 4/ Box 26 3
BAYFTAH21M2 5" Media Filter 2/ Box 21 5
BAYFTAH23M2 5" Media Filter 2/ Box 23 /2 5
BAYFTAH26M2 5" Media Filter 2/ Box 26 6
BAYFTAHEXM2 Expandable 5" Cartridge Media Filter 2/ Box 21 /2-26 5
Table IAQ-3-C — Downflow Cartridge Media

Model Enclosure Shipping
Number Description Qty Used with Weight
BAYFTDN14M2 5" Downflow Media Filter 2/ Box 14D 5
BAYFTDN17M2 5" Downflow Media Filter 2/ Box 17D 5
BAYFTDN21M2 5" Downflow Media Filter 2/ Box 21D 5
BAYFTDN24M2 5" Downflow Media Filter 2/ Box 24D 5
Table IAQ-3-D — Furnace Frames

Model Enclosure Shipping
Number Description Qty Used with Weight
BAYFRAME1450 Expandable Media Filter 1/ Box 14 /2 5
BAYFRAME1750® Expandable Media Filter 1/ Box 17 /2 5
BAYFRAME210® Expandable Media Filter 1/ Box 21 5
BAYFRAME245® Expandable Media Filter 1/ Box 24 /2 5
Table IAQ-3-E — Air Handler Frames

Model Enclosure Shipping
Number Description Qty Used with Weight
BAYFRAME215® Expandable Media Frame 1/ Box 21 5
BAYFRAME235® Expandable Media Frame 1/ Box 23/ 5
BAYFRAME260® Expandable Media Frame 1/ Box 26 5

@ Includes one filter.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

IAQ-3

Effective 7/15/10
14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING Perfect FitTM

Table IAQ-4-A — Air Handler Filters

AIR HANDLER MODEL NUMBER

1" Pleated Filter 5" Media Filter AccuClean™ A B

TFP215A0AHO TFM215A0AHO AFD215CLAH000C 21-1/2 19

TFP235A0AHO TFM235A0AH0 AFD235CLAH000C 23-1/2 21

TFP260A0AHO TFM260A0AHO AFD260CLAH000C 26 23-1/2

OUTLINE DRAWING AIR HANDLER MODELS

21" CABINET DEPTH ONLY
ADD DOOR DEPTH FOR TOTAL

2-13/16"
1-7/16
|
= 21
18-7/8
Top
@ = = B A
®
Cabinet
< |H
2{//,:5&
AccuClean™ 1" PLEATED
5" MEDIA

For complete equipment / combination selections,

installation instructions and warranty information, IAQ-4
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25
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AccuClean™ 1" PLEATED

5" MEDIA

OUTLINE DRAWING
DOWNFLOW FURNACE MODELS

21" CABINET DEPTH ONLY
ADD DOOR DEPTH FOR TOTAL

Perfect Fit"

Table IAQ-5-A — Upflow Furnace Filters

FURNACE MODEL NUMBER

1" Pleated Filter 5" Media Filter AccuClean™ A B

TFP145A0FRO  TFM145A0FRO AFD145CLFR000C  14-1/2 12

TFP175A0FRO  TFM175A0FRO AFD175CLFR0O00C  17-1/2 15

TFP210A0FRO  TFM210A0FRO AFD210CLFR000C 21 18-1/2

TFP245A0FRO  TFM245A0FR0 AFD245CLFR000C  24-1/2 22

Table IAQ-5-B — Downflow Furnace Filters

FURNACE MODEL NUMBER
5" Media Filter AccuClean™ A B
TFM14DAOFRO AFD14DCLFR000C 14-1/2 11-7/8
TFM17DA0OFRO AFD17DCLFR000C 17-1/2 14-7/8
TFM21DAOFRO AFD21DCLFR000C 21 18-3/8
TFM24DA0OFRO AFD24DCLFR000C 24-1/2 21-7/8

OUTLINE DRAWING UPFLOW FURNACE MODELS

27" CABINET DEPTH ONLY
ADD DOOR DEPTH FOR TOTAL

© ©)
Side View 7-7/16
i i 7-7/16
Side View © ©
l B 27 1/8
= 21 T
24-13/16
<~—— 18-7/8
Top
B .| A of
Cabinet
Top
B A of
Cabinet
L1/8
For complete equipment / combination selections,
installation instructions and warranty information, .
please refer to Product Data/Ratings and/or Installers IAQ-5 Effective 7/15/10

Guides and limited warranty handbooks.

14-1011-25



Americom Stavdard. Humidifiers

HEATING & AIR CONDITIONING Fan Powemd and Bypass

AHUMD500A
¢ Flow Through Fan Powered Humidifier * Reliable Brass Solenoid Valve w/Stainless
¢ High Performance Humidifier Delivers up to Steel Valve Seat
18 Gallons per Day ¢ UV Resistant Cabinet and Scale Control
¢ Automatic Humidifier Control with O.D. Insert
Sensor for up to 50% more Humidity ¢ Saddle Valve
* Front Cover Access for easy replacement of ¢ Polyslate Gray Housing matches Furnace
humidifier pad Cabinet Color
e Aluminum Humidifier Pad Treated with ¢ Decorative nameplate
Ceramic Coating for Enhanced Pad ¢ 120V Power Line Cord
Performance
AHUMD200,300A

* Reliable Brass Solenoid Valve w/Stainless
Steel Valve Seat

¢ Field Convertible Duct Connection, Left or
Right Side

¢ Built in Summer / Winter Damper

¢ UV Resistant Cabinet and Scale Control
Insert

¢ Saddle Valve

* Polyslate Gray Housing matches Furnace
Cabinet Color

* AHUMDBS3O00A Bypass delivers up to 17
Gallons per day

¢ AHUMD200A delivers up to 12 Gallons per
day

¢ AHUMDS3O00A Automatic Humidifier Control
and O.D. Sensor for up to 50% more
Humidity

¢ AHUMD200A Manual Humidifier Control

¢ UV Resistant Cabinet and Scale Control

o E'zi;tCover Access for easy replacement of * Decorative nameplate
. ¢ 110V Primary/24V Secondary, 10VA
humidifier pad transformer
e Aluminum Humidifier Pad Treated with
AHUMD200A, 300A Ceramic Coating for Enhanced Pad
Performance
Table IAQ-6-A — Specifications: Humidifier with Humidistat
Model Mfg. Shipping
Number Description Used With Plant Weight
AHUMD500APAQOBO® Fan Powered Humidifer All_Furnace Models TY 20
AHUMD300ABAQOB® Large Bypass Humidifier All_Furnace Models TY 15
AHUMD200ABM00B® Small Bypass Humidifier All Furnace Models TY 14
@ Includes Automatic Humidifier Control (Duct Mount Only).
@ Includes Automatic Humidifier Control (Duct Mount Only) and 120/24V transformer.
@® Includes Manual Humidifier Control and 120/24V transformer.
® Not applicable for horizontal installations.
Table IAQ-6-B — Accessories
Model Mfg. Shipping
Number Description Used With Plant Weight
BAYPADO2A1310A Large Humidifier Pad 13”"x10” AHUMD500,300A TY
BAYPADO1A1010A Small Humidifier Pad 9-7/8"x9-5/8"  AHUMD200A TY 1
ACONTHO1AAUTOA Automatic Humidifier Control AHUMD200A TY 1
BAYRLY10ASENSA Current Sensing Relay All TY 1
BAYPLT01AMHCOA Adapter Plate (Duct Mount) Manual Humidifier Control  TY 1

For complete equipment / combination selections,

installation instructions and warranty information, i .

please refer to Product Data/Ratings and/or Installers IAQ-6 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Humidifiers

Fan Powered and Bypass

AHUMD500APA00B FAN POWERED HUMIDIFIER

15.91

10.34

18.00

T

AHUMD300ABA00B LARGE BYPASS HUMIDIFIER

15.38

14.00

10.25

AHUMD200ABM00B SMALL BYPASS HUMIDIFIER

15.63

14.00

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

IAQ-7

Effective 7/15/10

14-1011-25



Americom Stavdard. Humidifiers

HEATING & AIR CONDITIONING

Fan Powered and Bypass

MANUAL HUMIDIFIER CONTROL
(SHIP WITH AHUMD200ABMO00B)

0.70 —>|

{

ACONTHO1AAUTOA AUTOMATIC HUMIDIFIER CONTROL

069 J!EEEEE' k\ O_¢81 1.85
f | U i :
! 452 !
€ “H- 'op?
0 24V

[

TERMINALS UNDER DOOR

SUGGESTED BYPASS HUMIDIFIER LOCATIONS

RETURN AIR

[D

[

OPTIONAL FLUE
NOT ALL MODELS

b

SUPPLY AIR

FLUE SUPPLY AIR

RETURN AIR

\
=

HUMIDIFIER

COOLING COIL

UPFLOW FURNACE
OPTION “A” REAR OF FURNACE OR REAR MOUNT

RETURN AIR

HUMIDIFIER

HORIZONTAL FURNACE

SUPPLY AIR

SUPPLY AIR
RETURN AIR
Y} FLUE
HUMIDIFIER
~
\ COOLING COIL

UPFLOW FURNACE
OPTION “B” FRONT OF FURNACE OR FRONT MOUNT

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25
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74 “ Sm Energy Recovery Ventilator (ERV)

¢ American Standard ERV technology for all ¢ 6" and 8" double collar duct connections for
seasons and climates AERVR100 and 200

* Static plate energy transfer core for efficient ¢ 8" round compatible duct connection for
transfer of heat and moisture AERVR300

* Passive defrost - condensate drain not  Closed cell foam gasketing for insulation
required integrity

* Balancing dampers not required * 1" duct board insulation with

e Multi position mounting cleanable foil face

» Percent Timer (PT) control included with * May be installed in conditioned and
ERV for simple, automatic operation unconditioned spaces

* Optional push button (PB) control connects » Cabinet / Door color: American Standard
to PT control Polyslate Gray / Dusty Basalt Gray

¢ Cam action door latches for quick service ¢ 5-year limited warranty on parts
access ¢ 10-year limited warranty on energy

* Heavy gauge, powder painted steel cabinet transfer core

* Permanently lubricated motor bearings ¢ Optional extended warranty

(ball bearings)

Table IAQ-9-A — Specifications: ERV

Nominal Uncrated
Model Airflow Power Dimensions (In.) Shipping
Number (CFM) Supply HxWxD Weight
AERVR100A9P00A® 130 120/1/60 20"/s x 28%/4 x 13 65
AERVR200A9P00A®M 200 120/1/60 20'/s x 28%/4 x 23'/s 85
AERVR300A9P00A® 300 120/1/60 20'/s x 28%/4 x 23'/s 95

@ Percent Timer Control included with the ERV.

Table IAQ-9-B — Specifications: ERV

Model Apparent Sensible Sensible Recovery Latent Total

Number Effectiveness(32°F) Effectiveness(32°F) Recovery (32°F) Recovery (32°F)
AERVR100A9P00A 80% @ 124 cfm 72% @ 124 cfm 55% @ 124 cfm 46% @ 126 cfm
AERVR200A9P00A 85% @ 181 cfm 78% @ 181 cfm 62% @ 181 cfm 52% @ 180 cfm
AERVR300A9P00A 78% @ 295 cfm 70% @ 295 cfm 51% @ 295 cfm 43% @ 295 cfm
Table IAQ-9-C — Optional Accessories

Model Shipping
Number Description Used With Weight
ACONTV10APBCOA Point of Use Push Button Control ERV models 100, 200, 300 1
BAYFLT10A1010A Filters - 2 per pack ERV models 100

BAYFLT20A1020A Filters - 2 per pack ERV models 200, 300

BAYWHT10AVENTA® 6 inch White Vinyl Ventilation Hood ERV models 100, 200
BAYBRN10AVENTA® 6 inch Brown Vinyl Ventilation Hood ERV models 100, 200

BAYGLV10AVENTA® 8 inch Galvenized Ventilation Hood ERV models 300
@ Qty 1.

[ (Y S [ [

For complete equipment / combination selections,

installation instructions and warranty information, i .
please refer to Product Data/Ratings and/or Installers IAQ-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Comfort Control
Definitions

Calibration
The relationship of the dial setting
and the cut-in temperature of the
thermostat.

AccuLink™
An open architecture communications
bridge for reliably interfacing to
automation and energy management
systems.

Cut-in Point
The temperature at which the
thermostat calls for system operation.

Cut-out Point
The temperature at which the
thermostat stops calling for
heating or cooling.

Cycle Rate
The number of times per hour that the
heating equipment is cycled on at half
load conditions.

Droop
An indoor temperature control
condition where the room remains
below the thermostat setting. This
control occurs in mild cooling
conditions and is caused by the
cooling anticipator resistor which
provides a false heat source: for
the thermostat to maintain relative
humidity control.

Heat Anticipator
(Sometimes called a Preheat
Resistor.)

A bias heater that shuts off the
thermostat before the room
reaches the thermostat setting.

CCZS-1

Manual or Mechanical

Differential
The difference (Degrees F) between
cut-in and cut-out temperature with
no electrical load connected to the
thermostat.

Operating Differential
The difference (Degrees F) in
cut-in and cut-out temperature when
the thermostat is actually operating
equipment. Operating differential is
less than mechanical differential.

Range
Minimum to maximum temperature
scale shown on dial.

Sensor
A device that measures and
communicates temperature of the
conditioned space in which it is located
to a system controller.

Set Point
The temperature at which the
thermostat indicator is set.

Two Piece Thermostat
System consisting of a sensor mounted
in the controlled space communicating
to a controller which establishes the
systems operation.

Power Stealing 4 Wire
4-wire system that receives or "steals"
power from the heating or cooling
circuit to power the thermostat. Factory
supplied resistors must be installed for
proper operation.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

ACONT900A

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Programmable 7 Day
Communicating Comfort Control

ACONT900A - AccuLink™
Communicating Programmable
Interactive Touchscreen
Continuous Comfort-R™

Smart Continuous Fan

Adjustable Continuous Fan, 25-100%
Multiple Filter Reminders
Humidity Sensor
Dehumidification Control

Window Frost Control

Dual Fuel Compatible
BAYCOVRG600A - Wall cover plate
Energy Saver

Telephone Access

Application:

e 4 Heat/2 Cool (Gas, Oil or Electric)

* BAYTAMOOACOOUA - Communicating
Telephone Access module

Dimensions:

* 6.02"wx4.62"hx1.35"d

¢ Finish: Bright White

Module (TAM)

BAYTAMOOACOOUA

e Communicating Telephone Access
Module

¢ For use with ACONT900AC43UA only

¢ Up to four AccuLink™ systems

Use the Telephone Access Module to:

¢ Check the temperature in your home
remotely using a telephone.

* Adjust your temperature settings
remotely using a telephone.

¢ Change your system mode (heat, cool,

off, auto, emergency heat) remotely

using a telephone.

Monitor the temperature in your home,

and if the temperature gets too hot or too

cold, receive a voice message remotely

using a telephone.

Check the outdoor temperature and

indoor humidity remotely using a

telephone.

Monitor the performance of your heating

and cooling system.

Receive a message remotely when
your furnace filter needs replacing or
your electronic air cleaner cells need
cleaning.

Receive notice when an optional
auxiliary sensor detects a situation

in your home such as water leakage,
freezing temperature or open doors and
windows.

Receive a dialed alert if your power is
interrupted for an extended period of
time.

CCzSs-2

Dimensions in in. (mm):

* 10 (254)w x 5 (127)h x 2 (51)d

e Power Source: 12 Vdc (x5%), 1.0A
(9 Vdc battery backup)

* Storage Range: -30°F to 158°F
(-34.4°C to 70°C), 5%-95% RH
non-condensing

* Operating Temperature Range: 32°F
to 120°F (0°C to 48.9°C), 5%-95% RH
non-condensing

* Finish: White

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING
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BAYCOVR600A

For complete equipment / combination selections,
installation instructions and warranty information,

Programmable 7 Day

Comfort Controls

ACONTS800A

Interactive Touchscreen

Effortless Programming

Large, Backlit Display
Streamlined Design

Armchair Programming

Real Time Clock

Visual Reminder Cues
BAYCOVRB600A - Wall cover plate
Energy Saver

ACONTS802A

Interactive Touchscreen

Effortless Programming

Large, Backlit Display
Streamlined Design

Armchair Programming

Real Time Clock

Visual Reminder Cues
BAYCOVRB600A - Wall cover plate
Energy Saver

ACONTB803A

Built-in Humidity Sensor
Dehumidification Control
Interactive Touchscreen
Effortless Programming
Large, Backlit Display
Streamlined Design
Armchair Programming
Real Time Clock

Visual Reminder Cues
BAYCOVRB600A - Wall cover plate
Energy Saver

BAYCOVR600A
Application:

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Use with ACONT800/900A Series
Comfort Controls

CCZS-3

Application:

* 1 Heat/1 Cool (Gas, Oil or Electric)

* 1 Heat/0 Cool (Gas, Oil or Electric)

¢ 0 Heat/1 Cool

o ZZSENSALO800AA - Remote Indoor
Temperature Sensor

Dimensions:

° 6.02"wx4.62"hx1.35"d

* Finish: Bright White

Application:

¢ Up to 3 Heat/2 Cool
(Gas, Oil or Electric)/HP

e ZZSENSALO800AA - Remote Indoor
Temperature Sensor

Dimensions:

* 6.02"wx4.62"hx1.35"d

¢ Finish: Bright White

Application:

¢ Up to 3 Heat/2 Cool
(Gas, Oil or Electric)/HP

o ZZSENSALO800AA - Remote Indoor
Temperature Sensor

Dimensions:

° 6.02"wx4.62"hx1.35"d

e Finish: Bright White

Dimensions:
e 7.87"wx5.50"h
e Finish: Bright White

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

ACONTG600A

ACONT602A

le——6-7/8 IN. (175 MM) ——»-

i

MEDIUM COVER PLATE
BAYCOVR700A

5IN.
(127 MM)

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Programmable 5/2 Day

Comfort Controls

ACONT600A

1 Heat/1 Cool

5/2 or 5/1/1 Programming

Simple to Install and Use

Front Wired (Wires attach to wall

plates)

Standard Wiring Terminal Block

» Easy to follow Sequential
Programming

¢ Inside and set temperatures displayed

simultaneously

No auxiliary heat capability

Plain language (no symbols)

Easy battery access

Easy to understand soft key controls

BAYCOVR700A - Wall cover plate

Energy Saver

ACONT602A

¢ 2 Heat/2 Cool

e 5/2 or 5/1/1 Programming
e Simple to Install and Use

* Front Wired (Wires attach to wall
plates)

 Standard Wiring Terminal Block
¢ Easy to follow Sequential Programming

¢ Inside and set temperatures displayed
simultaneously

e Plain language (no symbols)

e Easy battery access

¢ Easy to understand soft key controls
* BAYCOVR700A - Wall cover plate

* Energy Saver

BAYCOVR700A

Application:

¢ Use with ACONT600A Series Comfort
Controls

CCzS-4

Application:
e 1 stage heat pump, 0 stage Aux Heat
* 1 stage cool, 1 stage heat
(Gas, electric, or ail)
* 1 stage cool, 0 stage heat
* 0 stage cool, 1 stage heat
(Gas, electric, or oil)

Dimensions:
e 581"wx3.56"hx1.50"d
e Finish: Bright White

Application:

* 1 stage cool, 1 stage heat

e 2 stage cool, 1 stage heat

1 stage cool, 2 stage heat

2 stage cool, 2 stage heat

1 stage cool, 0 stage heat

0 stage cool, 1 stage heat

(Gas, electric, or ail)

* 1 stage heat pump, 0 stage Aux Heat
* 1 stage heat pump, 1 stage Aux Heat

Dimensions:
e 581"wx3.56"hx1.50"d
e Finish: Bright White

Dimensions:

* 6.87"wx5.0"h
¢ Finish: Bright White

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

ACONT402A

Non-Programmable

Comfort Controls

ACONT402A Dimensions:

¢ Auto Changeover * 6.75"w x4.52"hx1.20"d

 Backlit Display & Keys ¢ Finish: Bright White

 Comfort Information Compartment * Requires external relay for oil furnace
* Energy Savings Mode applications.

* Filter Reminder * Installation is required for outdoor

» BAYSENO1ATEMPAA-Outdoor temperature sensing and display

Temperature Sensor included*
Keypad Lock

Application (3-9 Wire Hookup -2

for Outdoor Sensor) Heat Pump*

or A/C

3 Heat/2 Cool

No external Dual Fuel Kit Required
Do not use with TAYPLUS103A
ZZSENSALO400AA - Remote Indoor
Temperature Sensor

BAYSENO1ATEMPAA required for
outdoor temperature sensing and
display

ACONT401A * 1 Stage Cool, 0 Stage Heat
 Auto Changeover * 0 Stage Cool, 2 Stage Heat
* Backlit Display & Keys (Gas, Electric or Oil*)
 Comfort Information Compartment * 0 Stage Cool, 1 Stage Heat
* Energy Savings Mode _(Gas, _Electric or Oil*)
— e Filter Reminder Dlmen"smns: . .
ACONT401A * Outdoor Temperature Sensor * 6.75"w x4.52"hx1.20"d
* Keypad Lock e Finish: Bright White
Application (3-9 Wire Hookup -2 * Rquire_s external relay for oil furnace
for Outdoor Sensor) Heat Pump* applications.
or A/C ** External TAYPLUS103A required for
* 1 Stage Heat Pump**, 1 Stage Aux dual fuel applications.
Heat BAYSENO1ATEMPAA required for
* 1 Stage Heat Pump**, 0 Stage Aux outdoor temperature sensing and
Heat display
* 1 Stage Cool, 2 Stage Heat
(Gas, Electric or Qil*)
» 1 Stage Cool, 1 Stage Heat
(Gas, Electric or Oil*)
e ACONT200A* Application (4 wire hookup - power
rhwsricon Stondard * Auto Changeover stealing)*

~
ACONT200A

Backlit Display & Keys

Comfort Information Compartment
Energy Savings Mode

Filter Reminder

Key Pad Lock

1 Heat/1 Cool (Gas, Qil or electric)
1 Heat/0 Cool (Gas, Qil or electric)
0 Heat/1 Cool

Finish: Bright White

Dimensions:

4.25"wx5.33"hx1.20"d

* Power Stealing 4 Wire - Resistor Terminal in Box. 4 - wire
system to supply power with heating mode; both resistors

must be installed for proper operation.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

CCZS-5 Effective 7/15/10

14-1011-25
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Remote Sensors

BAYSENO2ATEMPA

¢ Qutdoor Temperature Sensor for Use
with ACONT800, 802, 803

e Accuracy +/— 1°F from —40 to 120°F

BAYSEN01 ATEMPA
* Outdoor Temperature Sensor for Use
with ACONT401A & 402A
e Accuracy
+/—1.5°F over 32°F to 100°F
* Display Range
-40°F to 140°F

ZZSENSALO4OOA
Indoor Sensor for Use with
ACONT402 Comfort Controls

e Operating Ambient Temperature
Range: 20° to 120°F (-6.7° to 48.9°C)

* Display Range: 20° to 120°F
(-6.7° to 48.9°C)

e Sensor Accuracy: +/-.5°F at 75°F

e Operating Relative Humidity: 5% to
90% non-condensing

ZZSENSALOSOOA
¢ Indoor Temperature Sensor for Use
with ACONT800, 802, 803

¢ Operating Ambient Temperature
Range: 20° to 120°F (-6.7° to 48.9°C)

¢ Display Range: 0 to 99°F (-18 to 37°C)

e Sensor Accuracy: +/-1.5°F at 70°F
(+/-.84 at 21°C)

* Operating Relative Humidity: 5% to
95% non-condensing

Dimensions in in. (mm):

 1.54 (39)w x 1.93 (49)h x .625 (1.6)d

» Storage Temperature: -40° to 140°F
(-40° to 60°C)

¢ Finish: White

Dimensions in in. (mm):

* 1.54 (39)w x 1.93 (49)h x .625 (1.6)d

e Storage Temperature: -40° to 140°F
(-40° to 60°C)

¢ Finish: White

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25
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Humidity Control

¢ Heating Cycle Humidity Control ¢ Bright White Finish
., The humidity control provides automatic
‘ ?ﬁﬂmmfmzéu/ low voltage control of humidifiers in Note: For use w/variable speed indoor
4

central heating and cooling applications. products "ONLY"
It has an spst, snap-acting, dust-proof

switch that opens when humidity rises

above the control setting. It is designed

for wall or surface duct mounting.

¢ Cooling Cycle Humidity
When activated, the humidity control
lowers the furnace/air handler blower
speed, reducing air velocity over the
ASYSTAT625 furnace/air handler coil and removing a
greater amount of moisture from the air.

7

Relay Hook-Up

* BAY24X042 relay for fan operation
when using electric heat.

RO Y 6 w  This sample hook-up diagram
illustrates Field Connections for
cooling only units, electric heat and
automatic change over control.

¢ On a call for heat, the relay provides

F_D for instant fan-on. Without the relay,

you will get no airflow or heat! Relay
is not needed with Fossel Fuel on

Heat Pump applications.

THERMOSTAT

BAY24X042 —
Relay

LTB

ey]

AIR HANDLER

5 OUTDOOR
UNIT

@ If thermostat has an RH and RC terminal,
a jumper should be placed from RC to RH.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers cczs-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25
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HEATING & AIR CONDITIONING Indoor Fan Delay Relay Kit

BAY24X045

* For application to furnaces and air @ WIRING DIAGRAM @ WIRING DIAGRAM
handlers with cooling coils equipped UNIT LOW VOLTAGE TERMINAL BOARD
with capillary tube or 15% bleed B ®E o ]

[ eavaaxoss | RED 35A(RD) \L/Jg[jl'_ I\‘Iﬁ!{vES
GREEN  47A(BK) SEE UNIT
WIRING
DI,

expansion valve components.

RED —

¢ This kit allows the indoor fan to © Eégs";;sm BLUE o 36800 IRING
continue to run a short time after the BLUE 1 GREEN [ BLACK
outdoor unit shuts off for increased comecron N\ © TIME
cooling efficiency. [ oo THERMOSTAT BAvEiX04S
e The kit contains: 1 solid state time
delay relay with four (4) color coded wores
wires, 1 wiring diagram, 1 notice label, TIME DELAY RELAY DU TR, NG (BATOBENO T8 AWG MM

1 mounting screw. NoTES
1. POWER WIRING AND GROUNDING OF EQUIPMENT MUST

COMPLY WITH LOCAL CODES.

2. LOW VOLTAGE WIRING (24V.) TO BE NO.18 AW.G. MINI-
MUM CONDUCTOR.

3. SOME UNITS HAVE THE TRANSFORMER COMMONLY
INDENTIFIED AS “C" RATHER THAN "B" ON THE LOW VOLT-
AGE TERMINAL BOARD.

Outdoor Thermostat Kit

TAYSTAT250B

e The outdoor thermostat (ODT) ©) FACE — CALIBRATIONS @
is designed to turn "ON" the
supplementary heater at a pre- g_lozl;\% WIRE) COMMON
selected outdoor temperature. (LEAD WIRE)

e The number and setting of the ODT
is dependent on the heat loss of the
structure and capacity of the heating
system installed. Insert screw

* This model ODT gives a temperature pid st Tomporaturo WARM
range for 44°F. to -10°F. (See figure | setling indicator (DUMMY
1 for settings). The switching action TERMINAL)

is single pole/double throw, opening
on temperature rise and closing

on temperature fall, completing the e ——
circuit through the thermostat.

For complete equipment / combination selections,

installation instructions and warranty information, . .

please refer to Product Data/Ratings and/or Installers cczs-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25
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ASYSTAT095A

§=4

ASYSTAT090A

Amriean Standard

ASYSTAT092A

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Non-Programmable Comfort
Controls for ReliaTel™ Units

ASYSTAT095A

¢ One-touch temperature control.

* Large, clear, backlit display is easy to
read, even in the dark.

¢ Displays both room temperature and
temperature setting.

¢ Removable battery holder for fast,
easy replacement.

e Built-in compressor protection.

¢ Focus Pro 3 Heat/ 2 Cool

Programmable Comfort
Controls for ReliaTel™ Units

ASYSTAT090A

e Large, Clear Display with Backlighting
— Current temperature, set
temperature and time are easy-to-
read and all are displayed on the main
screen.

¢ Menu Driven Programming —
Provides guidance through the
scheduling process, showing only
necessary information and choices on
each screen.

¢ Ability to Select Multiple Days —
Allows easy customizing for unique
schedules.

¢ Real-Time Clock—Keeps time during
power failure; automatically updates
for daylight saving time.

ASYSTAT092A
e Large, Clear Display with Backlighting
— Current temperature, set
temperature and time are easy-to-
read and all are displayed on the main
screen.

e Menu Driven Programming —
Provides guidance through the
scheduling process, showing only
necessary information and choices on
each screen.

¢ Ability to Select Multiple Days —
Allows easy customizing for unique
schedules.

* Real-Time Clock — Keeps time during
power failure; automatically updates
for daylight savings.

CCZS-9

Armchair Programming — Can
remove thermostat from wall to set the
schedule.

Precise Temperature Control

(=1 °F) — reliable, consistent comfort.
Multiple OVERRIDE options — Can
modify schedule for a specific period
of time (up to 365 days).

Qutdoor Temperature Indication —
Displays current outdoor temperature
to help plan outdoor activities.

2 Heat/2 Cool

Armchair Programming — Can
remove thermostat from wall to set the
schedule. Precise Temperature Control
(1 °F) — reliable, consistent comfort.
Multiple OVERRIDE options — Can
modify schedule indefinitely or for a
specific period of time.

Programmable Fan — Increases
indoor air quality when combined with
air cleaning equipment.

Qutdoor Temperature Indication —
Displays current outdoor temperature
to help plan outdoor activities.

2 Heat/2 Cool Commercial Vision
Pro

Effective 7/15/10
14-1011-25
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For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Programmable Comfort Controls for

ReliaTel” Units

ASYSTAT093A

¢ Typically used in buildings (including:
restaurants, shopping malls, office
buildings and banks) under 55,000
square feet.

¢ For single zone rooftop units, split

systems, heat pumps or hot/chilled
water systems.

¢ 3 Heat/ 2 Cool
e 7-day programming.
¢ Two occupied and two NOT occupied

periods per day.

¢ Keypad multi-level lockout available

with all models.

¢ |ndividual heat and cool set-points

available for occupied and NOT
occupied periods.

e Convenient overrides allow temporary

set-point changes.

¢ Intelligent Fan™ feature energizes

fan continuously in the occupied
periods. Fan can also be configured
for conventional heat or electric heat
fan operation.

* Remote sensor capability for

temperature (including outdoor air and
discharge air) and humidity sensors.
(BAYSTAT060A)

¢ Return air duct sensor
e P+/+D control minimizes temperature

fluctuations.

ASYSTATS800A

¢ Wall mounted remote space sensor
¢ For use with ASYSTAT090A,

ASYSTAT092A, and ASYSTAT093A
programmable thermostats

CCzSs-10

Recovery ramping control
automatically optimizes equipment
start times based on building load.
Thermostat Interface Module (TIM)
connections to thermostat from

PDA for advanced configuration,
programming, etc.

Universal Versaguard ™ Thermostat
guards available.

Auxiliary subbase contact typically
interface with a Honeywell Economizer
System (for total rooftop control
integration) or act as dehumidification
output

Features Available via PDA
Configuration

365 day clock with holiday
programming.

Automatic Daylight Saving Time
adjustments.

Selectable dehumidification limit
control.

Modulating output configuration.
Occupancy input to control standby
set-point

Additional standby period used in low
traffic areas.

Sequential start option.

Discharge air high/low limits.
Selectable recovery ramp.

Ambient lockout (with outdoor sensor)

Effective 7/15/10
14-1011-25



Americam Stamdard. Zone Sensor Unit
HEATING & AIR CONDITIONING Installation

The zone sensor provides the operator
control and zone temperature sensing
functions for use with electronic unit
controls. Refer to the appropriate unit
installation manual for interconnecting
wiring instructions.

ZONE SENSOR LOCATION

To ensure proper operation, select a
location on an interior wall, at a height
approximately 5 feet above the floor,
with freely circulating air of average
temperature.

Avoid Locations:

¢ Behind doors or in corners where air
does not freely circulate.

e On an outside wall or any wall with
unheated (uncooled) areas behind the
zone sensor.

e Where direct sunlight or any Source:
of radiant heat could affect the
temperature measurements.

¢ In line with the discharge air from the
unit being controlled.

Mount the zone sensor base on the
wall or optional mounting plate with the
wires routed through the wire access
hole in the base of the zone sensor.

For complete equipment / combination selections,

installation instructions and warranty information, CCZS-11
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

ZONE SENSOR CONTROLS

Emergency Heat/Heat/Auto/
Off/Cool

This switch determines whether the
unit operates in emergency heat (EM.
HEAT - for heat pumps only), heating
(HEAT), automatically changing from
heating to cooling as required (AUTO),
heating and cooling functions disabled
(OFF), or cooling (COOL).

Fan Auto/Fan On

This switch determines whether the
indoor fan operates during cooling and
heating cycles only (FAN AUTO) or
runs continuously (FAN ON).

Temperature Adjustments

One or two temperature adjustment
controls are provided to set the desired
temperature or temperature range

(for unit mode AUTO). If two controls
are present, the blue control sets

the desired temperature for cooling
and the red control sets the desired
temperature for heating.

Temperature Indicator

This indicates the temperature in the
zone. The indicator has been factory
calibrated and should not normally
require adjustment. If adjustment is
needed, it can be accomplished by
slowly rotating a small screwdriver in
the slot on the back of the indicator
until the correct temperature is
obtained.

Optional Remote Sensor

When using the optional remote
sensor (BAYSENSO077A), it should

be located in the space that is to be
controlled. Wire according to the
interconnecting wiring diagrams in the
unit IOM.

Installation: 18-HD60D41
Source: Clarksville

Effective 7/15/10
14-1011-25



Americom Stavdard. Micro Control

HEATING & AIR CONDITIONING z°ne Sensors

Manual Changeover * 4 wires required.

! e Single Setpoint for 3-25 Tons
| ASYSTAT106A Electric/Electric TCD/TCH and Gas/

Electric Systems YCD/YCH
e Can be used with Remote Sensor

(ASYSTAT669)

Bns Manual Changeover * 4-6 wires required.

* Single Setpoint for Heat Pump Systems
o ve ASYSTAT107A (WCD/WCH 3-20 Tons)

e Can be used with Remote Sensor
(ASYSTAT669)

Automatic Changeover * 5 wires required.
ASYSTAT108A * Dual Setpoint for Electric/Electric and Gas
o Electric Systems
g (TCD/TCH and YCD/YCH
v : 3-25 Tons)
W E e Can be used with Remote Sensor
] (ASYSTAT669)

Automatic Changeover . %—7 \lNiSres requfiredH burs S
o e Dual Setpoint for Heat Pump Systems
G 4 ASYSTAT109A (WCD/WCH 3-20 Tons)
e * Can be used with Remote Sensor
(ASYSTAT669)

LCD Digital * 3-7 wires required.
Display Zone Sensor * Non-Programmable Zone Sensor with
ASYSTAT709A/707A TR

* ASYSTAT709A - Cool/Gas

e ASYSTAT707A - Heat Pumps

Zone Sensors must be used with Micro Control units. Vendor Thermostats which use Triac outputs are not recom-
mended with Micro Control units. Major features lost by using a Conventional Thermostat include the following:

No diagnostics ¢ Control wiring size may be increased
Proportional Integral control Remote sensing capability
No smart recovery in the heating mode (heat pumps) Space temperature averaging

2-stage electric heat (heat pumps) Supply air tempering
Stand alone set up and set back for unoccupied Economizer preferred cooling is lost (compressor
features operation is locked out below 50°F)

¢ Intelligent fall back (unit can run on default value with
outdoor air sensor)

For complete equipment / combination selections,

installation instructions and warranty information, ) .

please refer to Product Data/Ratings and/or Installers CCz8-12 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Cooling
neatine w s conoimonine - Convertible 1Y2-5 Tons

Table PC-1-A — 4TCY4 - Allegiance® 14 - Convertible Packaged Cooling - R-410A

Cooling Cabinet

Model Capacity Shipping Max Sound Dimensions (in.)
Number (Btuh) SEER/EER Weight MCA Fuse Rating HxDxW
4TCY4 — 208-230/1/60

4TCY4024A1000A 23,400 14.00/12.00 444 16.5 25 68 36 x 43 x 51
4TCY4030A1000A 30,000 14.00/12.00 444 19.1 30 71 36 x 43 x 51
4TCY4036B1000A 38,000  14.20/12.00 450 24.6 40 69 36 x43 x 51
4TCY4042B1000A 42,000 14.25/12.00 607 31.6 50 74 38 x 46 x 61
4TCY4048B1000A 48,000  14.20/12.00 607 35.4 50 72 38 x 46 x 61

4TCY4060A1000A 60,000  14.00/12.00 612 42.3 60 76 42 x 46 x 61
4TCY4 — 208-230/3/60

4TCY4036A3000A 36,000  14.20/11.60 450 19.8 30 69 36 x 43 x 51
4TCY4048A3000A 48,500  14.20/11.90 607 26.4 40 72 38 x 46 x 61
4TCY4060A3000A 60,000  14.00/12.00 612 30.6 45 76 42 x 46 x 61

Table PC-1-B — 4TCX3 - Allegiance®13 - Convertible Packaged Cooling - R-410A

Cooling Cabinet
Model Capacity Shipping Max Sound Dimensions (in.)
Number (Btuh) SEER/EER Weight MCA Fuse Rating HxDxW

4TCX3 — 208-230/1/60
4TCX3018A1000A 18,000  13.00/11.00 444 10.1 15 69 36 x 43 x 51

4TCX3024A1000A 24,000  13.00/11.20 444 13.6 20 70 36 x 43 x 51
4TCX3030A1000A 29,600  13.00/11.00 445 21.7 35 72 36 x 43 x 51
4TCX3036A1000A 36,000  13.00/11.00 450 23.2 35 72 36 x 43 x 51
4TCX3042A1000A 42,000  13.00/11.00 523 27.9 45 72 38 x 46 x 61
4TCX3048A1000A 46,500  13.00/11.00 607 31.1 50 72 38 x 46 x 61

4TCX3060A1000A 60,000  13.00/11.00 610 43.5 60 72 40 x 46 x 61
4TCX3 — 208-230/3/60

4TCX3036A3000A 36,000  13.00/11.00 450 18.2 30 72 36 x 43 x 51
4TCX3048A3000A 46,500  13.00/11.00 607 23.6 35 72 38 x 46 x 61
4TCX3060A3000A 60,000  13.00/11.00 610 31.7 50 72 40 x 46 x 61
4TCX3 — 460/3/60

4TCX3036A4000A 36,000  13.00/11.00 450 8.7 15 72 36 x 43 x 51
4TCX3048A4000A 46,500  13.00/11.00 607 11.7 15 72 38 x 46 x 61
4TCX3060A4000A 60,000  13.00/11.00 610 19.5 25 72 40 x 46 x 61

Table PC-1-C — 4TCC3 - American Standard 13 - Convertible Packaged Cooling - R-410A

Cooling Cabinet
Model Capacity Shipping Max Sound Dimensions (in.)
Number (Btuh) SEER/EER Weight MCA Fuse Rating HxDxW

4TCC3 — 208-230/1/60
4TCC3018A1000A 18,000  13.00/11.00 444 10.1 15 74 36 x 42 x 49

4TCC3024A1000A 23,000  13.00/11.00 444 13.6 20 76 36 x42 x 49
4TCC3030A1000A 28,000  13.00/10.40 445 21.7 35 75 36 x 42 x 49
4TCC3036A1000A 35,000  13.00/11.00 450 23.2 35 76 36 x 42 x 49
4TCC3042A1000A 40,000  13.00/11.00 523 27.9 45 78 38 x 45 x 59

4TCC3048A1000A 46,500  13.00/11.00 607 31.1 50 80 38 x 45 x 59
4TCC3060A1000A 58,000  13.00/11.00 610 43.5 60 79 40 x 45 x 59
4TCC3 — 208-230/3/60

4TCC3036A3000A 35,000  13.00/11.00 450 18.2 30 76 36 x 42 x 49
4TCC3048A3000A 46,500  13.00/11.00 607 23.6 35 80 38 x 45 x 59
4TCC3060A3000A 58,000  13.00/11.00 610 31.7 50 79 40 x 45 x 59
4TCC3 — 460/3/60

4TCC3036A4000A 35,000  13.00/11.00 450 8.7 15 76 36 x 42 x 49
4TCC3048A4000A 46,500  13.00/11.00 607 11.7 15 80 38 x 45 x 59
4TCC3060A4000A 58,000  13.00/11.00 610 19.5 25 79 40 x 45 x 59

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers PC-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Packaged Cooling

HEATING & AIR CONDITIONING

Convertible 112-5 Tons

Table PC-2-A — Features

4TCX3
1%2-5

4TCC3
1%2-5

e SEER upto
¢ Exclusive Duration™ high efficiency compressor with internal overload protection..............ccccccueuee.
* Factory supplied charge
e Composite VOrtica® iNAOOI DIOWET .........c.eueeeiieieieieesesiesie ettt ae e e e e e neenes
¢ High efficiency ECM indoor blower motor with Comfort-R™ airflow system........c.cccccoeviniiicneennnne.
¢ Direct drive multi-speed indoor blower motors

All aluminum Spine Fin™ OUtdOOT COIl.........eiiiiiiiiiieieee e
Swept-blade outdoor fan for QUIEt OPEIatION ...........cocuiiiiiiiieieee s
Architecturally integrated louvers and corner guards.
All SEEEITOUVETS ... e s a e s
Cabinet constructed of heavy gauge, galvanized steel and painted with a

weather-resistant POWAET PAINT. .......ccuiiiiiie e ree s
ST To LI ] =T L= oo To ) OSSPSR
Start kit - factory installed (single phase only)
High pressure cutout
LOW PIrESSUIE CULOUL ...ttt ettt ettt e et n e e et e b e e e s e e nn e e nneeennnan
Liquid line drier - factory installed
Non-bleed expansion valves on iNAOOK COIl........cc..iiiiiiiiiiiee e
Pressure taps, including liquid line taps, easily accessed and protected inside

COMPIeSSOr COMPAITMENT ...t e e e e e e e e s n e e e s nn e e e enneeas
Right side electrical service access for high and low voltage connections.
Rugged steel basepan features deep drawn duct CONNECHIONS .........ccoieeiiriieiiiiieiecee e
Steeply sloped COMPOSItE ArAINPAN .......ccueiitiiiiriieie et b e e s
Ships in horizontal configuration and converts quickly for downflow .
Copper tube, aluminum fin indoor coil
All models are certified 10 UL 1995 ...........ciiiiiiiieicreeses e
10-year compressor, 10-year outdoor coil, and 5-year all other functional

parts registered limited warranty (Residential US€)®.............ccccooiiiiiiiiiiiiic e
¢ 10-year compressor, 5-year outdoor coil and all other functional parts

registered limited warranty (Residential US€)D.............cccooiiiiiiiiiiiiiice e

* Extended warranties available

e -
RwR | R RERH
g o
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@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-2

Effective 7/15/10

14-1011-25



Amoricam Stamdard. Packaged Cooling

HEATING & AIR CONDITIONING cOnvertibIe 11/2-5 Tons

4TCY4 4TCX3 | 4TCC3
Table PC-3-A — Accessories 2-5 112-5 112-5
Model Number Description Shipping Weight
BAYACCDOR1A Hinged Filter ACCESS DOOITD .......c.cueuiueieieirieieieieeseeeeeeiee ettt nenenenas 2-3 1%2-3 1%2-3
BAYACCDOR2A. ...Hinged Filter Access Door@® . . 3%2-5 312-5 3%-5
BAYADAPO50A................ Adapter Curb (CabiNet A/B) ......cc.oiiiiiiiieie e 2-3 1%%-3 112-3
BAYADAPO51A.......cccene Adapter Curb (CabiNet C) .......uiiiiiiiiiecie e 2-3 1%2-3 1%2-3
BAYADAPO52A... ...Adapter Curb (Cabinet A/B) . 3%2-5 3¥2-5 3%2-5
BAYADAPO53A..........c.c.... Adapter Curb (CabiNet C) ......uuiiiiiiiiieiiecie ettt 3%2-5 3%2-5 3%2-5
BAYADAPO54A................ Adapter Curb (CabiNet D) .......c.oouiiiiiiiiiee e 3%2-5 3%2-5 3%2-5
BAYASCTOO01 ..... ...Anti-Short Cycle Timer® ..................... v v v
BAYCCHT101A.. ...Crankcase Heater (230V) (Reciprocating).. 2 1%2-2 172-2
BAYCCHT102A... ...Crankcase Heater (230V) (Scroll)........ 2Y2-5 2Y%-5 212-5
BAYCCHT404B .. ...Crankcase Heater (460V) (Scroll) ................. 3,4,5 3,4,5 3,45
BAYCOVR112A.. ...12" Duct Shourd (Covers Horizontal Ducts)® ... . 2-5 1%2-5 12-5
BAYCOVR118A 18" Duct Shourd (Covers Horizontal DUCES)® ..........ccururururiririniriiccceceeieieieieeeeeese s 2-5 1%2-5 172-5
BAYCURBO50A Flat Roof Full Perimeter Curb (Insulated) ..........cccceeveviiniinninnnnns Thoviiiiiiiieieiee, 2-3 1%2-3 1%2-3
BAYCURBO51A.. ...Flat Roof Full Perimeter Curb (Insulated) ......... T4 3%2-5 3%2-5 3%2-5
BAYDMPR101A.. ...2-Position Motorized Fresh Air Damper©O©@@®® .. 2-3 11%-3 11-3
BAYDMPR102A . ...2-Position Motorized Fresh Air DamperO®DE®® ...... 3%%-5 3%%-5 312-5
BAYECON101A.. ...Economizer with Barometric Relief (Downflow) D@®®@® . 2-3 11%-3 11-3
BAYECON102A.. ...Economizer with Barometric Relief (Downflow) D@E®® . ..65.. . 31%%-5 3%%-5 31%-5
BAYECON200A............... Economizer (Horizontal) D@®® .........ccoceiveerereeeieiereeeeeieeeeas 85 et 2-3 11%-3 11-3
BAYECON201A............... Economizer (Horizontal) O@@® ..........cooeeoeirerericineinnenrrenenens 85 it 31%-5 31%-5 31%-5
BAYECON204A............... Economizer (Horizonta)| O@®® ..... ...85.. 2-5 11%-5 116-5
BAYECONCOMB101A....BAYECON101A, door, and filter kit... 2-3 112-3 112-3
BAYECONCOMB102A....BAYECON102A, door, and filter kit... . 3%2-5 3%2-5 3%-5
BAYENTHOO1A ............... Enthalpy Control Kit@ ..........cooeiiiirieiiieeieeees s 2 4 v v
BAYEXMKOO1A............... Extreme Conditions Mounting Kit
(Used on BAYCURB & BAYADARP).......eiiiiiitiritetieiee sttt sne e v v v
BAYEXMKO002B Extreme Conditions Mounting Kit (Used on BAYUTIL) ......c.cccoviiiriiiiiieiese e v v v
BAYEXMKOO3A.. ...Extreme Conditions Mounting Kit (Used on Slab Mounts)............cccccooiiiiiiniiiiniiice. 4 v v
BAYFLTR101B .......ccueu 1-2" Filter Frame (requires one 20x25 filter which is
NOL INCIUAEA)D ..ot [ SRR 2-3 1%%-3 112-3
BAYFLTR201B ........c..c.... 1-2" Filter Frame (requires one 20x20 and one 20x18
filter which are not INClUded)® .........ccueeeerrrirrrrrr e B 312-5 3%2-5 3%2-5
BAYLIFTO02B.................. Lifting Lug Kit .......cccoeevenene. 4 v v
BAYLOAMO11A.. ...Evaporator Defrost Control Ki 4 4 v
BAYLOAM105A.. ...Low Ambient Control Kit......... . . 4 v v
BAYOSAHOO1A................ Manual Fresh Air DamperQ ..........cccceeeeeiernnnieennesesesese s B 2-3 1%2-3 172-3
BAYOSAHOO02A ............... Manual Fresh Air Damper@® ..........c.ccceeveeeeiceeeeieeeeeseeee e B 3%2-5 3%2-5 3%2-5
BAYQSTKS300A .. LLStart Kit 1 Phase Only | 1 Phase Only | 1 Phase Only
BAYSQRDOO1A.. ...16" Round Duct Adapter® . 2-3 1%2-3 112-3
BAYSQRDOO2A.. ...18" Round Duct Adapter® ... 2-5 112-5 112-5
BAYUTIL101B..... ...Roof Curb Utility Extension Kit... 2-3 1%2-3 112-3
BAYUTIL102B . ...Roof Curb Utility Extension Kit... . 3%2-5 3%2-5 3%2-5
BAYUV101A ... 21" Retrofit UVC Lamp Kit ........ociiiiiiie s 1%2-3 1%2-3 1%2-3
BAYUV102A .......ccevevnee 33" Retrofit UVC Lamp Kit ........ccueiiiiiiiieeieeee et 3%2-5 3%2-5 3%2-5
® Must use filter frame when economizer/fresh air kit is used.
@ Dry bulb control standard with economizer. EXISTING NEW UNIT USE
% 2-Stage cooling control required when using economizer. CURB 4TC/WC/YC****A BAYADAPO**A
Do not use with electronic thermostats.
(® BAYCOVR112,118A will not cover BAYSQRDO02A applications. BAYCURBO030,38A 018-036 50
® Does not contain barometric relief. BAYCURB030,38A 042-060 52
@ Max fresh air - 25%. BAYCURBO033A 018-036 51
For non-continuous fan gas-heating applications, the damper opens only when the BAYCURBO033A 018-060 53
OD ambient is above 50° F.
®© ltis the designer/engineer's responsibility to review product specifications prior to BAYCURBO34A 042-060 54
equipment selection to insure optimal performance and compliance to codes.
Temperature of mixed air entering the heat exchanger is monitored and fresh air intake may be reduced under certain conditions.
(@ BAYACCDOR1A requires BAYFLTR101B & BAYACCDOR2A requires BAYFLTR201B. They are not backward compatible to BAYFLTR101/201A.
For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.
_Fort cI?r?ple!e ?qui?ment /gombina:io_n f:selectti_ons,
installation instructions and warranty information, .
please refer to Product Data/Ratingg and/or Installers PC-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Packaged Cooling

HEATING & AIR CONDITIONING c°nvertible 11/2-5 Tons

Table PC-4-A — Supplementary Heaters — Separate power source /power entry required

Model Shipping
Number Description Used With Weight
BAYHTRV105E 3.76/5.0 kW Heater (208/240V 1PH) 4TC*3018-060A1,4024-060™M1 9
BAYHTRV108E 6.0/8.0 kW Heater (208/240V 1PH) 4TC*3018-060A1,4024-060M 10
BAYHTRV110E 7.50/10.0 kW Heater (208/240V 1PH) 4TC*3024-060A1,4024-060™1 10
BAYHTRV115E 11.27/15.00 kW Heater (208/240V 1PH) 4TC*3030-060A1,4036-060"™M1 14
BAYHTRV120E 15.00/20.0 kW Heater (208/240V 1PH)  4TC*3048-060A1,4048-060"™M 14
BAYHTRV125E 18.78/25.0 kW Heater (208/240V 1PH)  4TC*3060A1,4048-060™1 21
BAYHTRV305E 3.76/5.0 kW Heater (208/240V 3PH) 4TC*3018-060A3,4036-060A3 9
BAYHTRV308E 6.0/8.0 kW Heater (208/240V 3PH) 4TC*3018-060A3,4036-060A3 10
BAYHTRV310E 7.50/10.0 kW Heater (208/240V 3PH) 4TC*3024-060A3,4036-060A3 10
BAYHTRV315E 11.27/15.00 kW Heater (208/240V 3PH) 4TC*3030-060A3,4036-060A3 14
BAYHTRV320E 15.0/20.0 kW Heater (208/240V 3PH) 4TC*3048-060A3,4048-060A3 14
BAYHTRV325E 18.78/25.0 kW Heater (208/240V 3PH)  4TC*3060A3,4048-060A3 20
BAYHTRV405E 5.0 kW Heater (480V 3PH) 4TC*3018-060A4 9
BAYHTRV408E 8.0 kW Heater (480V 3PH) 4TC*3018-060A4 10
BAYHTRV410E 10.0 kW Heater (480V 3PH) 4TC*3024-060A4 10
BAYHTRV415E 15.00 kW Heater (480V 3PH) 4TC*3030-060A4 14
BAYHTRV420E 20.0 kW Heater (480V 3PH) 4TC*3048-060A4 14
BAYHTRV425E 25.0 kW Heater (480V 3PH) 4TC*3060A4 16
Table PC-4-B — Single Power Entry Kit/Heater Matrix:
Single Power Heater Unit Shipping
Entry Kit® Model Model Weight
BAYSPEKO60E BAYHTRV105E 4TC*3018-048A1,4TCY4024-048™M 3

BAYHTRV108E 4TC*3018-048A1,4TCY4024-060™M1

BAYHTRV110E 4TC*3024-036A1,4TCY4024-036™M1
BAYSPEKO61E BAYHTRV305E 4TC*3036-060A3,4TCY4036-060A3 7

BAYHTRV308E 4TC*3036-060A3,4TCY4036-060A3

BAYHTRV310E 4TC*3036-048A3,4TCY4036-048A3

BAYHTRV315E 4TC*3036-060A3,4TCY4036-048A3

BAYHTRV405E 4TC*3036-060A4

BAYHTRV408E 4TC*3036-060A4

BAYHTRV410E 4TC*3036-060A4

BAYHTRV415E 4TC*3036-060A4

BAYHTRV420E 4TC*3048-060A4
BAYSPEKO062E BAYHTRV105E 4TC*3060™M1 7

BAYHTRV108E 4TC*3060™M

BAYHTRV110E 4TC*3060"1,4TCY4036-060™M1
BAYSPEKO063E BAYHTRV115E 4TC*3030-060A1,4TCY4036-060™M1 7

BAYHTRV120E 4TC*3048-060A1,4TCY4048-060™M
BAYSPEKO064E BAYHTRV320E 4TC*3048-060A3,4TCY4048-060A3 6

@ All necessary fuses are included in kit; however, not all kits require fuses. Please refer to BAYSPEK Installers Guide.
Note: Replace "*" with "C" or "X" as appropriate.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, PC-4
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Amoricam Stamdard. Packaged Cooling
neatine w s conomonine - Convertible 3-10 Tons

Standard Features:

* American Standard Heating & Air Conditioning built scroll compressors on all 3-10
ton units except 3 ton standard efficiency model (Reciprocating Compressor)

* Colored and numbered wiring

¢ Phase Monitor, R-410A 3 Phase Units

* Provisions for through the Base Condensate Drain Connections

* Patented Hybrid Condenser Coil for easy cleaning

2" throwaway filters provided on all ton units

e Liquid Line Refrigerant Drier

* Operating Charge of R-410A

* |AQ Sloped Drain Pans

* Single point power for Electric Heat

e Low Ambient to 40°F on Electromechanical models

f\eNaturI'_ngk f New Cent * Low Ambient to 0°F on ReliaTel™ models

ew Look Tor a New Lentury ¢ 5 - year Limited Compressor Warranty

Beveled Top * 1 - year Limited Parts Warranty

Smoother Design Added Flexibility

Small compact cabinet

Recessed access handles * Electromechanical or ReliaTel™ controls (See page PC-15 for ReliaTel™ Control

Information)
e Standard or high efficiency cooling models available
» Convertible airflow (ships in downflow application)
e Fork lift openings on three sides of unit
* Direct or belt drive - standard or oversized motors (Direct for 3-5 ton only)
* We don’t prepackage options
» Choose options tailored to suit each job —pay only for what is needed
 Units ship with options installed —and within our standard ship cycle time

Factory Installed Options

e Through-the-Base — Electrical

* Convenience Outlet — Powered or unpowered

* Unit Disconnect Switch

» Smoke Detectors — Supply, return, or both

* Condenser Coil Coating

* Hinged Access Service Panels

* Discharge Air Sensor

* Fan Fail and Clogged Filter Switches

» Condenser Coil Guard — Hail Protection Quality
e TXV thermal expansion valve and split face evaporator coil
e Dehumidification Hot Gas Reheat Coil

* Frostat

* Novar Controls

e Comm 3/4 Communications Interface

* 2" Pleated Media filters

e 2" MERV 7 filters or 2" MERV 13 filters

The same American Standard Heating & Air Conditioning
Quality and Reliability ... with added Flexibility!

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers PC-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Cooling

HEATING & AIR CONDITIONING

Convertible 3-5 Tons, R-410A

Table PC-6-A — Base Unit — 15 SEER High Efficiency — R-410A — Electromechanical or ReliaTel™

Cooling Cabinet Shipping

Unit Performance® Capacity Dimensions (in.) Downflow Downflow Weight Max®
Tons Ordering No. SEER/EER (Btuh) HxWxL Supply Return (Ibs.) MCA* Fuse**
THC - 208-230/3/60 — Single Phase — No Heat
3 THCO36E1*0A0000 15.0 35,620 36 x 44 x 69 18x15.5 24x14 555 26.7 40
4 THCO048E1*0A0000 15.0 48,000 41 x 53 x 88 33x17.5 32.2x17.5 798 35.7 50
5 THCO060E1*0A0000 15.0 59,900 41 x 53 x 88 33x17.5 32.2x17.5 823 43.8 70
THC - 208/3/60 — Three Phase — No Heat
3 THCO36E3*0A0000 15.0 35,620 36 x 44 x 69 18x15.5 24x14 555 21.9 30
4 THCO048E3*0A0000 15.0 49,000 41 x 53 x 88 33x17.5 32.2x17.5 637 28.3 40
5 THCO60E3*0A0000 15.0 59,900 41 x 53 x 88 33x17.5 32.2x17.5 869 32.1 45
THC - 460/3/60 — Three Phase — No Heat
3 THCO036E4*0A0000 15.0 35,620 36 x 44 x 69 18x15.5 24x14 555 10.0 15
4 THCO048E4*0A0000 15.0 49,000 41 x 53 x 88 33x17.5 32.2x17.5 637 13.6 20
5 THCO060E4*0A0000 15.0 59,900 41 x 53 x 88 33x17.5 32.2x17.5 869 16.8 25
Table PC-6-B — Base Unit — Standard Efficiency — R-410A — Electromechanical or ReliaTel™

Cooling Cabinet Shipping

Unit Performance Capacity Dimensions (in.) Downflow Downflow Weight Max
Tons Ordering No. SEER/EER (Btuh) HxWxL Supply Return (Ibs.) MCA* Fuse**
TSC - 208-230/1/60 — Single Phase — No Heat
3 TSCO036E1*0A0000 13.0 38,000 36 x 43 x 69 18x15.5 24 x 14 555 27.2 40
4 TSC048E1*0A0000 13.0 49,000 36 x 43 x 69 18 x 15.5 24 x 14 586 35.2 50
5 TSCO060E1*0A0000 13.0 58,000 36 x 43 x 69 18 x15.5 24 x 14 636 43.8 70
TSC — 208-230/3/60 — Three Phase — No Heat
3 TSCO36E3*0A0000 13.0 38,000 36 x 43 x 69 18 x 15.5 24 x 14 555 21.4 30
4 TSCO048E3*0A0000 13.0 49,000 36 x 43 x 69 18 x15.5 24 x 14 586 25.2 35
5 TSCO060E3*0A0000 13.0 60,000 36 x 43 x 69 18x15.5 24 x 14 636 29.5 45
TSC - 460/3/60 — Three Phase — No Heat
3 TSCO036E4*0A0000 13.0 38,000 36 x 43 x 69 18 x15.5 24 x 14 555 10.1 15
4 TSCO048E4*0A0000 13.0 49,000 36 x 43 x 69 18x 155 24 x 14 586 12.5 15
5 TSCO060E4*0A0000 13.0 60,000 36 x 43 x 69 18 x 15.5 24 x 14 636 15.5 25
TSC — 575/3/60 — Three Phase — No Heat
3 TSCO36EW*0A0000 13.0 37,400 36 x 43 x 69 18x15.5 24 x 14 555 8.0 15
4 TSC048EW*0A0000 13.0 49,200 36 x 43 x 69 18 x 15.5 24 x14 586 9.0 15
5 TSCO60EW*0A0000 13.0 63,100 36 x 43 x 69 18 x 15.5 24 x14 636 10.1 15

® HACR breaker per NEC.

@ Downflow Airflow/Horizontal Airflow.

® SEER applies, 3-5 tons; EER applies 6-10 tons.

* Digit 9 - E = Electromechanical or R = ReliaTel™.

** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-6

Effective 7/15/10
14-1011-25



Americam Stamdard. Packaged Cooling

HEATING & AIR CONDITIONING cOnvertibIe 6 = 10 Tons, R-410A

Table PC-7-A — Base Unit — High Efficiency — R-410A — Electromechanical or ReliaTel™

Cooling Cabinet Shipping
Unit Performance Capacity Dimensions (in.) Downflow Downflow Weight Max®

Tons Ordering No. EER (Btuh) HxWxL Supply Return (Ibs.) MCA**  Fuse**
THC - 208-230/3/60 — Three Phase High Efficiency

6 THC072E3*0A0000 12.6 72,000 47 x 53 x 89 33x17.5 32.13x17.5 997 33.9 50
72 THC092E3*0A0000 13.0 92,000 51x63x100 32.25x19.25 32.25x16.75 1528 42.7 50
8%z THC102E3*0A0000 13.0 103,000 51x63x100 32.25x19.25 32.25x16.75 1553 44.7 60
10 THC120E3*0A0000 12.5 119,000 51x63x100 3225x19.25 32.25x16.75 1563 50.3 60
THC — 460/3/60 —Three Phase

6 THCO072E4*0A0000 12.6 72,000 47 x 53 x 89 33x17.5 32.13x17.5 997 16.3 25
72 THC092E4*0A0000 13.0 92,000 51x63x100 32.25x19.25 32.25x16.75 1528 19.8 25
8% THC102E4*0A0000 13.0 103,000 51x63x100 3225x19.25 32.25x16.75 1553 229 30
10 THC120E4*0A0000 12.5 119,000 51x63x100 3225x19.25 32.25x16.75 1563 24.9 30
Table PC-7-B — Base Unit — Standard Efficiency — R-410A — Electromechanical or ReliaTel™

Cooling Cabinet Shipping
Unit Performance® Capacity Dimensions (in.) Downflow Downflow Weight Max®

Tons Ordering No. SEER/EER (Btuh) HxWxL Supply Return (Ibs.) MCA** Fuse**
TSC —208-230/3/60 — Three Phase — No Heat

6 TSCO072E3*0A0000 11.2 71,200 42 x 53 x 88 33x17.5 32.13x17.5 898 36.5 50
7' TSCO090E3*0A0000 11.1 89,000 42 x 53 x 88 33x17.5 32.13x17.5 815 38.2 60
7'/> TSCO092E3*0A0000 11.2 89,300 46 x 53 x 88 33x17.5 32.13x17.5 1009 43.3 50
8'/> TSC102E3*0A0000 11.2 96,600 46 x 53 x 88 33x17.5 32.13x17.5 1048 46.3 60
10 TSC120E3*0B0000 11.3 110,300 46 x 53 x 88 33x17.5 32.13x17.5 1123 55.9 60
TSC - 460/3/60 — Three Phase — No Heat

6 TSCO072E4*0A0000 11.2 71,200 42 x 53 x 88 33x17.5 32.13x17.5 898 18.2 25
7'/ TSCO090E4*0A0000 11.1 89,000 42 x 53 x 88 33x17.5 32.13x17.5 815 19.5 30
7'/> TSC092E4*0A0000 11.2 89,300 46 x 53 x 88 33x17.5 32.13x17.5 1009 21.5 25
8'/> TSC102E4*0A0000 11.2 96,600 46 x 53 x 88 33x17.5 32.13x17.5 1048 21.9 25
10 TSC120E4*0B0000 11.3 110,300 46 x 53 x 88 33x17.5 32.13x17.5 1123 26.5 35
TSC - 575/3/60 — Three Phase — No Heat

6 TSCO072EW*0A0000 11.2 71,200 42 x 53 x 88 33x17.5 32.13x17.5 898 12.7 20
7'/ TSCO90EW*0A0000 11.1 89,000 42 x 53 x 88 33x17.5 32.13x17.5 815 14.7 20
7'/> TSC092EW*0A0000 11.2 89,300 46 x 53 x 88 33x17.5 32.13x17.5 1009 15.9 20
8'/> TSC102EW*0A0000 11.2 96,600 46 x 53 x 88 33x17.5 32.13x17.5 1048 17.5 20
10 TSC120EW*0B0000 11.3 110,300 46 x53 x 88 33x17.5 32.13x17.5 1123 21.2 25
(® HACR breaker per NEC.
@ Downflow Airflow/Horizontal Airflow.
(® SEER applies, 3-5 tons; EER applies 6-10 tons.
* Digit 9 - E = Electromechanical or R = ReliaTel™.
** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
For complete equipment / combination selections,
installation instructions and warranty information, PC-7 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard.

HEATING

& AIR CONDITIONING

Packaged Cooling
Convertible 3-10 Tons
(Model Digit Numbers)

Digit Description Order Number Digit Description Order Number
1-8 Main Assembly (see previous page) 19 Disconnect/Circuit Breaker /Phase Monitor (3 phase only)
9 Unit Controls No Disconnect/ Circuit Breaker .... 0
Electro-Mechanical Unit Mounted Non-Fused Disconn 1
ReliaTel™ Micro-processor Unit Mounted %}rcuit Breaker® 2
Phase Monitor 3
1? f\,.si?,i:' S:t;;aggﬂ::;‘? Phase Monitor® & Non-Fused Disconnect Switch 4
First Sequence Phase Monitor® & Circuit Breaker.................ccceevvnee. 5
12-13 Service Sequence 20 Convenience Outlet
First Sequence (Factory Supplied)............cc.coocveven... *,% No Convenience Outlet ... ..0
14 Fresh Air Selection Unpowered Convenience Outlet... A
No Fresh Air Powered Convenience Outlet (3 phase only) ..B
0-50% Manual Outside Air Damper@®@ 21 Communications Options®
0-50% Motorized Outside Air Damper No Communications Interface .0
0-100% Economizer, Dry Bulb without Comm 3/4 Communications Interface . 1
Barometric Relief @ ...........cocoveieireniisieeireenenns c Novar 2024 Gontrols .. 3
0-100% Economizer, Dry Bulb with Novar 3051 Controls ....... .4
Barometric Relief® ©.......cccooooeveervcrerereeeeeerea. D 22 Refrigeration System Option
0-100% Economizer, Reference Enthalpy Standard Refrigeration System . .0
without Barometric ReliefO® ...........ccc.cooovrrrurennee. E Dehumidification (Hot Gas Reheat Coil) ..B
0-100%Economizer, Reference Enthalpy 23 Refrigeration Controls
with Barometric Relief®O® No Refrigeration Control .0
0-100%Economizer, Comparative Enthalpy Frostat® ............. 2
without Barometric Relief ©® ... G Crankcase Heater .................... 3
0-100%Economizer, Comparative Enthalpy Frostat® and Crankca: ...6
with Barometric Relief (B@ ..................................... 24 Swolée Dtketest?r@t© o
15 Supply Fan/Drive Type/Motor o Smoke Detector
Sg:\c‘j,ard Drive P Return Air Smoke Detector ©®©® A
Oversized Motor. . Supply Air Smoke Detector .......... B
Optional Belt Drive Motor (3 phase only)............cc........ 2 Supply and Return Air Smoke Detectors ®® .. ..C
16 Hinged Service Access & Filters 25 Monitoring Controls®
Standard Panels & Filters....................ccoccoorirriinnnene. 0 No Monitoring Control® .0
Hinged Access Panels & Standard Filters... LA Clogged Filter _SW|tch 1
Standard Panels & 2" Pleated Filters MERV 7............. B Fan Failure Switch® ...... 2
Hinged Access Panels & 2" Pleated Filters MERV 7....C Discharge Air Sensing Tube® ............. 3
Standard Panels/2" MERV 13 Filters...... D Clogged Filter Switch and Fan Fail Switch® .4
High Access Panels/2" MERV 13 Filters Clogged Filter Switch and Discharge
17 Condenser Coil Protection Air Sensing Tube® s PR S 5
Standard Coil Fan Fail Switch and Discharge Air Sensing Tube 6
Standard Coil with Hail Guard........... 1 Clogged Filter and Fan Fail Switches
Black Epoxy Pre-Coated Condenser Coil and Discharge Air Sensing Tube® 7
Black Epoxy Pre-Coated Condenser Coil Novar Return Air Sensor® 8
with Hail Guard Novar 3051 Zone Sensor® .9
Complete Coat™ Condenser Coil ........
Complete Coat™ Condenser Coil with
18 Through the Base Provisions
No Through the Base Provisions
Through the Base Electric®

Enthalpy col

ntrol not available factory installed with electro-mechanical controls.

®

@ Economizer with Barometric Relief is for downfllow configured units only. Order Economizer
without Barometric Relief for horizontal configuration. Barometric relief for horizontal
configured units must be ordered as field installed accessory BAYBARMO10A.

® Requires use of Disconnect or Circuit Breaker.

@ Standard refrigeration metering device - short orifice.

® Frostat cannot be field installed in electro-mechanical units.

® High Pressure control is standard on 3 phase units with scroll compressors and in TSCO36A.

@ Not available with BAYFRST001A High Temperature Stat accessory.

The return air smoke detector may not fit up or work properly on the Convertible units when

used in conjunction with 3rd party accessories such as bolt on heat wheels, economizers

and power exhaust. Do not order the return air smoke detectors when using this type of

® Return Air Smoke Detector cannot be ordered with Novar Controls.

These options are standard when ordering Novar Controls.
This options for use when ordering Novar Control only.

@ The manual outside air damper will ship factory suppiied within the unit, but must be field

installed.

@® Requires Selection of 2" Pleated Filters (Option B or C) for Digit 16.

Through the base electric required when ordering disconnect/circuit breaker options.
® Not available with electro-mechanical unit controls.

@® Novar Sensor utilized with digit 21 = (4) Novar 3051 Controls without Zone Sensor.

accessory.
Heaters (Digit 10)
kW Nominal No. kW Nominal No.
Rating Digit BTUH Stages Used With Rating Digit BTUH Stages Used With
208/240/1/60 460/3/60
3.7/5.0 (A) 12,800/17,100 1 T*C036-060E1 6.0 (B) 20,500 1 T*C036-060E4
7.5/10.0 (D) 25,600/34,100 2 T*C036-060E1 12.0 (E) 41,000 2 T*C036-060E4
10.3/13.8 (F) 35,300/47,100 2 T*C036-060E1 17.6 (G) 59,400 2 T*C036-060E4
13.2/17.6 (G) 45,100/60,100 2 T*C048-060E1 23.0 (J) 78,500 2 T*CO60E4
208/240/3/60 9.0 (C) 30,700 1 T*C072-102,E4
4.5/6.0 (B) 13,400/20,500 1 T*C036-060E3 18.0 (G) 61,400 1 T*C072-120A4,E4
9.0/12.0 (E) 30,800/59,400 2 T*C036-060E3 27.0 (K) 92,100 2 T*C072-120A4,E4
13.2/17.6 (G) 44,600/59,400 2 T*C036-060E3 36.0 (N) 122,900 2 T*C072-120A4,E4
17.2/23.0 (J) 58,900/78,500 2 T*CO60E3 54.0 (P) 184,300 2 T*C120A4,E4
6.75/9.0 (C) 23,000/30,700 1 T*C072-102A3,E3 575/3/60
13.5/18.0 (G) 46,100/61,400 1 T*C072-120A3,E3 6.0 (B) 20,500 1 T*C036-060EW
20.3/27.0 (K) 69,000/92,100 2 T*C072-120A3,E3 12.0 (E) 41,000 2 T*C036-060EW
27.0/36.0 (N)  92,200/122,900 2 T*C072-120A3,E3 17.6 (G) 59,400 2 T*C036-060EW
40.5/54.0 (P)  138,200/184,300 2 T*C120A3,E3 23.0 (J) 78,500 2 T*CO60EW
9.0 (C) 30,700 1 T*C072-102AW,EW
18.0 (G) 61,400 1 T*C072-120AW,EW
27.0 (K) 92,100 2 T*C072-120AW,EW
36.0 (N) 122,900 2 T*C072-120AW,EW
54.0 (P) 184,300 2 T*C120AW,EW

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-8

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Cooling

Convertible 3-10 Tons, R-410A
Electric Heaters

Table PC-9-A — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Model Power kW Nominal No.

Number Supply Rating BTUH Stages Used With

BAYHTRE105A 208-230/1/60 3.8/5.0 12,900/13,400 1 T*C036E1,TSC048-060E1
BAYHTRE110A 208-230/1/60 7.5/10.0 25,600/34,000 2 T*CO36E1,TSC048-060E1
BAYHTRE114A 208-230/1/60 10.4/13.8 35,000/47,100 2 T*CO36E1,TSC048-060E1
BAYHTRE118A 208-230/1/60 13.2/17.6 45,100/60,100 2 TSC048-060E1
BAYHTRE306B 208-230/3/60 4.5/6.0 13,400/20,500 1 T*C0O36E3,TSC048-060E3
BAYHTRE312B 208-230/3/60 9.0/12.0 30,800/41,000 2 T*C036E3,TSC048-060E3
BAYHTRE318B 208-230/3/60 13.0/17.4 44,600/59,400 2 T*C036E3,TSC048-060E3
BAYHTRE323B 208-230/3/60 17.3/23.0 44,600/59,400 2 TSCO60E3

BAYHTRE406B 460/3/60 6.0 20,500 1 T*C036E4,TSC048-060E4
BAYHTRE412B 460/3/60 12.0 41,000 2 T*C036E4,TSC048-060E4
BAYHTRE418B 460/3/60 17.4 59,400 2 T*C036E4,TSC048-060E4
BAYHTRE423B 460/3/60 17.3/23.0 59,400 2 TSCO60E4

BAYHTREWO06B 575/3/60 6.0 20,500 1 T*C0O36EW,TSC048-060EW
BAYHTREW12B 575/3/60 12.0 41,000 2 T*CO36EW,TSC048-060EW
BAYHTREW18B 575/3/60 17.4 59,400 2 T*CO36EW,TSC048-060EW
BAYHTREW23B 575/3/60 17.3/23.0 59,400 2 TSCO60EW

BAYHTRX105A 208-230/1/60 3.8/5.0 12,900/13,400 1 THC048-060E1
BAYHTRX110A 208-230/1/60 7.5/10.0 25,600/34,000 2 THC048-060E1
BAYHTRX114A 208-230/1/60 10.4/13.8 35,000/47,100 2 THCO048-060E1
BAYHTRX118A 208-230/1/60 13.2/17.6 45,100/60,100 2 THCO048-060E1
BAYHTRX306B 208-230/1/60 4.5/6.0 13,400/20,500 1 THC048-060E3
BAYHTRX312B 208-230/3/60 9.0/12.0 30,800/41,000 2 THCO048-060E3
BAYHTRX318B 208-230/3/60 13.0/17.4 44,600/59,400 2 THCO048-060E3
BAYHTRX323B 208-230/3/60 17.3/23.0 59,000/78,500 2 THCO060E3

BAYHTRX406B 460/3/60 6.0 20,500 1 THCO048-060E4
BAYHTRX412B 460/3/60 12.0 41,000 2 THCO048-060E4
BAYHTRX418B 460/3/60 18.0 59,400 2 THCO048-060E4
BAYHTRX423B 460/3/60 23.0 78,500 2 THCO60E4

For complete equipment / combination selections,

installation instructions and warranty information, .
please refer to Product Data/Ratings and/or Installers PC-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Table PC-10-A — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Packaged Cooling

Convertible 6-10 Tons, R-410A

Electric Heaters

Model Power kW Nominal No.

Number Supply Rating BTUH Stages Used With

BAYHTRS309B 208-230/3/60 6.75/9.0 23,000/30,700 1 TSCO72E3

BAYHTRS318B 208-230/3/60 13.5/18.0 46,100/61,400 2 TSCO72E3

BAYHTRS327B 208-230/3/60 20.3/27.0 69,000/92,100 2 TSCO72E3

BAYHTRS336B 208-230/3/60 27.0/36.0 92,200/122,900 2 TSCO072E3

BAYHTRW309A 208-230/3/60 6.75/9.0 23,000/30,700 1 TSCO90E3

BAYHTRW318A 208-230/3/60 13.5/18.0 46,100/61,400 1 TSCO090E3

BAYHTRW327A 208-230/3/60 20.3/27.0 69,000/92,100 2 TSCO90E3

BAYHTRW336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TSCO090E3

BAYHTRT309B 208-230/3/60 6.75/9.0 23,000/30,700 1 TSCO092E3,TSC102E3

BAYHTRT318B 208-230/3/60 13.5/18.0 46,100/61,400 2 TSCO092E3, TSC102E3, TSC120E3**A
BAYHTRT327B 208-230/3/60 20.3/27.0 69,000/92,100 2 TSC102E3, TSC120E3**A, TSC092E3
BAYHTRT336B 208-230/3/60 27.0/36.0 92,200/122,900 2 TSC092E3, TSC102E3, TSC120E3**A
BAYHTRT354B 208-230/3/60 40.5/54.0 138,200/184,300 2 TSC120E3**A

BAYHTRA318A 208-230/3/60 13.5/18 46,100/61,400 1 TSC120E3**B

BAYHTRA327A 208-230/3/60 20.3/27 69,000/92,100 2 TSC120E3**B

BAYHTRA336A 208-230/3/60 27/36 92,200/122,900 2 TSC120E3**B

BAYHTRA354A 208-230/3/60 40.5/54 138,200/184,300 2 TSC120E3**B

BAYHTRS409B 460/3/60 9.0 30,700 1 TSC072E4

BAYHTRS418B 460/3/60 18.0 61,400 2 TSC072E4

BAYHTRS427B 460/3/60 27.0 92,100 2 TSCO072E4

BAYHTRS436B 460/3/60 36.0 122,900 2 TSCO072E4

BAYHTRW409A 460/3/60 9 30,700 1 TSCO090E4

BAYHTRW418A 460/3/60 18 61,400 1 TSCO090E4

BAYHTRW427A 460/3/60 27 92,100 2 TSCO090E4

BAYHTRW436A 460/3/60 36 122,900 2 TSCO090E4

BAYHTRT409B 460/3/60 9.0 30,700 1 TSC092E4,TSC102E4

BAYHTRT418B 460/3/60 18.0 61,400 2 TSC092E4, TSC102E4, TSC120E4**A
BAYHTRT427B 460/3/60 27.0 92,100 2 TSC092E4, TSC102E4, TSC120E4**A
BAYHTRT436B 460/3/60 36.0 122,900 2 TSC092E4, TSC102E4, TSC120E4**A
BAYHTRT454B 460/3/60 54.0 184,300 2 TSC120E4**A

BAYHTRA418A 460/3/60 18 61,400 1 TSC120E4**B

BAYHTRA427A 460/3/60 27 92,100 2 TSC120E4**B

BAYHTRA436A 460/3/60 36 122,900 2 TSC120E4**B

BAYHTRA454A 460/3/60 54 184,300 2 TSC120E4**B

For complete equipment / combination selections,

installation instructions and warranty information, PC-10 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard. Packaged Cooling Convertible
Heatine 2 e conoimionine - GadQ Tons, R-410A Electric Heaters

Table PC-11-A — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Model Power kw Nominal No.

Number Supply Rating BTUH Stages Used With

BAYHTRSW09B 575/3/60 9.0 30,700 1 TSCO72EW

BAYHTRSW18B 575/3/60 18.0 61,400 2 TSCO72EW

BAYHTRSW27B 575/3/60 27.0 92,100 2 TSCO72EW

BAYHTRSW36B 575/3/60 36.0 122,900 2 TSCO72EW

BAYHTRWW18A 575/3/60 18 61,400 1 TSCO90EW

BAYHTRWW27A 575/3/60 27 92,100 2 TSCO90EW

BAYHTRWW36A 575/3/60 36 122,900 2 TSCO90EW

BAYHTRTW18B 575/3/60 18.0 61,400 2 TSC092EW, TSC102EW,TSC120EW**A
BAYHTRTW27B 575/3/60 27.0 92,100 2 TSCO092EW, TSC102EW
BAYHTRTW36B 575/3/60 36.0 122,900 2 TSCO092EW, TSC102EW,TSC120EW**A
BAYHTRTW54B 575/3/60 54.0 184,300 2 TSC120EW**A

BAYHTRAW18A 575/3/60 18 61,400 1 TSC120EW**B

BAYHTRAWS36A 575/3/60 36 122,900 2 TSC120EW**B

BAYHTRAWS54A 575/3/60 54 184,300 2 TSC120EW**B

BAYHTRU309A 208-230/3/60 6.8/9.0 23,000/30,700 1 THCO072E3

BAYHTRU318A 208-230/3/60 13.5/18.0 46,100/61,400 1 THCO072E3

BAYHTRU327A 208-230/3/60 20.3/27.0 69,000/92,100 2 THCO072E3

BAYHTRU336A 208-230/3/60 27.0/36.0 92,100/122,900 2 THCO72E3

Packaged Cooling Convertible
6-10 Tons, High Efficiency
R-410A Electric Heaters

Table PC-11-B — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Model Power kw Nominal No.

Number Supply Rating BTUH Stages Used With

BAYHTRD309A 208-230/3/60 6.8/9.0 23,000/30,700 1 THCO092E3, THC102E3
BAYHTRD318A 208-230/3/60 13.5/18.0 46,100/61,400 1 THC092E3, THC102E3,THC120E3
BAYHTRD327A 208-230/3/60 20.3/27.0 69,000/92,100 2 THCO092E3, THC102E3,THC120E3
BAYHTRD336A 208-230/3/60 27.0/36.0 92,100/122,900 2 THC092E3, THC102E3,THC120E3
BAYHTRD354A 208-230/3/60 40.6/54.0 138,000/184,300 2 THC120E3

BAYHTRU409A 460/3/60 9.0 30,700 1 THCO072E4

BAYHTRU418A 460/3/60 18.0 61,400 1 THCO072E4

BAYHTRU427A 460/3/60 27.0 92,100 2 THCO072E4

BAYHTRU436A 460/3/60 36.0 122,900 2 THCO072E4

BAYHTRD409A 460/3/60 9.0 30,700 1 THCO092E4, THC102E4
BAYHTRD418A 460/3/60 18.0 61,400 1 THC092E4, THC102E4,THC120E4
BAYHTRD427A 460/3/60 27.0 92,100 2 THC092E4, THC102E4,THC120E4
BAYHTRD436A 460/3/60 36.0 122,900 2 THC092E4, THC102E4,THC120E4
BAYHTRD454A 460/3/60 54.0 184,300 2 THC120E4

For complete equipment / combination selections,

installation instructions and warranty information, PC-11
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americom Stavdard. Packaged Cooling

HEATING & AT coNPITIONING Convertible 3-10 Tons Accessories

Table PC-12-A — Accessories

Model Number Description Used With

BAYABRDOO1C............. ReliaTel™ Options ModUIE ..........cceeeerierierieieeee e All T*036-120E, R (ReliaTel™) See Note®
BAYASCT001®®* ....... Anti-Short-Cycle TIMET ....ooviieeeieeie e All T*036-120E, R (Electro Mechanical)
BAYBARMO10A® ........ Barometric RElief.........coviiiiieiieeeeeee e THC036-060E, THCO36E

BAYBARMO11A® ........ Barometric RElief..........c.coviiiiiieiceeeeeeeeeee e TSC072-120E, THC048E-120E

BAYCCHTO010B Crankcase Heater ..........cccueveciiiiiee e TSC036-048E1, 3

BAYCCHTO11B ... ... Crankcase Heater.... ...TSC036-048E4, W

BAYCCHTO17A ............ Crankcase Heater ..........cccueveciiiiiee e TSCO060ET1, 3

BAYCCHTO18A ............ CrankCase HEAer ..........ccuueieiieeeee e TSCO060E4, EW

ASYSTAT712BO® ....... CO, Sensor Kit, Wall Mounted .............ccocoviiiininiiiciiii All T*036-120E, R (ReliaTel™)
ASYSTAT714BO® ....... CO, Sensor Kit, Duct Mounted ..............cccoooriicciei All T*036-120E, R (ReliaTel™)
BAYCURBO042A® THCO36E, TSCO36E-060E
BAYCURBO43A®......... ...THCO048E-072E, TSC072-120E

BAYCURBO44A ............ THCO092E-120E

BAYDFPS003B®® ...... Clogged Filter SWItCh.........cooiiiiiiieeee e All T*036-120E, R (ReliaTel™)
BAYDFPS004A®® ...... Fan Failure SWItCh .........cccviiiie e All T*036-120E, R (ReliaTel™)

BAYDFPSO014A ............ All T*036-120E, R (ReliaTel™)
BAYDMPRO053B® ...THCO36E, TSCO36E-060E

BAYDMPRO056B® THCO048E-120E, TSC072-120E
BAYDMPRO51A® ........ 0-50% Motorized Outside Air Damper.........ccceevevieerieeneeneeninans THCO36E_R, TSC036-060E_R (ReliaTel™)
BAYDMPRO052A® ........ 0-50% Motorized Outside Air Damper.........ccccceeeveeeiieeeciieennns THCO36E_E, TSCO36E-060E_E (Electro Mechanical)
BAYDMPRO54A® ........ 0-50% Motorized Outside Air Damper ... ...THC048-120E_R, TSC072-120E_R (ReliaTel™)
BAYDMPRO55A® ........ 0-50% Motorized Outside Air Damper.........ccccceeeveeeiieeeciieennns THCO048-120E_E, TSC072-120E_E (Electro Mechanical)
BAYECONO85A® ........ 0-100% Dry Bulb Economizer without Barometric Relief ......... THCO36E_R, TSC036E-060E_R (ReliaTel™)

BAYECONO086A® ........ 0-100% Dry Bulb Economizer without Barometric Relief ...
BAYECONO8S7A® ........ 0-100% Dry Bulb Economizer without Barometric Relief ...
BAYECONO088A® ........ 0-100% Dry Bulb Economizer without Barometric Relief

...THCO36E_E, TSCO36E-060E_E (Electro Mechanical)
...THC048-120E_R, TSC072E-120E_R (ReliaTel™)
THCO048-120E_E, TSC072E-120E_E (Electro Mechanical)

BAYENTHO05A0® ...... Reference Enthalpy Kit .........ccooeirieiiiiiiniecnceeseea BAYECONO85A, 087A
BAYENTHO006B®® ...... Comparative Enthalpy Kit .........ccceiiririiiiecceeeeeee BAYECONO085A, 087A
BAYENTHOO1A............. Enthalpy Control (Solid State) .........ccceorerreneireeneeseeeens BAYECONOO86A, 088A
BAYFRSTO03A®® ...... High Temperature Stat..........ccocovevieieeieiieieeeee e All T*036-120E

@ Kits contain all necessary parts to achieve desired level of enthalpy control.

@ Lynn Haven Manufacturing has a No-Return policy for this roof curb.

® For use with ReliaTel™ controlled units only.

® Barometric Relief accessory installs in ductwork for horizontal configuration. For downflow configuration, installs in the unit's horizontal return duct. See Installer's
Guide for complete instructions.

(® BAYABRDO001C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A), Discharge Air
Sensing Kit (BAYTUBEOO04A) or Evaporator Defrost Control (Frostat) (BAYLOAMO020B) Ventilation Override Kit (BAYVNORO0O01B) unless the following options
are factory installed: Frostat, Smoke Detector, Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options include the
ReliaTel™ Options Module.

® For use with electromechanical controlled units only.

@ Activated on Power On.

Field installed accessory requires economizer.

(® The manual outside air damper will ship factory supplied within the unit, but must be field installed.

For complete equipment / combination selections,

installation instructions and warranty information, _ .

please refer to Product Data/Ratings and/or Installers PC-12 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amoricam Stamdard. Packaged Cooling
neatine & arn conoirionine (Conyertible 3-10 Tons Accessories

Table PC-13-A — Accessories

Model Number Description Used With
BAYGARDO37B............ Condenser Coil Hail Guard.............cccoueeveeicceeeec e TSC036-060E, THCO36E
BAYGARDO40A ............ Condenser Coil Hail Guard.. ....THC048-060E, TSC072E-090E
BAYGARDO41A............ Condenser Coil Hail Guard.............cccoueeveeicceeeec e TSC092-120E, THCO72E
BAYGARDO70A............ Condenser Coil Hail Guard..........ccceeviiiiiiieniie e, THCO092E-120E
BAYHSDRO12A. ............ High Static Drive Kit..........ccoiiiieiieieie e THCO072E

BAYHSMTO82A ............ 2 HP Oversized Motor Kit (208-230/460V) ......cccevvueeerieeiiiieannns TSCO72ES, 4
BAYHSMTO83A............. 2 HP Oversized Motor Kit (575V) ....cecveveeiieiieiiesieesieeseeeieeneen TSCO72EW

BAYHSMTO86A ............ 3 HP Oversized Motor Kit (208-230/460V) .......cccecvevueriuerieeneanns TSCO90E-102E3, 4
BAYHSMTO87A ............ 3 HP Oversized Motor Kit (575V) ....cccceeeeeeiieieeeieeiecie e TSCO090E-102EW
BAYHSMT402A ............ 2 HP Oversized Motor Kit ..........ccocovvevuiiiiiiieciecieceeceecieee e THCO72ES3, 4
BAYKSKT255B.............. SHArt Kt oveeeeceecee e TSCO036E1-060E1
BAYLOAMO020BO®® .. Evaporator Defrost Control (Frostat)...........ccoeeeerverveneiiennieene. All T*036-120E, R (ReliaTel™)
BAYLSDROO6B............. Low Static Drive Kit: 3-5T High Efficiency..........c.ccceovriiniennns THCO36E-060E
BAYLSDROO09A............. Low Static Drive Kit.......ceioveriesieiieseeeee e TSC092-120E, THCO72E
BAYPWRXO070A............ Power Exhaust, 3-5T (230V).....ccciiiereerieieeiesiesieeie e see e TSC036-060E3, THC048-060E3
BAYPWRXO071A............ Power Exhaust, 3-5T (460V).... ....TSC036-060E4, THC048-060E4
BAYPWRX072A..... .... Power Exhaust, 3-5T (575V).... ....TSC036-060EW
BAYPWRX026A® ........ Power Exhaust (208-230/3) . ....TSC072-120E3
BAYPWRX027A® ........ Power EXNaust (460/3) ......ceieereeriierieeniieieeieseeenee e see e sneens TSC072-120E4
BAYPWRX028A® ........ Power EXNAUSt (575/3) ...ccuvecuieeiieiiiecieeeie et TSC072-120EW
BAYQACBO009A®® ..... Quick Adapt RoOf CUM ......ccveiiiiiiceecc e THCO36E, TSC036-060E
BAYQACBO10A®@® ..... Quick Adapt ROOf CUM ......ocviiiiiieceeee e THCO36E, TSC036-060E

BAYQACBO11AQ® ..... Quick Adapt Roof Curb ....
BAYQACBO012A®@Q® .... Quick Adapt Roof Curb ....
BAYQACBO013A®® .... Quick Adapt Roof Curb.....

....TSC072-120E, THC048-072E
....TSC072-120E, THC048-072E
...TSCO072-120E, THC048-072E

BAYSTAT023® ............ Remote Potentiometer.........cceoooiiiiiiiiiiicie e, All T*036-120E, R
BAYSERVO01A® ......... Selective Resistance Service Tester..........ccooceeieeciieeececcieeeeenn, All T*036-120E, R
BAYSENSO016A® ......... TEMPErature SENSOK ......ccuieeiieiiiee ettt All T*036-120E, R

BAYTUBEOOS5A ............ Discharge Air Sensing Kit.........ccooveieeiieiiiieieeeeeee e TSC036-060E_R, THCO36E_R
BAYTUBEOO7A ............ Discharge Air Sensing Kit.... ....TSC072-120E_R, THC048-072E_R
BAYTUBE401A ............ Discharge Air Sensing Kit..........cccooiiiiiiiiiiiiiice TSC120E_R

BAYTUBE403A ............ Discharge Air SENSiNg Kit.......cccevverieiieiieiese e TSC092-120E_R
BAYVNORO001B®®® .. Ventilation Override Kit w/ReliaTel™ options module................ All T*036-120E, R

@ For ReliaTel™ microprocessor controlled units only. Must be factory installed for electromechanical controlled units.
Lynn Haven Manufacturing has a No-Return policy for this roof curb.

® For use with ReliaTel™ controlled units only.

® BAYABRDO001C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A), Discharge Air
Sensing Kit (BAYTUBEOO04A) or Evaporator Defrost Control (Frostat) (BAYLOAMO020B) Ventilation Override Kit (BAYVNORO001B) unless the following options
are factory installed: Frostat, Smoke Detector, Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options include the
ReliaTel™ Options Module.

(® BAYQACBO009A adapts YCD units BAYCURB021B to accept T*C 3-5 ton unit. BAYQACBO010A adapts YCD units BAYCURB022B to accept T*C unit.

® Cannot be used in conjunction with Barometric Relief. Order Economizer without Barometric Relief.

(@ BAYQACBO012A adapts YCD units BAYCURBO25A to accept T*C 6-10 ton unit. BAYQACBO013A adapts YCD units BAYCURB026A to accept T*C 6-10 ton unit.

Field installed accessory requires economizer.

* Either Standard or High Efficiency.

For complete equipment / combination selections,

installation instructions and warranty information, _ .

please refer to Product Data/Ratings and/or Installers PC-13 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Cooling
Convertible 3-10 Tons, R-410A
Zone Sensors / Thermostats

Table PC-14-A — Zone Sensors for ReliaTel™ Controlled Units

Model
Number Description Used With
ASYSTAT106A Single Setpoint Manual Changeover T*C036-120 (A or E)_R
ASYSTAT107A Single Setpoint T*C036-120E, R
ASYSTAT108A Dual Setpoint Manual or Auto Changeover T*C036-120 (A or E)_R
ASYSTAT109A Dual Setpoint Changeover Sensor T*C036-120E, R
ASYSTAT111A Remote Room Sensor
ASYSTAT777A Programmable Night Setback w/System

Function Lights (Vertical Style) T*C036-120 (A or E)_R
ASYSTAT708A Programmable Night Setback w/System Function Lights T*C036-120 (A or E)_R
ASYSTAT710A Wall Mounted Humidity Sensor T*C036,120A,3,4,W-R, T*C036-120E_R
ASYSTAT711A Duct Mounted Humidity Sensor T*C036-120A-B,T*C036-120E_R
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT111A

*Either standard or high efficiency models.

Table PC-14-B — Thermostats — Electromechanical

Model

Number Description Used With

BAY24X042 DPDT Fan and Electric Heat Relay ASYSTAT092A,BAYSTAT051,052
BAY28X190® Locking Thermostat Cover for up to 4 units Room Thermostats
ASYSTAT712B CO2 Sensor Kit (Wall Mounted) T*C036-120 (A or E)_R
ASYSTAT714B CO2 Sensor Kit (Duct Mounted) T*C036-120 (A or E) R
ACONT200AN11AA  Electronic, 1Htg/1Clg (Non Prog.) T*C033-090A,T*C036-120E_R

O Do not use with programmable thermostats.

For complete equipment / combination selections,

installation instructions and warranty information, PC-14
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdord. ReliaTel” Controls

HEATING & AIR CONDITIONING

Packaged Unit Protection/Operation Timings and Features

Alternating Lead/Lag — Dual Compressor Models Only —

During periods of part load operation, each compressor cycles
alternately as circuit number one, equalizing compressor wear and run
time. Enabled by cutting the wire (BLUE) at (RTRM) junction number
J3-8. Standard

Anti Short Cycle Timer (ASCT) Function — Provides a three (3)
minute minimum “ON” time and a three (3) minute minimum “OFF” time
for compressors, enhances compressor reliability by ensuring proper oil
return. Standard

Built In Evaporator Defrost Control (EDC) Function —
Provides low ambient cooling down to 0°F. Standard

Built In Fan Delay Relay (FDR) Function — Provides custom indoor
fan timing sequences for the different types of equipment, enhancing
efficiency and reliability. Standard

Built In Night Set Back and Unoccupied Functions® — When using
a standard dual setpoint/auto change over Zone Sensor Module (ZSM),
this function is enabled by applying a short across terminal J6-11 and
J6-12. Sets cooling setpoint up a minimum of 7°F, sets heating setpoint
back a minimum of 7°F, forces outside air damper (if present) minimum
position to zero, and forces fan operation to automatic. Accessory
(requires time clock accessory or field supplied/installed switch or
contacts).

Built In “TEST” Mode — Aids in quick verification of system
and control operation, exercises both hardware and software
(no special tools required). Standard

Built In Unoccupied Mode(® — When using a standard single
setpoint/manual change over Zone Sensor Module (ZSM), this function
is enabled by applying a short across terminal J6-11 and J6-12. Forces
outside air damper (if present) minimum position to zero, forces fan
operation to automatic. Accessory (requires time clock accessory or
field supplied/installed switch or contacts).

Direct Digital Control (DDC)® — Proportional Integral (PI) control.
Proportional — sets corrective action proportional to deviation from
setpoint. Integral — fine tunes the rate of corrective action proportional
to the error (results in superior space temperature control). Standard

Economizer Preferred Cooling® — Provides fully integrated
operation if required. Will not turn on a compressor with the economizer,
if the space is recovering adequately with the economizer alone (0.2°F/
minute). Allows the equipment to be utilized in more varied applications.
Standard with economizer accessory.

Emergency Stop Terminals On Low Voltage Terminal Board

(LTB-5 and LTB-6) — Provides a convenient point to disable the
equipment completely, and immediately. Still provides communication to
BAS. Standard

Heat Pump Smart Recovery and Smart Staging® — Inhibits
auxiliary heat operation if the space is recovering adequately
(0.1°F/minute) with the heat pump alone, providing considerable
savings in operating costs. Standard

Heat Pump Soft Start — Provides a smooth transition into heating
after defrost, minimizing noise and compressor stress associated with
switch over. Standard

@ Denotes features lost from utilizing standard conventional stat.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-15

Increased Reliability — Fewer components (moving electro-
mechanical parts), less likelihood of equipment down time or
failure. Standard

Integral Electric Heat Staging® — Stages electric heaters “OFF”
and “ON”, eliminating the use of outdated sequencers. Standard

Intelligent Fallback® — A built in Default Control provides adaptive
operation, which allows the equipment to continue to operate,
providing comfort in the event of certain component failures. Also,
allows emergency operation without a Zone Sensor Module (ZSM).
Standard

Low Ambient Start Timer (LAST) Function — Bypasses low
pressure control when a compressor starts, eliminating nuisance
compressor lock outs. Standard

Lower Installation Cost — Using a standard Zone Sensor Module
(ZSM), control voltage wiring may be run up to five (5) times further
than any electromechanical system, with no increase in wire gauge.
Example: Electromechanical System — 30 feet maximum using 22
gauge wire. Micro Control System — 150 feet using 22 gauge wire.
Standard

On Board Diagnostics® — Assist with equipment troubleshooting, if
a problem occurrence should take place. Standard

Remote Sensing® — All standard Zone Sensor Modules

(ZSMs) have remote sensing capabilities, typically achieved by using
an expensive program-mable thermostat and remote sensor with
electromechanical equipment. Accessory (requires use of remote
sensor).

Selectable Economizer Dry Bulb Change Over — Allows the
capability of selecting the following dry bulb change over points:
63, 67, 70 or 73°F. Standard with economizer accessory.

Space Temperature Averaging® — All standard Zone Sensor
Modules (ZSMs) have space temperature averaging capabilities,
typically achieved by using an expensive programmable thermostat
and minimum of four (4) remote sensors with electromechanical
equipment. Averaging with ReliaTel™ can be achieved with two
(2) sensors.

Supply Air Tempering® — A built in feature, once enabled only
through an ICS device, may also be enabled using a digital or
programmable Zone Sensor Module. When in the HEAT mode

(and not actively heating), if supply air temperature drops 10°F below
the heating setpoint, heat is turned on until supply air temperature
rises to a point 10°F above the heating setpoint. Provides temperate
air during the “OFF” cycle, and eliminates cold air dumping from
supply ducts. Extremely effective when introducing any quantity of
fresh air. Standard when using a RTOM, ICS device, digital, or
programmable Zone Sensor Module.

Time Delay Relay (TDR) Function — Provides an incremental
staging delay between compressors, minimizes equipment current
inrush and consumption by keeping compressors from starting
simultaneously. Standard

Low Pressure and High Pressure Compressor Lockout — 3 trips
will lockout control.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

ReliaTel” Controls

Operation With An Electromechanical Thermostat

When the ReliaTel™ RTRM Thermostat Interface is used, equipment operation
differs significantly. The basic equipment protection features remain intact, and the

following features and benefits are LOST:

¢ Direct Digital Control (DDC) —
Proportional Integral (PI) control
is lost, equipment is controlled by
a thermostat or generic building
automation system device.

¢ Intelligent Fall back is lost, if a failure
occurs in the device controlling the
equipment, operation will cease.

¢ Installation is more costly, with the
addition of a thermostat or generic
control, the control wiring size must be
increased.

¢ Heat Pump Smart Recovery and
Smart Staging is lost, Heat Pump
operation becomes more costly unless
generic control being applied can
accomplish this.

* Remote Sensing capabilities are lost,
unless generic control being applied
can accomplish this.

* Low ambient disabled economizer
and second condensing fan cycling
capability.

PC-16

* Space Temperature Averaging
capabilities are lost, unless generic
control being applied can accomplish
this.

e Supply Air Tempering feature is lost,
discharge air temperature may be cold
when not actively heating if outdoor
air is being introduced through the
equipment.

* Built In Night Set Back and
Unoccupied functions are lost, unless
generic control being applied can
accomplish this.

¢ Built In Unoccupied Mode is lost,
unless generic control being applied
can accomplish this.

* Economizer Preferred Cooling
Feature is lost, all compressor
operation is locked out below 50°F.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

1212-25 Ton TCD-E — Downflow
1212-25 Ton TCH-E — Horizontal

¢ Reliatel™ control features are listed on

page PC-15

e Built-in anti-short cycle, time-delay relay

and minimum on time controls

* 2" throwaway filters
e Liquid line drier
e Built-in fork lift holes

Packaged Cooling with ReliaTel™
Controls 122-25 Tons, R-410A

 Operating charge of R-410A
* Quick-Access on 1212 — 25

* Sloped sheet metal drain pan
* Dedicated horizontal and downflow units

* Single point power for electric heat

e Complete line of optional electric heaters
¢ Internally enhanced coil tubing
* Low ambient to 0°F standard
* Colored and numbered wiring

Table PC-17-A — TCD-E, TCH-E Ultra-High Efficiency

¢ Phase monitor

* Quick-adjust idler arm pulley. Adjust belt
tension, change belts, adjust airflow quickly
(12%2 — 25 tons),

downflow only

e UL listed and CSA certified

* 5-year limited compressor warranty

(12%2 - 172 tons)

e 1-year limited compressor warranty

(20 and 25 tons)

Unit Power Supply  Performance Cooling Dimensions (in.) Shipping Max Fuse Size or Downflow®

Tons  Model No. Volts/Phase/Hz EER (30)  Capacity (Btuh) HxWxL Weight (Ibs.) MCA® Max Circuit Breaker(D  Roofcurb
12', TC*151E300A  208-230/3/60 12.0 149,000 54 x 85%16 x 12216 2433 65 80 BAYCURB027B
15 TC*181E300B  208-230/3/60 12.0 181,000 54 x 85%16 x 122516 2435 72 90 BAYCURBO027B
17'/, TC*211E300A  208-230/3/60 12.0 215,000 64" x 85%16 x 122516 2495 98 125 BAYCURBO027B
20 TC*241E300A  208-230/3/60 11.0 264,000 64'/s x 85%16 X 122%15 2498 105 125 BAYCURB027B
25 TC*301E300A  208-230/3/60 11.0/10.6  285,000® 64'/s x 85%16 X 122515 2505 122 150 BAYCURB027B
12'/,  TC*151E400A 460/3/60 12.0 149,000 54 x 85%16 x 122516 2433 31 40 BAYCURBO027B
15 TC*181E400B 460/3/60 12.0 181,000 54 x 85%16 x 122%16 2435 37 45 BAYCURB027B
17"/, TC*211E400A 460/3/60 12.0 215,000 64'/s x 85%16 x 12256 2495 47 60 BAYCURB027B
20 TC*241E400A 460/3/60 11.0 264,000 64'/s x 85%16 x 122515 2498 52 70 BAYCURBO027B
25 TC*301E400A 460/3/60 11.0/10.6  285,000® 64'/s x 85%16 X 122%16 2505 61 70 BAYCURBO027B
12'/, TC*151EWO00A 575/3/60 12.0 149,000 54 x 85%16 x 12216 2433 25 30 BAYCURB027B
15 TC*181EW00B 575/3/60 12.0 181,000 54 x 85%16 x 122%16 2435 31 40 BAYCURBO027B
17'/,  TC*211EWO00A 575/3/60 12.0 215,000 64" x 85%16 x 12251 2495 38 50 BAYCURBO027B
20 TC*241EW00A 575/3/60 11.0 264,000 64'/s x 85%16 X 122%16 2498 42 50 BAYCURB027B
25 TC*301EWO00A 575/3/60 11.0/10.6  285,000® 64'/s x 85%16 X 122515 2505 49 60 BAYCURB027B

Table PC-17-B — TCD-E, TCH-E

Unit Power Supply  Performance Cooling Dimensions (in.) Shipping Max Fuse Size or® Downflow

Tons  Model No. Volts/Phase/Hz EER(30) Capacity (Btuh) HxWxL Weight (Ibs.) MCA® Max Circuit Breaker* Roofcurb
12'/, TC*150E300A  208-230/3/60 11.0 158,000 50"s x 715/ x 10756 1857 68 80 BAYCURBO026B
15 TC*180E300A  208-230/3/60 11.0 189,000 54 x 85%16 x 12215 2371 78 100 BAYCURB027B
17"/, TC*210E300A  208-230/3/60 11.0 212,000 54 x 85%16 x 122515 2398 95 125 BAYCURB027B
20 TC*240E300A  208-230/3/60 10.2 250,000 54 x 85%46 x 122516 2400 104 125 BAYCURB027B
25 TC*300E300A  208-230/3/60 10.0 282,000 54 x 85%16 x 122516 2407 124 150 BAYCURBO027B
12'/,  TC*150E400A 460/3/60 11.0 158,000 50"s x 715/ x 10756 1857 32 40 BAYCURB026B
15 TC*180E400A 460/3/60 11.0 189,000 54 x 85%16 x 122%16 2371 37 45 BAYCURB027B
17/, TC*210E400A 460/3/60 11.0 212,000 54 x 85%16 x 122516 2398 47 60 BAYCURBO027B
20 TC*240E400A 460/3/60 10.2 250,000 54 x 85%+6 x 122%16 2400 50 60 BAYCURB027B
25 TC*300E400A 460/3/60 10.0 282,000 54 x 85%16 x 122515 2407 59 70 BAYCURB027B
12'/,  TC*150EWO00A 575/3/60 11.0 158,000 50"s x 715/ x 10756 1857 25 30 BAYCURBO026B
15 TC*180EWO00A 575/3/60 11.0 189,000 54 x 85%16 x 12215 2371 32 40 BAYCURB027B
17"/,  TC*210EWO00A 575/3/60 11.0 212,000 54 x 85%16 x 122515 2398 37 50 BAYCURB027B
20 TC*240EW00A 575/3/60 10.2 250,000 54 x 85%46 x 122516 2400 40 50 BAYCURB027B
25 TC*300EW00A 575/3/60 10.0 282,000 54 x 85%16 x 122516 2407 48 60 BAYCURBO027B
® HACR type circuit breaker per NEC.

@ Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

® Downflow only.

@ 278,000 in the horizontal airflow configuration.

* Digit 3 - H = Horizontal or D = Downflow.

For complete equipment / combination selections,

installation instructions and warranty information, PC-17 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americom Stamdard, Packaged Cooling with ReliaTel™
neatine woaim conoimionine Controls 12Y2-25 Tons FIOPS

Table PC-18-A — Factory Installed AccessoriesO®

For Complete list of all Factory Installed Options, please refer to the FIOPS section of this book.

Digit Description Order Number Used With

1-9 Main Assembly (see previous page)

10 Factory Installed Options
No Options 0 TC*150-301
Downflow Economizer® A TCD150-301
Oversized Motor B TC*150-241
Downflow Economizer and Oversized Motor® C TCD150-241
TXV/Face - Split Evaporator H TCD151, 181, 211, 241, 301
Oversized Motor and TXV/Face -Split Evaporator J TCD151, 181, 211, 241
Downflow Economizer, Oversized Motor and TXV/Face K TCD151, 181, 211, 241
Split Evaporator®
Downflow Economizer with TXV/Face - Split Evaportor® L TCD151, 181, 211, 241, 301
Reheat Coil@® M TCD151, 181, 241
Downflow Economizer with Reheat Coil® N TCD151, 181, 241
Oversized Motor and Reheat Coil® P TCD151, 181, 241
Downflow Economizer, Oversized Motor and R TCD151, 181, 241

Reheat Coil ®@®

11-12  Minor Design and Service Sequence

@ Price includes accessory and factory installation.
@® Four (4) week shipping approximately.
® Some field set up required.

® All 10th digit model numbers including reheat coil (M,N,P,R) require additional factory installed options; ReliaTel™ Options Module (FIYABRD002B), Frostat
(FIYLOAMO23A or FIYLOAMO31A), and 2" Pleated Filters (refer to FIOPS section for appropriate model number usage). For these or any Factory Installed Options

not included in 10th digit model number, digits 1-3 must be TED.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-18

Effective 7/15/10
14-1011-25



Amorticaon Stavdard, Packaged Cooling with ReliaTel™

HEATING & AIR CONDITIONING

Controls 122-25 Tons, R-410A
Zone Sensors /| Thermostats

Table PC-19-A — Zone Sensors for ReliaTel™

Model Number Description Used With

ASYSTAT106A Single Setpoint Manual Changeover YC*150-301

ASYSTAT108A Dual Setpoint Manual or Automatic Changeover YC*150-301

ASYSTAT111A Remote Room Sensor ASYSTAT777A
ASYSTAT777A Programmable Night Setback YC*150-301

ASYSTAT710A Wall Mounted Humidity Sensor YFD151,181,241 (with Reheat)
ASYSTAT711A Duct Mounted Humidity Sensor YFD151,181,241 (with Reheat)
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT777A

For additional Controls Information:

See ReliaTel™ and Micro Control features on PC-15 and PC-16.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-19

Effective 7/15/10
14-1011-25



Americom Stamdard, Packaged Cooling with ReliaTel™

HEATING & AT coNPITIONING Controls 12'2-25 Tons Accessories

Table PC-20-A — Field Installed Accessories
For complete list of of All Factory Installed Options refer to FIOPS section of this book.

Model Number Description Used With

BAYABRDO002® ............. ReliaTel™ Options ModUIE..........ccoouiiiiiiieiiiecie e TC*150E-TC*301E
ASYSTAT713B@............ CO, Sensor Wall Mounted.............ccoooveiiiiciiiiiiicice TC*150E-TC*301E w/Economizer
ASYSTAT715B@............ CO, Sensor Duct Mounted...........ccccooviiiieiiiiiicce TC*150E-TC*301E w/Economizer

BAYCURBO026B®® ....... Downflow Roof Curb (Can not be adapted for horizontal use) ..... TCD150E
BAYCURB027BG®® ....... Downflow Roof Curb (Can not be adapted for horizontal use) ..... TCD151E-TCD301E, TCD180E-300E

BAYDFPS005A®®........ Clogged Filter Switch (MERV 7)
BAYDFPS006A®®........ Fan Failure Switch

TC*150E-TC*301E
... TC*150E-TC*301E

BAYDFPSO13A............. Clogged Filter Switch (MERV 13) TC*150E-TC*301E
BAYDMPRO29C............. 0-25% Manual Outside Air Damper...........ccceveeriiiieeneenieeeeeens TC*150E-TC*301E
BAYDMPRO57A.............. 0-50% Motorized Outside Air Damper.........cccccevvveeieenieeneenieeienens TC*150E

BAYDMPRO58A.............. 0-50% Motorized Outside Air Damper..........cccceevvveiniiiiniiecenineenns TC*151E-TC*301E, TC*180E-300E
BAYECONO089A® .......... Downflow Economizer with Barometric Relief TCD150E

BAYECONO090A® .......... Downflow Economizer with Barometric Relief TCD151E-TCD301E, TCD180E-300E
BAYECONO91A ............. Horizontal ECONOMIZET .....coovvvieiiiiieieieeeeeeeeeeeeeee e TCH150E

BAYECONOQ92A ............. Horizontal ECONOMIZET ....ccovveveieieeieeeeeeeeeeeeeeeeeee e TCH151E-TCH301E, TCH180E-300E
BAYENTHO07AO® ....... Reference Enthalpy Kit........cooveiieeiieiieieceese e All BAYECONO089-92A
BAYENTHO08A®® ....... Comparative Enthalpy Ki All BAYECONO089-92A
BAYFRSTOO03A .............. High Temperature Stat ..........ccoociiiiiiii e TC*150E-TC*300E, TC*151E-301E
BAYGARDO044B® .......... Tool-less Hail Guard TC*150E

BAYGARDO045A®.......... Tool-less Hail Guard TC:151 E, TC*180E, TC*181E, TC*210E
BAYGARDO51A ............. Tool-less Hail GUArd..........cooiiiiiiiiiiieeeee e ¥8*228§

BAYGARDO50A ............. Tool-less Hail GUANT.........cccoiiriiiiiiiiiee s TC*211E, TC*241E, TC*301E
BAYHSDRO05B® .......... High Static DIIVE .....cc.oiviiiiiiiececnee e TC*150E, TC*151E, TC*180E, TC*181E
BAYHSDRO10A® .......... High Static DIIVE .....cc.ciiiieiiieceeeee e TC*211E, TC*241E. TC*300E
BAYHSDRO11A® .......... High StatiC DIVE ..o TC*210E, TC*240E, TC*301E

O Kit contains all necessary parts to achieve desired level of Enthalpy Control.

® Reference Enthalpy senses outside temperature/humidity and inside return/mixed air temperature/humidity.

® Comparative Enthalpy senses outside temperature/humidity and inside return/mixed air temperature/humidity.

® High static drive and oversized motors are mutually exclusive, Do Not Combine.

® Clarksville manufacturing has a no return policy for this roof curb.

® For downflow use only. Can not be adapted for horizontal units.

@ BAYABRDO02B is required when ordering field installed BAYDFPS005A or 006A, BAYTUBEOOSA or 009A and BAYLOAMO023A or BAYVNOR002B.
Field or factory installed option.

® Field installed accessory. Requires an economizer.

For complete equipment / combination selections,

installation instructions and warranty information, PC-20 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard. Packaged Cooling with ReliaTel™
veatine & arn conoirionine Controls 12Y2-25 Tons Accessories

Table PC-21-A — Field Installed Accessories
For complete list of of All Factory Installed Options refer to FIOPS section of this book.

Model Number Description Used With
BAYHSMTO039BO® ....... 5HP Oversized Motor Kit (208-230/460V) TC*150
BAYHSMT040BO® ....... 5HP Oversized Motor Kit (575V)............... ...TC*150
BAYHSMTO055BO® ....... 5HP Oversized Motor Kit (208-230/460V) TC*180E
BAYHSMT042A0® ....... 7-1/2HP Oversized Motor Kit (575V) .....coicueeiiiiiieiiieeiiieeeieeene TC*210E, TC*211E, TC*240E, TC*241E
BAYHSMT072A0® ....... 7-1/2HP Oversized Motor Kit (575V)......... ...TC*180E, TC*181E
BAYHSMT098A®® ....... 7-1/2HP Oversized Motor Kit (208-230V).. ...TC*211E, TC*241E
BAYHSMT099A®® ....... 7-1/2HP Oversized Motor Kit (460V) .......cceeeiiireiiiieiiieeeieeene TC*211E, TC*241E
BAYLOAMO023A® .......... Evaporator Defrost Control Frostat............ccoceeiiiiiiiiiiiieciieen. TC*150E, TC*151E, TC*180E, TC*181E
TC*210E, TC*240E, TC*300E
BAYLOAMO31A ............. Evaporator Defrost Control Frostat............ccoceviiiiiiieiiiieeiinenn, TC*211E, TC*241E, TC*301E
BAYLSDRO04A®@............ LOW StatiC DIVE ..eeveeeeiiiiiie et TC*150E, TC*180E, TC*210E,
TC*211E, TC*240E, TC*241E
BAYLSDR002A®@............ LOW StatiC DIIVE ...ccoviieiiiie e TC*151E, TC*181E, TC*300E
BAYPWRX029A............. Power Exhaust for all 12%2-25 Ton 230V units BAYECONO089-090A, TCD150-240
BAYPWRXO030A............. Power Exhaust for all 1212-25 Ton 460V units ...BAYECONO089-090A, TCD150-240
BAYPWRXO031A............. Power Exhaust for all 12%2-25 Ton 575V units BAYECONO089-090A, TCD150-240
BAYSERVOO1A.............. Selective Resistance Service TeSter ........coocvvveeeeeiiciieeeeeeeieen. TC*150E-TC*301E
BAYSTAT023@............... Remote Potentiometer ........ooooveiiiiiiiiiei e All Economizers and 0-50%
Motorized Air Dampers
BAYTUBEOOBA®®®..... Discharge Air Sensing Kit .........c.cccocieriiiiiiiiieneee e TCD150E-TCD301E
BAYTUBEOO9A®®® ..... Discharge Air Sensing Kit ..........cccccooviiiiiiiiiiiiiiicceeee, TCH150E-TCH301E
BAYQACBO44A.............. Adapter CUM ... BAYCURBO026A/B to BAYCURBO027A/B
BAYVNORO002B® .......... Ventilation Override Kit...........coooiiiiiiiiiiieeceeceeee e TC*150-301 w/ReliaTel™

Options Module

® High static drive and oversized motors are mutually exclusive, Do Not Combine.

@ Low static drive and oversized motors are mutually exclusive, Do Not Combine.

® Cannot be used with Integrated Comfort™ Systems.

® Used for true discharge air sensing in both heating and cooling models.

(® BAYABRDO002B is required when ordering field installed BAYDFPS005A or 006A, BAYTUBEOOSA or 009A and BAYLOAMO031A or BAYVNORO02B.
® Field or factory installed option.

For complete equipment / combination selections,

installation instructions and warranty information, PC-21 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americom Stamdard. Packaged Cooling with ReliaTel™

HEATING & AIR CONDITIONING

Controls 12'2-25 Tons Heaters

Table PC-22-A — Downflow Supplementary Heaters:

Model Power kW Nominal No.

Number Supply Rating BTUH Stages Used With

AYDHTRK318A 208-230/3/60 13.5/18.0 46,100/61,400 1 TCD150E-180E, TCD151E-181E
AYDHTRK336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TCD150E-180E, TCD151E-181E
AYDHTRK354A 208-230/3/60 40.5/54.0 138,200/184,300 2 TCD150E-180E, TCD151E-181E
AYDHTRL418A 460/3/60 18.0 61,400 1 TCD150E-180E, TCD151E-181E
AYDHTRK427A 460/3/60 27.0 92,150 2 TCD181E

AYDHTRK436A 460/3/60 36.0 122,900 2 TCD150E-180E, TCD151E-181E
AYDHTRK454A 460/3/60 54.0 184,300 2 TCD150E-180E, TCD151E-181E
AYDHTRL336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TCD210E-300E, TCD211E-301E
AYDHTRL354A 208-230/3/60 40.5/54.0 138,200/184,300 2 TCD210E-300E, TCD211E-301E
AYDHTRK372A 208-230/3/60 54.0/72.0 184,300/245,700 2 TCD210E-300E, TCD211E-301E
AYDHTRL427A 460/3/60 27.0 92,150 2 TCD211E,TCD241E,TCD301E
AYDHTRL436A 460/3/60 36.0 122,900 2 TCD210E-300E, TCD211E-301E
AYDHTRL454A 460/3/60 54.0 184,300 2 TCD210E-300E, TCD211E-301E
AYDHTRK472A 460/3/60 72.0 245,700 2 TCD210E-300E, TCD211E-301E
Table PC-22-B — Horizontal Supplementary Heaters:

Model Power kW Nominal No.

Number Supply Rating BTUH Stages Used With

AYHHTRN318A 208-230/3/60 13.5/18.0 46,000/61,400 1 TCH150E,TCH180E
AYHHTRP336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TCH150E,TCH180E
AYHHTRP354A 208-230/3/60 40.5/54.0 138,200/184,300 2 TCH150E,TCH180E
AYHHTRN418A 460/3/60 18.0 61,400 1 TCH150E,TCH180E
AYHHTRP436A 460/3/60 36.0 122,900 2 TCH150E,TCH180E
AYHHTRP454A 460/3/60 54.0 184,300 2 TCH150E,TCH180E
AYHHTRN336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TCH210E-300E, TCH211E-301E
AYHHTRN354A 208-230/3/60 40.5/54.0 138,200/184,300 2 TCH210E-300E, TCH211E-301E
AYHHTRN372A 208-230/3/60 54.0/72.0 184,300/245,700 2 TCH210E-300E, TCH211E-301E
AYHHTRN436A 460/3/60 36.0 122,900 2 TCH210E-300E, TCH211E-301E
AYHHTRN454A 460/3/60 54.0 184,300 2 TCH210E-300E, TCH211E-301E
AYHHTRN472A 460/3/60 72.0 245,700 2 TCH210E-300E, TCH211E-301E
AYHHTRM318A 208-230/3/60 13.5/18.0 46,100/61,400 1 TCH151E, TCH181E
AYHHTRMB336A 208-230/3/60 27.0/36.0 92,200/122,900 2 TCH151E, TCH181E
AYHHTRM354A 208-230/3/60 40.5/54.0 138,200/184,300 2 TCH151E, TCH181E
AYHHTRM418A 460/3/60 18.0 61,400 1 TCH151E,TCH181E
AYHHTRM436A 460/3/60 36.0 122,900 2 TCH151E, TCH181E
AYHHTRM454A 460/3/60 54.0 184,300 2 TCH151E,TCH181E

Note: Unit with heater is single circuit/single point.

For complete equipment / combination selections,

installation instructions and warranty information, PC-22 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Cooling with ReliaTel
Controls 1212-25 Tons Heaters

™

Table PC-23-A — Downflow Supplementary Heaters:

Model Power kw Nominal No.

Number Supply Rating BTUH Stages Used With

AYDHTRLWS54A 575/3/60 54.0 184,300 2 TCD210E-300E, TCD211E-301E
AYDHTRKW18A 575/3/60 18.0 61,400 1 TCD150E-180E, TCD151E-181E
AYDHTRKW54A 575/3/60 54.0 184,300 2 TCD150E-180E, TCD151E-181E
AYDHTRKW72A 575/3/60 72.0 245,700 2 TCD210E-300E, TCD211E-301E
AYDHTRMW36A 575/3/60 36.0 122,900 2 TCD150E-300E, TCD151E-301E
Table PC-23-B — Horizontal Supplementary Heaters:

Model Power kw Nominal No.

Number Supply Rating BTUH Stages Used With

AYHHTRMW18A 575/3/60 18.0 61,400 1 TCH151E,TCH181E
AYHHTRMW36A 575/3/60 36.0 122,900 2 TCH210E-300E, TCH151E-301E
AYHHTRMW54A 575/3/60 54.0 184,300 2 TCH151E,TCH181E
AYHHTRNW18A 575/3/60 18.0 61,400 1 TCH150E,TCH180E
AYHHTRNW54A 575/3/60 54.0 184,300 2 TCH210E-300E, TCH211E-301E
AYHHTRNW72A 575/3/60 72.0 245,700 2 TCH210E-300E, TCH211E-301E
AYHHTRPW36A 575/3/60 36.0 122,900 2 TCH150E,TCH180E
AYHHTRPW54A 575/3/60 54.0 184,300 2 TCH150E,TCH180E

Note: Unit with heater is single circuit/single point.

See ReliaTel™ and Micro Control features on PC-15 and PC-16.

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PC-23

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump
Convertible 2-5 Tons

Table PH-1-A — 4WCZ6 - Heritage® 16 - Convertible Packaged Heat Pump - R-410A

Model EER Shipping Max Sound Dim;asti.:;e: (in.)
Number Capacity  SEER High/Low HSPF _ Weight MCA  Fuse Rating HxDxW
4WCZ6 — 208-230/1/60

4WCZ6036A1000A 36,000 16.40 12.20/13.30 9.00 468 26.2 40 70 38 x43x51
4WCZ6048A1000A 47,500 16.00 12.00/13.60 9.00 607 34.1 50 71 42 x 46 x 61
4WCZ6060A1000A 56,500 15.20 11.50/12.50 8.60 623 37.1 60 73 42 x46 x61
4WCZ6 — 208-230/3/60

4WCZ6036A3000A 36,000 16.40 12.20/13.30 9.00 468 19.1 30 70 38 x43x51
4WCZ6048A3000A 47,500 16.00 12.00/13.60 9.00 607 245 35 71 42 x 46 x 61
4WCZ6060A3000A 56,500 15.20 11.50/12.50 8.60 623 30.3 45 73 42 x46x61
4WCZ6 — 460/3/60

4WCZ6036A4000A 36,000 16.40 12.20/13.30 9.00 468 104 15 70 38x43x51
4WCZ6048A4000A 47,500 16.00 12.00/13.60 9.00 607 15.3 20 71 42 x 46 x 61
4WCZ6060A4000A 56,500 15.20 11.50/12.50 8.60 623 19.2 25 73 42 x46x61

Table PH-1-B — 4DCZ6 - Heritage Hybrid™ Comfort 16 - Convertible Packaged Heat Pump - R-410A

Cooling Gas Cabinet
Model Capacity  Capacity Heating Shipping Max Sound Dimensions (in.)
Number (BTUH)  Output (1 Stg./2 Stg.) SEER/EER HSPF AFUE(%) Weight MCA Fuse Rating HxDxW
4DCZ6 — 208-230/1/60
4DCZ6036A1075A 35,000 48,400/60,000 16.00/12.00 9.00 79.5 488 26.2 40 70 38x43x51
4DCZ6048A1096A 47,500 62,000/77,000 16.00/12.00 9.00 80.0 665 34.1 50 71 42x46x61
4DCZ6060A1120A 57,000 77,500/96,000 15.20/11.50 8.60 80.0 676 37.1 60 73 42x46 x 61
4DCZ6 — 208-230/3/60
4DCZ6036A3075A 35,000 48,400/60,000 16.00/12.00 9.00 79.5 488 19.1 30 70 38x43x51
4DCZ6048A3096A 47,500 62,000/77,000 16.00/12.00 9.00 80.0 665 24.5 35 71 42x46x61
4DCZ6060A3120A 57,000 77,500/96,000 15.20/11.50 8.60 80.0 676 30.3 45 73 42x46x61
Table PH-1-C — 4WCY4 - Heritage® 14 - Convertible Packaged Heat Pump - R-410A
Model Shipping Max Sound Dimtfnashi"ome; (in.)
Number Capacity SEER/EER HSPF  Weight MCA Fuse  Rating HxDxW
4WCY4 — 208-230/1/60
4WCY4024A1000A 23,600 14.00/12.00 8.00 453 16.1 25 68 36 x 43 x 51
4WCY4030A1000A 30,000 14.25/12.00 8.00 453 19.2 30 71 36 x 43 x 51
4WCY4036B1000A 37,400 14.25/12.00 8.00 468 24.6 40 69 38 x 43 x 51
4WCY4042A1000A 42,000 14.25/12.00 8.00 607 31.5 50 74 38 x 46 x 61
4WCY4048B1000A 47,500 14.00/12.00 8.00 607 33.9 50 73 38 x 46 x 61
4WCY4060B1000A 58,000 14.00/12.00 8.00 623 39.9 60 76 42 x 46 x 61
4WCY4 — 208-230/3/60
4WCY4036A3000A 36,000 14.00/11.75 8.20 468 19.8 30 69 38 x 43 x 51
4WCY4048A3000A 47,000 14.00/11.75 8.00 607 26.4 40 73 38 x 46 x 61
4WCY4060A3000A 58,000 14.00/11.50 8.00 623 30.6 45 76 42 x 46 x 61

Table PH-1-D — 4DCY4 - Heritage Hybrid™ Comfort 14 - Convertible Packaged Heat Pump - R-410A
Cooling Gas Cabinet

Model Capacity  Capacity Heating Shipping Max Sound Dimensions (in.)
Number (BTUH)  Output (1 Stg./2Stg.) SEER/EER  HSPF AFUE(%) Weight MCA Fuse Rating HxDxW
4DCY4 — 208-230/1/60

4DCY4024A1064A 23,600 38,400/51,000 14.00/12.00 8.00 79.0 481 16.1 25 68 36 x43x51
4DCY4030A1075A 30,000 48,400/60,000 14.25/12.00 8.00 79.5 481 19.1 30 76 36 x43x51
4DCY4036B1075A 37,400 48,400/60,000 14.25/12.00 8.00 79.5 488 24.6 40 69 38x43x51
4DCY4042A1096A 42,000 62,000/77,000 14.25/12.00 8.00 80.0 653 31.5 50 74 38 x46 x 61
4DCY4048B1096A 47,500 62,000/77,000 14.00/12.00 8.00 80.0 653 33.9 50 73 38 x46x 61
4DCY4060B1120A 58,000 77,500/96,000 14.00/12.00 8.00 80.0 676 39.9 60 76 42x46 x61
4DCY4 — 208-230/3/60

4DCY4036A3075A 36,000 48,400/60,000 14.00/11.40 8.00 79.5 488 19.8 30 69 36x43x51
4DCY4048A3096A 47,000 62,000/77,000 14.00/11.75 8.00 80.0 653 26.4 40 73 38x46x61
4DCY4060A3120A 58,000 77,500/96,000 14.00/11.50 8.00 80.0 676 30.6 60 76 42x46x61

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PH-1 Effective 7/15/10

14-1011-25



Americam Stamdard. Packaged Heat Pump
neative = s coneimonine Gonvertible 2-5 Tons

4WCZ6 | 4DCZ6 | 4WCY4 | 4DCY4
Table PH-2-A — Features 3-5 3-5 2-5 2-5

SEER UP 10ttt ettt 16.40 16.00 14.25 14.25
HSPF UP 10 9.00 9.00 8.20 8.00
Exclusive Duration™ high efficiency compressor with internal overload protection... . 4 v 4
Factory sUPPlIEd ChaIQE ..........oiiiieiee et n e e ene e R-410A | R-410A | R-410A | R-410A
Composite Vortica® indoor DIOWET .............ciriiiiiiiiesee e
High efficiency ECM indoor blower motor with Comfort-R™ airflow system .
All aluminum Spine Fin™ outdoor coil ..............
Swept-blade outdoor fan for quiet operation
Architecturally integrated louvers and corner guards
Cabinet constructed of heavy gauge, galvanized steel and painted with a
weather-resistant POWAEr PaINT. .........cciiiiiiiiiiiic e

e Stainless steel heat exchanger and burners ...
® SiNGIE STAGE COON ...ttt
Single stage heat...
2-stage gas............
2-stage heating and cooling
Start kit - factory installed (single phase only)
High PreSSUIE CUOUL .......ouiiiiiiii et n e ene e
Low pressure cutout.........cccceeeeeenenne
Liquid line drier - factory installed
Non-bleed expansion valves on indoor and outdOOor COIlS...........cceiiiiiiieeiiee e
Pressure taps, including liquid line taps, easily accessed
and protected inside compressor COMPartMeNt...........ccoccviiiiiiiiiiiiiei s
Right side electrical service access for high and low voltage connections.............ccccceeveenene
Rugged steel basepan features deep drawn duct CONNECIONS .........ccceveieiiiiiieiieie e
Steeply sloped cOMPOSItE AraiNPAN ........c.ooiiiiiiiiei e
Ships in horizontal configuration and converts quickly for downflow ...........c.cccceeeiiniiinnnnen.
Copper tube, aluminum fin INAOOT COIl........cuiiiiiiii s
All models are certified t0 UL 1995 ..ottt
* 20-year heat exchanger, 12-year compressor, 10-year outdoor coil, and

10-year all other functional parts registered limited warranty (Residential Use)o .......
e 20-year heat exchanger, 10-year compressor, 10-year outdoor coil, and

5-year all other functional parts registered limited warranty (Residential Use)o ......... — —
* 12-year compressor, 10-year outdoor coil, and 10-year all other

functional parts registered limited warranty (Residential Use€)O.............cccccvvevircennnn. %4 — — —
* 10-year compressor, 10-year outdoor coil, and 5-year all other

functional parts registered limited warranty (Residential Use)O...............ccocorverciiennns — — 4 —
o Extended Warranties Available ......................oooiiiiiiiiiiii e v v v v

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.
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For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PH-2 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Heat Pump
HEATING & AIR CONDITIONING cOnvertible 2-5 Tons

(4WCZ6) | (4DCZ6) | (4WCY4) | (4DCY4)

Table PH-3-A — Accessories 3-5 3-5 2-5 2-5
Model Number Description Shipping Weight
BAYACCDORIA............ Hinged Filter Access Door® 3 3 2-3 2-3
BAYACCDOR2A.. ...Hinged Filter Access Door® . 4-5 4-5 32-5 3%2-5
BAYADAPO50A.............. Adapter Curb (Cabinet A/B) 3 3 2-3 2-3
BAYADAPO51A.............. Adapter Curb (Cabinet C) 3 3 2-3 2-3
BAYADAPO52A. ...Adapter Curb (Cabinet A/B) 4-5 4-5 3¥2-5 3%2-5
BAYADAPO53A. ...Adapter Curb (Cabinet C) ... 4-5 4-5 3%2-5 3%2-5
BAYADAPO54A. ...Adapter Curb (Cabinet D) ... . 4-5 4-5 3%2-5 3%2-5
BAYASCTOO1 ... ...Anti-Short Cycle Timer® ...... . v v v v
BAYCCHT101A ...Crankcase Heater (230V) (Recip.) —_ —_ 2 2
BAYCCHT102A.............. Crankcase Heater (230V) (Scroll).... 3,4,5 3,4,5 3,5 3,5
BAYCCHT404B Crankcase Heater (460V) (Scroll) 3,4,5 3,4,5 3,5 3,5
BAYCOVR112A... ...12" Duct Shroud (Covers Horizontal Ducts)® 3-5 3-5 2-5 2-5
BAYCOVR118A... ...18" Duct Shroud (Covers Horizontal Ducts)® 3-5 3-5 2-5 2-5
BAYCURBO50A... ... Flat Roof Full Perimeter Curb (Insulated) . 172-3 3 2-3 2-3
BAYCURBO51A... ... Flat Roof Full Perimeter Curb (Insulated) . 3%2-5 4-5 3¥2-5 3%2-5
BAYDMPR101A .. 2-Position Motorized Damper®@®@®®® . 172-3 3 2-3 2-3
BAYDMPR102A ............ 2-Position Motorized Damper®@®®®® 4-5 4-5 3%2-5 3%2-5
BAYECON101A............. Economizer with Barometric Relief (Downflow)0@@G@® —_ — 2-3 2-3
BAYECON102A... ...Economizer with Barometric Relief (Downflow)0@@G@® .. — — 3%2-5 3%2-5
BAYECON103A............. Economizer with Barometric Relief (Downflow)0@®@E@® 3 3 — —
BAYECON104A............. Economizer with Barometric Relief (Downflow)0@@G@® 4-5 4-5 —_ —
BAYECON200A... ...Economizer (Horizontal) 0 @®®® — —_ 2-3 2-3
BAYECON201A .. ...Economizer (Horizonta) O@@G® . — — 3%2-5 3%2-5
BAYECON203A... ...Economizer (Horizonta) O@@G® . 3 — —
BAYECON204A... ...Economizer (Horizonta) O@@G® . 4-5 4-5 —_ —
BAYECONCOMB101A ....BAYECON101A, door, and filter kit ...... — — 2-3 2-3
BAYECONCOMB102A..BAYECON102A, door, and filter kit — —_ 312-5 3%2-5
BAYECONCOMB103A..BAYECON103A, door, and filter kit 3 3 — —
BAYECONCOMB104A..BAYECON104A, door, and filter kit.. 4-5 4-5 — —
BAYENTHOO1A ............. Enthalpy Control Kit@® v v v v
BAYEXMKOO1A............. Extreme Conditions Mounting Kit.. v v v v
BAYEXMKO002B... ...Extreme Conditions Mounting Kit.. 4 v v v
BAYEXMKOO3A... ...Extreme Conditions Mounting Kit (Used on Slab Mounts). v v 4 v
BAYFLTR101B . 1-2" Filter Frame®-Requires one 20x25 filter (not included) 3 3 2-3 2-3
BAYFLTR201B............... 1-2" Filter Frame®-Requires one 20x20,

and one 20x18 filters (not included).... 4-5 4-5 3Y2-5 3"2-5
BAYLIFT002B................ Lifting Lug Kit v v v v
BAYLOAM105A Low Ambient Control Kit v v v v
BAYRLAY004A. Economizer Relay®..... — — v v
BAYRLAYO0O06A. ...Economizer Relay®..... v v — —
BAYOSACO001B ... ...Outside Air Control for V.S. Economizer® 3,4,5 3,4,5 —_ —
BAYOSAHOO1A ... ...Manual Fresh Air Damper® ......... 3 3 2-3 2-3
BAYOSAH002A Manual Fresh Air Damper® 4-5 4-5 3%2-5 312-5
BAYQSTK300A ............. Start Kit — — 1 Phase Only | 1 Phase Only
BAYSQRDOO1A... ...16" Round Duct Adapter® .5 . 3 3 2-3 2-3
BAYSQRDO002A ...18" Round Duct Adapter® 4-5 4-5 2-5 2-5
BAYUTIL101B .. ... Roof Curb Extension Kit.. 3 3 2-3 2-3
BAYUTIL102B .. ...Roof Curb Extension Kit.. 4-5 4-5 312-5 3%2-5
BAYUV101A. ...21" Retrofit UVC Lamp Kit .. 3 3 2-3 172-3
BAYUV102A..... ...33" Retrofit UVC Lamp Kit 4-5 4-5 312-5 3%2-5
@ Relay required with economizer on all heat pump applications.
@ Must use filter frame when economizer/fresh air kit is used. EXISTING NEW UNIT USE
© Ships knocked down. , CURB 4TC/WC/YC/DC****A BAYADAPO**A
® Dry bulb control standard with economizer.
(® 2-Stage cooling control required when using economizer. BAYCURB030,38A 018-036 50
® Do not use with electronic thermostats. BAYCURBO030,38A 018-036 52
@ It is the responsibility of the installing dealer to properly size the BAYCURBO030,38A 018-036 51

ductwork for each specific application.

BAYCOVR112,118A will not cover BAYSQRDO02A applications. BAYCURB030,38A 018-036 53
® Does not contain barometric relief. BAYCURB030,38A 018-036 54

Max fresh air - 25%.

@ For non-continuous fan gas-heating applications, the damper opens only when the OD ambient is above 50° F.

@ Itis the designer/engineer's responsibility to review product specifications prior to equipment selection to insure optimal performance and compliance to codes.
(® Temperature of mixed air entering the heat exchanger is monitored and fresh air intake may be reduced under certain conditions.

BAYACCDORT1A requires BAYFLTR101B & BAYACCDOR2A requires BAYFLTR201B. They are not backward compatible to BAYFLTR101/201A.

(® BAYOSAC001B is not compatible with BAYACCDOR1A or BAYACCDOR2A.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PH-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Heat Pump
neatine s s conomonine - Convertible 1'%2-5 Tons

Table PH-4-A — 4WCX3 - Heritage® 13 - Convertible Packaged Heat Pump - R-410A

Cabinet
Model Shipping Max Sound  Dimensions (in.)
Number Capacity SEER/EER HSPF Weight MCA Fuse Rating HxDxW

4WCX3 — 208-230/1/60
4WCX3018A1000A 18,000 13.00/11.00 7.70 444 10.6 15 69 36 x 43 x 51
4WCX3024B1000A 23,400 13.00/11.50 8.00 453 13.6 20 71 36 x 43 x 51

4WCX3030A1000A 29,200 13.00/11.20 8.00 453 19.2 30 71 36 x 43 x 51
4WCX3036A1000A 35,000 13.00/11.00 7.70 468 25.5 40 71 36 x 43 x 51
4WCX3042A1000A 40,000 13.00/11.00 8.00 560 31.5 50 74 38 x 46 x 61
4WCX3048A1000A 46,000 13.00/10.75 7.70 553 31.1 50 73 38 x 46 x 61
4WCX3060A1000A 58,000 13.00/10.85 7.70 618 43.5 60 72 40 x 46 x 61

4WCXS3 — 208-230/3/60
4WCX3036A3000A 35,000 13.00/11.00 7.70 468 18.2 30 71 36 x 43 x 51

4WCX3048A3000A 46,000 13.00/10.75 7.70 553 23.6 35 73 38 x 46 x 61
4WCX3060A3000A 58,000 13.00/10.85 7.70 618 31.7 50 72 40 x 46 x 61
4WCX3 — 460/3/60

4WCX3036A4000A 35,000 13.00/11.00 7.70 468 8.7 15 71 36 x 43 x 51
4WCX3048A4000A 46,000 13.00/10.75 7.70 553 11.7 15 73 38 x 46 x 61

4WCX3060A4000A 58,000 13.00/10.85 7.70 618 19.5 25 72 40 x 46 x 61

Table PH-4-B — 4WCC3 - American Standard 13 - Convertible Packaged Heat Pump - R-410A

Cabinet
Model Shipping Max Sound  Dimensions (in.)
Number Capacity SEER/EER HSPF Weight MCA Fuse Rating HxDxW

4WCC3 — 208-230/1/60

4WCC3018A1000A 18,000 13.00/11.00 7.70 444 10.6 15 74 36 x 42 x 49
4WCC3024B1000A 23,400 13.00/11.00 7.70 453 13.6 20 71 36 x 42 x 49
4WCC3030A1000A 28,000 13.00/11.00 7.70 453 19.2 30 71 36 x 42 x 49

4WCC3036A1000A 35,000 13.00/11.00 7.70 468 25.5 40 75 36 x 42 x 49
4WCC3042A1000A 40,000 13.00/11.00 7.70 560 31.5 50 74 38 x 45 x 59
4WCC3048A1000A 46,000 13.00/10.75 7.70 553 31.1 50 80 38 x45 x 59
4WCC3060A1000A 58,000 13.00/10.85 7.70 618 43.5 60 79 40 x 45 x 59

4WCC3 — 208-230/3/60
4WCC3036A3000A 35,000 13.00/11.00 7.70 468 18.2 30 75 36 x 42 x 49

4WCC3048A3000A 46,000 13.00/10.75 7.70 553 23.6 35 80 38 x 45 x 59
4WCC3060A3000A 58,000 13.00/10.85 7.70 618 31.7 50 79 40 x 45 x 59
4WCC3 — 460/3/60

4WCC3036A4000A 35,000 13.00/11.00 7.70 468 8.7 15 75 36 x 42 x 49
4WCC3048A4000A 46,000 13.00/10.75 7.70 553 11.7 15 80 38 x 45 x 59
4WCC3060A4000A 58,000 13.00/10.85 7.70 618 19.5 25 79 40 x 45 x 59

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .
please refer to Product Data/Ratings and/or Installers PH-4 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stavdard. Packaged Heat Pump
nearine woaim conomonive - Convertible 1%2-5 Tons

4WCX3 | 4WCC3
Table PH-5-A — Features 1Y2-5 112-5
e SEERupto 13.00 13.00
e HSPF up to 8.25 7.70
» Exclusive Duration™ high efficiency compressor with internal overload protection v (%4
® FaCtory SUPPLIEA ChAIQE .......couiiii e bbb b e s s e e R-410A | R-410A
e Composite Vortica® indoor blower v v
* Direct drive multi-speed indoor DIOWEr MOTOIS ..........ciiiiiiiiii s v v
o All aluminum SPine FiN™ OULAOOT COIl .......ueiitiiiiiiieitiei ettt e e e e e e eneenrennnean v v
* Swept-blade outdoor fan for quiet operation .................. v —
* Architecturally integrated louvers and corner guards v —
LI Y| (== I (o0 A= = PRSP PRRTPRO — v
» Cabinet constructed of heavy gauge, galvanized steel and painted with a weather-resistant powder paint. v v
® SINGIE STAGE COON ...ttt bbbttt bbbt et Rt e £ a bR et b e a et e r e et et nen e renne s v 4
o Start kit - factory installed (single phase only) ............ v | 172-2Y2 | 112 - 212
* High pressure cutout 4 4
e Low pressure cutout v v
e Liquid line drier - factory installed v 4
* Non-bleed expansion valves on indoor and outdoor coils v v
* Pressure taps, including liquid line taps, easily accessed and protected inside
[ofe] gl o] =TT Yo i oo Ta ] 1= U 14 4= oL SO PPPURRRPI v (4
¢ Right side electrical service access for high and low voltage connections.... v v
* Rugged steel basepan features deep drawn duct connections .................. v 4
o Steeply SIoped COMPOSILE AFAINPAN .......eeuririitiitieie ettt b et e ettt e s e eae e e e st e et e ebe e e e nesneneeeseeanan v v
* Ships in horizontal configuration and converts quickly for downflow v (%4
* Copper tube, aluminum fin iNAOOT COIl........cceeiririiiciereceee e 4 4
o Allmodels are certified t0 UL 1995 ... ..ottt e e he e e s e e s e e aae e nae e e s e nan e enneenneensennnean v 4
* 10-year compressor, 10-year outdoor coil, and 5-year all other functional
parts registered limited warranty (Residential US@)® .............ooeiiiiiiiiiiiiii e 4 —
* 10-year compressor, 5-year outdoor coil, and 5-year all other functional
parts registered limited warranty (Residential US@)® ..............ooeiiiiiiiiiiiiii e — v
o Extended warranties available.......................ooiiiiiiiiii e v v

@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific
products can be found on ASDealerNet.com.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PH-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard, Packaged Heat Pump
neatine s s conomonine Gonvertible 1Y2-5 Tons

4WCX3 4WCC3

Table PH-6-A — Accessories 1%2-5 1V2-5
Model Number Description Shipping Weight
BAYACCDOR1A Hinged Filter ACCESS DOOIM® .........ccoiiiiiiiiiiiiciet ittt 1%2-3 1%2-3
BAYACCDOR2A ... Hinged Filter Access Door® ... 312-5 3%2-5
BAYADAPOQ50A.. ... Adapter Curb (Cabinet A/B).. . 1%2-3 172-3
BAYADAPO51A.. ... Adapter Curb (Cabinet C)..... . 1%2-3 1%2-3
BAYADAPOQ52A.. ... Adapter Curb (Cabinet A/B).. 3%2-5 3%2-5
BAYADAPO53A.. ... Adapter Curb (Cabinet C). 3%2-5 3%2-5
BAYADAPOQ54A.. ... Adapter Curb (Cabinet D). . 3%2-5 3%2-5
BAYASCTOO0T1 .... ... Anti-Short Cycle Timer® ......... . 4 v
BAYCCHT101A. ... Crankcase Heater (230V) (Recip.) 12 12
BAYCCHT102A. ... Crankcase Heater (230V) (Scroll).. . 2-5 2-5
BAYCCHT404B. ... Crankcase Heater (460V) (Scroll)................ . 3-5 3-5
BAYCOVR112A. ... 12" Duct Shroud (Covers Horizontal Ducts)® .. 112-5 112-5
BAYCOVR118A. ... 18" Duct Shroud (Covers Horizontal Ducts)® . 1%2-5 12-5
BAYCURBO50A. ... Flat Roof Full Perimeter Curb (Insulated) ...... T4 . 2-3 1%2-3
BAYCURBO51A. ... Flat Roof Full Perimeter Curb (Insulated) .. 3%2-5 32-5
BAYDMPR101A ... 2-Position Motorized Damper@@@®@® .. . 2-3 112-3
BAYDMPR102A 2-Position Motorized Damper@@GM®@ ............cc.ceeereeereeeereessesseeseeseeeeseessessessesseessessessessessessessesssssees 31%-5 312-5
BAYECON101A.............. Economizer with Barometric Relief (Downflow) D@@®@@ ..........cccceveiriciinreneninreireseee e 17%2-3 172-3
BAYECON102A. ... Economizer with Barometric Relief (Downflow) O@@E®@® . . 3%2-5 3%2-5
BAYECON200A Economizer (Horizontal) 0@®®® 112-3 112-3
BAYECON201A ............. Economizer (Horizontal) OD@@®® 31%-5 312-5
BAYECONCOMB101A.......BAYECON101A, door, and filter kit ... . 112-3 112-3
BAYECONCOMB102A... BAYECONT102A, door, and filtEr Kit .........c.ooiiiiiiiice et 3%2-5 3%2-5
BAYENTHOO1A .............. Enthalpy Control KIH® .........coiiiieeeese e v v
BAYEXMKOO1A. ... Extreme Conditions Mounting Kit .. . v v
BAYEXMKO002B Extreme Conditions Mounting Kit ..........c.ccoriiiiiieieieeece e 4 v
BAYEXMKO03A Extreme Conditions Mounting Kit (Used on Slab MOUNtS) .........ccoeiiiiiiiiniirieeeeeee e v v
BAYFLTR101B .. ... 1-2" Filter Frame-Requires one 20x25 filter. (not included)® . 17%2-3 1%2-3
BAYFLTR201B ............... 1-2" Filter Frame-Requires one 20x20, and one 20x18 filters. (not included)® .6 .........cccceoeveericiennene 3%2-5 3%2-5
BAYLIFTO02B................. Lifting Lug Kit v v
BAYLOAM105A. ... Low Ambient Control Kit v 4
BAYRLAYQO04A................ Economizer Relay® v v
BAYOSACO001B.............. Qutside Air Control for V.S. ECONOMIZEIT® ............coocuieieiie e et e et eaee s e e s e esera e s seseessesaessareeeeas 3,4,5 3,4,5
BAYOSAHO001A. ...Manual Fresh Air Damper® 1%2-3 1%2-3
BAYOSAHO002A Manual Fresh Air Damper® 3%2-5 3%2-5
BAYQSTKS300A .............. 5] =T 1 SO U TSP PP SR 1 Phase Only | 1 Phase Only
BAYSQRDOO1A. ...16" Round Duct Adapter® .. . 1%2-3 172-3
BAYSQRDOO2A.............. 18" Round DUCt Adapter@ .........cccceriieeireiene et 1%2-5 1%2-5
BAYUTIL101B ROOF CUMD EXIENSION Kil ...ttt et ne e 1%2-3 172-3
BAYUTIL102B ... Roof Curb Extension Kit ... . 312-5 3'2-5
BAYUV101A ..o, 21" Retrofit UVC Lamp Kit........cooiiiiiiiiiiiicii s 1%2-3 1%2-3
BAYUV102A ......ccovvcveennee 33" Retrofit UVC Lamp Kit.........cceiiiiiiieiieeiee e 3Y2-5 312-5
@ Relay required with economizer on all heat pump applications.
% gﬂ;i’tsussogtzgf&%n&i.when economizer/fresh air kit is used. EXISTING NEW UNIT USE
® Dry bulb control standard with economizer. CURB 4TC/WC/YC/DC™*A BAYADAPO™A
® 2-Stage cooling control required when using economizer. BAYCURBO030,38A 018-036 50
% Do not use with electronic thermostats. BAYCURB030,38A 018-036 52

It is the responsibility of the installing dealer to properly size the

ductwork fopr each sgecific applicatign. propery BAYCURBO30,38A 018-036 51
BAYCOVR112,118A will not cover BAYSQRDO002A applications. BAYCURBO030,38A 018-036 53
(® Does not contain barometric relief. BAYCURB030,38A 018-036 54

Max fresh air - 25%.
@ For non-continuous fan gas-heating applications, the damper opens only when the OD ambient is above 50° F.

@® It is the designer/engineer's responsibility to review product specifications prior to equipment selection to insure optimal performance and compliance to codes.
(® Temperature of mixed air entering the heat exchanger is monitored and fresh air intake may be reduced under certain conditions.

BAYACCDORI1A requires BAYFLTR101B & BAYACCDOR2A requires BAYFLTR201B. They are not backward compatible to BAYFLTR101/201A.

(® BAYOSACO001B is not compatible with BAYACCDOR1A or BAYACCDOR2A.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .
please refer to Product Data/Ratings and/or Installers PH-6 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Heat Pump

HEATING & AIR CONDITIONING

Convertible 1Y2-5 Tons

Table PH-7-A — Supplementary Heaters — Separate power source /power entry required

Model Shipping
Number Description Used With Weight
BAYHTRV105E 3.76/5.0 kW Heater (208/240V 1PH) 4WC*3018-060"1,4024-060"1,6036-060™1 9
BAYHTRV108E 6.0/8.0 kW Heater (208/240V 1PH) 4WC*3018-060"1,4024-060"1,6036-060™1 10
BAYHTRV110E 7.50/10.0 kW Heater (208/240V 1PH) 4WC*3024-060"™1,4024-060"1,6036-060™1 10
BAYHTRV115E 11.27/15.00 kW Heater (208/240V 1PH) 4WC*3030-060"1,4030-060"1,6036-0601 14
BAYHTRV120E 15.0/20.0 kW Heater (208/240V 1PH) 4WC*3042-060"1,4048-060"1,6048-060™ 1 14
BAYHTRV125E 18.78/25.0 kW Heater (208/240V 1PH) 4WC*3060A1,4060™1,6048-060™M 1 21
BAYHTRV305E 3.76/5.0 kW Heater (208/240V 3PH) 4WC*3018-060A3,4036-060A3,6036-060A3 9
BAYHTRV308E 6.0/8.0 kW Heater (208/240V 3PH) 4WC*3018-060A3,4036-060A3,6036-060A3 10
BAYHTRV310E 7.50/10.0 kW Heater (208/240V 3PH) 4WC*3024-060A3,4036-060A3,6036-060A3 10
BAYHTRV315E 11.27/15.00 kW Heater (208/240V 3PH) 4WC*3030-060A3,4036-060A3,6036-060A3 14
BAYHTRV320E 15.00/20.0 kW Heater (208/240V 3PH) 4WC*3048-060A3,4048-060A3,6048-060A3 14
BAYHTRV325E 18.78/25.0 kW Heater (208/240V 3PH) 4WC*3060A3,4060A3,6048-060A3 20
BAYHTRV405E 5.0 kW Heater (480V 3PH) 4WC*3018-060A4,6036-060A4 9
BAYHTRV408E 8.0 kW Heater (480V 3PH) 4WC*3018-060A4,6036-060A4 10
BAYHTRV410E 10.0 kW Heater (480V 3PH) 4WC*3024-060A4,6036-060A4 10
BAYHTRV415E 15.00 kW Heater (480V 3PH) 4WC*3030-060A4,6036-060A4 14
BAYHTRV420E 20.0 kW Heater (480V 3PH) 4WC*3048-060A4,6048-060A4 14
BAYHTRV425E 25.0 kW Heater (480V 3PH) 4WC*3060A4,6048-060A4 16

Table PH-7-B — Single Power Entry Kit/Heater Matrix:

Single Power Heater Unit Shipping
Entry Kit® Model Model Weight
BAYSPEKO060E BAYHTRV105E 4WC*3018-036"™1, 4WCY4024-036™1, 4WCZ6036™M 3
BAYHTRV108E 4WC*3018™1, 4WCY4024 M
BAYSPEKO61E BAYHTRV305E 4WC*3036-060A3, 4WCY4036-060A3, 4WCZ6036-060A3 7
BAYHTRV308E 4WC*3036-060A3, 4WCY4036-060A3, 4WCZ6036-060A3
BAYHTRV310E 4WC*3036-048A3, 4WCY4036-060A3, 4WCZ6036-048A3
BAYHTRV405E 4WC*3036-060A4, 4WCZ6048-060A4
BAYHTRV408E 4WCZ6048-060A4
BAYHTRV410E 4WC*3036-060A4, 4WCZ6036-060A4
BAYHTRV415E 4WC*3036-060A4, 4WCZ6036-060A4
BAYHTRV420E 4WC*3036-048A4, 4WCZ6048-060A4
BAYSPEKO062E BAYHTRV105E 4WC*3048-060™1, 4WCY4048-060™1, 4WCZ6048-060™1 7
BAYHTRV108E 4WC*3036-060™1, 4WCY4036-060™1, 4WCZ6036-060™1
BAYHTRV110E 4WC*3048-060™1, 4WCY4024-060™1, 4WCZ6036-060™1
BAYSPEKO63E BAYHTRV115E 4WC*3036-060™1, 4WCY4036-060™1, 4WCZ6036-060™1 7
BAYHTRV120E 4WC*3048-060™1, 4WCY4048-060™N1, 4WCZ6048-060™N1
BAYSPEKO64E BAYHTRV315E 4WC*3036-060A3, 4WCY4036-060A3, 4WCZ6036-060A3 6
BAYHTRV320E 4WC*3048-060A3, 4WCY4048-060A3, 4WCZ6048-060A3
BAYSPEKO65E BAYHTRV310E 4WC*3060A3, 4WCY4060A3, 4WCZ6060A3 7

@ All necessary fuses are included in kit; however, not all kits require fuses. Please refer to BAYSPEK Installers Guide.
Note: Replace "*" with "C" or "X" as appropriate.

Note: Replace """ with "A" or "B" as appropriate.

For dimensional/outline drawings, please refer to Product Data.

Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PH-7

For information on Roof Curbs, please refer to the

Effective 7/15/10
14-1011-25



Americam Stamdard, Packaged Heat Pump
neative = i coneimonine Qyer/Under 2-5 Tons

¢ Climatuff® compressor ¢ Expansion valves
¢ Over (supply) under (return) air * Pressure taps for refrigerant checks
* Compressor sump heat  Polarized plug for easy field connection of
= * Compressor internal overload protection low voltage to supplementary heaters
g * Solenoid operated switchover valve * Low ambient cooling to 45°F as
- » Demand defrost control system manufactured
:E ¢ Multi-speed direct drive blower motor * Low ambient cooling to 0°F with accessory
* Weather resistant Powder Paint BAYLOAMO11A

¢ Copper tube, aluminum plate fin coils All models are certified to UL 1995

* Top discharge condensing fan 5-year limited warranty on compressor,
¢ Indoor fan relay outdoor coil and all other functional

* Factory installed wrap-around coil guard parts (Residential Use)

* Top access to supplementary heater Optional extended warranties

Table PH-8-A — XR13 — Over/Under Horizontal Unit — R-410A

Unit Dimensions Shipping

Model (in.) Weight Max  Sound
No. Capacity SEER/EER HSPF HxDxW (Ibs.) MCA*  Fuse* Rating
4WHC3024A1000A 25,400 13.5/12 7.7 31x44x32 345 14 20 76
4WHC3030A1000A 29,400 14/12 8 31x44 x32 345 19 30 75
4WHC3036A1000A 35,600 13/11 8 31 x44 x32 345 22 35 75

4WHC3042A1000A 41,500 13/11 7.7 31x44x32 353 31 50 77
4WHC3048A1000A 47,000 13.5/11 7.7 33x58x45 520 37 50 84

4WHC3060A1000A 60,000 13/10.8 7.7 33 x 58 x 45 537 43 60 84
Tons Supply H x W Return H x W

2—-3'/2 8% x27% 16%1x27%s
4-5 8'/2 x32'/32 19'%/16 X 32'/32

Dimensions are in inches. See Outline Dimensions.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
Compressor Types are: R1 = Reciprocating One Cylinder, R2 = Reciprocating Two Cylinder, S = Scroll

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the
Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PH-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard, Packaged Heat Pump
neative = i coneimonine . Gonvertible 3-10 Tons

Standard Features:

¢ American Standard Heating & Air Conditioning built scroll compressors on all 4-10
ton units. 3 ton unit has a Reciprocating Compressor

* ReliaTel™ Controls (See page PC-15 for ReliaTel™ Control Information)

e Thermal Expansion Valve

 Colored and numbered wiring

¢ Phase Monitor, R-410A, 3 Phase Units

e Provisions for through the Base Condensate Drain Connections

» Patented Hybrid Condenser Coil for easy cleaning

* 2" throwaway filters provided on 3-10 ton units

e Liquid Line Refrigerant Drier

e Operating Charge of R-410A

* |AQ Sloped Drain Pans

Featuring e Single point power for electric Heat
A New Look for a New Century * Low Ambient cooling to 0°F .
* Anti-Short Cycle Timer (Standard with ReliaTel™)
Beveled Top 5 - year Limited Compressor Warranty
Smoother Design e 1 - year Limited Parts Warranty

Small compact cabinet

Recessed access handles Added Flexibility

 Convertible airflow

* Fork lift openings on three sides of unit

* Direct or belt drive - standard or oversized motors (Direct for 3-5 ton only)
* We don’t prepackage options

e Choose options tailored to suit each job —pay only for what is needed

* Units ship with options installed —and within our standard ship cycle time

Factory Installed Options

* Through-the-Base — Electrical

» Convenience Outlet — Powered or unpowered
e Unit Disconnect Switch

e Circuit Breaker

* Smoke Detectors — Supply, return, or both

* Condenser Coil Coating

* Hinged Access Service Panels

* Discharge Air Sensor

 Fan Fail and Clogged Filter Switches

» Condenser Coil Guard — Hail Protection Quality
e Comm 3/4 Communication Interface

¢ Frostat

e 2" MERV 7 filters or 2" MERV 13 filters

* Black Epoxy Pre-Coated Coils

* Crankcase Heaters®

@ Crankcase heaters are optional on WSC036E1, WSC048E1, WSCO60E1.

The same American Standard Heating & Air Conditioning
Quality and Reliability ... with added Flexibility!

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PH-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Heat Pump
neatine s s conomonine . Convertible 3-10 Tons

Table PH-10-A — Base Unit — Standard Efficiency — ReliaTel™ Microprocessor Controls

Cooling Cabinet Shipping

Unit Performance®  Capacity Dimensions (in.) Downflow Downflow Weight Max®
Tons Ordering No. SEER/EER (Btuh) HxDxW Supply Return (Ibs.) MCA* Fuse*
WSC - 208-230/1/60 — Single Phase — No Heat
3 WSC036E1R0A0000 13.0 37,650 36 x 43 x 69 16 x15.5 24x14 589 31.2 45
4 WSC048E1R0A0000 13.0 49,040 36 x 43 x 69 16 x 15.5 24x 14 600 38.9 60
5 WSCO060E1R0A0000 13.0 58,360 41 x 53 x 89 33x17.5 32.13x17.5 825 44.6 70
WSC — 208-230/3/60 — Three Phase — No Heat
3 WSCO036E3R0A0000 13.0 38,030 36 x 43 x 69 16 x15.5 24x14 589 23.8 35
4 WSCO048E3R0A0000 13.0 50,130 36 x 43 x 69 16 x 15.5 24x 14 600 27.5 40
5 WSCO060E3R0A0000 13.0 63,440 41 x 53 x 89 33x17.5 32.13x 17.5 825 30.2 45
6 WSC072E3*0A0000 114 78,000 41 x 53 x 89 33x17.5 32.13x17.5 835 36.3 50
7% WSCO090E3*0A0000 11.1 94,000 47 x 53 x 89 33x17.5 32.13x17.5 902 38.4 60
10  WSC120E3*0A0000 11.2 126,000 51 x 63 x 100 33x17.5 32.25x17.5 1388 51.9 60
WSC - 460/3/60 — Three Phase — No Heat
3 WSC036E4R0A0000 13.0 38,030 36 x 43 x 69 16 x 15.5 24x14 589 11.4 15
4 WSC048E4R0A0000 13.0 50,130 36 x 43 x 69 16 x15.5 24x14 600 12.3 15
5 WSCO060E4R0A0000 13.0 63,440 41 x 53 x 89 33x17.5 32.13x 17.5 825 14.7 20
6 WSCO072E4*0A0000 11.4 78,000 41 x 53 x 89 33x17.5 32.13x17.5 835 20.3 30
7% WSCO090E4*0A0000 11.1 94,000 47 x 53 x 89 33x17.5 32.13x17.5 902 19 30
10 WSC120E4*0A0000 11.2 126,000 51 x 63 x 100 33x17.5 32.25x17.5 1388 26.1 35
WSC - 575/3/60 — Three Phase — No Heat
3 WSCO036EWR0A0000 13.0 38,030 36 x 43 x 69 16 x15.5 24x14 589 8.8 15
4 WSC048EWR0A0000 13.0 50,130 36 x 43 x 69 16 x 15.5 24x14 600 9.5 15
5 WSC060EWR0A0000 13.0 63,440 41 x 53 x 89 33x17.5 32.13x 17.5 825 11.0 15
6 WSC072EW0A0000 11.4 78,000 41 x 53 x 89 33x17.5 32.13x17.5 835 12.4 20
7% WSC090EWOA0000 111 94,000 47 x 53 x 89 33x17.5 32.13x17.5 902 14.5 20
10 WSC120EW0A0000 11.2 126,000 51 x 63 x 100 33x17.5 32.25x17.5 1388 21.1 25

* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
® HCAR breaker per NEC.
@ SEER applies, 3-5 tons; EER applies 6-10 tons.

For complete equipment / combination selections,

installation instructions and warranty information, PH-10
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump
Convertible 3-10 Tons
(Model Digit Numbers)

Optional Belt Drive Motor (3 phase only

Digit Description Order Number Digit Description Order Number
1-8 Main Assembly (see previous page) 18 Through the Base Provisions
9 Unit Controls No Through the Base Provisions ...........cccccovvveeininnnnn. 0
ReliaTel™ MiCro-proCESSO.........o.oveeveeeeeeeeeeeresreeeneenens R Through the Base EIectric® ..., A
10 See Heater Table belo 19 Disconnect/Circuit Breaker® (3 phase only)
1 SVIinor Design Se. uencv;) No Disconnect /Circuit Breaker/No Phase Monitor ........ 0
First Se ugence q A Unit Mounted Non-Fused Disconnect® ...............cc...... 1
12-13 Service S?equenc.t; """""""""""""""""""""""""""""" Unit Mounted Circuit Breaker® ..........ccccceeeviiiveeininnnn. 2
First Sequence (Factory Assiged).........ccccccoovevurernene. * % 20 Convenience Outlet
: : No Convenience Outlet..........cccceeviieriieiieeieeceereeee
14 F"Neosgr':éLSA‘?:eCtm" Unpowered Convenience Outl
0-50% ManuaIOutS|deA|rDamper® ----------------------------- Powered. Co[wenlencc:) Outlet (3 phase only
o ; f ; 21 Communications Options
0-50% Motorized Outside Air Damper No Communications Interface 0
0-100% Economizer, Dry Bulb without c 3/4C Ay I n‘ """""""""""""""""" 1
Barometric Relief @ ..........coooieiiiiiiieieeeeceeccciees C or_nm K ommunlcatlor_]s NErface. ..o
0-100% Economizer, Dry Bulb with 22 Refrigeration System Option®
Barometric Relief® .......cccoooviiieeeeeeeeeeeeeea D Standard Refrigeration System...........c.c.ccooiiinis 0
0-100% Economizer, Reference Enthalpy 23 Refrigeration Controls
without Barometric Relief® ..........ccccccovveviievieeciieenen. E No Refrigeration Control ...........ccocveeiieiieniiiieiiesiees 0
0-100%Economizer, Reference Enthalpy Frostat ... 2
with Barometric Relief® ........cccoveviiiieniiiecceee, F Crankcase Heater ........oocevviieiiiiiie e 3
0-100%Economizer, Comparative Enthalpy Frostat and Crankcase Heater..............ccccooveiviiiiiienns 6
without Barometric Relief ® ..o G 24 Smoke Detector®®
0-100%Economizer, Comparative Enthalpy NO Smoke DeteCtor ...........ccooveueeeeeeeeeeeeeeeeeeeene
with Barometric Relief © ........cccccooeieiiiiiieeeeeeees H Return Air Smoke Detector
15 Supply Fan/Drive Type/Motor Supply Air Smoke Detector
Standard DriVe..........cooeiiiiiiieiee e Supply and Return Air Smoke Detectors ............cc..... C
Oversized MOtOr ........c.ceeeeeeeeeeeiiiieinns 25 Monitoring Controls

No Monitoring Control ............cccciveeiiiiieie s 0

in conjunction with 3rd party accessories such as bolt on heat wheels, economizers and power
exhaust. Do not order the return air smoke detectors when using this type of accessory.

16 Hinged Service Access & Filters Clogged Filter SWitch...........oooiiiiiiis 1
Standard Panels & Filters...........c.cocoociiiiiiiiiiiis 0 Fan Failure SWitch ... 2
Hinged Access Panels & Standard Filters ........ A Discharge Air Sensing Tube : et 3
Standard Panels & 2" Pleated Filters MERV 7 ...B Clogged Filter Switch and Fan Fail Switch .................... 4
Hinged Access Panels & 2" Pleated Filters MERV 7 .....C Clogged Filter Switch and Discharge
Standard Panels & 2" Pleated Filters MERV 13............. D Air Sensing Tube ..... :
Hinged Access Panels & 2" Pleated Filters MERV 13 ...E Fan Fail Switch and Discharge Air Sensing Tube .......... 6
17 Condenser Coil Protection Clogged Filter and Fan Fail Switches
StANAAT COil .vvvueericererrerresscisceiseese e 0 and Discharge Air Sensing TUDE ..........ccoooorvviniennen. 7
Standard Coil with Hail Guard |
Black Epoxy Pre-Coated Condenser COil ...........c..o...... 2
Black Epoxy Coated Pre-Condenser Coil
with Hail Guard..........ccccoceiiiiiiii s 3
@ Economizer with Barometric Relief is for downfllow configured units only. Order Economizer without ® Through the base electric required when ordering disconnect/circuit breaker options.
Barometric Relief for horizontal configuration. Barometric relief for horizontal configured units must The manual outside air damper will ship factory supplied within the unit, but must be field
be ordered as field installed accessory BAYBARMO10A. installed.
@ Requires use of Disconnect or Circuit Breaker. Phase Monitor is standard on all R-410A 3 Phase models.
(® Standard refrigeration metering device - short orifice.
@ Not available with BAYFRSTO03A High Temperature Stat accessory.
(® The return air smoke detector may not fit up or work properly on the Convertible units when used

Heaters (Digit 10)
kW Nominal No. kW Nominal No.
Rating Digit BTUH Stages Used With Rating Digit BTUH Stages Used With
208/240/1/60 460/3/60
3.8/5.0 (A) 12,800/17,100 1 WSC036-060E1 6.0 (B) 20,500 1 WSC036-060E4
7.5/10.0 (D) 25,600/34,100 2 WSC036-060E1 12.0 (E) 41,000 2 WSC036-060E4
10.4/13.8 (F) 35,300/47,100 2 WSC036-060E1 17.4 (G) 59,400 2 WSC036-060E4
13.2/17.6 (G) 45,100/60,100 2 WSC048-060E1 23.0 (J) 78,500 2 WSCO060E4
208/240/3/60 9.0 ©) 30,700 1 W*C072-090E4
4.5/6.0 (B) 13,400/20,500 1 WSC036-060E3 18.0 (G) 61,400 1 W*C072-120E4
9.0/12.0 (E) 30,800/59,400 2 WSC036-060E3 27.0 (K) 92,100 2 W*C072-120E4
13.1/17.4 (G) 44,600/59,400 2 WSC036-060E3 36.0 (N) 122,900 2 W*C072-120E4
17.3/23.0 ) 58,900/78,500 2 WSCO060E3 54.0 (P) 184,300 2 W*C120E4
6.75/9.0 ) 23,000/30,700 1 W*C072-090E3 575/3/60
13.5/18.0 (G) 46,100/61,400 1 W*C072-120E3 6.0 (B) 20,500 1 WSC036-060EW
20.3/27.0 (K) 69,000/92,100 2 W*C072-120E3 12.0 (E) 41,000 2 WSC036-060EW
27.0/36.0 (N)  92,200/122,900 2 W*C072-120E3 17.4 (G) 59,400 2 WSC036-060EW
40.5/54.0 (P)  138,200/184,300 2 W*C120E3 23.0 J) 78,500 2 WSC060EW
9.0 ©) 30,700 1 W*C072-090EW
18.0 (G) 61,400 1 W*C072-120EW
27.0 (K) 92,100 2 W*C072-120EW
36.0 (N) 122,900 2 W*C072-120EW
54.0 (P) 184,300 2 W*C120EW
For cI?mpIete equipment /gombination fselections,
installation instructions and warranty information, :
please refer to Product Data/Rating)sl and/or Installers PH-11 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump
Convertible 3-5 Tons,
Electric Heaters

Table PH-12-A — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Model Power kW Nominal No.

Number Supply Rating BTUH Stages Used With
BAYHTRE105A 208-230/1/60 3.8/5.0 12,900/13,400 1 WSC036-048E1
BAYHTRE110A 208-230/1/60 7.5/10.0 25,600/34,000 2 WSC036-048E1
BAYHTRE114A 208-230/1/60 10.4/13.8 35,000/47,100 2 WSC036-048E1
BAYHTRE118A 208-230/1/60 13.2/17.6 45,100/60,100 2 WSCO048E1
BAYHTRE306B 208-230/3/60 4.5/6.0 13,400/20,500 1 WSC036-048E3
BAYHTRE312B 208-230/3/60 9.0/12.0 30,800/41,000 2 WSC036-048E3
BAYHTRE318B 208-230/3/60 13.0/17.4 44,600/59,400 2 WSC036-048E3
BAYHTRE406B 460/3/60 6.0 20,500 1 WSC036-048E4
BAYHTRE412B 460/3/60 12.0 41,000 2 WSC036-048E4
BAYHTRE418B 460/3/60 17.4 59,400 2 WSC036-048E4
BAYHTREWO06B 575/3/60 6.0 20,500 1 WSC036-048EW
BAYHTREW12B 575/3/60 12.0 41,000 2 WSC036-048EW
BAYHTREW18B 575/3/60 17.4 59,400 2 WSC036-048EW

Table PH-12-B — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry (5 Ton Only)

Model Power kw Nominal No.

Number Supply Rating BTUH Stages Used With
BAYHTRX105A 208-230/1/60 3.8/5.0 12,900/13,400 1 WSCO060E1
BAYHTRX110A 208-230/1/60 7.5/10.0 25,600/34,000 2 WSCO060E1
BAYHTRX114A 208-230/1/60 10.4/13.8 35,000/47,100 2 WSCO060E1
BAYHTRX118A 208-230/1/60 13.2/17.6 45,100/60,100 2 WSCO060E1
BAYHTRX306B 208-230/1/60 4.5/6.0 13,400/20,500 1 WSCO060E3
BAYHTRX312B 208-230/3/60 9.0/12.0 30,800/41,000 2 WSCO060E3
BAYHTRX318B 208-230/3/60 13.0/17.4 44,600/59,400 2 WSCO060E3
BAYHTRX323B 208-230/3/60 17.3/23.0 59,000/78,500 2 WSCO060E3
BAYHTRX406B 460/3/60 6.0 20,500 1 WSCO060E4
BAYHTRX412B 460/3/60 12.0 41,000 2 WSCO060E4
BAYHTRX418B 460/3/60 18.0 59,400 2 WSCO060E4
BAYHTRX423B 460/3/60 23.0 78,500 2 WSCO060E4
BAYHTRXWO06B 575/3/60 6.0 20,500 1 WSCO060EW
BAYHTRXW12B 575/3/60 12.0 41,000 2 WSC060EW
BAYHTRXW18B 575/3/60 18.0 59,400 2 WSCO060EW
BAYHTRXW23B 575/3/60 23.0 78,500 2 WSC060EW
For complete equipment / combination selections,

installation instructions and warranty information, PH-12 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump
Convertible 6-10 Tons, Electric

Heaters and Zone Sensors

Table PH-13-A — Accessory Electric Heaters — Unit with heater is single circuit / single point power entry

Model Power kW Nominal No.
Number Supply Rating BTUH Stages Used With
BAYHTRW309A 208-230/3/60 6.8/9.0 23,000/30,700 1 WSCO072E3
BAYHTRW318A 208-230/3/60 13.5/18.0 46,100/61,400 1 WSCO072E3
BAYHTRW327A 208-230/3/60 20.3/27.0 69,000/92,100 2 WSCO072E3
BAYHTRW336A 208-230/3/60 27.0/36.0 92,100/122,900 2 WSCO072E3
BAYHTRU309A 208-230/3/60 6.8/9.0 23,000/30,700 1 WSCO090E3
BAYHTRU318A 208-230/3/60 13.5/18.0 46,100/61,400 1 WSCO090E3
BAYHTRU327A 208-230/3/60 20.3/27.0 69,000/92,100 2 WSCO090E3
BAYHTRUS336A 208-230/3/60 27.0/36.0 92,100/122,900 2 WSCO090E3
BAYHTRB318A 208-230/3/60 13.5/18.0 46,100/61,400 1 WSC120E3
BAYHTRB327A 208-230/3/60 20.3/27.0 69,000/92,100 2 WSC120E3
BAYHTRB336A 208-230/3/60 27.0/36.0 92,100/122,900 2 WSC120E3
BAYHTRB354A 208-230/3/60 40.6/54.0 138,000/184,300 2 WSC120E
BAYHTRW409A 460/3/60 9.0 30,700 1 WSCO072E4
BAYHTRW418A 460/3/60 18.0 61,400 1 WSCO072E4
BAYHTRW427A 460/3/60 27.0 92,100 2 WSCO072E4
BAYHTRW436A 460/3/60 36.0 122,900 2 WSCO072E4
BAYHTRU409A 460/3/60 9.0 30,700 1 WSC090E4
BAYHTRU418A 460/3/60 18.0 61,400 1 WSC090E4
BAYHTRU427A 460/3/60 27.0 92,100 2 WSC090E4
BAYHTRU436A 460/3/60 36.0 122,900 2 WSC090E4
BAYHTRB418A 460/3/60 18.0 61,400 1 WSC120E4
BAYHTRB427A 460/3/60 27.0 92,100 2 WSC120E4
BAYHTRB436A 460/3/60 36.0 122,900 2 WSC120E4
BAYHTRB454A 460/3/60 54.0 184,300 2 WSC120E4
BAYHTRWW18A 575/3/60 18.0 61,400 1 WSC072EW
BAYHTRWW27A 575/3/60 27.0 92,100 2 WSC072EW
BAYHTRWW36A 575/3/60 36.0 122,900 2 WSC072EW
BAYHTRUW18A 575/3/60 18.0 61,400 1 WSC090EW
BAYHTRUW27A 575/3/60 27.0 92,100 2 WSC090EW
BAYHTRUWS36A 575/3/60 36.0 122,900 2 WSC090EW
BAYHTRBW18A 575/3/60 18.0 61,400 1 WSC120EW
BAYHTRBW36A 575/3/60 36.0 122,900 2 WSC120EW
BAYHTRBW54A 575/3/60 54.0 184,300 2 WSC120EW
Table PH-13-B — Zone Sensors for ReliaTel™ Controlled Units
Model
Number Description Used With
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT777A
ASYSTAT107A Single Setpoint Manual Changeover WSCO036-120E
ASYSTAT109A Dual Setpoint Manual or Auto Changeover WSCO036-120E
ASYSTAT111A Remote Room Sensor ASYSTAT777A
ASYSTAT777A Programmable Night Setback w/System Function Lights (Vertical Style) WSCO036-120E

For complete equipment / combination selections,

installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

PH-13

Effective 7/15/10
14-1011-25



Americam Stamdard, Packaged Heat Pump
veatine & ar conoironine Copyertible 3-10 Tons Accessories

Table PH-14-A — Accessories

Model Number Description Used With
BAYABRDOO1C®.......ccouveeeueeee ReliaTel™ Options Module.........ccccvveeeieeienereeeseeeesieee AllWSC036-120E, See Note®
BAYBARMO10A® .......cccoeueneeee. Barometric Relief.........ccoovieiieiieiececeeeee e WSC036-048E
BAYBARMO11A® ......ccceeueeneee Barometric Relief..........ccocoiiiiiiiiiiiecececeeeeee e WSC060-120E
BAYCCHTO10B........cccveeeeee Crankcase Heater............cooeeeeviiiiiie e WSCO036E1, E3, WSC048E1
BAYCCHTO11B.. .. Crankcase Heater.. ...WSCO036E4, EW
BAYCCHTO17A ..o Crankcase Heater..........cocvveiieiiiieieee e WSCO060E1
ASYSTAT712B@........cccocueneee. CO:2 Sensor Kit, Wall Mounted............ccccoeveieeeieeiesieinenns All WSC036-120E
ASYSTAT714B® ...................... CO:2 Sensor Kit, Duct Mounted...........ccoeeeeeeeeeveecieee e AllWSC036-120E
BAYCURBO42A®.......cccoeveneee. ROOF CUM . WSC036-048E
BAYCURBO43A®.........ccccuven... ROOF CUM . WSC060-090E
BAYCURBO44A®.......cccoevrneee. ROOF CUM . WSC120E
BAYDFPS003B® Clogged Filter Switch (w/Standard & MERYV 7 Filter) ......... AllWSC036-120E
BAYDFPS014A® .. .. Clogged Filter Switch (MERV 13 Filter).........cccc...... ....AllWSCO036-120E
BAYDFPS004A® Fan Failure SWItCh .........cocvoiviieiee e AllWSC036-120E
BAYDMPRO53B® ..........ccoc...... 0-50% Manual Outside Air Damper..........cccceeeeereererenenns WSC036-048E
BAYDMPRO56B® ..................... 0-50% Manual Outside Air Damper..........cccooevereeierenenns WSCO060-120E
BAYDMPRO51A . .. 0-560% Motorized Outside Air Damper. ....WSC036-048E
BAYDMPROS54A .......cccovvevenne 0-50% Motorized Outside Air Damper...........ccocveveerernnenns WSCO060-120E
BAYECONOB85A.........cccvveerrrnee 0-100% Economizer without Barometric Relief.................. WSC036-048E
BAYECONOS8T7A......cccceeveeeennne 0-100% Economizer without Barometric Relief.................. WSC060-120E
BAYENTHOO5A® .......ccvveeneee Reference Enthalpy Kit.........cccooiiirininiieceece BAYECONO85A, 087A
BAYENTHOOBAD.........cceevenneee. Comparative Enthalpy Kit ........cccoocvrerieieieneseseeceeiene BAYECONO85A, 087A
BAYFRSTO03A® .....cccceveveneee High Temperature Stat..........cccooeievveeriieieiereeeseeeee All WSC036-120E
BAYGARDO37B........ccccocverernne. Condenser Coil Hail Guard............ccooevveieienenenieiesenens WSC036-048E
BAYGARDO40A.. .. Condenser Coil Hail Guard. ...WSCO060E-072E
BAYGARDO41A.....ccooereeienee Condenser Coil Hail Guard............ccoceveeieieneneneeienenens WSCO090E
BAYGARDO70A......ccccccoveirienenne Condenser Coil Hail Guard............cccooeevieiiniieieceeeeeen WSC120E

@ Kits contain all necessary parts to achieve desired level of enthalpy control.

® Barometric Relief accessory installs in ductwork for horizontal configuration. For downflow configuration, installs in the unit's horizontal return duct. See Installer's Guide for complete
instructions.

® Lynn Haven manufacturing has a no return policy for this roof curb.

@ BAYABRDO0O01C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A), Discharge Air Sensing Kit (BAYTUBEOO5A or
BAYTUBEOQO7A) or Evaporator Defrost Control (Frostat) (BAYLOAMO020B) Ventilation Override Kit (BAYVNORO001B) unless the following options are factory installed: Frostat, Smoke Detector,
Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options Include the ReliaTel™ Options Module.

® Cannot be used in conjunction with factory installed smoke detector.

® The manual outside air damper will ship factory supplied within the unit, but must be field installed.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .
please refer to Product Data/Ratings and/or Installers PH-14 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard, Packaged Heat Pump
veatine & arn conmirionine Copnvertible 3-10 Tons Accessories

Table PH-15-A — Accessories

Model Number Description Used With
BAYHSMT403A.......cceeeeeeeeene 2 HP Belt Drive Oversized MOtOr .........cccceeeveeeeeeeeeeiee e WSCO072E3, E4
BAYHSMT404A.......ccccoeeieeienne 2 HP Belt Drive Oversized Motor ........cccccoeveeviiiiieeiieenee. WSC072EW
BAYHSMT400A.........ccoeeeienne 3 HP Belt Drive Oversized Motor ..........cccccceeeeeieeccieeenneen. WSCO090ES3, E4
BAYHSMT401A. ..o 3 HP Belt Drive Oversized Motor .......c.ccccevveeerenienereenens WSCO090EW
BAYLSDROO9A ......coccoveriirinne LOW StatiC DIIVE......ceeviiriieeiirieieeieereeseesee e WSCO90E*
BAYKSKT255B.........ccoeemrirnne SHAN Kit.veeceeeeee e WSC036-060E1
BAYPWRXO70A .......ccooeiirinnne Power Exhaust (208-230/3)........ccceeveereeiererieiereeseseeeneens WSC036-060E3
BAYPWRXO071A..... ... Power Exhaust (460/3) .WSC036-060E4
BAYPWRXO072A ......ocoviiinine Power Exhaust (575/3) WSC036-060EW
BAYPWRX026A®........cccccvreenee Power Exhaust (208-230/3).........cceereeriereeereeinrereeesieeneens WSCO072-120E3
BAYPWRX027A®.... ... Power Exhaust (460/3) .WSC072-120E4
BAYPWRX028A®........ccccvvuennee Power Exhaust (575/3) WSCO072-120EW
BAYQACBO09A®@.......cccoeuenee Quick Adapt Roof Curb WSC036-048E
BAYQACBO10A®G........ccceueee. Quick Adapt Roof Curb WSC036-048E
BAYQACBO11A®@® Quick Adapt Roof Curb WSC060-090E
BAYQACB012A®®.. ... Quick Adapt Roof Curb .. .WSC060-090E
BAYQACBO013A®®.. ... Quick Adapt Roof Curb .. .WSC060-090E
BAYQACB111A®®.. ... Quick Adapt Roof Curb... .WSC120E
BAYQACB112A®®.. ... Quick Adapt Roof Curb... .WSC120E
BAYQACB113A®® Quick Adapt Roof Curb WSC120E
BAYSENSO16A.......cccoveveienee Duct Temperature SENSOr..........cccvevverierereeeeieiese e WSC036-120E
BAYSERVOO1A .....ccoeeeeieeienne Selective Resistance Service Tester .......ccccovieviieiiiiiens AllWSC036-120E
BAYSTATO23......ccoeeeveeieeieeienns Remote Potentiometer..........ooceoiiiiieiieiiecieciececeees AllWSC036-120E
BAYTUBEOOSAD®.................... Discharge Air Sensing Kit..........cccccceiiniiiiiiiicicccee WSC036-048E
BAYTUBEOO7A®® .. ... Discharge Air Sensing Kit.. .WSC060-090E
BAYTUBE403A0®...........c.c..... Discharge Air Sensing Kit..........cccccceiiniiiiiiiicicccee WSC120E
BAYVNOROO1BO® .................. Ventilation Override Kit w/ReliaTel™ options module ........ All WSC036-120E

@ Used for true discharge air sensing in both heating and cooling. Required for supply air tempering.

® Lynn Haven manufacturing has a no return policy for this roof curb.

® BAYQACBO009A adapts WCD models BAYCURBO021A roof curb to accept WSC036-048 units. BAYQACBO010A adapts WCD models BAYCURBO22A roof curb to accept WSC036-048 units.
BAYQACB111A adapts WCD models BAYCURB022 roof curb to accept WSC120E. BAYQACB112A adapts WCD models BAYCURBO025 roof curb to accept WSC120E. BAYQACB113A
adapts WCD models BAYCURBO026 roof curb to accept WSC120E.

® BAYABRDO001C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A), Discharge Air Sensing Kit (BAYTUBEOO5A or
BAYTUBEOQ07A) or Evaporator Defrost Control (Frostat) (BAYLOAMO020B) Ventilation Override Kit (BAYVNORO001B) unless the following options are factory installed: Frostat, Smoke Detector,
Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options Include the ReliaTel™ Options Module.

® Power Exhaust cannot be used with Barometric Relief. Order Economizer without Barometric Relief.

® BAYQACBO12A adapts WCD models BAYCURBO025 roof curb to accept WSC072-120 units. BAYQACBO011A adapts WCD models BAYCURB022B roof curb to accept WSC072-120 units.

@ BAYQACBO13A adapts WCD models BAYCURBO026 roof curb to accept WSC060-090E.
Field installed accessory. Requires an economizer.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PH-15 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Heat Pump with
neatine s« sk conoimionins . RaljaTel™ Controls 1212-20 Tons

* EERupto 10.6 * Single point power for electric heat
* ReliaTel™ processor control features are * Complete line of optional electric heaters
listed on page PC-15 e Internally enhanced coil tubing
e Built-in anti-short cycle, time-delay relay ¢ Low ambient to 0°F standard
and minimum on time controls * Colored and numbered wiring
o 2" filters for 12%2 - 20 ton units * Common cabinet and accessories as
e Liquid line drier TCD/TCH and YCD/YCH models
e Built-in fork lift holes ¢ Quick-adjust idler arm pulley
* Operating charge of R-410A * 5-year limited compressor warranty
122 — 20 Ton WCD—Downflow * Quick-Sess service panels slide in (12%2 - 15 tons)
1214 — 20 Ton WCH—Horizontal and out  1-year limited parts warranty
e Scroll compressors * 1-year limited compressor warranty
* Dedicated horizontal and downflow designs (20 tons)

Single-side access

Table PH-16-A — WCD Downflow — WCH Horizontal — ReliaTel™ Unit (R-410A)

Unit Power Supply Performance Cooling Dimensions (in.) Shipping Max Fuse Size or@® Downflow
Tons  Model No. Volts/Phase/Hz EER (19) Capacity (Btuh) HxWxL Weight (Ibs.) MCA®  Max Circuit Breaker Roofcurb
12'2 WC*150E300A  208-230/3/60 10.6 148,000 54 x 85%1s x 122516 2340 68 80 BAYCURBO027B
15  WC*180E300A  208-230/3/60 10.6 177,000 54 x 85%1s x 122516 2435 74 90 BAYCURBO027B
20 WC*240E300A 208-230/3/60 9.7 249,000 64'/s x 85%16 x 122516 2566 116 150 BAYCURB027B
12'2 WC*150E400A 460/3/60 10.6 148,000 54 x 85%16 x 122516 2340 32 40 BAYCURB027B
15  WC*180E400A 460/3/60 10.6 177,000 54 x 85%1s x 122515 2435 36 45 BAYCURBO027B
20  WC*240E400A 460/3/60 9.7 249,000 64'/s x 85516 x 122516 2566 53 60 BAYCURBO027B
12'2 WC*150EWO00A 575/3/60 10.6 148,000 54 x 85%1s x 122515 2340 25 30 BAYCURBO027B
15 WC*180EWO00A 575/3/60 10.6 177,000 54 x 85%16 x 122516 2435 30 35 BAYCURB027B
20  WC*240EWO00A 575/3/60 9.7 249,000 64'/s x 85516 x 122516 2566 45 60 BAYCURBO027B

Supply Return Supply Return Curb Size Roof Opening

Tons Downflow W x LO® Downflow W x LO® Horizontal H xWO® Horizontal H xWO® HxWxLO® WxLO®
20 28%16 X 69'/2 22/4 x 77 467/16 X 26'/2 467/16 X 27°%16 14/16 X 81 x 117%16 76'/2x 81

O Dimensions are in inches. See Outline Dimensions.

@ Interior Dimension.

(® Measurement Includes Curb Flange.

® HACR type circuit breaker per NEC.

® Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.
* Digit 3 - H = Horizontal or D = Downflow.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PH-16 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump with
ReliaTel” Controls 1212-20 Tons
FIOPS and Zone Sensors

Table PH-17-A — Factory Installed Accessories®
For Complete list of all Factory Installed Options, please refer to the FIOPS section of this book.

Digit Description Order Number Used With
1-8 Main Assembly (see previous page)
9-10 Factory Installed Options
No Options 00 WC*150-240
Downflow Economizer 0A WCD150-240
Oversized Motor 0B WC*150-240
Downflow Economizer and Oversized Motor 0C WCD150-240
11-12  Minor Design and Service Sequence **
@ Price includes accessory and factory installation.
@ Four (4) week shipping approximately.
® Some field set up required.
Table PH-17-B — Zone Sensors
Model Number Description Used With
ASYSTAT107A Single Setpoint Manual Changeover WC*150-240
ASYSTAT109A Dual Setpoint Manual or Automatic Changeover WC*150-240
ASYSTAT111A Remote Room Sensor ASYSTAT777A
ASYSTAT777A Programmable Night Setback WC*150-240
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT777A

For complete equipment / combination selections,

installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

PH-17

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



- Packaged Heat Pump with
Americam Stamdard. ReliaTel™” Controls 12'2-20 Tons

HEATING & AIR CONDITIONING

Accessories
Table PH-18-A — Field Installed Accessories — For complete list of of All Factory Installed Options refer to FIOPS section of this book.
Model Number Description Used With
BAYABRDO002B®............. ReliaTel™ Options ModUIE ..........coiieeiiieriieieeceee e WC*150E, WC*240E
ASYSTAT713B@.............. COz2 Sensor Wall Mounted..........ccooeeeiiiiiiiiiiiiiieeeeeee e WC*150E, WC*240E w/Economizer
ASYSTAT715B@.............. CO2 Sensor Duct Mounted .........ccocceeeeiiiieeiiieeeeeee e WC*150E, WC*240E w/Economizer
BAYCURB027B®@.......... Downflow Only ROOf CUID .....ccueiuiiiiiiiiieceeeeee s WCD150E-WCD240E
BAYDFPS005A®® Clogged Filter Switch (MERV 7).....cccooiiiiiiiiisenicesieeeeceeene WC*150E-WC*240E
BAYDFPS006AG®® ... Fan Failure Switch ..o ..WC*150E-WC*240E
BAYDFPSO13A ................ Clogged Filter Switch (MERV 13)......coiiiiiiieieeereeeeeeene WC*150E-WC*240E
BAYDMPRO029C ............... 0-25% Manual Outside Air Damper ..........cccceevenenereninieeeens All Packaged Rooftops 12%2-20 Tons
BAYDMPRO58A ............... 0-50% Motorized Outside Air Damper ........occovvvevieeriiesiieesieenns WC*150E-WC*240E
BAYECONO90A®............. Downflow Economizer with Barometric Relief............ccccccceenne WCD150E-WCD240E
BAYECONO92A................ Horizontal ECONOMIZET .......ccooiiiiiiiiieceeee e WCH150E-WCH240E
BAYENTHO07A Reference Enthalpy Kit.........coooiiiiiiiiiiiiiicciec e All BAYECONO089-92A
BAYENTHOO08A Comparative Enthalpy Ki All BAYECONO089-92A
BAYFRSTOO03A ................ High Temperature Stat.........cc.ccooviiiiiiiii s WC*150E-WC*240E
BAYGARDO45AG@............. Tool-less Hail GUuard..........coeveviiinieeseeseeeee e WC*150E, WC*180E
BAYGARDO50A®............. Tool-less Hail GUuard...........ccccoiriiiiiiieiececeree e WC*240E
BAYHSDROO05BO............. High Static DIiVE........eeuieieieeeeees e WC*150E, WC*180E, WC*240E
BAYHSMTO55B................ 5HP OVERSIZED MOTOR KIT (208-230/460)..... ..ccccevereeneenens WC*150E, WC*180E
BAYHSMTO72A... ... 5HP OVERSIZED MOTOR KIT (575)......cccev.... ..WC*150E, WC*180E
BAYHSMT100A... ... 7.5HP OVERSIZED MOTOR KIT (208-230).. ...WC*240E
BAYHSMT101A................ 7.5HP OVERSIZED MOTOR KIT (460).....c..cccueees wereeeeeereennens WC*240E
BAYHSMT102A................ 7.5HP OVERSIZED MOTOR KIT (575)...cciveeees sereeereeneeneeneens WC*240E
BAYLOAMO023A®®.......... Evaporator Defrost Control (Frostat) ...........cccceeerereneninineneene. WC*150E, WC*180E
BAYLOAMOS31A................ Evaporator Defrost Control............cccoveirinieicieneneseeseene WC*240E
BAYLSDROO4A ................ LOW StatiC DIiVE.....ccueereeeeierieeeie et WC*240E
BAYLSDRO11A ... ... Low Static Drive.... ..WC*150E, WC*180E
BAYPWRXO029A............... Power Exhaust for all 122-20 Ton 230V units Downflow Only
BAYPWRXO030A.. ...Power Exhaust for all 12%2-20 Ton 460V units ... . Downflow Only
BAYPWRXO031A............... Power Exhaust for all 12%2-20 Ton 575V units Downflow Only
BAYQACBO44A ................ AdaPEr CUID ... BAYCURBO026A/B to BAYCURB027A/B
BAYSERVOO1A ......cceevene Selective Resistance Service Tester.........ccoovviviiininenierieenens All 12%2-20 Tons
BAYSTAT023 ......cccovenneen Remote Potentiometer.........occoiiiiiiiiiiiiceee All BAYECONO089-92A
BAYTUBEOOBA®®®....... Discharge Air SENSING Kit.........oooieieiirireieeeeeee s WCD150E-WCD240E
BAYTUBEOO9A®G®® ....... Discharge Air SENSING Kit.........ccooeriiiriiiriirencieeeseeeeseeee WCH150E-WCH240E
BAYVNORO002B®............ Ventilation Override Kit........ccooiiiiiiiiiiiee e WCH150-240 w/ReliaTel™ Options Module

@ High static drive and oversized motors are mutually exclusive, Do not Combine.

@ Used for true discharge air sensing in both heating and cooling models.

® Clarksville Manufacturing has a no-return policy for this roof curb.

® For downflow use only. Can not be adapted for horizontal units.

(® BAYABRDO02B is required when ordering field installed accessories BAYDFPS005A or 006A, BAYTUBEOOSA or 009A and BAYLOAMO023A, BAYLOAMO31A or
BAYVNORO002B.

® Field or factory installed option.

@ Field installed accessory. Requires an economizer.
* Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PH-18 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Heat Pump with
ReliaTel” Controls 1212-20 Tons

Table PH-19-A — Downflow Supplementary Heaters:
Model Power kw Nominal No.
Number Supply Rating BTUH Stages Used With
AYDHTRK318A 208-230/3/60 13.5/18.0 46,100/61,400 1 WCD150E-WCD180E
AYDHTRK336A 208-230/3/60 27.0/36.0 92,200/122,900 2 WCD150E-WCD180E
AYDHTRK354A 208-230/3/60 40.5/54.0 138,200/184,300 2 WCD150E-WCD180E
AYDHTRK418A 460/3/60 18.0 61,400 1 WCD150E-WCD180E
AYDHTRK436A 460/3/60 36.0 122,900 2 WCD150E-WCD180E
AYDHTRK454A 460/3/60 54.0 184,300 2 WCD150E-WCD180E
AYDHTRL336A 208-230/3/60 27.0/36.0 92,200/122,900 2 WCD240E
AYDHTRL354A 208-230/3/60 40.5/54.0 138,200/184,300 2 WCD240E
AYDHTRK372A 208-230/3/60 54.0/72.0 184,300/245,700 2 WCD240E
AYDHTRL436A 460/3/60 36.0 122,900 2 WCD240E
AYDHTRL454A 460/3/60 54.0 184,300 2 WCD240E
AYDHTRK472A 460/3/60 72.0 245,700 2 WCD240E
AYDHTRKW18A 575/3/60 18.0 61,400 1 WCD150E-WCD180E
AYDHTRKW36A 575/3/60 36.0 122,900 2 WCD150E-WCD180E
AYDHTRKWS54A 575/3/60 54.0 184,300 2 WCD150E-WCD180E
AYDHTRLW36A 575/3/60 36.0 122,900 2 WCD240E
AYDHTRLW54A 575/3/60 54.0 184,300 2 WCD240E
AYDHTRKW72A 575/3/60 72.0 245,700 2 WCD240E

Table PH-19-B — Horizontal Supplementary Heaters:
AYHHTRM318A 208-230/3/60 13.5/18.0 46,100/61,400 1 WCH150E-WCH180E
AYHHTRM336A 208-230/3/60 27.0/36.0 92,200/122,900 2 WCH150E-WCH180E
AYHHTRM354A 208-230/3/60 40.5/54.0 138,200/184,300 2 WCH150E-WCH180E
AYHHTRM418A 460/3/60 18.0 61,400 1 WCH150E-WCH180E
AYHHTRP436A 460/3/60 36.0 122,900 2 WCH150E-WCH180E
AYHHTRM454A 460/3/60 54.0 184,300 2 WCH150E-WCH180E
AYHHTRNS336A 208-230/3/60 27.0/36.0 92,200/122,900 2 WCH240E
AYHHTRN354A 208-230/3/60 40.5/54.0 138,200/184,300 2 WCH240E
AYHHTRN372A 208-230/3/60 54.0/72.0 184,300/245,700 2 WCH240E
AYHHTRN436A 460/3/60 36.0 122,900 2 WCH?240E
AYHHTRN454A 460/3/60 54.0 184,300 2 WCH240E
AYHHTRN472A 460/3/60 72.0 245,700 2 WCH240E
AYHHTRMW18A 575/3/60 18.0 61,400 1 WCH150E-WCH180E
AYHHTRMW36A 575/3/60 36.0 122,900 2 WCH150E-WCH180E
AYHHTRMW54A 575/3/60 54.0 184,300 2 WCH150E-WCH180E
AYHHTRNW36A 575/3/60 36.0 122,900 2 WCH240E
AYHHTRNW54A 575/3/60 54.0 184,300 2 WCH240E
AYHHTRNW72A 575/3/60 72.0 245,700 2 WCH240E

Note: Unit with heater is single circuit/single point.

See ReliaTel™ and Micro Control features on PC-15 and PC-16.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

PH-19

Effective 7/15/10
14-1011-25



Americom Stavdard. Packaged Gas/Electric
HEATING & AIR CONDITIONING convertible 2-5 Tons

Table PG-1-A — 4YCZ6 - Triumph® 16 - Convertible Packaged Gas/Electric - R-410A

Cooling  Heating Cabinet
Model Capacity Capacity EER Shipping Max Sound  Dim.(in.)
Number (BTUH)  Output (1Stg/2Stg.) SEER High/Low  AFUE(%) Weight MCA Fuse Rating HxDxW
4YCZ6 — 208-230/1/60
4YCZ6036A1075A 35,600 45,000/60,000 16.60 12.00/13.60 79.5 488 26.0 40 70 38 x43x 51
4YCZ6036A1096A 35,600 57,600/77,000 16.60 12.00/13.60 80.0 488 26.0 40 70 38 x43x 51
4YCZ6048A1096A 48,000 57,600/77,000 16.00 12.00/13.48 80.0 659 34.1 50 71 42 x 46 x 61
4YCZ6048A1120A 48,000 72,000/96,000 16.00 12.00/13.48 80.0 665 34.1 50 71 42 x 46 x 61
4YCZ6060A1120A 57,500 72,000/96,000 15.10 11.40/12.64 80.0 676 37.1 60 73 42 x 46 x 61
4YCZ6 — 208-230/3/60
4YCZ6036A3075A 35,600 45,000/60,000 16.60 12.00/13.60 80.0 488 19.1 30 70 36 x43 x 51
4YCZ6036A3096A 35,600 57,600/77,000 16.60 12.00/13.60 80.0 493 19.1 30 70 36 x 43 x 51
4YCZ6048A3096A 48,000 57,600/77,000 16.00 12.00/13.48 80.0 659 24.5 35 71 42 x46 x 61
4YCZ6048A3120A 48,000 72,000/96,000 16.00 12.00/13.48 80.0 665 24.5 35 71 42 x46x61
4YCZ6060A3120A 57,500 72,000/96,000 15.10 11.40/12.65 80.0 676 30.3 45 73 42 x 46 x 61
4YCZ6 — 460/3/60
4YCZ6036A4075A 35,600 45,000/60,000 16.60 12.00/13.60 79.0 488 10.4 15 70 36 x 43 x 51
4YCZ6036A4096A 35,600 57,600/77,000 16.60 12.00/13.60 80.0 493 10.4 15 70 36 x43 x 51
4YCZ6048A4096A 48,000 57,600/77,000 16.00 12.00/13.48 80.0 659 15.3 20 71 42 x 46 x 61
4YCZ6048A4120A 48,000 72,000/96,000 16.00 12.00/13.48 80.0 665 15.3 20 71 42 x46 x 61
4YCZ6060A4120A 57,500 72,000/96,000 15.10 11.40/12.65 80.0 676 19.2 25 73 42 x 46 x 61

Table PG-1-B — 4YCY4 - Triumph® 14 - Convertible Packaged Gas/Electric - R-410A

Cooling  Heating Cabinet
Model Capacity Capacity Shipping Max Sound Dimensions (in.)
Number (BTUH)  Output (1 Stg./2 Stg.) SEER/EER  AFUE(%) Weight MCA Fuse Rating HxDxW

4YCY4 — 208-230/1/60

4YCY4024A1064A 23,400 38,400/51,000 14.00/12.00 79.0 481 165 25 68 36 x43 x 51
4YCY4030A1075A 30,000 45,000/60,000 14.00/12.00 79.5 481 192 30 71 36 x 43 x 51
4YCY4036B1075A 38,000 45,000/60,000 14.20/12.00 79.5 488 246 40 69 36 x43x51
4YCY4036B1096A 38,000 57,600/77,000 14.20/12.00 80.0 488 246 40 69 36 x43x51
4YCY4042B1096B 42,000 57,600/77,000 14.25/12.00 80.0 653 315 50 74 38 x46x61
4YCY4048B1096A 48,500 57,600/77,000 14.20/12.00 80.0 669 354 50 73 38 x46x61
4YCY4048B1120A 48,500 72,000/96,000 14.20/12.00 80.0 675 354 50 73  38x46x61
4YCY4060A1120A 58,500 72,000/96,000 14.00/12.00 80.0 676 433 60 76 42 x46x61
4YCY4 — 208-230/3/60

4YCY4036A3075A 36,000 45,000/60,000 14.20/11.60 80.0 488 19.8 30 69 36 x43x51
4YCY4036A3096A 36,000 57,600/77,000 14.20/11.60 80.0 493 198 30 69 36x43x51
4YCY4048A3096A 48,000 57,600/77,000 14.20/11.90 80.0 653 264 40 73 38 x46x61
4YCY4048A3120A 48,000 72,000/96,000 14.20/11.90 80.0 659 264 40 73 38 x46x61
4YCY4060A3120A 58,500 72,000/96,000 14.00/12.00 80.0 676 30.6 45 76 42x46x61

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PG-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Gas/Electric
Convertible 2-5 Tons

Table PG-2-A — Features

4YCZ6
3-5

4YCY4
2-5

LIS =1y T o I (o S
* Exclusive Duration™ high efficiency compressor with internal overload protection............cccccceveiinenenne.
* Factory supplied charge
e Composite Vortica® indoor blower

* High efficiency ECM indoor blower motor with Comfort-R™ airflow system
L]

L]

All aluminum Spine Fin™ outdoor coil
Swept-blade outdoor fan for quiet operation
Architecturally integrated louvers and corner guards
Cabinet constructed of heavy gauge, galvanized steel and painted with a
weather-resistant powder paint
Stainless steel heat exchanger and burners
Single stage cool
2-stage cooling
P r= T L= =T TP PON
Start kit - factory installed (single phase only) ...
High pressure cutout
Low pressure cutout
Liquid line drier - factory iNStalled............coi i
Non-bleed expansion valves on indoor coil
Pressure taps, including liquid line taps, easily accessed and protected inside compressor compartment.
Right side electrical service access for high and low voltage connections
Rugged steel basepan features deep drawn duct connections
Steeply sloped composite drainpan
Ships in horizontal configuration and converts quickly for downflow
Copper tube, aluminum fin INAOOT COIl........ueiiiieeiiie et et e et e st e e e e enneeenneeenn
All models are certified t0 ANSI 221.47/CSA 2.3.... .ottt
20-year heat exchanger, 12-year compressor, 10-year outdoor coil, and
10-year all other functional parts registered limited warranty (Residential Use)®
¢ 20-year heat exchanger, 10-year compressor, 10-year outdoor coil, and
5-year all other functional parts registered limited warranty (Residential Use)®
* Extended warranties available

® © o o o o o o o o o o o o o o o
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@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PG-2

Effective 7/15/10
14-1011-25



Americam Stamdard. Packaged Gas/Electric
HEATING & AIR CONDITIONING convertible 2-5 Tons

4YCZ6 4YCY4
Table PG-3-A — Accessories 3-5 2-5
Model Number Description Shipping Weight
BAYACCDOR1A............ Hinged Filter Access Door® 3 2-3
BAYACCDOR2A............ Hinged Filter Access Door® 3Y%2-5 3%2-5
BAYADAPO50A. ...Adapter Curb (Cabinet A/B)... 3 2-3
BAYADAPO51A. ...Adapter Curb (Cabinet C) ... 3 2-3
BAYADAPO52A. ...Adapter Curb (Cabinet A/B) 4-5 3%2-5
BAYADAPO53A. ...Adapter Curb (Cabinet C) ... 4-5 32-5
BAYADAPO54A. ...Adapter Curb (Cabinet D) ... . 4-5 3Y2-55
BAYASCTOOT ................ Anti-Short Cycle Timer® v v
BAYCCHT101A.............. Crankcase Heater (230v) (Reciprocation) — 2
BAYCCHT102A ...Crankcase Heater (230v) (Scroll) 3,4,5 3,4,5
BAYCCHT404B.............. Crankcase Heater (460v) (Scroll) 3,4,5 3,4,5
BAYCOVR112A............. 12" Duct Shroud (Covers Horizontal Ducts)® 3-5 2-5
BAYCOVR118A ...18" Duct Shroud (Covers Horizontal Ducts)® 3-5 2-5
BAYCURBO50A ...Flat Roof Full Perimeter Curb (Insulated) ... 3 2-3
BAYCURBO51A ...Flat Roof Full Perimeter Curb (Insulated) ... 4-5 3Y2-5
BAYDMPR101A ............Motorized Fresh Air Damper®®®@@@® 3 2-3
BAYDMPR102A ............Motorized Fresh Air Damper©O®®®@® ... 4-5 31%-5
BAYECON101A............. Economizer with Barometric Relief (Downflow) D®®®m® — 2-3
BAYECON102A............. Economizer with Barometric Relief (Downflow) D®®®m® — 312-5
BAYECON103A ...Economizer with Barometric Relief (Downflow) D@@®®® .. . 3 —
BAYECON104A............. Economizer with Barometric Relief (Downflow) D®®®® 4-5 —
BAYECON200A............. Economizer (Horizontall O®@® — 2-3
BAYECON201A ...Economizer (Horizontal) D®®® — 312-5
BAYECON203A ...Economizer (Horizontal) D®®® 3 —
BAYECON204A ...Economizer (Horizontal) D®®® 4-5 —
BAYECONCOMB101A.....BAYECON101A, door, and filter kit.... — 2-3
BAYECONCOMB102A..BAYECON102A, door, and filter kit . — 3%2-5
BAYECONCOMB103A..BAYECON103A, door, and filter kit 3 —
BAYECONCOMB104A..BAYECON104A, door, and filter kit 4-5 —
BAYENTHOO01A Enthalpy Control Kit® v 4
BAYEXMKOO1A ...Extreme Conditions Mounting Kit (Used on BAYCURB & BAYADAP) v v
BAYEXMKO002B ...Extreme Conditions Mounting Kit (Used on BAYUTIL)... v v
BAYEXMKOO3A ...Extreme Conditions Mounting Kit (Used on Slab Mounts) v v
BAYFLTR101B . ...1-2" Filter Frame(®-Requires one 20x25 filter (not included) 3 2-3
BAYFLTR201B .............. 1-2" Filter Frame(®-Requires one 20x20, and one 20x18 filters
(not included) 4-5 312-5
BAYLIFT002B................ Lifting Lug Kit v v
BAYLOAM105A.............. Low Ambient Control Kit v v
BAYLPKT100A ............. LP CONVEISION Kt ...ttt h ettt s bt et b et e bt bt b s ettt ee e eee b e s 40K,120K | 40K,120K
BAYLPKT101A. ..LP Conversion Kit . 64K,96K 64K, 96K
BAYLPKT102A. ..LP Conversion Kit .... 75K 75K
BAYOSACO001B ...Outside Air Control for V.S. Economizer 3,4,5 —
BAYOSAHO01A ...Manual Fresh Air Damper® ..... . 3 2-3
BAYOSAH002A ...Manual Fresh Air Damper® . . 4-5 3%2-5
BAYQSTK301A ............. Start Kit — v
BAYSQRDOO1A............. 16" Round Duct Adapter® 3 2-3
BAYSQRDO002A ...18" Round Duct Adapter® ... 4-5 2-5
BAYUTIL101B Roof Curb Utility Extension Kit... 3 2-3
BAYUTIL102B Roof Curb Utility Extension Kit... 4-5 3%2-5
BAYUV101A.. ...21" Retrofit UVC Lamp Kit 112-3 112-3
BAYUV102A 33" Retrofit UVC Lamp Kit 3%2-5 3%2-5
® Must use filter frame when economizer/fresh air kit is used.
@ Ships knocked down. EXISTING NEW UNIT USE
® Dry bulb control standard with economizer. CURB 4TC/WC/YC****A BAYADAPO**A
% 2-Stage cooling control required when using economizer. BAYCURBO030 38A 018-036 50
Do not use with electronic thermostats. *
® ltis the responsibility of the installing dealer to properly size BAYCURB030,38A 042-060 52
the ductwork for each specific application. BAYCURBO033A 018-036 51
% BAYCOVR112,118A will not cover BAYSQRDO002A applications. BAYCURBO33A 042-060 53
® Does not contain barometric relief.
® Max fresh air - 25%. BAYCURBO034A 042-060 54

For non-continuous fan gas-heating applications, the damper opens only when the OD ambient is above 50° F.

@ It is the designer/engineer's responsibility to review product specifications prior to equipment selection to insure optimal performance and compliance to codes.
(@ Temperature of mixed air entering the heat exchanger is monitored and fresh air intake may be reduced under certain conditions.

(® BAYACCDOR1A requires BAYFLTR101B & BAYACCDOR2A requires BAYFLTR201B. They are not backward compatible to BAYFLTR101/201A.
BAYOSACO001B is not compatible with BAYACCDOR1A or BAYACCDOR2A.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PG-3 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR

2

CONDITIONING

Packaged Gas/Electric

Convertible 112-5 Tons

Table PG-4-A — 4YCX3 - Triumph® 13 - Convertible Packaged Gas/Electric - R-410A

Cooling  Heating Cabinet

= Model Capacity ~ Capacity Shipping Max Sound Dimensions (in.)
Number (BTUH) Input/Output SEER/EER  AFUE(%) Weight MCA Fuse Rating HxDxW
4YCX3 — 208-230/1/60
4YCX3018A1040A 18,000 40,000/31,000 13.00/11.00 79.8 471 101 15 69 36x43x51
4YCX3024B1064A 24,000 64,000/51,000 13.00/11.00 79.0 499 136 20 70 36x43x51
4YCX3030A1075A 28,600 75,000/60,000 13.00/11.00 79.5 481 19.2 30 71 36x43x51
4YCX3036A1064A 36,000 64,000/51,000 13.00/11.00 80.0 488 236 35 71 36x43x51
4YCX3036A1075A 36,000 75,000/60,000 13.00/11.00 80.0 488 236 35 71 36x43x51
4YCX3036A1096A 36,000 96,000/76,000 13.00/11.00 80.0 493 236 35 71 36x43x51
4YCX3042A1096A 41,500 96,000/77,000 13.00/11.00 80.0 653 315 50 74 38x46x61
4YCX3048A1075A 46,500 75,000/61,000 13.00/11.00 80.0 645 315 50 73 38x46x61
4YCX3048A1096A 46,500 96,000/77,000 13.00/11.00 80.0 653 315 50 73 38x46x61
4YCX3048A1120A 46,500 120,000/95,000 13.00/11.00 80.0 659 315 50 73 38x46x61
4YCX3060A1096A 60,000 96,000/77,000 13.00/10.95 80.0 678 433 60 75 40x46x61
4YCX3060A1120A 60,000 120,000/95,000 13.00/10.95 80.0 684 435 60 75 40x46x61
4YCX3 — 208-230/3/60
4YCX3036A3064A 36,000 64,000/51,000 13.00/11.00 80.0 493 185 30 71 36x43x51
4YCX3036A3075A 36,000 75,000/60,000 13.00/11.00 80.0 488 185 30 71 36x43x51
4YCX3036A3096A 36,000 96,000/76,000 13.00/11.00 80.0 493 185 30 71 36x43x51
4YCX3048A3075A 46,500 75,000/61,000 13.00/11.00 80.0 645 240 35 73 38x46x61
4YCX3048A3096A 46,500 96,000/77,000 13.00/11.00 80.0 653 240 35 73 38x46x61
4YCX3048A3120A 46,500 120,000/95,000 13.00/11.00 80.0 659 240 35 73 38x46x61
4YCX3060A3096A 60,000 96,000/77,000 13.00/10.95 80.0 678 317 50 75 40x46x61
4YCX3060A3120A 60,000 120,000/95,000 13.00/10.95 80.0 684 315 50 75 40x46x61
4YCX3 — 460/3/60
4YCX3036A4064A 36,000 64,000/51,000 13.00/11.00 80.0 448 8.7 15 71 36 x43x51
4YCX3036A4075A 36,000 75,000/60,000 13.00/11.00 80.0 448 8.7 15 71 36 x43x51
4YCX3036A4096A 36,000 96,000/76,000 13.00/11.00 80.0 493 8.7 15 71 36 x43x51
4YCX3048A4075A 46,500 75,000/61,000 13.00/11.00 80.0 645 117 15 73 38x46 x 61
4YCX3048A4096A 46,500 96,000/77,000 13.00/11.00 80.0 653 117 15 73 38x46x61
4YCX3048A4120A 46,500 120,000/95,000 13.00/11.00 80.0 659 117 15 73 38x46x61
4YCX3060A4096A 60,000 96,000/77,000 13.00/10.95 80.0 678 195 25 75 40x46x61
4YCX3060A4120A 60,000 120,000/95,000 13.00/10.95 80.0 684 195 25 75 40x46x61

For dimensional/outline drawings, please refer to Product Data.

For complete equipment / combination selections,

installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

For information on Roof Curbs, please
refer to the Accessories/Information Tab.

PG-4

Effective 7/15/10



Amertcam Stamdard. Packaged Gas/Electric
neative = i coneimionine - Convertible 1'2-5 Tons

Table PG-5-A — 4YCC3 - American Standard 13 - Convertible Packaged Gas/Electric - R-410A

Cooling  Heating Cabinet
Model Capacity ~ Capacity Shipping Max Sound Dimensions (in.)
Number (BTUH) Input/Output SEER/EER  AFUE(%) Weight MCA Fuse Rating HxDxW

4YCC3 —208-230/1/60

4YCC3018A1040A 18,000 40,000/31,000 13.00/11.00 798 471 101 15 74 36x43x51
4YCC3024B1064A 23,000 64,000/51,000 13.00/11.00 79.0 385 136 20 76 36x43x51
4YCC3030A1075A 28,000 75,000/60,000 13.00/11.00 79.5 481 192 30 71 36x43x51
4YCC3036A1064A 35,000 64,000/51,000 13.00/11.00 80.0 488 23.6 35 75 36x43x51
4YCC3036A1075A 35,000 75,000/60,000 13.00/11.00 80.0 488 23.6 35 75 36x43x51
4YCC3036A1096A 35,000 96,000/76,000 13.00/11.00 80.0 493 236 35 75 36x43x51
4YCC3042A1096A 40,000 96,000/77,000 13.00/11.00 80.0 653 315 50 74 38x46x61
4YCC3048A1075A 46,500 75,000/61,000 13.00/11.00 80.0 645 315 50 80 38x46x61
4YCC3048A1096A 46,500 96,000/77,000 13.00/11.00 80.0 653 315 50 80 38x46x61
4YCC3048A1120A 46,500 120,000/95,000 13.00/11.00 80.0 659 315 50 80 38 x46x61
4YCC3060A1096A 58,000 96,000/77,000 13.00/10.95 80.0 678 435 60 79 40x46x61
4YCC3060A1120A 58,000 120,000/95,000 13.00/10.95 80.0 684 435 60 79 40x46x61
4YCC3 —208-230/3/60

4YCC3036A3064A 35,000 64,000/51,000 13.00/11.00 80.0 488 185 30 75 36x43x51
4YCC3036A3075A 35,000 75,000/60,000 13.00/11.00 80.0 488 185 30 75 36x43x51
4YCC3036A3096A 35,000 96,000/76,000 13.00/11.00 80.0 493 185 30 75 36x43x51
4YCC3048A3075A 46,500 75,000/61,000 13.00/11.00 80.0 645 24.0 35 80 38x46x61
4YCC3048A3096A 46,500 96,000/77,000 13.00/11.00 80.0 653 240 35 80 38x46x61
4YCC3048A3120A 46,500 120,000/95,000 13.00/11.00 80.0 659 240 35 80 38x46x61
4YCC3060A3096A 58,000 96,000/77,000 13.00/10.95 80.0 678 315 50 79 40x46x61
4YCC3060A3120A 58,000 120,000/95,000 13.00/10.95 80.0 684 315 50 79 40x46x61
4YCC3 —460/3/60

4YCC3036A4064A 35,000 64,000/51,000 13.00/11.00 800 488 87 15 75 36x43x51
4YCC3036A4075A 35,000 75,000/60,000 13.00/11.00 80.0 488 87 15 75 36x43x51
4YCC3036A4096A 35,000 96,000/76,000 13.00/11.00 80.0 493 87 15 75 36x43x51
4YCC3048A4075A 46,500 75,000/61,000 13.00/11.00 80.0 645 11.7 15 80 38x46x61
4YCC3048A4096A 46,500 96,000/77,000 13.00/11.00 80.0 653 11.7 15 80 38 x46x61
4YCC3048A4120A 46,500 120,000/95,000 13.00/11.00 80.0 659 11.7 15 80 38x46x61
4YCC3060A4096A 58,000 96,000/77,000 13.00/10.95 80.0 678 193 25 79 40x46x61
4YCC3060A4120A 58,000 120,000/95,000 13.00/10.95 80.0 684 193 25 79 40x46x61

For dimensional/outline drawings, please refer to Product Data.

For information on Roof Curbs, please

refer to the Accessories/Information Tab.
For complete equipment / combination selections,
installation instructions and warranty information, :
please refer to Product Data/Ratings and/or Installers PG-5 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Gas/Electric
Convertible 1'2-5 Tons

Table PG-6-A — Features

4YCX3
1%2-5

4YCC3
1%2-5

T 0o I (o OSSPSR
Exclusive Duration™ high efficiency compressor with internal overload protection..............ccccceeviiinieiiiccennns
FaCtOry SUPPIIEA CRAIGE ... .ottt r et b et e st et e e e b e e st e e aneenaeeeneeneneenne e
Composite Vortica® indoor blower
Direct drive multi-speed iNdoor BDIOWET MOTOIS .......cuiiiiie e sneeeenes
All aluminum Spine Fin™ outdoor coil
Swept-blade outdoor fan for quiet operation
Architecturally integrated louvers and corner guards
All steel louvers
Cabinet constructed of heavy gauge, galvanized steel and painted with a

weather-resistant POWAET PAINT .........oiiiiieie e e e e s e e e s e e s neeensteesnseeenneeesnneeennees
Stainless steel heat exchanger and burners
SINGIE STAGE COON ...ttt ettt e bt e bt e bt e ke e e a e e et e e e ae e e he e nr e an e e narean
SINGIE STAGE GAS ... ettt E et E e bt et e e et ee et et e n e re e neeeas
Start kit - factory installed (single phase only) ...
High pressure cutout
Low pressure cutout .
Liquid line drier - factory INSTAlEd............oui it
Non-bleed expansion valves 0N iNAOOT COIl.........uiiiiieeie e e e ne e e s e e eneeesneeeennes
Pressure taps, including liquid line taps, easily accessed and protected
iNSide COMPreSSOr COMPAITMENT ......coiiiiiiee et e e e e e et e e st e e et eesse e e eneeeenseeaneeeanseeenneeeanneeanns
Right side electrical service access for high and low voltage connections.............coceeceiiiiniicccnc e
Rugged steel basepan features deep drawn duct connections
Steeply sloped composite drainpan
Ships in horizontal configuration and converts quickly for downflow
Copper tube, aluminum fin indoor coil
All models are certified 10 ANSI 221.47/CSA 2.3 ... oottt
20-year heat exchanger, 10-year compressor, 10-year outdoor coil, and 5-year

all other functional parts registered limited warranty (Residential Use€)®.............cccoeeiviiiiniiiiiciecee
10-year heat exchanger, 10-year compressor, 5-year outdoor coil, and 5-year

all other functional parts registered limited warranty (Residential Us€)®.............ccceviviiiiciiiiicieees
Extended warranties available
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@ Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at americanstandardair.com or by phone
at 800-554-8005; otherwise American Standard Heating & Air Conditioning's Base Limited Warranty terms will apply. Base Limited Warranty information on specific

products can be found on ASDealerNet.com.

For dimensional/outline drawings, please refer to Product Data.
For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

PG-6

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americam Stamdard. Packaged Gas/Electric
neative = i coneimionine - Convertible 1'2-5 Tons

4YCX3 | 4YCC3

Table PG-7-A — Accessories 1%-56 1%2-5
Model Number Description Shipping Weight
BAYACCDOR1A.............. Hinged Filter Access Door® 112-3 12-3
BAYACCDOR2A.............. Hinged Filter Access Door® 3%2-5 3%2-5
BAYADAPO50A. .Adapter Curb (Cabinet A/B). 112-3 172-3
BAYADAPO51A. .Adapter Curb (Cabinet C).... 112-3 112-3
BAYADAPO52A. .Adapter Curb (Cabinet A/B). 3%2-5 3%2-5
BAYADAPO53A. .Adapter Curb (Cabinet C).... 3%2-5 3%2-5
BAYADAPO54A. .Adapter Curb (Cabinet D). 3%2-5 3¥2-5
BAYASCTOOT ........ccoeeee. Anti-Short Cycle Timer® ... v v
BAYCCHT101A ............... Crankcase Heater (230v) (Reciprocation) ... 1%2-2 1%2-2
BAYCCHT102A .Crankcase Heater (230v) (Scroll) 3,4,5 3,4,5
BAYCCHT404B................ Crankcase Heater (460v) (Scroll) 3,4,5 3,45
BAYCOVR112A 12" Duct Shroud (Covers Horizontal Ducts)® 1%2-5 1%2-5
BAYCOVR118A .18" Duct Shroud (Covers Horizontal Ducts)® .. 172-5 112-5
BAYCURBO50A .Flat Roof Full Perimeter Curb (Insulated) ... 1%2-3 1%2-3
BAYCURBO51A .Flat Roof Full Perimeter Curb (Insulated) 312-5 312-5
BAYDMPR101A .. .Motorized Fresh Air Damper®®@®®@® .. 1%%-3 1%%-3
BAYDMPR102A .. .Motorized Fresh Air Damper®®®®@ 31-5 312-5
BAYECON101A............... Economizer with Barometric Relief (Downflow) D®®®® 1%%-3 1%%-3
BAYECON102A............... Economizer with Barometric Relief (Downflow) D®®®® 31%-5 312-5
BAYECONZ200A .Economizer (Horizonta )| O®@® 1%%-3 1%%-3
BAYECON201A .............. Economizer (Horizontal) O®®® 312-5 3Y2-5
BAYECONCOMB101A.......BAYECON101A, door, and filter kit 172-3 112-3
BAYECONCOMB102A....BAYECON102A, door, and filter kit 3%2-5 3¥2-5
BAYENTHOO1A ....... .Enthalpy Control Kit® v v
BAYEXMKOO01A .Extreme Conditions Mounting Kit (Used on BAYCURB & BAYADAP) . v v
BAYEXMKO002B .Extreme Conditions Mounting Kit (Used on BAYUTIL)........... v v
BAYEXMKO03A .Extreme Conditions Mounting Kit (Used on Slab Mounts) .. v v
BAYFLTR101B ................ 1-2" Filter Frame(®-Requires one 20x25 filter (not included).... 1%2-3 1%2-3
BAYFLTR201B ................ 1-2" Filter Frame(®-Requires one 20x20, and one 20x18 filters (not included) 312-5 3'2-5
BAYLIFT002B... . Lifting Lug Kit v v
BAYLOAM105A .Low Ambient Control Kit v v
BAYLPKT100A . .LP Conversion Kit .. 40K,120K | 40K,120K
BAYLPKT101A. .LP Conversion Kit .. 64K, 96K | 64K, 96K
BAYLPKT102A . .LP Conversion Kit............. 75K 75K
BAYOSAHOO1A ............... Manual Fresh Air Damper® 1%2-3 1%2-3
BAYOSAHOO02A ............... Manual Fresh Air Damper® ... 3%2-5 3Y2-5
BAYQSTK301A LStart Kit ..o v v
BAYSQRDOO1A............... 16" Round Duct Adapter®© 112-3 172-3
BAYSQRDOO02A............... 18" Round Duct Adapter®© 112-5 172-5
BAYUTIL101B .. .Roof Curb Utility Extension Kit. 112-3 172-3
BAYUTIL102B .. .Roof Curb Utility Extension Kit. 3%2-5 3%2-5
BAYUV101A.. .21" Retrofit UVC Lamp Kit 112-3 172-3
BAYUV102A 33" Retrofit UVC Lamp Kit... 3%2-5 3%2-5
® Must use filter frame when economizer/fresh air kit is used.
@ Ships knocked down. EXISTING NEW UNIT USE
® Dry bulb control standard with economizer. CURB 4TC/WC/YC****A BAYADAPO**A
D 2:Siage coving conol eqired when vsing economizer 50
® It is the responsibility of the installing dealer to properly size BAYCURB030,38A 042-060 52

the ductwork for each specific application. BAYCURBO033A 018-036 51
@ BAYCOVR112,118A will not cover BAYSQRDOO02A applications. BAYCURBO033A 042-060 53
Does not colntain barometric relief. BAYCURBO34A 042-060 54

Max fresh air - 25%.

For non-continuous fan gas-heating applications, the damper opens only when the OD ambient is above 50° F.

@ It is the designer/engineer's responsibility to review product specifications prior to equipment selection to insure optimal performance and compliance to codes.

(@ Temperature of mixed air entering the heat exchanger is monitored and fresh air intake may be reduced under certain conditions.

(® BAYACCDOR1A requires BAYFLTR101B & BAYACCDOR2A requires BAYFLTR201B. They are not backward compatible to BAYFLTR101/201A.

For dimensional/outline drawings, please refer to Product Data.

For information on Roof Curbs, please refer to the Accessories/Information Tab.

For complete equipment / combination selections,

installation instructions and warranty information, PG-7
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Amerticam Stamdard. Packaged Gas/Electric
neatine = i conoimonine - Gonvertible 3-10 Tons

e Standard Features:
o * American Standard Heating & Air Conditioning built scroll compressors on all 3-10
O' ton units except 3 ton standard efficiency model (Reciprocating Compressor)
* Colored and numbered wiring
¢ Phase Monitor, R-410A, 3 Phase Units
¢ Provisions for through the Base Gas and Condensate Drain Connections
» Patented Hybrid Condenser Coil for easy cleaning
» 2" throwaway filters provided on all units
e Liquid Line Refrigerant Drier
* Operating Charge of R-410A
¢ |AQ Sloped Drain Pans
* Low Ambient to 40°F on Electromechanical models
¢ Low Ambient to 0°F on ReliaTel™ models
¢ 5 - year Limited Compressor Warranty
¢ 5 - year Limited Heat Exchanger Warranty
e 1 - year Limited Parts Warranty

Featuring
A New Look for a New Century

Beveled Top _

Smoother Design Added Flexibility

Small compact cabinet

Recessed access handles * Electromechanical or ReliaTel™ controls (See page PC-15 for ReliaTel™ Control

Information)
» Standard or high efficiency cooling models available
¢ Low, medium or high heat, single or two stage
e Convertible airflow
e Fork lift openings on three sides of unit
¢ Direct or belt drive - standard or oversized motors
* We don’t prepackage options
¢ Choose options tailored to suit each job —pay only for what is needed
¢ Units ship with options installed —and within our standard ship cycle time

Factory Installed Options

e Through-the-Base — Electrical

¢ Convenience Outlet — Powered or unpowered
¢ Unit Disconnect Switch

e Circuit Breaker

¢ Smoke Detectors — Supply, return, or both

* Condenser Coil Coating

» Hinged Access Service Panels

* Discharge Air Sensor

* Fan Fail and Clogged Filter Switches

* Condenser Coil Guard — Hail Protection Quality
¢ Hot Gas Reheat Coil - Dehumidification

¢ Expansion valve and split face evaporator coil
¢ Novar Controls

e Comm 3/4 Communications Interface

¢ 2" Pleated Media filters (MERV 7 & 13)

¢ Frostat

The same American Standard Heating & Air Conditioning
Quality and Reliability ... with added Flexibility!

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers PG-8 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americaom Stamdard. Packaged Gas/Electric
Convertible 3-5 Tons, 15 SEER, R-410A

HEATING & AIR CONDITIONING

Table PG-9-A — Base Unit — 15 SEER High Efficiency — Electromechanical or ReliaTel™

Heating Output® Cabinet Shipping
Unit Performance@®  Cooling Capacity Dimensions (in.)  Downflow Downflow Weight Max.

Tons Ordering No. SEER/EER Capacity (Btuh) (Btuh) AFUE% H x W x L Supply Return (Ibs.) MCA** Fuse**
YHC - 208-230/1/60 - Single Phase - Low Heat
3 YHCO036E1*LA0000 15.0 38,490 48,000 78 36x43x69 18x15.5 24 x14 555 26.7 40
4 YHCO048E1*LA0000 15.0 48,930 48,000 80 42x53x88 33x17.5 322x175 798 35.7 50
5 YHCO60E1*LA0000 15.0 62,490 48,000 80 42x53x88 33x17.5 322x175 823 438 70
YHC - 208-230/3/60 - Three Phase - Low Heat
3 YHCO036E3*LA0000 15.0 38,490 48,000 78 36x43x69 18x15.5 24 x 14 637 219 30
4 YHCO048E3*LA0000 15.0 49,930 48,000 80 42x53x88 33x17.5 322x175 869 28.3 40
5 YHCO60E3*LA0000 15.0 63,490 48,000 80 42x53x88 33x17.5 322x175 894 321 45
YHC - 460/3/60 - Three Phase - Low Heat
3 YHCO036E4*LLA0000 15.0 38,490 48,000 78 36x43x69 18x15.5 24 x 14 637 10.0 15
4 YHCO048E4*LA0000 15.0 49,930 48,000 80 42x53x88 33x17.5 322x175 869 13.6 20
5 YHCO060E4*LA0000 15.0 63,490 48,000 80 42x53x88 33x17.5 322x175 894 16.8 25
YHC - 208-230/1/60 - Single Phase - Medium Heat

3 YHCO036E1*MA0000 15.0 38,490 65,000 78 36x43x69 18x15.5 24 x14 637 26.7 40
4 YHC048E1*MA0000 15.0 48,930 64,000 79 42x53x88 33x17.5 322x175 869 357 50
5 YHCO060E1*MAO000 15.0 62,490 64,000 79 42x53x88 33x17.5 322x175 894 438 70
YHC - 208-230/3/60 - Three Phase - Medium Heat
3 YHCO36E3*MA0000 15.0 38,490 64,000 78 36x43x69 18x15.5 24 x14 637 219 30
4 YHC048E3*MAO000 15.0 49,930 64,000 79 42x53x88 33x17.5 322x175 869 283 40
5 YHCO60E3*MA0000 15.0 63,490 64,000 79 42x53x88 33x17.5 322x175 894 321 45
YHC - 460/3/60 - Three Phase - Medium Heat

3 YHC036E4*MA0000 15.0 38,490 64,000 78 36x43x69 18x15.5 24 x 14 637 10.0 15
4 YHC048E4*MA0000 15.0 49,930 64,000 79 42x53x88 33x17.5 322x175 869 136 20
5 YHC060E4*MAQ000 15.0 63,490 64,000 79 42x53x88 33x17.5 322x175 894 16.8 25
YHC - 208-230/1/60 - Single Phase - High Heat

3 YHCO036E1*HA0000 15.0 38,490 96,000 78 36x43x69 18x15.5 24 x14 637 26.7 40
4 YHC048E1*HA0000 15.0 48,930 96,000 79 42x53x88 33x17.5 322x175 869 357 50
5 YHCO060E1*HA0000 15.0 62,490 104,000 80 42x53x88 33x17.5 322x175 894 438 70
YHC - 208-230/3/60 - Three Phase - High Heat

3 YHC036E3*HA0000 15.0 38,490 96,000 78 36x43x69 18x15.5 24 x 14 637 219 30
4 YHC048E3*HA0000 15.0 49,930 96,000 79 42x53x88 33x17.5 322x17.5 869 283 40
5 YHCO60E3*HA0000 15.0 63,490 104,000 80 42x53x88 33x17.5 322x175 894 321 45
YHC - 460/3/60 - Three Phase - High Heat

3 YHCO036E4*HA0000 15.0 38,490 96,000 78 36x43x69 18x15.5 24 x 14 637 10.0 15
4 YHC048E4*HA0000 15.0 49,930 96,000 79 42x53x88 33x17.5 322x175 869 136 20
5 YHCO060E4*HA0000 15.0 63,490 104,000 80 42x53x88 33x17.5 322x175 894 16.8 25

® Downflow Airflow/Horizontal Airflow

@ SEER applies, 3-5 tons; EER applies 6-10 tons.

* Digit 9-E=Electromechanical or R=ReliaTel™.

** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, PG-9 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americom Stavdard, Packaged Gas/Electric
neatins s conoimonine - Gonvertible 3-5 Tons, 13 SEER, R-410A

Table PG-10-A — Base Unit — 13 SEER — Electromechanical or ReliaTel™

Heating Output® Cabinet Shipping
Unit Performance@®  Cooling Capacity Dimensions (in.)  Downflow Downflow Weight Max.
Tons Ordering No. SEER/EER Capacity (Btuh) (Btuh) AFUE% H x W x L Supply Return (Ibs.) MCA** Fuse*

YSC —208-230/1/60 — Single Phase — Low Heat

3 YSCO036E1*LA0000 13.0 35,620 48,000 80 36x43x69 18x155 12x 14 607 272 40
4 YSCO048E1*LA0000 13.0 49,210 48,000 80 36x43x69 18x155 12x14 638 35.2 50
5 YSCO060E1*LA0000 13.0 59,900 48,000 80 36x43x69 18x155 12x14 688 43.8 70
YSC —208-230/3/60 — Three Phase — Low Heat

3 YSCO036E3*LA0000 13.0 37,150 48,000 80 36x43x69 18x15.5 12x 14 607 21.4 30
4 YSCO048E3*LA0000 13.0 49,450 48,000 80 36x43x69 18x15.5 12x14 638 252 35
5 YSCO060E3*LA0000 13.0 62,270 48,000 80 36x43x69 18x15.5 12x14 688 29.5 45
YSC -460/3/60 — Three Phase — Low Heat

3 YSCO036E4*LA0000 13.0 37,150 48,000 80 36x43x69 18x15.5 12x14 607 101 15
4 YSCO048E4*LA0000 13.0 49,450 48,000 80 36x43x69 18x15.5 12x 14 638 125 15
5 YSCO060E4*LA0000 13.0 62,270 48,000 80 36x43x69 18x15.5 12x14 688 155 25
YSC -575/3/60 — Three Phase — Low Heat

3 YSCO36EW*LA0000 13.0 37,150 48,000 80 36x43x69 18x15.5 12x14 607 8.0 15
4 YSC048EW*LA0000 13.0 49,450 48,000 80 36x43x69 18x15.5 12x14 638 9.0 15
5 YSCO60EW*LA0000 13.0 62,270 48,000 80 36x43x69 18x15.5 12x14 688 10.1 15
YSC —208-230/1/60 — Single Phase — Medium Heat

3 YSCO036E1*MA0000 13.0 35,620 64,000 80 36x43x69 18x15.5 12x 14 607 272 40
4 YSCO048E1*MA0000 13.0 49,210 64,000 80 36x43x69 18x15.5 12x14 638 35.2 50
5 YSCO060E1*MA0000 13.0 59,900 64,000 80 36x43x69 18x15.5 12x14 688 43.8 70
YSC —208-230/3/60 — Three Phase — Medium Heat

3 YSCO036E3*MA0000 13.0 37,150 64,000 81 36x43x69 18x15.5 12x14 607 21.4 30
4 YSC048E3*MA0000 13.0 49,450 64,000 81 36x43x69 18x15.5 12x14 638 25.2 35
5 YSC060E3*MA0000 13.0 62,270 64,000 81 36x43x69 18x15.5 12x 14 688 29.5 45
YSC -460/3/60 — Three Phase — Medium Heat

3 YSCO036E4*MA0000 13.0 37,150 64,000 80 36x43x69 18x15.5 12x14 607 101 15
4 YSC048E4*MA0000 13.0 49,450 64,000 80 36x43x69 18x15.5 12x14 638 125 15
5 YSC060E4*MA0000 13.0 62,270 64,000 80 36x43x69 18x15.5 12x14 688 15,5 25
YSC -575/3/60 — Three Phase — Medium Heat

3 YSCO036EW*MA0000 13.0 37,150 64,000 80 36x43x69 18x15.5 12x14 607 8.0 15
4 YSC048EW*MA0000 13.0 49,450 64,000 80 36x43x69 18x15.5 12x14 638 9.0 15
5 YSCO060EW*MAQ0000 13.0 62,270 64,000 80 36x43x69 18x15.5 12x14 688 10.1 15
YSC —208-230/1/60 — Single Phase — High Heat

3 YSCO036E1*HA0000 13.0 35,620 96,000 80 36x43x69 18x15.5 12x14 607 27.2 40
4 YSCO048E1*HA0000 13.0 49,210 96,000 80 36x43x69 18x15.5 12x14 638 35.2 50
5 YSCO060E1*HA0000 13.0 59,900 104,000 80 36x43x69 18x155 12x14 688 43.8 70
YSC —208-230/3/60 — Three Phase — High Heat

3 YSCO036E3*HA0000 13.0 37,150 96,000 80 36x43x69 18x15.5 12x14 607 21.4 30
4 YSC048E3*HA0000 13.0 49,450 96,000 80 36x43x69 18x15.5 12x 14 638 252 35
5 YSC060E3*HA0000 13.0 62,270 104,000 80 36x43x69 18x155 12x 14 688 29.5 45
YSC -460/3/60 — Three Phase — High Heat

3 YSCO036E4*HA0000 13.0 37,150 96,000 80 36x43x69 18x15.5 12x 14 607 10.1 15
4 YSC048E4*HA0000 13.0 49,450 96,000 80 36x43x69 18x15.5 12x14 638 125 15
5 YSC060E4*HA0000 13.0 62,270 104,000 80 36x43x69 18x15.5 12x14 688 155 25
YSC -575/3/60 — Three Phase — High Heat

3 YSCO036EW*HA0000 13.0 37,150 96,000 80 36x43x69 18x15.5 12x 14 607 80 15
4 YSC048EW*HA0000 13.0 49,450 96,000 80 36x43x69 18x15.5 12x 14 638 9.0 15
5 YSCO060EW*HA0000 13.0 62,270 104,000 80 36x43x69 18x155 12x 14 688 10.1 15
0]
@

Downflow Airflow/Horizontal Airflow
SEER applies, 3-5 tons; EER applies 6-10 tons.
Digit 9-E=Electromechanical or R=ReliaTel™.
** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-10 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



, Packaged Gas/Electric
Americam Stamdard.  Convertible 6-10 Tons,

HEATING & AIR CONDITIONING High Eﬂiciency, R-410A

Table PG-11-A — Base Unit — High Efficiency — Electromechanical or ReliaTel™

Heating Output® Cabinet Shipping
Unit Performance@  Cooling Capacity Dimensions (in.) Downflow Downflow Weight Max.
Tons Ordering No. EER Capacity (Btuh) (Btuh) AFUE% H x W x L Supply Return (lbs) MCA** Fuse**

YHC —-208-230/3/60 — Three Phase — Low Heat

6 YHCO072E3*LA0000 12.6 72,000 64,800 80 47x53x89 33x17.5 32.13x175 997 339 50
7v2  YHCO092E3*LLA0000 13.0 92,000 96,000 80 51x63x100 32.25x19.25 32.25x16.75 1528 42.7 50
8% YHC102E3*LA0000 13.0 103,000 96,000 80 51x63x100 32.25x19.25 32.25x16.75 1553 44.7 60
10 YHC120E3*LA0000 12.5 119,000 120,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 50.3 60
YHC —460/3/60 — Three Phase — Low Heat

6 YHCO072E4*LA0000 12.6 72,000 64,800 80 47x53x89 33x17.5 32.13x175 997 16.3 25
7v>  YHCO092E4*LA0000 13.0 92,000 96,000 80 51x63x100 32.25x19.25 32.25x16.75 1528 19.8 25
8% YHC102E4*LA0000 13.0 103,000 96,000 80 51x63x100 32.25x19.25 32.25x16.75 1553 22.9 30
10 YHC120E4*LA0000 12.5 119,000 120,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 24.9 30
YHC —208-230/3/60 — Three Phase — Medium Heat

6 YHCO072E3*MAQ0000 12.6 72,000 96,000 80 47x53x89 33x17.5 32.13x175 997 33.9 50
7v>  YHC092E3*MAQ000 13.0 92,000 120,000* 80 51x63x100 32.25x19.25 32.25x16.75 1528 42.7 50
8> YHC102E3*MA0000 13.0 103,000 120,000* 80 51x63x100 32.25x19.25 32.25x16.75 1553 44.7 60
10 YHC120E3*MA0000 12.5 119,000 160,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 50.3 60
YHC -460/3/60 — Three Phase — Medium Heat

6 YHC072E4*MA0000 12.6 72,000 96,000 80 47x53x89 33x17.5 32.13x175 997 16.3 25
7v> YHCO092E4*MAO0000 13.0 92,000 120,000 80 51x63x100 32.25x19.25 32.25x16.75 1528 19.8 25
8% YHC102E4*MAQ000 13.0 103,000 120,000* 80 51x63x100 32.25x19.25 32.25x16.75 1553 22.9 30
10 YHC120E4*MAO0000 12.5 119,000 160,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 24.9 30
YHC —-208-230/3/60 — Three Phase — High Heat

6 YHC072E3*HA0000 12.6 72,000 120,000* 80 47 x53x89 33x17.5 32.13x17.5 997 33.9 50
7v2  YHC092E3*HA0000 13.0 92,000 160,000 80 51x63x100 32.25x19.25 32.25x16.75 1528 42.7 50
8% YHC102E3*HA0000 13.0 103,000 160,000* 80 51x63x100 32.25x19.25 32.25x16.75 1553 44.7 60
10 YHC120E3*HA0000 12.5 119,000 200,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 50.3 60
YHC -460/3/60 — Three Phase — High Heat

6 YHC072E4*HA0000 12.6 72,000 120,000* 80 47 x53x89 33x17.5 32.13x175 997 16.3 25
7v2  YHC092E4*HA0000 13.0 92,000 160,000* 80 51x63x100 32.25x19.25 32.25x16.75 1528 19.8 25
8% YHC102E4*HA0000 13.0 103,000 160,000* 80 51x63x100 32.25x19.25 32.25x16.75 1553 22.9 30
10 YHC120E4*HA0000 12.5 119,000 200,000* 80 51x63x100 32.25x19.25 32.25x16.75 1563 24.9 30

@® Downflow Airflow/Horizontal Airflow

@ SEER applies, 3-5 tons; EER applies 6-10 tons.

* Digit 9-E=Electromechanical or R=ReliaTel™.

** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-11 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americom Stamdard. Packaged Gas/Electric

HEATING & AIR CONDITIONING

Convertible 6-10 Tons, R-410A

Table PG-12-A — Base Unit — Electromechanical or ReliaTel™

Heating Output® Cabinet Shipping

Unit Performance@®  Cooling Capacity Dimensions (in.) Downflow Downflow Weight Max.
Tons Ordering No. EER Capacity (Btuh) (Btuh) AFUE% H x W x L Supply Return (Ibs.)  MCA** Fuse**
YSC —208-230/3/60 — Three Phase — Low Heat
6 YSC072E3*LA0000 11.2 75,000 64,800 80 41x53x89 33x17.5 32.13x175 936 365 50
7% YSCO90E3*LA0000 11.1 89,000 120,000 80 41x53x89 33x17.5 32.13x175 916 382 60
7% YSCO092E3*LA0000 11.2 94,000 97,200 80 47x53x89 33x17.5 32.13x175 1059 433 50
8% YSC102E3*LA0000 11.2 102,000 97,200 80 47x53x89 33x175 32.13x17.5 1096 46.3 60
10 YSC120E3*LB0000 11.3 118,000 121,500 80 47x53x89 33x17.5 32.13x175 1221 559 60
YSC —-460/3/60 — Three Phase — Low Heat
6 YSCO072E4*LA0000 11.2 75,000 64,800 80 41x53x89 33x17.5 32.13x17.5 936 182 25
7% YSCO090E4*LA0000 11.1 89,000 120,000 80 41x53x89 33x17.5 32.13x175 916 195 30
7% YSCO092E4*LA0000 11.2 94,000 97,200 80 47x53x89 33x175 32.13x175 1059 215 25
8% YSC102E4*LA0000 11.2 102,000 97,200 80 47x53x89 33x175 32.13x17.5 1096 219 25
10 YSC120E4*LB0000 11.3 118,000 121,500 80 47x53x89 33x17.5 32.13x175 1221 265 35
YSC —575/3/60 — Three Phase — Low Heat
6 YSCO072EW*LA0000 11.2 75,000 64,800 80 41x53x89 33x17.5 32.13x17.5 936 12.7 20
7% YSCO090EW*LA0000 11.1 89,000 120,000 80 41x53x89 33x175 32.13x175 916 147 20
7% YSCO092EW*LA0000 11.2 94,000 97,200 80 47x53x89 33x17.5 32.13x175 1059 159 20
8% YSC102EW*LA0000 11.2 102,000 97,200 80 47x53x89 33x175 32.13x175 1096 175 20
10 YSC120EW*LB0000 11.3 118,000 121500 80 47x53x89 33x17.5 32.13x17.5 1221 212 25
YSC —208-230/3/60 — Three Phase — Medium Heat
6 YSC072E3*MA0000 11.2 75,000 97,200 80 41x53x89 33x175 32.13x175 936 365 50
7% YSCO090E3*MA0000 11.1 89,000 150,000 80 41x53x89 33x17.5 32.13x175 916 382 60
7> YSC092E3*MA0000 11.2 94,000 121500 80 47x53x89 33x17.5 32.13x175 1059 433 50
8% YSC102E3*MA0000 11.2 102,000 121500 80 47x53x89 33x17.5 32.13x17.5 1096 46.3 60
10 YSC120E3*MB0000 11.3 118,000 162,000 80 47x53x89 33x17.5 32.13x175 1221 55.9 60
YSC —-460/3/60 — Three Phase — Medium Heat
6 YSCO072E4*MA0000 11.2 75,000 97,200 80 41x53x89 33x175 32.13x17.5 936 182 25
7%2  YSC090E4*MA0000 11.1 89,000 150,000 80 41x53x89 33x175 32.13x175 916 19.5 30
7% YSCO092E4*MA0000 11.2 94,000 121500 80 47x53x89 33x17.5 32.13x175 1059 215 25
8% YSC102E4*MA0000 11.2 102,000 121,500 80 47x53x89 33x17.5 32.13x175 1096 219 25
10 YSC120E4*MB0000 11.3 118,000 162,000 80 47x53x89 33x17.5 32.13x175 1221 265 35
YSC -575/3/60 — Three Phase — Medium Heat
6 YSCO072EW*MA0000 11.2 75,000 97,200 80 41x53x89 33x17.5 32.13x17.5 936 12.7 20
7% YSCO90EW*MAOQ000 11.1 89,000 150,000 80 41x53x89 33x175 32.13x175 916 147 20
72 YSC092EW*MAO0000 11.2 94,000 121,500 80 47x53x89 33x17.5 32.13x175 1059 159 20
8% YSC102EW*MAO0000 11.2 102,000 121500 80 47x53x89 33x17.5 32.13x175 1096 175 20
10 YSC120EW*MB0000 11.3 118,000 162,000 80 47x53x89 33x17.5 32.13x175 1221 212 25
YSC —208-230/3/60 — Three Phase — High Heat
6 YSC072E3*HA0000 11.2 75,000 121500 80 41x53x89 33x17.5 32.13x175 936 36.5 50
7% YSCO090E3*HA0000 11.1 89,000 200,000 80 41x53x89 33x17.5 32.13x175 916 382 60
7% YSC092E3*HA0000 11.2 94,000 162,000 80 47x53x89 33x17.5 32.13x175 1059 433 50
8% YSC102E3*HA0000 11.2 102,000 162,000 80 47x53x89 33x17.5 32.13x17.5 1096 46.3 60
10 YSC120E3*HB0000 11.3 118,000 205,500 80 47x53x89 33x17.5 32.13x175 1221 559 60
YSC -460/3/60 — Three Phase — High Heat
6 YSC072E4*HA0000 11.2 75,000 121,500 80 41x53x89 33x17.5 32.13x17.5 936 182 25
7%, YSCO090E4*HA0000 11.1 89,000 200,000 80 41x53x89 33x175 32.13x175 916 19.5 30
7% YSC092E4*HA0000 11.2 94,000 162,000 80 47x53x89 33x17.5 32.13x175 1059 215 25
8%, YSC102E4*HA0000 11.2 102,000 162,000 80 47x53x89 33x17.5 32.13x175 1096 219 25
10 YSC120E4*HB0000 11.3 118,000 205,500 80 47x53x89 33x17.5 32.13x17.5 1221 26,5 35
YSC -575/3/60 — Three Phase — High Heat
6 YSC072EW*HAQ000 11.2 75,000 121500 80 41x53x89 33x175 32.13x17.5 936 12.7 20
7% YSCO90EW*HA0000 11.1 89,000 200,000 80 41x53x89 33x175 32.13x175 916 147 20
7. YSC092EW*HA0000 11.2 94,000 162,000 80 47x53x89 33x17.5 32.13x175 1059 159 20
8% YSC102EW*HA0000 11.2 102,000 162,000 80 47x53x89 33x17.5 32.13x17.5 1096 175 20
10 YSC120EW*HB0000 11.3 118,000 205,500 80 47x53x89 33x17.5 32.13x175 1221 212 25

® Downflow Airflow/Horizontal Airflow
@ SEER applies, 3-5 tons; EER applies 6-10 tons.
* Digit 9-E=Electromechanical or R=ReliaTel™.

** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PG-12

Effective 7/15/10

14-1011-25



. Packaged Gas/Electric
Amertcam Stamdard.  Gonvertible 3-10 Tons

HEATING & AIR CONDITIONING (Model Digit Numbers)

Digit Description Order Number Digit Description Order Number
1-8 Main Assembly (see previous page) 18 Through the Base Provisions
9 Unit Controls No Through the Base Provisions ...

Through the Base Electric®
Through the Base Gas............
Through the Base Gas and Electric® .
19 Disconnect/Circuit Breaker/Phase Monitor (3 phase only)
No Disconnect Circuit Breake...........cccccooeveriiennen.
Unit Mounted Non-Fused Disconnect®
Unit Mounted Circuit Breaker® ...........cccocceevvveeenen. 2
20 Convenience Outlet
No Convenience Outlet
Unpowered Convenience Outlet.

Electromechanical
ReliaTel™ Micro-processor
10 Heating Capacity

Tm

Low - Stainless Steel Heat Exchanger....
Medium - Stainless Steel Heat Exchanger
High - Stainless Steel Heat Exchanger

N<XTZr

1 Minor Design Sequence
First Seqt?ence? .................................................... A Powered Convenience Outlet (3 phase only)® ...... B
12-13 Service Sequence 21 Communications Options®
First Sequence (Factory assigned)...........ccccov... *,% No Communications Interface................coccocveencen.
14 Fresh Air Selection Comm 3/4 Communications Interface
No Fresh Air Novar 2024 Controls

Novar 3051 Controls

0-50% Manual Outside Air Damper

0-50% Motorized Outside Air Damper .... 22 Refrigeration System Option
0-100% Economizer, Dry Bulb without Standa_rd_ Befr_lgerahon System® ...... ORI 0
Barometric Relief® Dehumidification (Hot Gas Reheat Coil)® ............. B
0-100% Economizer, Dry Bulb with 23 Refrigeration Controls
Barometric Relief® ........ccccoovvrrveeeiriiniieinnns D No Refrigeration Control
0-100% Economizer, Reference Enthalpy Frostat® ...
without Barometric Relief®® ...........ccccvvereiennes E Crankcase Heater
0-100%Economizer, Reference Enthalpy Frostat® and Crankcase Heater® ...
with Barometric Relief®® ..........ccccocoevriieiinennn. F 24 Smoke Detector@®
0-100%Economizer, Comparative Enthalpy No Smoke Detector 0
without Barometric Relief ©® ... G Return Air Smoke Detector®® A
0-100%Economizer, Comparative Enthalpy Supply Air Smoke Detector...........coceverieeeeiieceene B
with Barometric Relief O® ........cccoooeiiiieiinenn. H Supply and Return Air Smoke Detectors®® ......... (o}
15 Supply Fan/Drive Type/Motor 25 Monitoring Controls®
Standard Drive ........cccceceeriieninnenne ...0 No Monitoring Control@

Oversized Motor ............ Clogged Filter Switch® .
Optional Belt Drive Motor® . Fan Failure Switch® .........
16 Hinged Service Access & Filters Discharge Air Sensing Tube®
Standard Panels & Filters Clogged Filter Switch and Fan Fail Switch®
Hinged Access Panels & Standard Filters . Clogged Filter Switch and Discharge
Standard panels & 2" Pleated Filters.......... Air Sensing TUbE® .........ccccevvieriiiiiiiiiec
Hinged Access Panels & 2" Pleated Filters Fan Fail Switch and Discharge Air Sensing Tube®
Standard Panels & 2" MERV 13 Filters Clogged_ Filter and Fan Fail Switches
Hinged Access Panels & 2" MERV 13 Filters... and Discharge Air Sensing Tube® ...

17 Condenser Coil Protection N Novar Return Air Sensor® .....
Novar 3051 Zone Sensor® ....

N o

rwNMoO

oo,

moow»o

Standard Coil.........cccccvcveeuennee. 0
Standard Coil with Hail Guard ...... 1
Black Epoxy Pre-Coated Condenser Coil 2
Black Epoxy Pre-Coated Condenser Coil
with Hail Guard ............ccccce.. .3
Complete Coat™ Condenser Coil. s
Complete Coat™ Condenser Coil with Hail Guard . 5
@ Enthalpy control not available factory installed with electro-mechanical @® The manual outside air damper will ship factory supplied within the unit, but
controls. must be field installed.
@ Economizer with Barometric Relief is for downfllow configured units only. Requires Selection of 2" Pleated Filters (Option B or C) for Digit 16.
Order Economizer without Barometric Relief for horizontal configuration. ® Through the base electric required when ordering disconnect/circuit breaker
Barometric relief for horizontal configured units must be ordered as field options.
installed accessory BAYBARMO10A. Not available with electro-mechanical controls.
® Requires use of Disconnect or Circuit Breaker. @ Novar Sensor utilized with Digit 21 = (4) Novar 3051 Controls without zone
® Standard refrigeration metering device - short orifice. sensor.
® Frostat cannot be field installed in electro-mechanical units. Digit 15
® High Pressure control is standard on 3 phase units with scroll compressors Standard Efficiency
and in YSCO36A. 1 Phase = High Efficiency Multispeed Direct Drive Motor
@ Not available with BAYFRST001A High Temperature Stat accessory. 3 Phase (3-8 ¥z Ton) = Belt Drive
The return air smoke detector may not fit up or work properly on the 3 Phase (10 Ton) = Ultra High Efficiency Direct Drive Plenum Fan
Convertible units when used in conjunction with 3rd party accessories such High Efficiency
as bolt on heat wheels, economizers and power exhaust. Do not order the 1 Phase = High Efficiency Multispeed Direct Drive Motor
return air smoke detectors when using this type of accessory. 3 Phase (3-5 Ton) = High Efficiency Multispeed Direct Drive Motor
® Return Air Smoke Detector cannot be ordered with Novar Controls. 3 Phase (3-5 Ton w/Dehumidification) = Belt Drive Motor
These options are standard when ordering Novar Controls. 3 Phase (7 %2 -10 Ton) = Ultra High Efficiency Direct Drive Plenum Fan

@ This option is used when ordering Novar Controls.
@® Includes gas piping and shutoff (field assembly required).

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-13 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Gas/Electric

HEATING & AT coNPITIONING Convertible 3-10 Tons Accessories

Table PG-14-A — Accessories

Model Number Description Used With@

BAYABRDO001CG@............... ReliaTel™ Options Module...........cccoeeevveriennenne. All Y*C036-120E, R (ReliaTel™) See Note®
BAYASCT001CO@............ Anti-Short-Cycle TIMer........ccovvvviienieiieieereen All Y*C036-120E, E (Electro Mechanical)
BAYBARMO10A® YSC036-060E, YHCO36E

BAYBARMO11A® YHCO048E-120E, YSC072-120E

BAYCCHTO10B ................. Crankcase Heater ..........cccccoeeecieeeiicciieeeeee. YSCO036-048E1, 3

BAYCCHTO11B ................. Crankcase Heater ..........cccccoeevcveeeecicceee e YSCO036-048E4, W

BAYCCHTO17A ................. Crankcase Heater ..........cccccooeecieeeieiciieeeeee. YSCO060E1,3

BAYCCHTO18A ................. Crankcase Heater ..........ccccceeevcveeeecieceee e YSCO060E4,W

ASYSTAT712B®@............. CO, Sensor Kit, Wall Mounted................c.ccouc.. AllY*C036-120 (ReliaTel™)
ASYSTAT714BO®@............. CO, Sensor Kit, Duct Mounted.................c.ooenee. Al Y*C036-120E, R (ReliaTel™)
BAYCURBO042A®@.............. ROOf CUID .. YHCO036E, YSC036-060E

BAYCURBO043A® ... .Roof Curb ... . YHC048-072E, YSC072-120E

BAYCURBO44A ................. ROOf CUID .. YHC090-120E

BAYDFPS003B®® ........... Clogged Filter SWitch .........ccooiiiiiiiiiiiicee All Y*C036-120E, R (ReliaTel™)

BAYDFPS014A .Clogged Filter Switch (MERV 13 Filter) . AllY*C036-120E, R (ReliaTel™)
BAYDFPS004A®® ........... Fan Failure SWitCh...........cccoiiiiiiiiiieeee All Y*C036-120E, R (ReliaTel™)
BAYDMPRO53A® ............. 0-50% Manual Outside Air Damper..................... YHCO36E, YSC036-060E

BAYDMPRO056B® ............ 0-50% Manual Outside Air Damper...........ccc....... YHC048-120E, YSC072-120E

BAYDMPRO51A® 0-50% Motorized Outside Air Damper................. YSC036-060E_R, YHCO36E_R (ReliaTel™)
BAYDMPRO052A® .. .0-50% Motorized Outside Air Damper.. . YHCO36E_E, YSC036-060E_E (Electro Mechanical)
BAYDMPRO054A® 0-50% Motorized Outside Air Damper................. YHCO048-120E_R, YSC072E-120E_R (ReliaTel™)
BAYDMPRO55A®@ ............. 0-50% Motorized Outside Air Damper................. YHCO048-120E_E, YSC072E-120E_E (Electro Mechanical)
BAYECONO085A® 0-100% Dry Bulb Economizer ...........cccceeeveennee. YHCO36E_R, YSC036-060E_R (ReliaTel™)

BAYECONOS86A® .. .0-100% Dry Bulb Economizer ... . YHCO36E_E, YSC036-060E_E (Electro Mechanical)
without Barometric Relief

BAYECONO87A® ............. 0-100% Dry Bulb ECONOMIZEr ......coecvvevirieiene YHCO048-120E_R, YSC072-120E_R (ReliaTel™)

BAYECONO088A® ............. 0-100% Dry Bulb Economizer ...........cccoeeveennen. YHCO048-120E_E, YSC072-120E_E (Electro Mechanical)
without Barometric Relief

BAYENTHO05A® Reference Enthalpy Kit.........ccccooviiveiieiienene. BAYECONO085A, 087A

BAYENTHOO06A® ... .Comparative Enthalpy Kit.... . BAYECONO85A, 087A

BAYENTHOO1A.................. Enthalpy Control (Solid State ...........ccccceevernenee. BAYECONO086A, 088A

BAYFRSTO03A®® ........... High Temperature Stat..........ccccccevvevieiienieneene. All Y*C036-120E

BAYGARDO37B................. Condenser Coil Hail Guard .............cccocveeeeennnee... YSCO036-060E, YHCO36E

BAYGARDO40B... .Condenser Coil Hail Guard .. . YHC048-060E, YSC072-090E
BAYGARDO041B... .Condenser Coil Hail Guard .. . YSC092-120E, YHCO072E
BAYGARDO70A................. Condenser Coil Hail Guard ...........cccccovevevieennnen. YHC092-120E

BAYHAKTO10C.................. High Altitude Kit...............ocoooiiiiii All'Y*C036-120E

@ Kits contain all necessary parts to achieve desired level of enthalpy control.

® Lynn Haven Manufacturing has a No-Return policy for this roof curb.

® For use with ReliaTel™ controlled units only.

@ Cannot be used in conjunction with factory installed Smoke Detector option.

® Installs in ductwork for horizontal configuration. For downflow configuration, it installs in the unit's horizontal return duct. See Installer's Guide for more information.

® BAYABRDOO01C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A),Discharge Air Sensing Kit (BAYTUBEOO4A
or BAYTUBEOO5A) or Evaporator Defrost Control (Frostat) (BAYLOAMO20B) Ventilation Override Kit (BAYVNORO001B) unless the following options are factory installed: Frostat, Smoke

Detector, Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options include the ReliaTel™ Options Module.
® Electromechanical controlled units only
@ Activated on Power on.
@ Field installed accessory. Requires an economizer.
® The manual outside air damper will ship factory supplied within the unit, but must be field installed.
A=R-22, E=410A

For complete equipment / combination selections,

installation instructions and warranty information, PG-14
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Americam Stamdard. Packaged Gas/Electric

HEATING & AT comPITIONING Convertible 3-10 Tons Accessories

Table PG-15-A — Accessories

Model Number Description Used With®

BAYHSMTO82A .......ccccovnne 2 HP Oversized motor kit (208-230/460V) .........ccccvevene. YSCO072ES3, 4

BAYHSMTO83A .. ..2 HP Oversized motor kit (575V) .. YSCO72EW

BAYHSMT402A ........ccoeveneeee 2 HP Oversized Motor Kit .........ccceveereereneneseseseeeeeene YHCO072E3, 4

BAYHSMTO86A ..........ccceueee 3 HP Oversized motor kit (208-230/460V) ..........cccceueeee. YSC090-102ES3, 4

BAYHSMTO87A ......ccoeevenee 3 HP Oversized motor kit (575V) .....ovovevieiieriieiieieeeenne YSC090-102EW

BAYHSMTO88A .. ..5 HP Oversized motor kit (208-230/460V) . ..YSC120ES3, 4

BAYHSMTO89A ........cceenee. 5 HP Oversized motor Kit (575V) ...cccevvveeeiiieiiiieiieeeienn YSC120EW

BAYLSDROO9A.......cccccveniene Low Static Drive Kit.........ccririiiiiiiiieieeesescese YHCO072E

BAYHSDRO12A .......ccevveine High Static Drive Kit..........ccceoieiiiiiiiiencnenc e YSC072E

BAYKSKT255B.......ccceeveene QuICK Start Kit........coooerereieeeeeeeeee e YSC036-060E1

BAYLOAMO020BQO®............... Evaporator Defrost Control (Frostat) ...........cccccocciiicncns All'Y*C036-120E, R (ReliaTel™)

BAYLPKTO029C .......ccocevueeene LP Conversion Kit .........ccccererereeiieieieiese e YSCO072E,H, YSC090-102,M,H, YSC120,L,M,H
YHCO072E,H, YHC092-102E,M,H, YHC120E,L,M,H

BAYLPKTO50B .......cccccvveine LP Conversion Kit ..........cceerirerieieieieeseesese e YSCO036-060E,L,M,H, YSC072E,L,M, YSC090-102E,L

YHC036-060E,L,M,H, YHCO072E,L,M, YHC092-102E,L

BAYPWRXO070A.........cooenee Power Exhaust (208-230/3).........cccouriiiiiiiiiiiiicicicicies YSC036-060E,3, YHC048-060E,3

BAYPWRXO071A.. .. Power Exhaust (460/3)........ .. YSC036-060E4, YHC048-060E4
BAYPWRXO072A........ccceeunee. Power EXhaust (575/3)...cc.uueiiiiiiiiieiiieeiiie e YSC036-060EW
BAYPWRX026A® ................ Power Exhaust (208-230/3)........ccceeiuveeiiieeiiiieeiieesiieesnes Y*C072-120E3
BAYPWRX027A® .... .. Power Exhaust (460/3) .. Y*C072-120E4
BAYPWRX028A® ................ Power EXNaust (575/3)...cc.ceiierieeieeiieiie e see e see s Y*C072-120EW
BAYQACBO009A®®............... Quick Adapt CUM ...oc.eveiieeeeeeee e YHCO36E, YSC036-060E
BAYQACBO010AG® .. ..Quick Adapt Curb .. YHCO36E, YSC036-060E

BAYQACBO11AG® ..

BAYQACB012AG® .. Quick Adapt Curb YSCO072-120E, YHC048-072E
BAYQACBO013A®® .. Quick Adapt Curb ........ YSCO072-120E, YHC048-072E
BAYQACB111A ... Quick Adapt Roof Curb YHC092-120E

BAYQACB112A ... .. Quick Adapt Roof Curb .. YHC092-120E

BAYQACB113A ....ccooveeee Quick Adapt ROOf CUID ......coeiieieieeeee e YHC092-120E
BAYSENSO16A® ................. Temperature SeNSOr...........ccccviiiiiiiiiiiccce e All'Y*C036-120E
BAYSERVO01A® ................. Selective Resistance Service Tester........ccccccvveeviieeninenns All Y*C036-120E
BAYSTAT023® ......ccceevvenene Remote Potentiometer ..........cccoovviieiiieniie e All Y*C036-120E
BAYTUBEOO4A®R® ........... Discharge Air Sensing Kit .........ccccevererenenencncncnenens YSCO036-060E, R, YHCO36E, R
BAYTUBEOOBA®QR® ........... Discharge Air Sensing Kit .........cccoererrrenenene e YSC072-102E, R, YHC048-072E, R
BAYTUBE400A........ccccuennnne Discharge Air Sensing Kit ........cccccverveiveienieiiesiesienens YSC120E,R
BAYTUBE402A........c.cccveeee Discharge Air Sensing Kit .........ccccevieiiiiiniicnieieccecneee YHC092-120E,R
BAYVNORO01B®®® .......... Ventilation Override Kit...........ccoovevieiiieiieiieseeceeseeeens All Y*C036-120E

@ For use with ReliaTel™ microprocessor controlled units only. Must be factory installed for Electromechanical controlled units.
® Used for true discharge air sensing in both heating and cooling. Required for supply air tempering.

® Lynn Haven Manufacturing has a No-Return policy for this roof curb.

® For use with ReliaTel™ controlled units only.

(® BAYABRDOO01C is required when ordering field installed accessories Clogged Filter Switch (BAYDFPS003A), Fan Fail Switch (BAYDFPS004A),Discharge Air Sensing Kit (BAYTUBEO04A
or BAYTUBEOO5A) or Evaporator Defrost Control (Frostat) (BAYLOAMO20B) Ventilation Override Kit (BAYVNORO001B) unless the following options are factory installed: Frostat, Smoke

Detector, Clogged Filter Switch, Fan Failure Switch, Discharge Air Sensing Kit. These factory installed options include the ReliaTel™ Options Module.

® BAYQACBO09A adapts YCD units BAYCURB021B to accept Y*C 3 -5 ton unit. BAYQACBO10A adapts YCD units BAYCURBO022B to accept Y*C 3-5 ton unit. BAYQACBO12A adapts YCD
units BAYCURBO025B to accept Y*C 3-5 ton unit. BAYQACBO013A adapts YCD units BAYCURBO026B to accept Y*C 6-10 ton unit. BAYQACBO11A adapts YCD units BAYCURBO022B to accept

Y*C 6-10 ton unit.
@ Power Exhaust cannot be used with Barometric Relief. Order Economizer without Barometric Relief.
Field installed accessory. Requires an economizer.
® E=410A

For complete equipment / combination selections,

installation instructions and warranty information, PG-15 Effective 7/15/10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Packaged Gas/Electric
Convertible 3-10 Tons, R-410A
Zone Sensors /| Thermostats

Table PG-16-A — Zone Sensors for ReliaTel™ Controlled Units

Model

Number Description Used With
ASYSTAT106A Single Setpoint Manual Changeover Y*C036-120E, R
ASYSTAT107A Single Setpoint Y*C036-120E, R
ASYSTAT108A Dual Setpoint Manual or Auto Changeover Y*C036-120E, R
ASYSTAT109A Dual Setpoint Changeover Sensor Y*C036-120E, R
ASYSTAT111A Remote Room Sensor Y*C036*120E, R
ASYSTAT777A Programmable Night Setback w/System Function Lights (Vertical Style) Y*C036-120E, R
ASYSTAT708A Programmable Night Setback w/System Function Lights Y*C036-120E, R
ASYSTAT710A Wall Mounted Humidity Sensor Y*C036-120E
ASYSTAT711A Duct Mounted Humidity Sensor Y*C036-120E
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT666C

For additional Controls Information:
See ReliaTel™ Control features on PC-15 and PC-16.

For complete equipment / combination selections,

installation instructions and warranty information, PG-16
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Amaricam Stamdard. Packaged Gas/Electric with ReliaTel™
HEATING & AIR CONDITIONING cOntrols 1 21/2_25 TonS, R-410A

* Scroll compressors on all units * Quick-Access doors and single side access
* ReliaTel™ control features are listed on make servicing much faster for lower
page PC-15 maintenance costs
* Operating charge of R-410A * Quick-adjust idler arm pulley. Adjust belt
* Built-in anti-short cycle timer, time delay tension, change belts, adjust airflow quickly
relay and minimum on time controls » High efficiency gas heat with hot surface
¢ Low Ambient to 0°F standard ignition for low heating energy costs, low
* High efficiency drum and tube heat maintenance and high reliability
exchanger * Sloped sheet metal drain pans
* Color coded and numbered wiring * 5-year limited compressor and heat
* Two inch throwaway filters on both YCH and exchanger warranty (12'2 -17'2 tons)
12%2 - 25Ton YCD-E — DOV‘_’nﬂOW YCD to clean air and keep coil maintenance * 1-year limited compressor and heat
12 - 25 Ton YCH-E — Horizontal low exchanger warranty (20 tons)

Simple U-shaped airflow pattern results in

very low airside energy requirement
Table PG-17-A — R-410A

Cooling Heating Output Shipping Max Fuse Size
Unit Power Supply  Performance Capacity =~ Capacity Dimensions (in.) Weight or Max Downflow®
Tons  Model No. Volts/Phase/Hz EER® (Btuh) (Btuh) HxWxL (Ibs.) MCA** Circuit Breaker**  Roofcurb
YC* —Three Phase Low Heat
12', YC*151E3LOA 208-230/3/60 12.0 150,000 122,000 54 x 85%46x 12251 2610 65 80 BAYCURBO027B
15  YC*181E3LOB 208-230/3/60 12.0 181,000 203,000 54 x 85%16 x 122%1¢ 2613 72 90 BAYCURBO027B
17", YC*211E3LOA 208-230/3/60 12.0 215,000 203,000 64'/s x 85%16 x 122516 2677 98 125 BAYCURB027B

20  YC*241E3LOA 208-230/3/60 11.0 264,000 203,000 64'/s x 85%16 x 122516 2680 105 125 BAYCURB027B
25 YC*301E3LOA 208-230/3/60 11.0/10.6 285,000® 203,000 64'/s x 85%16 x 122516 2684 122 150 BAYCURBO027B

12', YC*151E4LOA  460/3/60 12.0 150,000 122,000 54 x 85%:6 x 1225 2610 31 40 BAYCURB027B
15 YC*181E4LOB  460/3/60 12.0 181,000 203,000 54 x 85%16 x 122516 2613 37 45 BAYCURB027B
17", YC*211E4LOA  460/3/60 12.0 215,000 203,000 64'/s x 85516 x 122%15 2677 47 60 BAYCURB027B
20  YC*241E4LOA  460/3/60 11.0 264,000 203,000 64'/s x 85%16 x 122516 2680 52 70 BAYCURB027B
25 YC*B01E4LOA  460/3/60 11.0/10.6 285,000® 203,000 64'/s x 85%16 x 12256 2684 61 70 BAYCURB027B
12', YC*151EWLOA  575/3/60 12.0 150,000 122,000 54 x 85%:6 X 122515 2610 25 30 BAYCURB027B
15 YC*181EWLOB 575/3/60 12.0 181,000 203,000 54 x 85%:6 x 12251 2613 31 40 BAYCURB027B
17"/, YC*211EWLOA  575/3/60 12.0 215,000 203,000 64'/s x 85%16 x 122516 2677 38 50 BAYCURB027B
20 YC*241EWLOA  575/3/60 11.0 264,000 203,000 64'/s x 85%16 x 122516 2680 42 50 BAYCURB027B
25 YC*301EWLOA 575/3/60 11.0/10.6 285,000® 203,000 64'/s x 85%16 x 122%1s 2684 49 60 BAYCURB027B
YC* —Three Phase High Heat

12', YC*151E3HOA 208-230/3/60 12.0 150,000 203,000 54 x 85%16 x 122516 2610 65 80 BAYCURB027B
15  YC*181E3HOB 208-230/3/60 12.0 181,000 284,000 54 x 85%16 x 122%:¢ 2613 72 90 BAYCURB027B
17/, YC*211E3HOA 208-230/3/60 12.0 215,000 284,000 64'/s x 85%16 x 122516 2677 98 125 BAYCURB027B

20  YC*241E3HOA 208-230/3/60 11.0 264,000 324,000 64'/sx 85%16 x 122516 2680 105 125 BAYCURB027B
25 YC*301E3HOA 208-230/3/60 11.0/10.6 285,000 324,000 64'/sx 85%1s x 122%1s 2684 122 150 BAYCURBO027B

12/, YC*151E4HOA  460/3/60 12.0 150,000 203,000 54 x 85%s x 12215 2610 31 40 BAYCURB027B
15  YC*181E4HOB  460/3/60 12.0 181,000 284,000 54 x 85%6 x 1225+ 2613 37 45 BAYCURB027B
17"/, YC*211E4HOA  460/3/60 12.0 215,000 284,000 64'/s x 85%6 x 122516 2677 47 60 BAYCURB027B
20  YC*241E4HOA  460/3/60 11.0 264,000 324,000 64'/s x 85%16 x 122516 2680 52 70 BAYCURBO027B
25 YC*301E4HOA  460/3/60 11.0/10.6 285,000 324,000 64'/s x 85%16 x 122516 2684 61 70 BAYCURB027B
12"/, YC*151EWHOA 575/3/60 12.0 150,000 203,000 54 x 85%6 x 12255 2610 25 30 BAYCURBO027B
15 YC*181EWHOB 575/3/60 12.0 181,000 284,000 54 x 85%s x 1225/1s 2613 31 40 BAYCURB027B
17/, YC*211EWHOA 575/3/60 12.0 215,000 284,000 64'/s x 85%16 X 122516 2677 38 50 BAYCURB027B
20  YC*241EWHOA 575/3/60 11.0 264,000 324,000 64'/s x 85%6 x 12251 2680 42 50 BAYCURB027B
25 YC*301EWHOA 575/3/60 11.0/10.6 285,000 324,000 64'sx 85%16x 122%1s 2684 49 60 BAYCURB027B

® For Downflow units only.

@ 278,000 in the Horizontal airflow configuration.

® Downflow/Horizontal

* Digit 3 D=Downflow or H=Horizontal.

** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-17 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. Packaged Gas/Electric with ReliaTel™
HEATING & AIR CONDITIONING cOntrols 1 21/2-25 TonS, R_41 OA

 Scroll compressors on all units * Quick-Access doors and single side access
* ReliaTel™ control features are listed on make servicing much faster for lower
page PC-15 maintenance costs
* Operating charge of R-410A * Quick-adjust idler arm pulley. Adjust belt
e Built-in anti-short cycle timer, time delay tension, change belts, adjust airflow quickly
relay and minimum on time controls * High efficiency gas heat with hot surface
¢ Low Ambient to 0°F standard ignition for low heating energy costs, low
 High efficiency drum and tube heat maintenance and high reliability

exchanger * Sloped sheet metal drain pans
¢ Color coded and numbered wiring ¢ 5-year limited compressor and heat
¢ Two inch throwaway filters on both YCH and exchanger warranty (122 -17%2 tons)
o = -E — - . . D
12%2 - 25Ton YCD-E Downflow YCD to clean air and keep coil maintenance * 1-year limited compressor and heat

12Y2 - 25 Ton YCH-E — Horizontal low exchanger warranty (20 tons)
Simple U-shaped airflow pattern results in
very low airside energy requirement

Table PG-18-A — R-410A

Cooling  Heating Output Shipping Max Fuse Size
Unit Power Supply Performance Capacity Capacity Dimensions (in.) Weight or Max Downflow®

Tons  Model No. Volts/Phase/Hz  EER (30) (Btuh) (Btuh) HxWxL (Ibs.) MCA** Circuit Breaker** Roofcurb
YC* —Three Phase Low Heat

12', YC*150E3LOB 208-230/3/60 11.0 158,000 122,000 50'/s x 715/5 x 107%16 1952 68 80 BAYCURB026B
15  YC*180E3LOB 208-230/3/60 11.0 189,000 203,000 54 x 85%16 x 12251 2474 78 100 BAYCURB027B
17"/, YC*210E3LOB 208-230/3/60 11.0 213,000 203,000 54 x 85%16 x 122%:5 2573 95 125 BAYCURB027B
20 YC*240E3LOB 208-230/3/60 10.2 250,000 203,000 54 x 85%:¢ x 122516 2575 104 125 BAYCURB027B

25 YC*300E3LOB 208-230/3/60 10.0 282,000 203,000 54 x 85% x 12215 2583 124 150 BAYCURBO027B

12/, YC*150E4L0B  460/3/60 11.0 158,000 122,000 50'/s x 71%/s x 107%16 1952 32 40 BAYCURB026B
15 YC*180E4LOB  460/3/60 11.0 189,000 203,000 54 x 85%:6 x 122516 2474 37 45 BAYCURBO027B
17/, YC*210E4LOB  460/3/60 11.0 213,000 203,000 54 x 85%: x 122516 2573 47 60 BAYCURBO027B
20 YC’240E4L0B  460/3/60 10.2 250,000 203,000 54 x 85%: x 12256 2575 50 60 BAYCURBO027B
25 YC*300E4LOB  460/3/60 10.0 282,000 203,000 54 x 85%16 x 12216 2583 59 70 BAYCURB027B
12"/, YC*150EWLOB 575/3/60 11.0 158,000 122,000 50'/s x 715/e x 107%/1s 1952 25 30 BAYCURBO026B
15  YC*180EWLOB 575/3/60 11.0 189,000 203,000 54 x 85%16 x 122%16 2474 32 40 BAYCURBO027B
17"/, YC*210EWLOB 575/3/60 11.0 213,000 203,000 54 x 85%:6 x 122516 2573 37 50 BAYCURB027B
20  YC*240EWLOB 575/3/60 10.2 250,000 203,000 54 x 85%:6 x 12256 2575 40 50 BAYCURBO027B
25 YC*300EWLOB 575/3/60 10.0 282,000 203,000 54 x 85%:6 x 12251 2583 48 60 BAYCURBO027B

YC* —Three Phase  High Heat

12"/, YC*150E3HOB 208-230/3/60 11.0 158,000 203,000 50'/s x 71%s x 107%16 1952 68 80 BAYCURB026B
15 YC*180E3HOB 208-230/3/60 11.0 189,000 284,000 54 x 85%16 x 122%1 2474 78 100 BAYCURBO027B
17"/, YC*210E3HOB 208-230/3/60 11.0 213,000 284,000 54 x 85%16 x 122%:¢ 2573 95 125 BAYCURB027B
20  YC*240E3HOB 208-230/3/60 10.2 250,000 324,000 54 x 85% x 12215 2575 104 125 BAYCURB027B
25  YC*300E3HOB 208-230/3/60 10.0 282,000 324,000 54 x 85% x 12215 2583 124 150 BAYCURBO027B
12/, YC*150E4HOB  460/3/60 11.0 158,000 203,000 50'/s x 71%/s x 107%16 1952 32 40 BAYCURB026B
15 YC*180E4HOB  460/3/60 11.0 189,000 284,000 54 x 85%:6 x 122516 2474 37 45 BAYCURB027B
17"/, YC*210E4HOB  460/3/60 11.0 213,000 284,000 54 x 85%: x 122516 2573 47 60 BAYCURBO027B
20  YC*240E4HOB  460/3/60 10.2 250,000 324,000 54 x 85%: x 12256 2575 50 60 BAYCURBO027B
25  YC*300E4HOB  460/3/60 10.0 282,000 324,000 54 x 85%16x 12216 2583 59 70 BAYCURB027B
12/, YC*150EWHOB 575/3/60 11.0 158,000 203,000 50'/s x 715 x 107%16 1952 25 30 BAYCURB026B
15  YC*180EWHOB 575/3/60 11.0 189,000 284,000 54 x 85%: x 12255 2474 32 40 BAYCURBO027B
17"/, YC*210EWHOB 575/3/60 11.0 213,000 284,000 54 x 85%: x 12256 2573 37 50 BAYCURB027B
20  YC*240EWHOB 575/3/60 10.2 250,000 324,000 54 x 85%:6 x 12256 2575 40 50 BAYCURBO027B
25 YC*300EWHOB 575/3/60 10.0 282,000 324,000 54 x 85%:6 x 12251 2583 48 60 BAYCURBO027B

® For Downflow units only.
* Digit 3 D=Downflow or H=Horizontal.
** Information subject to change. Please confirm with current Product Data/Service Facts for current factory production.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-18 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amaricam Stamdard. Packaged Gas/Electric with ReliaTel™
neatine s i conoimonine Gontrols 12Y2-25 Tons FIOPS

Table PG-19-A — Factory Installed Accessories®O®
For Complete list of all Factory Installed Options, please refer to the FIOPS section of this book.

Digit Description Order Number Used With
1-9 Main Assembly (see previous page)
10 Factory Installed Options
No Options 0 YC*150-301
Downflow Economizer® A YCD150-301
Oversized Motor B YC*150-241
Downflow Economizer and Oversized Motor® C YCD150-241
TXV/Face - Split Evaporator H YCD151, 181, 211, 241, 301
Oversized Motor and TXV/Face -Split Evaporator J YCD151, 181, 211, 241
Downflow Economizer, Oversized Motor and TXV/Face K YCD151, 181, 211, 241

Split Evaporator®

Downflow Economizer with TXV/Face - Split Evaporator®
Reheat Coil®

Downflow Economizer with Reheat Coil®®

Oversized Motor and Reheat Coil@®

Downflow Economizer, Oversized Motor and

Reheat Coil ®®

11-12  Minor Design and Service Sequence **
® Price includes accessory and factory installation.
@® Four (4) week shipping approximately.
® Some field set up required.
@ All 10th digit model numbers including reheat coil (M,N,P,R) require additional factory installed options; ReliaTel™ options module (FIYABRD002B), Frostat (FIYLOAMO23A or FIYLOAMO31A),
and 2" pleated filters (refer to FIOPS section for appropriate model number usage). For these or any Factory Installed Options not included in 10th digit model number, digits 1-3 must be YFD.

YCD151, 181, 211, 241, 301
YCD151, 181, 241
YCD151, 181, 241
YCD151, 181, 241
YCD151, 181, 241

Dn|o|Zz|IZ|r

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-19 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amarticom Stamdard. Packaged Gas/Electric with ReliaTel™
veatin s ain conoitionins (Gontrols 12Y2-25 Tons Accessories

Table PG-20-A — Field Installed Accessories — For complete list of of All Factory Installed Options refer to FIOPS section of this book.

Model Number Description Used With

BAYABRDO002B® .............. ReliaTel™ Options Module ..........ccecveveeierenereeieenen YC*150E-YC*301E

ASYSTAT713A ..o CO, Sensor Wall Mounted..............ccceurieininiiiinininnnns YC*150E-YC*301E

ASYSTAT715A ..o CO, Sensor Duct Mounted .............ooeriiirininiininiiins YC*150E-YC*301E
BAYCURB026B®® .......... Downflow Only Roof Curb YCD150E

BAYCURB027B®® Downflow Only Roof Curb YCD151E-YCD301E, YCD180E-300E
BAYDFPS005A®® ........... Clogged Filter Switch (MERV 7) ....ccoveviiiiiieeieieiee YC*150E-YC*301E
BAYDFPS006A®® ........... Fan Failure SWItCh .........cccoviiiiiiiiiiceece YC*150E-YC*301E

BAYDFPSO031A ......ccceeuee. Clogged Filter Switch (MERV 13) ......cooeviiivieieienenns YC*150E-YC*301E

BAYDMPRO029C ................ 0-25% Manual Outside Air Damper..........cccccoevevnnenne YC*150E-YC*301E

BAYDMPRO57A ................ 0-50% Motorized Outside Air Damper...........ccccccveueen. YC*150E

BAYDMPRO58A ................ 0-50% Motorized Outside Air Damper.........cccccevereenne YC*151E-YC*301E, YCD180E-300E
BAYECONO89A®.............. Downflow Economizer with Barometric Relief............. YCD150E

BAYECONO090A®.............. Downflow Economizer with Barometric Relief............. YCD151E-YCD301E, YCD180E-300E
BAYECONO91A................. Horizontal ECONOMIZET .......cccveveiiieeeiee e YCH150E

BAYECONO92A................. Horizontal ECONOMIZES .......ccvvveiieieciieeciee e YCH151E-YCH301E, YHC180E-300E
BAYENTHO07A®®............ Reference Enthalpy Kit... .All BAYECONO89A-092A
BAYENTHO08AO® Comparative Enthalpy Kit All BAYECONO089A-092A
BAYFRSTOO3A........ccoone. High Temperature Stat..........ccccocevvnceniiniieieiceee YC*150E-YC*301E
BAYGARDO044B® Tool-less Hail Guard ............ccceecueeeieecieecieeeieeeeeceeeeene YC*150E

BAYGARDO45A® ... Tool-less Hail Guard ... .YC*151E, YC*181E, YC*180E, YC*210E, YC*300E
BAYGARDO50A® ... Tool-less Hail Guard ... .YC*211,YC*241,YC*301
BAYGARDOS51A.........cco..... Tool-less Hail Guard ............ccceeveeiieiiieiieieeseeeeeeene YC*240E

BAYHSDRO05B®.............. High Static DrVe ........cceiiieiiecese e YC*150E, YC*180E, YC*151E, YC*181E
BAYHSDRO10A................. High Static DIVE .....cceevereiiieieeie e YC*211E, YC*241E, YC*301E
BAYHSDRO11A................. High Static DrVe ........cceviriiiiieieseeeeeee e YC*210, YC*240, YC*301E

@ Kit contains all necessary parts to achieve desired level of Enthalpy Control.

® Reference Enthalpy senses outside temperature/humidity.

® Comparative Enthalpy senses outside temperature/humidity and inside return/mixed air temperature/humidity.

@ High static drive and oversized motors are mutually exclusive, Do Not Combine.

® See Accessory IOM for operational characteristics.

® Clarksville Manufacturing has a no-return policy for this roof curb.

@ BAYABRDOO2 is required when ordering BAYDFPS005A or 006A, BAYTUBEOOSA or 009A and BAYLOAMO023A or BAYVNORO002B.
Field or factory installed option.

*  Either horizontal or downflow models

See ReliaTel™ and Micro Control features on PC-15 and PC-16.

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-20 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Amaricam Stamdard. Packaged Gas/Electric with ReliaTel™
neatine & air conoimionins Gontrols 1212-25 Tons Accessories

Table PG-21-A — Field Installed Accessories — For complete list of of All Factory Installed Options refer to FIOPS section of this book.

Model Number Description Used With
BAYHSMT039BO® ...... 5HP Oversized Motor Kit (208-230/460V) ........cccceerurenveerecneenenn YC*150E
BAYHSMT040B® ........ 5HP Oversized Motor Kit (575V) .... YC*150E
BAYHSMT055BO® ...... 5HP Oversized Motor Kit (208-230/460V) ........cccceerurenveerecneenenn YC*180
BAYHSMT042A@® ...... 7-1/2HP Oversized Motor Kit (575V) ...ccooeveeereineirencireceeeee YC*210E, YC*240E, YC*211E, YC*241E
BAYHSMT072A@® ...... 7-1/2HP Oversized Motor Kit (575V) ... YC*180E, YC*181E
BAYHSMT098A®® ...... 7-1/2HP Oversized Motor Kit (230V) ... YC*211E, YC*241E
BAYHSMT099A®® ...... 7-1/2HP Oversized Motor Kit (460V) .........cccviiriiciiiiiciice YC*211E, YC*241E
BAYLOAMO23A®......... Evaporator Defrost Control ...........ccceeeiiiiiieiiiiiec e YC*150E, YC*151E, YC*180E, YC*181E,
YC*210E, YC*240E, YC*300E
BAYLOAMOS1A ........... Evaporator Defrost Control ...........ccceeiiiiiiieiiiiieeiiiee e YC*211E, YC*241E, YC*301E
BAYLPKTO18A............. LP Conversion Kit ..o YC*150E-YC*301E
BAYLSDRO0O4AQ.......... LOW Static DriVe ......cccceiiiiiiiic e YC*150E, YC*180E, YC*210E,
YC*211E, YC*240E, YC*241E
BAYLSDRO02AQ@.......... LOW Static DriVe ......cccceiiiiiiiic e YC*151E, YC*181E, YC*300E
BAYPWRX029A........... Power Exhaust for all Voyagers 12%2-25 Ton 230V units ........... Downflow Only
BAYPWRXO030A........... Power Exhaust for all Voyagers 12%2-25 Ton 460V units ........... Downflow Only
BAYPWRXO031A........... Power Exhaust for all Voyagers 12%2-25 Ton 575V units ........... Downflow Only
BAYSERVOO1A ............ Selective Resistance Service Tester...........ccccocoiiiiiiciicicen. YC*150E-YC*301E
BAYSTAT023................ Remote Potentiometer ... YC*150E-YC*301E
BAYTUBEOOSA®®....... Discharge Air Sensing Kit..........ccccccoiiiiiiiiiiniii e YCD150E-YCD301E
BAYTUBEOO9A®®....... Discharge Air SENSiNg Kit..........ccoeiereireiininieine e YCH150E-YCH301E
BAYQACBO44A............ AdAPLEr CUID ... BAYCURBO026A/B to BAYCURB027A/B
BAYVNORO002B® ........ Ventilation Override Kit .........ccooiiiiiiiiiiiiiiiesecie e YC*150E-YC*301E

@ High static drive and oversized motors are mutually exclusive, Do Not Combine.
@ Low static drive and oversized motors are mutually exclusive, Do Not Combine.

® BAYABRDO002 is required when ordering BAYDFPS005A or 006A, BAYTUBEOOSA or 009A and BAYLOAMO023A, BAYLOAMO31A or BAYVNORO002B.

® Field or factory installed option.
*  Either horizontal or downflow models

See ReliaTel™ and Micro Control features on PC-15 and PC-16.

For complete equipment / combination selections,

installation instructions and warranty information, PG-21
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25



Inrican Staondard Packaged Gas/Electric with ReliaTel™

HEATING & AIR CONDITIONING

Controls 12'2-25 Tons, R-22, R-410A

Zone Sensors /| Thermostats

Table PG-22-A — Zone Sensors — ReliaTel™

Model Number Description Used With

ASYSTAT106A Single Setpoint Manual Changeover YC*150-301

ASYSTAT108A Dual Setpoint Manual or Automatic Changeover YC*150-301

ASYSTAT111A Remote Room Sensor ASYSTAT777A

ASYSTAT777A Programmable Night Setback YC*150-301

ASYSTAT710A Wall Mounted Humidity Sensor YFD151,181,241 (with Reheat)
ASYSTAT711A Duct Mounted Humidity Sensor YFD151,181,241 (with Reheat)
BAYMTPL103A Retrofit Wall Cover Plate Kit 7.25" x 6.0" ASYSTAT777A

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

PG-22

Effective 7/15/10
14-1011-25



Americam Stamdard. Packaged Unit Accessories
HEATING & AIR CONDITIONING 121/2_25 Tons

12 1/2 — 25 Ton Packaged Gas/Electric, Dedicated Airflow Design
Electric/Electric and Heat Pump

Typical Downflow Application =

Field i .
Fabricated E?glcated Facto ry Su ppl ied

D”Tg Accessories
(A) unit

YCD/H, TCD/H, WCDH
(G) Coil Guard (BAYGARD)

Economizer (Downflow and
Horizontal) (BAYECON)
Typical
Horizontal
Application

Fresh Air Damper (BAYDMPR)
Manual (0-25%) Motorized (0-50%)

@ Sensor/Thermostat
(C) Curb (BAYCURB)

Quick Adapt Curb...Field Supplied
(BAYCURB)

Field
b (PE) Power Exhaust (BAYPWRX)

Power Exhaust Accessory

Typical Economizer
Application

PE

For complete equipment / combination selections,

installation instructions and warranty information, ~ .

please refer to Product Data/Ratings and/or Installers PG-23 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Ameoricam Stamdard. Factory Installed Options

Commercial Packaged Units 12 2-25 Tons*

HEATING & AIR CONDITIONING

American Standard Heating & Air Conditioning offers a variety of factory installed options (FIOPS) for the light commercial
packaged rooftop product line. These options are in addition to the standard factory installed options, i.e., downflow economizer

and oversized motors.

Black Epoxy Coated Condenser Coil — Black Epoxy coil protection is
a factory-applied, thermoset vinyl coating that is bonded to the
aluminum fin stock prior to the fin stamping process. The pre-coated
coils are an economical option for protection in mildly corrosive
environments.

Dehumidification Option — The dehumidification (hot gas

reheat) option is a factory-installed option that provides increased
dehumidification. The option consists of a hot-gas reheat coil located on
the leaving air side of the evaporator coil prepiped and circuited.

The option is equipped with crankcase heater(s), low pressure
switch(es), Frostat™, and a thermostatic expansion valve(s) (TXV) as
standard.

Differential Pressure Switches — A dedicated differential pressure
switch is available to achieve active fan failure indication and/or clogged
filter indication. These indications will be registered on a zone sensor
with status indication lights. This option is available

for all 3 — 25 ton models.

Electric Heaters — Factory installed and wired electric heaters

are available for all 230, 460, and 575 volt 3-phase horizontal and
downflow 3 — 25 ton models. If ordering the Through the Base Electrical
option with an Electric Heater, the heater must be

factory installed.

Hinged Access Doors — Sheet metal hinges are available factory
installed on the Filter/Evaporator Access Door and the Compressor/
Control Access Door of all 3 — 25 ton units.

Powered or Unpowered Convenience Outlet — This option is a
GFCI, 120 volt/15 amp, 2 plug, convenience outlet, either powered

or unpowered. When the convenience outlet is powered, a service
receptacle disconnect will be available. The convenience outlet is
powered from the line side of the disconnect or circuit breaker, and
therefore will not be affected by the position of the disconnect or circuit
breaker.

This option is available for all 3 — 25 ton units and can only be ordered
when the Through the Base Electrical with either the Disconnect Switch
or Circuit Breaker option is ordered.

Reference or Comparative Enthalpy — When a factory installed
Downflow Economizer is ordered, an option will be to factory install
either Reference or Comparative Enthalpy Control.

Through the Base Electrical with Circuit Breaker — This option

is a factory installed thermal magnetic, molded case, HACR Circuit
Breaker with provisions for through the base electrical connections. The
circuit breaker will be installed in a water tight enclosure in the unit with
access through a swinging door. Factory wiring will be provided from
the switch to the unit high voltage terminal block. The circuit breaker will
provide overcurrent protection, be sized per NEC and UL guidelines,
and be agency recognized by UL/CSA.

This option is available for all 3 — 25 ton downflow models. Either a
Circuit Breaker or a Disconnect Switch (not both) must be ordered
when ordering the Through the Base Electrical option.

Through the Base Electrical with Disconnect Switch — Factory
installed 3-pole, molded case disconnect switch with provisions for
through the base electrical connections are available. The disconnect
switch will be installed in the unit in a water tight enclosure with access
through a swinging door. Factory wiring will be provided from the switch
to the unit high voltage terminal block. The switch will be UL/CSA
agency recognized. Note: The disconnect switch will be sized per NEC
and UL guidelines but will not be used in place of unit overcurrent
protection.

This option is available for all 230, 460 and 575 volt, 3-phase 3 — 25 ton

models. Either a Circuit Breaker or a Disconnect Switch (not both) must
be ordered when ordering the Through the Base Electrical option.

* Some FIOPs available only for certain
tonnages, unit functions, or efficiencies.
FIOPS-1

Through the Base Gas Piping — With this option, provision will

be made in the unit for installing through the base gas piping. The
option will have all piping necessary including a pre-assembled, black
steel, manual gas shut-off valve, elbows and union. The manual
shut-off valve shall include a 1/8 inch NPT pressure tap. This assembly
will require minor field labor to install.

This option is available for all 3 — 25 ton gas/electric units, and can
only be ordered when the Through the Base Electrical Option with
Disconnect or Circuit Breaker is ordered.

Discharge Air Sensing Kit — This option provides true discharge

air sensing in heating models. This sensor is a status indicator
readable through Tracer® or Tracker®. The kit is functional only with the
ReliaTel™ Module.

Hail Guards — Hail protection quality coil guards can be either factory
or field-installed for condenser coil protection.

High Efficiency Motors — This option is available with efficiency
ratings from 86.5 up to 91.0. Not available for all models.

Supply and/or Return Air Smoke Detector — With this option
installed, if smoke is detected, all unit operation will be shut down.
Reset will be manual at the unit. Return Air Smoke Detectors require
minimum allowable airflow when used with certain models. See the
Installation, Operation, and Maintenance (IOM) manual for the models
affected and the minimum allowable airflow required. This option is
available on all 12%2-25 tons models.

Frostat — This factory or field installed option is to be utilized as a
safety device. The Frostat opens when temperatures on the evaporator
coil fall below 10°F. The temperature will need to rise to 50°F before
closing. This option should be utilized in low airflow or high outside air
applications.

Through the Base Utilities Access — An electrical service entrance
shall be provided allowing electrical access for both control and main
power connection inside the curb and through the base of the unit.
Option will allow for field installation of liquid-tight conduit and an
external field installed disconnect switch.

Novar Unit Controls — Novar rooftop unit controls will be factor
installed and tested. The Novar electronic thermostat module will
interface to the unit microprocessor and will control the unit to the
desired stage of cooling or heating. The Novar electronic thermostat
module will monitor the following unit information: fan failure status,
cooling stage 1-on status, cooling stage 2 on status, heating on
status, clogged filter status or unit shutdown status, and discharge air
temperature. The Novar electronic thermostat module will have the
ability to enable the unit mounted economizer.

Novar Return Air Sensor — This option, when used in conjunction
with Novar Controls, will contain a factory provided wired zone
temperature sensor located in the return air stream.

Two Inch Pleated Filters — Two inch pleated media filters shall be
available on all 12%2-25 ton models.

Thermal Expansion Valve (TXV) and Face Split Evaporator — All
units shall have a short orifice refrigerate control metering device. For
more exact refrigerant flow, when using units in low airflow or high
outside air applications, a Thermal Expansion Valve option shall be
available. This is available on High Efficiency Gas/Cooling units only.

Before Ordering:
Not all factory options are offered for single phase units.

Please contact the Clarksville, TN Support Team for latest
updates of factory installed options and ordering instructions.

Call (931) 645-6471 and ask to be connected to the Light
Commercial Product Support Team. (888) 279-0543

Effective 7/15/10
14-1011-25



. Downflow/Horizontal Packaged Cooling
74”‘”7‘%" Stamdard. Packaged Gas/Electric/Packaged Heat ,

Pump Factory Installed Options (FIOPS)

HEATING & AIR CONDITIONING

Table FIOPS-2-A — Accessories

Model

Number Description Used With

Black Epoxy Coated Condenser Coil

FIYCOIL205A Black Epoxy Coated Condenser Coil T/Y/WC*150

FIYCOIL206A Black Epoxy Coated Condenser Coil T/YC*151,180,210

FIYCOIL207A Black Epoxy Coated Condenser Coil WC*180

FIYCOIL209A Black Epoxy Coated Condenser Coil T/YC*181,211,240,241,301, WC*240
FIYCOIL210A Black Epoxy Coated Condenser Coil T/YC*300

Circuit Breaker

Must be used with Through-the-Base Electrical option.

FIYUCB3175A Unit Mounted Circuit Breaker
FIYUCB3200A Unit Mounted Circuit Breaker
FIYUCB3225A Unit Mounted Circuit Breaker
FIYUCB3250A Unit Mounted Circuit Breaker
FIYUCB4015A Unit Mounted Circuit Breaker
FIYUCB4020A Unit Mounted Circuit Breaker
FIYUCB4025A Unit Mounted Circuit Breaker
FIYUCB4030A Unit Mounted Circuit Breaker
FIYUCB4035A Unit Mounted Circuit Breaker
FIYUCB4040A Unit Mounted Circuit Breaker
FIYUCB4045A Unit Mounted Circuit Breaker
FIYUCB4050A Unit Mounted Circuit Breaker
FIYUCB4060A Unit Mounted Circuit Breaker
FIYUCB4070A Unit Mounted Circuit Breaker
FIYUCB4080A Unit Mounted Circuit Breaker
FIYUCB4090A Unit Mounted Circuit Breaker
FIYUCB4100A Unit Mounted Circuit Breaker
FIYUCB4110A Unit Mounted Circuit Breaker
FIYUCB4125A Unit Mounted Circuit Breaker
FIYUCB4150A Unit Mounted Circuit Breaker
FIYUCB6110A Unit Mounted Circuit Breaker
FIYUCB6125A Unit Mounted Circuit Breaker

Convenience Outlet

Must be ordered with Through-the-Base Electrical option and either Unit Mounted Disconnect or Circuit Breaker.

FIYCOPO201A Powered, 120V Convenience Outlet, 230V TC/YCD150-301*3, WCD150-240*3
FIYCOPO202A Powered, 120V Convenience Outlet, 460V TC/YCD150-301*4, WCD150-240*4
FIYCOPO205A Powered, 120V Convenience Outlet, 575V TC/YCD150-301*W, WCD150-240*W
FIYCOPO301AA Powered, 120V Convenience Outlet, 230V TC/YCH150-301*3, WCH150-240*A3
FIYCOPO302AA Powered, 120V Convenience Outlet, 460V TC/YCH150-301*4, WCH150-240*A4
FIYCOPO303AA Powered, 120V Convenience Outlet, 575V TC/YCH150-301*W, WCH150-240*AW
FIYCOUP201A Unpowered, 115V Convenience Outlet TC/YCD150-301, WCD150-240
FIYCOUP301AA Unpowered, 115V Convenience Outlet TC/YCH150-301, 180-300E, WCD150-240

Discharge Air Sensing Kit
Used for true discharge air sensing in heating models. Functional only with ReliaTel™ Options Module (FIYABRD002B).

FIYTUBEOO8SA Discharge Air Sensing Kit (All Voltages) TC/YCD150-301*, WCD150-240
FIYTUBEOO9A Discharge Air Sensing Kit (All Voltages) TC/YCH150-301*, WCH150-240
Disconnect Switch

Must be used with Through-the-Base Electrical option. Cannot be fused.

FIYUDC3250A Unit Mounted Disconnect Switch
FIYUDC4100A Unit Mounted Disconnect Switch
FIYUDC4150A Unit Mounted Disconnect Switch
FIYUDC6100A Unit Mounted Disconnect Switch

Economizer Actuator Logic Module
FIYLGCMOO1A is required when ordering the following Factory Installed Options (FIOPs). Reference Enthalpy (FIYENTHO07A), Comparative
Enthalpy (FIYENTHOO8A), Novar Controls (FIYCNTLO13A, 015A,016A, 017A,018A, 019A).
FIYLGCMO01A Economizer Actuator Logic Module All Packaged Rooftop Units 1212-25 Tons with
economizers and the above mentioned FIOPs. (FIOP #s)

FIOPS-2 Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Downflow/Horizontal Packaged Cooling,
Packaged Gas/Electric/Packaged Heat
Pump Factory Installed Options (FIOPS)

Table FIOPS-3-A — Accessories

Model
Number

Description

Electric Heat - Cooling

Must be factory installed when using with Through-the-Base Electrical option.

FIDHTRK318A

Factory Installed 18KW Electric Heat

FIDHTRK336A

Factory Installed 36KW Electric Heat

FIDHTRK354A

Factory Installed 54KW Electric Heat

FIDHTRK372A

Factory Installed 72KW Electric Heat

FIDHTRK427A

Factory Installed 27KW Electric Heat

FIDHTRK436A

Factory Installed 36KW Electric Heat

FIDHTRK454A

Factory Installed 54KW Electric Heat

FIDHTRK472A

Factory Installed 72KW Electric Heat

FIDHTRKW18A

Factory Installed 18KW Electric Heat

FIDHTRKW54A

Factory Installed 54KW Electric Heat

FIDHTRKW72A

Factory Installed 72KW Electric Heat

FIDHTRL336A

Factory Installed 36KW Electric Heat

FIDHTRL354A

Factory Installed 54KW Electric Heat

FIDHTRL418A

Factory Installed 18KW Electric Heat

FIDHTRL427A

Factory Installed 27KW Electric Heat

FIDHTRL436A

Factory Installed 36KW Electric Heat

FIDHTRL454A

Factory Installed 54KW Electric Heat

FIDHTRLW54A

Factory Installed 54KW Electric Heat

FIDHTRMW36A

Factory Installed 36KW Electric Heat

FIHHTRM318A

Factory Installed 18KW Electric Heat

FIHHTRM336A

Factory Installed 36KW Electric Heat

FIHHTRM354A

Factory Installed 54KW Electric Heat

FIHHTRM418A

Factory Installed 18KW Electric Heat

FIHHTRM436A

Factory Installed 36KW Electric Heat

FIHHTRM454A

Factory Installed 54KW Electric Heat

FIHHTRMW18A

Factory Installed 18KW Electric Heat

FIHHTRMW36A

Factory Installed 36KW Electric Heat

FIHHTRMW54A

Factory Installed 54KW Electric Heat

FIHHTRN318A

Factory Installed 18KW Electric Heat

FIHHTRN336A

Factory Installed 36KW Electric Heat

FIHHTRN354A

Factory Installed 54KW Electric Heat

FIHHTRN372A

Factory Installed 72KW Electric Heat

FIHHTRN418A

Factory Installed 18KW Electric Heat

FIHHTRN436A

Factory Installed 36KW Electric Heat

FIHHTRN454A

Factory Installed 54KW Electric Heat

FIHHTRN472A

Factory Installed 72KW Electric Heat

FIHHTRNW18A

Factory Installed 18KW Electric Heat

FIHHTRNW54A

Factory Installed 54KW Electric Heat

FIHHTRNW72A

Factory Installed 72KW Electric Heat

FIHHTRP336A

Factory Installed 36KW Electric Heat

FIHHTRP354A

Factory Installed 54KW Electric Heat

FIHHTRP436A

Factory Installed 36KW Electric Heat

FIHHTRP454A

Factory Installed 54KW Electric Heat

FIHHTRPW36A

Factory Installed 36KW Electric Heat

FIHHTRPW54A

Factory Installed 54KW Electric Heat

FIHHTRQ336A

Factory Installed 36KW Electric Heat

FIHHTRQ354A

Factory Installed 54KW Electric Heat

FIHHTRQ436A

Factory Installed 36KW Electric Heat

FIHHTRQ454A

Factory Installed 54KW Electric Heat

FIHHTRQW54A

Factory Installed 51KW Electric Heat

FIOPS-3

Effective 7/15/10
14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Downflow/Horizontal Packaged Cooling,
Packaged Gas/Electric/Packaged Heat

Pump Factory Installed Options (FIOPS)

Table FIOPS-4-A — Accessories

Model

Number Description Used With

Enthalpy Kits

FIYENTHOO7A Reference Enthalpy Downflow Units w/A,C or G in 10th Digit
FIYENTHOO8A Comparative Enthalpy Downflow Units w/A,C or G in 10th Digit

Filter & Control Access

FIYHNGEOO04A Hinged Filter/Evap. and Comp./Control Access Door TC/YCD150,180,210, WCD150-180

FIYHNGEOO5A Hinged Filter/Evap. and Comp./Control Access Door TC/YCD300,300E

FIYHNGEOO8A Hinged Filter/Evap. and Comp./Control Access Door TC/YCD151,150E

FIYHNGEOO09A Hinged Filter/Evap. and Comp./Control Access Door TC/YCD181,211,240,241,301,
151E,181E,210E,240E,WCD150E,180E

FIYHNGE200AA Hinged Filter/Evap. and Comp./Control Access Door TC/YCH150,180,210, WCH150-180

FIYHNGE201AA Hinged Filter/Evap. and Comp./Control Access Door TC/YCH300

FIYHNGE202AA Hinged Filter/Evap. and Comp./Control Access Door TC/YCH151, 150E

FIYHNGE203AA Hinged Filter/Evap. and Comp./Control Access Door TC/YCH181,211,240,241,301,180-300E,
151E,181E,WCH150-240,150E,180E

FIYHNGE204A Hinged Filter/Evap. and Comp./Control Access Door TC/YCD211-301E,WCD240E

FIYHNGE205A Hinged Filter/Evap. and Comp./Control Access Door TC/YCH211-301E,WCH240E

Frostat

FIYLOAMO23A Frostat TC/YCD151,181,241 with H,J,K,L in 10th digit
w/FIYABRD002B

High Efficiency Motors

Can be used on downflow or horizontal units unless specified on matrix sheets.

FIYHEMTOO1A 2 HP High Effic. Motor (86.5 Eff.)(208-230/460/60/3)
FIYHEMTO02A 2 HP High Effic. Motor (86.5 Eff.)(575/60/3)
FIYHEMTOO03A 3 HP High Effic. Motor (89.5 Eff.)(208-230/60/3)
FIYHEMTO04A 3 HP High Effic. Motor (89.5 Eff.)(460/60/3)
FIYHEMTOO05A 3 HP High Effic. Motor (89.5 Eff.)(575/60/3)
FIYHEMTOO6A 5 HP High Effic. Motor (91.0 Eff.)(208-230/60/3)
FIYHEMTOO07A 5 HP High Effic. Motor (91.0 Eff.)(460/60/3)
FIYHEMTOO08A 5 HP High Effic. Motor (91.0 Eff.)(575/60/3)
FIYHEMTO09A 7%2 HP High Effic. Motor (90.2 Eff.)(208-230/60/3)
FIYHEMTO10A 7%= HP High Effic. Motor (90.2 Eff.)(460/60/3)
FIYHEMTO11A 7%2 HP High Effic. Motor (90.2 Eff.)(575/60/3)

Novar Controls-2024

The Novar control option includes the following factory installed and wired devices: Novar ETM-2024 rooftop controller, fan proving switch,
clogged filter or unit shutdown switch, Cool 1,Cool 2, Heat switch and discharge air sensor (downflow only) (Novar # DTS-30, 20-170°F).

NOTE: Option cannot be ordered in conjunction with FIOPS Smoke Detector option.

FIYCNTLO13A

Novar Control, 208-230V

T/YCD150-301*3

FIYCNTLO15A

Novar Control, 460 & 575V

T/YCD150-301*4,W

Novar Controls-3051

The Novar control option includes the following factory installed and wired devices: Novar 3051 rooftop controller, fan proving switch, clogged
filter or unit shutdown switch, and discharge air sensor (Novar # DTS-30, 20-170°F). NOTE: This option can be ordered in conjunction with

factory installed Smoke Detector option. It can also be ordered with 100% DB economizer but not with enthalpy controls.

FIYCNTLO16A Novar Control, 460V, 575V TC/YC*181,211,240,241,300,301*4,W
FIYCNTLO17A Novar Control, 208-230V TC/YC*150,151,180,210*3
FIYCNTLO18A Novar Control, 460V, 575V TC/YC*150,151,180,210*4,W
FIYCNTLO19A Novar Control, 208-230V TC/YC*181,211,240,241,300,301*3

FIOPS-4

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Downflow/Horizontal Packaged Cooling,
Packaged Gas/Electric/Packaged Heat
Pump Factory Installed Options (FIOPS)

Table FIOPS-5-A — Accessories

Model

Number Description

Used With

Novar Return Air Sensor

This option consists of the Novar return air sensor (Novar # WTS-10) that is wired and shipped in the return air section of the unit. The sensor
ships with approximately 15' of extra wire for dropping down the return air duct (downflow only).

FIYNRASO001A Return Air Sensor

FIYCNTLO13A and FIYCNTLO15A

Novar Zone Sensor

This option consists of a Novar Zone Sensor (Novar #WTS-SOS) used with Novar 3051 Controls.

FIYNZSROO1A Novar Zone Sensor for Novar 3051

FIYCNTLO16A

ReliaTel™ Options Module

FIYABRDOO02B is required when ordering the following accessories: Clogged Filter Switch (FI'YDFPS005A/BAYDFPS005A), Fan Fail Switch
(FIYDFPSO006A/BAYDFPS006A), Discharge Air Sensing Kit (FIYTUBEOO8A,FIYTUBEOO9A, BAYTUBEOOSA, BAYTUBEOO9A), Frostat
(FIYLOAMO23A, BAYLOAMO23A), Ventilation Override (must order BAYVNORO002B), Smoke Detector (FIYSMDT).

FIYABRD002B ReliaTel™ Options Module

All Packaged Rooftop Units 1212-25 Tons

Smoke Detector (Return Air) for downflow units with economizerO@®

Option cannot be ordered in conjunction with field installed economizer.

FIYSMDT221A Return Air Smoke Detector

TC/YCD150,151,180,210,WCD150,180

FIYSMDT223A Return Air Smoke Detector

TC/YCD181,211,240,241,300,301,WCD240

Smoke Detector (Return Air) for downflow units without economizer>@®

FIYSMDT222A Return Air Smoke Detector TC/YCD150,151,180,210,WCD150,180
FIYSMDT224A Return Air Smoke Detector TC/YCD181,211,240,241,300,301,WCD240
Smoke Detector (Supply Air)2®

FIYSMDT225A Supply Air Smoke Detector TC/YCD150,151,180,210,WCD150B-180
FIYSMDT228A Supply Air Smoke Detector TC/YCD181,211,240,241,300,301, WCD240
FIYSMDT301A Supply Air Smoke Detector TC/YCH150D,180B,150E,151C,WCH150,180B
FIYSMDT303AA Supply Air Smoke Detector TC/YCH240B,300B,181-301C,180-300E,151-301E,

WCH240B,150E,180E,240E

Smoke Detectors (Supply and Return Air) for units with economizerO®®

Option cannot be ordered in conjunction with field installed economizer.

FIYSMDT226A Supply and Return Air Smoke Detector TC/YCD150,151,180,210, WCD150,180
FIYSMDT229A Supply and Return Air Smoke Detector TC/YCD181,211,240,241,300,301, WCD240
FIYSMDT304AA Supply and Return Air Smoke Detector TC/YCH150,151, 180,210,180-300E,151-301E,

WCH150-180,150-240E

Smoke Detectors (Supply and Return Air ) for units without economizerO@®

FIYSMDT227A Supply and Return Air Smoke Detector TC/YCD150,151,180,210,WCD150,180B

FIYSMDT230A Supply and Return Air Smoke Detector TC/YCD181,211,240,241,300,301,150-240E,151-301E
WCD240B

FIYSMDT302A Supply and Return Air Smoke Detector TC/YCH150D,180B,210C,150E,151C,181C,WCH150B,180B

FIYSMDT304AA Supply and Return Air Smoke Detector TC/YCH240,300B,211-301C,180-300E,151-301E,

WCH240B,150-240E

(® The return air smoke detector may not fit up or work properly on the Packaged Rooftop Units 12%:-25 Tons when used in conjunction with 3rd
party accessories (such as bolt on heat wheels, economizers, and power exhaust). Do not order the return air smoke detectors when using

this type of accessory.
@ Smoke Detectors available for downflow units only.
® Functional only with ReliaTel™ Options Module (FIYABR0O02B).
Stainless Steel Heat Exchanger

FIYSSHX001A 150 MBH Stainless Steel Heat Exchanger YC*150,151 Low Heat

FIYSSHXO002A 250 MBH Stainless Steel Heat Exchanger YC*150,151 High Heat
YC*155,175,180,181,200,210,211,240,241,250,300 and
301 Low Heat

FIYSSHXO003A 350 MBH Stainless Steel Heat Exchanger YC*155,175,180,181,210,211 High Heat

FIYSSHX004A 400 MBH Stainless Steel Heat Exchanger YC*200,240,241,250,300,301 High Heat

Switches®

FIYDFPS005A Clogged Filter Switch All Packaged Rooftop Units 1212-25 Tons

FIYDFPS006A Fan Failure Switch All Packaged Rooftop Units 1212-25 Tons

@ Functional only with ReliaTel™ Options Module (FIYABROO2B).
TCI

FIYICSI004B Comm 3/4 Communication Interface
- when combination of oversize

motor and Comm 3/4 is required.

All Units w/B or C in 10th Digit and
TXV Units w/H, J, K or L in 10th Digit

FIOPS-5

Effective 7/15/10
14-1011-25



. Downflow/Horizontal Packaged Cooling,
74"‘”7‘”"’ Stamdard. Packaged Gas/Electric/Packaged Heat

Pump Factory Installed Options (FIOPS)

HEATING & AIR CONDITIONING

Table FIOPS-6-A — Accessories

Model

Number Description Used With

Through the Base Electrical

Must be used with Unit Mounted Disconnect Switch or Unit Mounted Circuit Breaker. When adding heat, must order American Standard Electric Heat. If no factory
installed Unit Mounted disconnect Switch or Unit Mounted Circuit Breaker is required, order the Through the Base Utility Access Option (FIYTBUA****)

FIYTBUE206A Through-the-Base Electrical Option
FIYTBUE207A Through-the-Base Electrical Option
FIYTBUE208A Through-the-Base Electrical Option
FIYTBUE209A Through-the-Base Electrical Option
FIYTBUE210A Through-the-Base Electrical Option
FIYTBUE211A Through-the-Base Electrical Option
FIYTBUE212A Through-the-Base Electrical Option
FIYTBUE213A Through-the-Base Electrical Option
FIYTBUE214A Through-the-Base Electrical Option
FIYTBUE215A Through-the-Base Electrical Option
FIYTBUE216A Through-the-Base Electrical Option
FIYTBUES00AA Through-the-Base Electrical Option

FIYTBUE301AA Through-the-Base Electrical Option

FIYTBUE302AA Through-the-Base Electrical Option

FIYTBUE303AA Through-the-Base Electrical Option

FIYTBUE304AA Through-the-Base Electrical Option

FIYTBUE305AA Through-the-Base Electrical Option

FIYTBUE306AA Through-the-Base Electrical Option

FIYTBUE307AA Through-the-Base Electrical Option

FIYTBUE308AA Through-the-Base Electrical Option

FIYTBUE309AA Through-the-Base Electrical Option

FIYTBUE310AA Through-the-Base Electrical Option

Through The Base Gas Piping

FIYTBUG202A® Through-the-Base Gas Piping YCD150,151 Low & High Heat
YCD180-301 Low Heat

FIYTBUG203A® Through-the-Base Gas Piping YCD180-301 High Heat

FIYTBUG205A® Through-the-Base Gas Piping YCD150,151 Low & High Heat
YCD180-301 Low Heat

FIYTBUG206A® Through-the-Base Gas Piping YCD180-301 High Heat

® Must order when ordering through-the-base electrical or through-the-base access option (downflow only).

@ Order when not ordering through-the-base electrical or through-the-base access option (downflow only).

Through the Base Ulilities Access

Order this accessory when no factory installed Unit Mounted Disconnect Switch or Unit Mounted Circuit Breaker is required. If factory installed Unit
Mounted Disconnect or Unit Mounted Circuit Breaker is required, order the Through the Base Electrical Option (FIYTBUE****) from the FIOP Matrix

page.

FIYTBUA204A Through the Base Utilities Access YCD150,151,180,210

FIYTBUA205A Through the Base Utilities Access TCD150,151,180,210,WCD150,180
FIYTBUA206A Through the Base Utilities Access YCD181,211,240,241,300,301
FIYTBUA207A Through the Base Utilities Access TCD181,211,240,241,300,301,151,181E,

WC*150,180E,WCD240,300

Tool-less Condenser Hail Guard

FIYGARDO01B Tool-less Condenser Hail Guard TC/YC*150,WC*150

FIYGARDO002B Tool-less Condenser Hail Guard TC/YC*151,180,210,WC*180
FIYGARDOO3A Tool-less Condenser Hail Guard TC/YC*181,211,240,241,301,WC*240
FIYGARDOO5A Tool-less Condenser Hail Guard TC/YC*300

FIYGARDOO6A Tool-less Condenser Hail Guard TC/YC*211-301E,WC*240E

FIYGARDOO7A Tool-less Condenser Hail Guard TC/YC*240E

2" Pleated Filters

FIYPLTDOO1A 2" Pleated Filters TC/YC*150,151,180,210,WC*150,180
FIYPLTD0O0O2A 2" Pleated Filters TC/YCD181,211,240,241,300,301,WCD240
FIYPLTDOO3A 2" Pleated Filters TC/YCH181,211,240,241,300,301,WCH240
FIYPLTDOO4A 2" Pleated Filters TCD/YCD211-301E

FIYPLTDOO5A 2" Pleated Filters TCH/YCH211-301E,WCH240E

FIOPS-6 Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Indoor Gas Heating Products

American Standard Heating & Air
Conditioning now offers one of the most
complete lines of indoor and outdoor gas
heating products on the market today!

Tubular Heat Exchanger
Propeller Fan Unit Heater
Model ATND/ATPD

The American Standard Heating & Air
Conditioning tubular heat exchanger

is a durable unit heater that provides

an alternative to the traditional clam

shell style. These propeller style units
combine the latest tubular heat exchanger
technology with in-shot burner design to
create an efficient operation unit.

Table UH-1-A — Tubular Heat Exchanger Propeller Gas Unit Heater

ATND/ATPD 003 004 006 007 009 011 012 015 017 020 025 030 035 040
Input MBh 30 45 60 75 90 105 120 150 175 200 250 300 350 400
Output MBh 249 3735 498 615 738 86.1 98.4 1245 14525 166.0 207.5 249.0 290.5 332.0
CFM 370 550 740 920 1100 1300 1475 2400 2850 3200 3450 5000 5600 5800
Air Temperature Rise °F 60 60 60 60 60 60 60 47 46 47 54 45 47 51
Motor Amps 1.9 1.9 2.6 2.6 2.6 4.2 4.2 4.7 5.8 5.8 5.8 9.4 11.6 11.6
Thermal Efficiency 83% 83% 83% 82% 82% 82% 82% 83% 83% 83% 83% 83% 83% 83%

High Efficiency Propeller
Fan Gas Unit Heaters
Model AHND/AHPD

American Standard Heating & Air
Conditioning high efficiency propeller
fan gas unit heaters can achieve
annual fuel savings of 20 to 25
percent or more over conventional
gravity-vented heaters. Features
include a factory installed flue vent
fan and sealed flue collector that
control combustion and excess air
during the on-cycle. Heated air no
longer escapes through the draft
diverted opening during the off cycle.

Table UH-1-B — High Efficiency Propeller Fan Gas Unit Heater

Energy-saving intermittent pilot ignition
reduces gas losses. The pilot only
operates when required. Horizontal
power venting allows for side wall
venting, smaller openings and single-
walled vent pipe. These high efficiency
gas fan unit heaters carry a ten-year
non-prorated warranty on the heat
exchanger, flue collector and burners.

ATND/ATPD 010 012 015 017 020 022 025 030 035 040
Input MBh 100 125 150 175 200 225 250 300 350 400
Output MBh 80 100 120 140 160 180 200 240 280 320
Flue Outlet (1) 51/8"  51/8" 51/8"  51/8" 51/8" 51/8"  51/8" 51/8" 51/8" 51/8"
Rec. Flue Size 4'R 4"R 4'R 4'R 5"R 5'R 5"R 6"R 6"R 6"R
CFM 1480 1650 2200 2530 2640 2700 3100 4400 5000 5300
Air Temperature Rise °F 50 56 50 51 56 61 60 50 52 56
Outlet Velocity 775 910 1045 1070 1010 950 980 1100 1150 1050
Nominal Horsepower 1/20 110 1/4 1/3 1/3 1/3 1/3 (2) 1/4 (2) 1/3 (2) 1/3
Motor Amps 2.6 2.8 4.0 4.5 4.5 4.5 4.5 8.0 9.0 9.0
Thermal Efficiency 80% 80% 80% 80% 80% 80% 80% 80% 80% 80%
1. All flue outlets are 5 1/8" O.D. +1/32" (reducer by installer where required). Increaser supplied by manufacturer for 030,035,040 sizes.
Contact your American Standard Heating & Air Conditioning Territory Manager for more information.

UH-1 Effective 7/15/10

14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Indoor Gas Heating Products

High Efficiency Centrifugal
Fan Gas Unit Heaters
Model ABND/ABPD

The American Standard Heating & Air
Conditioning high efficiency centrifugal

fan gas unit heater incorporates the
same features as the high efficiency
propeller unit heater. An exceptionally
balanced centrifugal blower assembly
results in quieter operation. The

high efficiency centrifugal fan is also
well-suited for high static applications
where ductwork is required. Duct
discharge flanges may be ordered

in lieu of horizontal louvers to

Table UH-2-A — High Efficiency Centrifugal Fan Gas Unit Heater

accommodate ductwork. American
Standard Heating & Air Conditioning's
high efficiency centrifugal fan gas unit
heater carries a ten-year non-prorated
warranty on the heat exchanger, flue
collector and burners.

ABND/ABPD 010 012 015 017 020 022 025 030 035 040
Input MBh 100 125 150 175 200 225 250 300 350 400
Output MBh 80 100 120 140 160 180 200 240 280 320
Flue Outlet (1) 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8"
Flue Outlet 4'R 4'R 4'R 4'R 5'R 5'R 5'R 6'R 6'R 6'R
Free Air Delivery 1200 1575 1975 2300 2400 2600 2850 3950 4600 4800
Outlet Velocity 880 950 1030 1045 965 935 930 1080 1090 1000
Nominal Horsepower 1/4 1/3 1/2 1/2 3/4 3/4 3/4 3/4 1 1
Motor Amps 5.1 6.6 7.4 7.4 12.0 12.0 12.0 12.0 15.4 15.4

1. All flue outlets are 5 1/8" O.D. £1/32" (reducer by installer where required). Increaser supplied by manufacturer for 030,035,040 sizes.

High Efficiency Indoor
Gas Duct Furnace
Model ALND/ALPD

The American Standard Heating & Air
Conditioning high efficiency indoor gas
duct furnaces can achieve annual fuel
savings of 20 to 25 percent or more
over conventional gravity vented units.
Features include a factory installed
flue vent fan and sealed flue collector
that control combustion and excess
air during the on-cycle. Heated air

no longer escapes through the draft
diverted opening during the off cycle.

Table UH-2-B — High Efficiency Indoor Gas Duct Furnace

Energy saving intermittent pilot ignition
reduces gas losses. The pilot operates
only when required. Horizontal power
venting allows side wall venting, smaller
openings and single wall vent pipe.

ALND/ALPD 010 012 015 017 020 022 025 030 035 040
Input MBh 100 125 150 175 200 225 250 300 350 400
Output MBh 80 100 120 140 160 180 200 240 280 320
Max CFM 2469 3086 3704 4321 4938 5556 6173 7407 8642 9877
Pressure Drop 0.90 0.80 0.75 0.75 0.75 0.75 0.80 0.90 0.90 0.90
Min. Temperature Rise °F 30 30 30 30 30 30 30 30 30 30
Min. CFM 929 1157 1389 1620 1852 2083 2315 2778 3241 3704
Pressure Drop 0.12 0.13 0.15 0.14 0.14 0.14 0.14 0.13 0.13 0.14
Max Temperature Rise °F 80 80 80 80 80 80 80 80 80 80
Flue Outlet (1) 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8" 51/8"
Rec. Flue Size 4"R 4'R 4'R 4"R 5"R 5'R 5"R 6"R 6"R 6"R

1. All flue outlets are 5 1/8" O.D. +1/32" (reducer by installer where required). Increaser supplied by manufacturer for 030,035,040 sizes.

Contact your American Standard Heating & Air Conditioning Territory Manager for more information.

UH-2

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Indoor Gas Heating Products

Separated Combustion Propeller
Fan Unit Heaters Model AAND/
AAPD

The American Standard Heating & Air
Conditioning separated combustion
propeller type unit heater keeps energy
costs down by offering 80 percent
thermal efficiencies. With model inputs
available from 100 through 400 MBH,
they are designed to be installed in
mildly hostile environments where dusty,
dirty and mildly corrosives exist or high
humidity or slightly negative pressures
prevail.

The American Standard Heating & Air
Conditioning propeller unit separates
the combustion process from the
environment where the unit is installed.

Table UH-3-A — Separated Combustion Propeller Fan Gas Unit Heater

A power venting system draws a
controlled quantity of combustion air
from outside the building. The same
system exhausts flue gas products to
the outside. The burners, pilot and flue
system are enclosed within the unit. The
entire combustion process is literally
unaffected by the atmosphere in the
space where the unit is located.

Combustion and exhaust air may be
piped horizontally through a side wall,
or vertically through the roof via our
standard two-pipe venting arrangement
or optional concentric vent kit which
utilizes one 8-inch side wall or rooftop
penetration for both the combustion and
exhaust air. Both venting systems are
C.S.A. International certified.

AAND/AAPD 010 012 015 017 020 022 025 030 035 040
Input MBh 100 125 150 175 200 225 250 300 350 400
kW 29.3 36.6 43.9 51.2 58.6 65.9 73.2 87.8 102.5 117.1
Output MBh 80 100 120 140 160 180 200 240 280 320
kw 23.4 29.3 35.1 41.0 46.9 52.7 58.6 70.3 82.0 93.7
Thermal Efficiency 80% 80% 80% 80% 80% 80% 80% 80% 80% 80%
Free Air Delivery cfm 1480 1650 2200 2530 2640 2700 3100 4400 5000 5300
m%/s 0.699 0.779 1.038 1.194 1.246 1.274 1.463 2.077 2.360 2.502
Air Temperature Rise °F 50 56 50 51 56 61 60 50 52 56
°C 28 31 28 28 31 34 33 28 29 31
Output Velocity fom 775 910 1045 1070 1000 950 980 1100 1150 1050
m/s 3.9 4.6 5.3 5.4 5.1 4.8 5.0 5.6 5.8 5.3
Full Load Amps at 115V 5.8 6.0 7.2 7.8 7.8 7.8 8.8 11.2 12.2 12.2
Motor Data hp 1/20 110 1/4 13 1/3 1/3 1/2 2)1/4 (2)1/3 (2)1/3
kw 0.037 0.075 0.186 0.249 0.249 0.249 0.373 (2)0.186 (2) 0.249 (2) 0.249
Type SP SP PSC PSC PSC PSC PSC PSC PSC PSC
rpm 1,050 1,050 1,140 1,140 1,140 1,140 1,140 1,140 1,140 1,140
Amps at 115V 2.6 2.8 4.0 4.5 4.5 4.5 5.5 8.0 9.0 9.0

Notes:

1.Ratings are shown for elevations up to 2,000 feet above sea level. Above 2,000 feet, input must be derated 4 percent for each 1,000 feet above sea level.
2.Standard motor is 115/60/1 open drip-proof.
3.SP = Shaded Pole; PSC = Permanent Split Capacitor.

Contact your American Standard Heating & Air Conditioning Territory Manager for more information.

UH-3 Effective 7/15/10
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HEATING & AIR CONDITIONING

Indoor Gas Heating Products

Separated Combustion
Centrifugal Fan Unit Heaters
Model AKND/AKPD

The American Standard Heating & Air
Conditioning separated combustion
centrifugal type unit heater keeps
energy costs down by offering 80
percent thermal efficiencies. With model
inputs available from 100 through 400
MBh, they are designed to be installed
in mildly hostile environments where
dusty, dirty and mildly corrosives exist
or high humidity or slightly negative
pressures prevail. This unit operates
at a static pressure up to 0.2” water

Table UH-4-A — Separated Combustion Centrifugal Fan Gas Unit Heater

column, and is available with a louvered
(standard) or flanged outlet (optional)
when discharge duct work is desired.

These units separate the combustion
process from the environment where
the unit is installed. A power venting
system draws a controlled quantity of
combustion air from outside the building.
The same system exhausts flue gas
products to the outside. The burners,
pilot and flue system are enclosed within
the unit. The entire combustion process
is literally unaffected by the atmosphere
in the space where the unit is located.

AKND/AKPD 010 012 015 017 020 022 025 030 035 040
Input MBh 100 125 150 175 200 225 250 300 350 400
kW 29.3 36.6 43.9 51.2 58.6 65.9 73.2 87.8 102.5 1171
Output MBh 80 100 120 140 160 180 200 240 280 320
kW 23.4 29.3 35.1 41.0 46.9 52.7 58.6 70.3 82.0 93.7
Thermal Efficiency 80% 80% 80% 80% 80% 80% 80% 80% 80% 80%
Free Air Delivery cfm 1,200 1,575 1,975 2,300 2,400 2,600 2,850 3,950 4,600 4,800
m¥/s 0.566 0.743 0.932 1.086 1.133 1.227 1.345 1.864 2.171 2.266
Air Temperature Rise °F 62 59 56 56 62 64 65 56 56 62
°C 34 33 31 31 34 36 36 31 31 34
Output Velocity fpm 880 950 1030 1045 965 935 930 1080 1090 1000
m/s 4.47 4.83 5.23 5.31 4.90 4.75 4.72 5.49 5.54 5.08
Full Load Amps at 115V 8.3 9.8 10.6 10.6 15.2 15.2 15.2 15.2 18.6 18.6
Motor Data hp 1/4 1/3 1/2 1/2 3/4 3/4 3/4 3/4 1 1
kW 0.19 0.25 0.37 0.37 0.56 0.56 0.56 0.56 0.75 0.75
Type SPH SPH SPH SPH SPH SPH SPH SPH Cs Cs
rpm 1725 1725 1725 1725 1725 1725 1725 1725 1725 1725
Amps at 115V 5.1 6.6 7.4 7.4 12.0 12.0 12.0 12.0 15.4 15.4

Notes:

1 Ratings are shown for elevations up to 2,000 feet above sea level. Above 2,000 feet, input must be derated 4 percent for each 1,000 feet above sea level.

2. Standard motor is 115/60/1 open drip-proof.
3. SPH = Split Phase; CS = Capacitor Start.

Contact your American Standard Heating & Air Conditioning Territory Manager for more information.

UH-4

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

Indoor Gas Heating Products

Separated Combustion Duct
Furnace Model AMND/AMPD

The American Standard Heating & Air
Conditioning separated combustion
duct furnace is designed for installation
in dusty, dirty or mildly corrosive
environments or where high humidity or
slightly negative pressures exist. Ideal
applications include HVAC equipment
rooms, manufacturing facilities,
automotive garages and greenhouses.

Table UH-5-A — Separated Combustion Centrifugal Fan Gas Unit Heater

AMND/AMPD 010 012 015 017 020 022 025 030 035 040
Input Max MBh 100 125 150 175 200 225 250 300 350 400
kw 29.3 36.6 43.9 51.2 58.6 65.9 73.2 87.8 102.5 1171
Input Min MBh 50 62.5 75 87.5 100 1125 125 150 175 200
kw 14.6 18.3 22.0 25.6 29.3 32.9 36.6 43.9 51.2 58.6
Output MBh 80 100 120 140 160 180 200 240 280 320
kW 23.4 29.3 35.1 41.0 46.9 52.7 58.6 70.3 82.0 93.7
Min cfm 822 1028 1233 1439 1645 1850 2056 2467 2878 3289
m%/s 0.388 0.485 0.582 0.679 0.776 0.873 0.970 1.164 1.358 1.552
Air Temperature Rise °F 90 90 90 90 90 90 90 90 90 90
°C 50 50 50 50 50 50 50 50 50 50
P.D. in.of H20  0.10 0.09 0.09 0.09 0.09 0.09 0.09 0.10 0.10 0.10
kPa 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02
Max cfm 3700 4625 5550 6475 7401 8326 9251 11101 12951 14801
m¥%s 1.746 2.183 2.620 3.056 3.493 3.930 4.366 5.240 6.113 6.986
Air Temperature Rise °F 20 20 20 20 20 20 20 20 20 20
°C 11 11 11 11 11 11 11 11 11 11
P.D. in.of H20  2.03 1.92 1.81 1.86 1.90 1.93 1.96 2.00 2.02 2.05
kPa 0.51 0.48 0.45 0.46 0.47 0.48 0.49 0.50 0.50 0.51

Note:

Ratings are shown for elevations up to 2,000 feet above sea level. Above 2,000 feet input must be derated four percent for each 1,000 feet above sea level.

Contact your American Standard Heating & Air Conditioning Territory Manager for more information.

UH-5

Effective 7/15/10
14-1011-25
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HEATING & AIR CONDITIONING

Labor Options provide more flexibility for
the dealer and are selected at the time of
sale. These options determine how long
a dealer has to guarantee his labor and
which Servicer Guidelines (Standard or
Expanded) will govern claims payments.
Expanded guidelines allow higher mark
ups on parts covered by the agreement
as well as more generous travel
allowances for non flat rate dealers. The
options are as follows:

Labor Option #1:

American Standard Heating & Air
Conditioning Optional Extended
Warranty Program is responsible for
labor beginning the ninety-first (91st) day
from the date of installation or the date
activated, whichever is later. The dealer
is responsible for the labor through the
first ninety (90) days. Standard Servicer
Guidelines apply.

Labor Option #2:

American Standard Heating & Air
Conditioning Optional Extended
Warranty Program is responsible for
labor beginning one (1) year from

the date of installation. The dealer is
responsible for the labor through the
first (1st) year. Labor Option #2 is not
available on equipment over 9 months
old or on "Parts Only" Optional Extended
Warranties. Expanded Servicer
Guidelines apply.

Labor Option #3:

American Standard Heating & Air
Conditioning Optional Extended
Warranty Program is responsible for
labor beginning the ninety-first (91st) day
from the date of installation or the date
activated, whichever is later. The dealer
is responsible for labor through the first
ninety (90) days. Expanded Servicer
Guidelines apply.

Coverage for Labor Option #3 cost
more than the other two options.
When pricing a labor option 3 warranty,
be sure to select the model number that
contains an ‘X’ at the end. For example,
the price for AAYWARO004X (Labor
Option 3) will be more than the price of
AAYWARO0004 (Labor Option 1 & 2).

Extended Warranty Labor Options

Dealer/Seller

Americam

Servicer (if other than Dealer/Seller)

Stamdard

Name

Name

HEATING & AIR

A
CONDITIONING | Address

Address

City, State, Zip
Telephone # ( )

City, State, Zip
Telephone # ( )

For Extended Warranty Dept. Use Only Completed by Distributor Only
Agreement No. Bill to # l:‘:‘ l:‘:‘:‘:\:‘
Rec’d: Name

Approved By
Purchasers P.O. # S

EXTENDED WARRANTY APPLICATION

WarrantyModel # [A[A]Y

WGty model numbers.

WialR] [ [ [ [”

Servicer Labor Option: 1

Product Application: 0 Residential & Com
Equipment Covered: [ System
Length of Coverage: [ 1 Year 5Years
Type of Coverage: [ Parts Only O Labor Only 0 Both P

Note: Not all combinations of above are available. The warranty mode|

Is this warran\ a renewal of an existing Extended Warranty? YesD

DCondemsmgUnn oy
010 Yearp

2 3 (Circle One)

T U Compressor Only O Other
015 vears 20 Years

rts and Labor
number listed above must agree with selections.

EQUIPMENT OWNER: (Mailing Address) EQUIPMENT LOCATION: (If Different)
Name Ndme
Address Address
Cify Siate  Zip (Required) Cj Slate  Zip (Required)
Telephone
EQUIPMENT Note: Use separate applications for each reqgired agreement.
COVERED MODEL # - Use 1st 11 Digits SERIAL# Date Equipment Installed

Required

Date Warranty Sold

By Dealer

Warranty Sales Price $

If the Equipment Covered is a Compressor Only -  What is the Co
What is the Co

densing Unit Model #
ndensing Unif Serial #

This Document is an Application Only. The Extended V|
Standard Trane Warranty Company. STWC will notify the
Agreement that provides coverage for the Extended Wa
confirming agreement within 45 days from STWC, please

A

Dealer/Seller’s Signature* Date

yarranty will become effective when accepted by
quipment Owner by sending the Extended Warranty

rranty Model listed above. If you do not receive a

Fall 800-554-8005.

the Equipment Owner, | acknowledge that | have

r¢ad and understand the "Terms and Conditions” as well
s the type of coverage and length of coverage of the
A

erican Standard Extended Warranty for which | have applied.

Equipment Owner’s Signatfure Date

DEALER INSTRUCTIONS: Send To Your Distributor For Processing.

* Dedler/Seller's signature indicates equipment over 9 months old has been
Inspection not required if equipment is less than 9 months old or if this s a rd

Pub. No. 16-1024-08 (1/08)
or latest version

hspected and is in good working condition,
ewal of an existing extended warranty.

Order this pullication and all other Extended Warranty publications online at www.asdealernet.com
© 2008 American Standard Heating & Air Conditioning Al rights reserved
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Labor options are chosen at the time an application is completed by selecting the
applicable option number on the application form (see above) or electronically on

ASDealerNet™,

Refer to the American Standard Heating & Air Conditioning Optional Extended
Warranty Handbook on ASDealerNet™ or Pub. No. 16-1019 for additional

information.

to also submit a service ticket.

Standard Servicer Guidelines are on WA-2. Expanded Servicer Guidelines are on WA-3. The guideline hours are the
same for both options and represent the maximum number of hours you can submit on a claim without being required
Note: These are guideline hours only. You are required to submit actual hours,

whether they are more or less than the guidelines. Service tickets and a written explanation of the circumstances of
the repair or replacement are required for review if actual hours are more than those listed on WA-2 and WA-3.

WA-1

Effective 7/15/10

14-1011-25



. American Standard Optional
Americam Stamdard, Extended Warranty Program

Standard Servicer Guidelines

HEATING & AIR CONDITIONING

These guidelines should be used when submitting claims on “American Standard Extended Warranty” Agreements - Standard or Labor Option #1.

1. ALLOWABLE LABOR RATES ———— Dealer’s standard hourly rate.
2. PARTS MARK UP ALLOWANCE (Used for out-of-warranty parts)
$0.01 - 4.99 = DealerCost + $5.00
$5.00 - 24.99 = Dealer Cost x 2.0
$25.00 - 49.99 = Dealer Cost x 1.7
$50.00 - 149.99 = Dealer Cost x 1.6
$150.00 - 499.99 = Dealer Cost x 1.5
$500.00 - up = DealerCost x 1.4
Refrigerant = Dealer Cost x 2.0

IN-WARRANTY PARTS MARK UP ALLOWANCE (Used for In-Warranty Parts, years 2-5 when equipment has 5-year parts Manufacturer’s Limited Warranty and years 2-10
for equipment with a 10 year Manufacturer's Limited Warranty. Does not apply to compressors, outdoor coils, heat exchangers or boilers. If a non-American Standard part is
purchased during the Manufacturer’s Limited Warranty period, dealer will be reimbursed markup only, maximum $10.00)

Labor Option #1
$0.01 - 4.99 = Dealer’'s Normal Purchase Price $5.00
$5.00 - 24.99 = Dealer's Normal Purchase Price X 1.0
$25.00 - 49.99 = Dealer’'s Normal Purchase Price X 0.7
$50.00 - 149.99 = Dealer’'s Normal Purchase Price X 0.6
$150.00 - 499.99 = Dealer's Normal Purchase Price X 0.5
$500.00 - up = Dealer's Normal Purchase Price X 0.4

3. REPAIR/REPLACE TIME —The hours provided below are guideline hours and represent the maximum number of hours you can submit on a claim without being required
to also submit a service ticket. You are required to submit actual hours, whether they are more or less than the guidelines. Service tickets and a written explanation of

the circumstances of the repair or replacement are required for review if actual hours are more than those listed. For multiple component replacements in the same unit, each
additional component may qualify for up to 0.5 hour. Any component not listed below may qualify for up to 0.5 hour.

Guideline Hours
Replacement or Repaired ltem 1-5 Tons 6 1/4 - 25 Tons

Refrigerant Circuit®

Refrigerant recovery (only if required) 1.0 2.0
Compressor replacement® 4.0 6.0
Condenser coil replacement 4.0 6.0
Evaporator coil replacement 4.5 6.0
Expansion valve replacement. 3.0 4.0
Switch over valve replacement .. 3.5 4.5
Check valve replacement or service valve. 2.0 3.0
Drier replacement 1.0 1.0
Schrader core....... 0.5 0.5
Tighten valves (caps, cores, rotolocks 0.5 0.5
Repairable leak in fitting, etc. (Brazing required,explain work done)... 2.0 3.0
Electrical Controls
Any component replacement.. 0.5 0.5
Hard start kit.............. 0.5 —
Thermostat (Indoor)... 1.0 1.0
Thermostat (Outdoor)... 0.5 0.5
Crankcase heater replacement .... 0.5 0.5
Condenser Fan Assemblies
Fan blade replacement 0.5 0.5
Motor replacement (includes fan blade, capacitor). 15 15
Evaporator Fan Assembly
Blower wheel replaCcement.............oiiiieieie e 1.0 1.0
Motor replacement (includes module, blower wheel, capacitor) 15 15
Replace module................... 1.0 1.0
Bearing replacement - each 0.5 0.5
Sheaves replacement - each (includes belt). 0.5 0.5
Belt replacement........... 0.5 0.5
Drain pan replacement .... 2.0 2.0
Heating Section
Any control replacement (ignitor, sensor, ignition control, etc) ............................... 0.5 0.5
Heating element replacement . 1.0 1.0
Combustion blower replacement .. 1.0 1.0
Gas valve replacement........... 1.0 1.0
Heat exchanger replacement.. 4.0 6.0
Burners 1.0 1.0
Economizer Section
Any control replacement.. 0.5 0.5
Actuator replacement ... 1.0 1.0
Misc. Section
Solve noise complaint® . 0.5 0.5
Diagnostic Charge® 0.5 0.5
Multiple Components.... 0.5 0.5
NOTES:
® Diagnostic calls will be paid only on covered repairs. (Not paid on maintenance or dirty sock)
@ All times allowed requiring entry or repair to ® All times not shown for specific tasks - Call TRAVEL TIME: (Flat Rate Dealers cannot charge
refrigerant circuit includes evacuation, recharge and 1-800-554-8005. Travel Time)
drier change. @ Noise complaint paid only when noise due to 24 miles or less, one way - add 1/2 hour based on your
® All times allowed for compressor replacement internal component failure or malfunction. Maximum established labor rate.
includes drier change, cleanup, evacuation and time for noise complaint repair is 0.5 hr. Provide 25 miles or greater, one way - add 1 hour based on your
recharge. explanation of complaint and repair. If component established labor rate.
@ Crane allowance up to $150 is allowed on systems replacement is required, the maximum time allowed Only one (1) travel allowance may be paid per service
applied in a commercial application only. (Not is the normal time allowed above. call.
allowed on parts only warranty.) Pay only one (1) man per job.
® gales tax, if applicable, will be reimbursed to the ® Al invoices must be received within ninety (90) days glfkbfl;_/\AéhlggrFF:I-E\Ir:léTVI\EIRRDFF/S!lsT‘I\(()ggI\'\Iflél-l\JNEYBAYRE
ealer. of the repair. FINAL
WA-2 Effective 7/15/10

14-1011-25



American Standard Optional
Extended Warranty Program
Expanded Servicer Guidelines

Americam Stamdard.

HEATING & AIR CONDITIONING

These guidelines should be used when submitting claims on “American Standard Optional Extended Warranty” Agreements - Labor Option #2 & #3.

1. ALLOWABLE LABOR RATES Dealer’s standard hourly rate.
2. PARTS MARK UP ALLOWANCE (Used for out-of-warranty parts)

$0.01 - 4.99 = Dealer Cost + $7.50
$5.00 - 24.99 = Dealer Cost X 25
$25.00 - 49.99 = Dealer Cost X 2.1
$50.00 - 149.99 = Dealer Cost X 1.9
$150.00 -  499.99 = Dealer Cost X 1.7
$500.00 - up = Dealer Cost X 1.5
Refrigerant = Dealer Cost X 2.0

IN-WARRANTY PARTS MARK UP ALLOWANCE (Used for In-Warranty Parts, years 2-5 when equipment has 5-year parts Manufacturer’s Limited Warranty and years 2-10
for equipment with a 10 year Manufacturer's Limited Warranty. Does not apply to compressors, outdoor coils, heat exchangers or boilers. If a non-American Standard part is
purchased during the Manufacturer’s Limited Warranty period, dealer will be reimbursed markup only, maximum $10.00)

Labor Option #2 and #3

$0.01 - 4.99 = Dealer’s Normal Purchase Price $7.50

$5.00 - 24.99 = Dealer's Normal Purchase Price X 1.5
$25.00 - 49.99 = Dealer's Normal Purchase Price X 1.1
$50.00 - 149.99 = Dealer's Normal Purchase Price X 0.9
$150.00 - 499.99 = Dealer's Normal Purchase Price X 0.7
$500.00 - up = Dealer's Normal Purchase Price X 0.5

3. REPAIR/REPLACE TIME —-The hours provided below are guideline hours and represent the maximum number of hours you can submit on a claim without being required
to also submit a service ticket. You are required to submit actual hours, whether they are more or less than the guidelines. Service tickets and a written explanation of

the circumstances of the repair or replacement are required for review if actual hours are more than those listed. For multiple component replacements in the same unit, each
additional component may qualify for up to 0.5 hour. Any component not listed below may qualify for up to 0.5 hour.

Guideline Hours

Replacement or Repaired Item 1-5 Tons 6 1/4 - 25 Tons

Refrigerant Circuit®
Refrigerant recovery (onl
Compressor replacement
Condenser coil replacement ..
Evaporator coil replacement ...
Expansion valve replacement..
Switch over valve replacement ..
Check valve replacement or service valve ....
Drier replacement
Schrader core.......
Tighten valves (caps, cores, rotolocks) ..
Repairable leak in fitting, etc. (brazing requ|red explain work done)

Electrical Controls
Any component replacement
Hard start kit ..............
Thermostat (Indoor).
Thermostat (Outdoor).
Crankcase heater replacemen

Condenser Fan Assemblies
Fan blade replacement
Motor replacement (includes fan blade capacitor)

Evaporator Fan Assembly
Blower wheel replacement
Motor replacement (includes module, blower wheel, capacnor)
Module replacement
Bearing replacement - each .
Sheaves replacement - each (mcludes belt) .
Belt replacement ...........
Drain pan replacement ..

Heating Section
Any control replacement (ignitor, sensor, ignition control, etc.)
Heating element replacement ....
Combustion blower replacement
Gas valve replacement ...........
Heat exchanger replacement ..
Burners

Economizer Section
Any control replacement ...
Actuator replacement

Misc. Section
Solve noise complaint® ..
Diagnostic Charge®
Multiple Components
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NOTES:

@ Diagnostic calls will be paid only on covered repairs. (Not paid on maintenance or dirty sock)

@ Al times allowed requiring entry or repair to ® All times not shown for specific tasks - Call TRAVEL TIME (Flat Rate Dealers cannot charge

refrigerant circuit includes evacuation, recharge and
drier change.

® All times allowed for compressor replacement
includes drier change, cleanup, evacuation and
recharge.

® Crane allowance up to $150 is allowed on systems
in both commercial and residential applications.
Equipment in a residential application must be four
(4) tons or more. In lieu of the crane allowance,
two (2) hours at a dealer’s registered labor rate is
allowed. (Not allowed on parts only warranties).

® Sales tax, if applicable, will be reimbursed to the
dealer.

1-800-554-8005.

@ Noise complaint paid only when noise due to internal
component failure or malfunction. Maximum time for
noise complaint repair is 0.5 hr. Provide explanation
of complaint and repair. If component replacement
is required, the maximum time allowed is the normal
time allowed above.

® ® Pay only one (1) man per job.

@ All'invoices must be received within ninety (90) days
of the repair.

WA-3

Travel Time):

Mileage (any distance) - add 1 hour based on your
established labor rate.

Two (2) travel allowances are allowed for major
component replacements (compressors, outdoor coils,
evaporator coils, switch over valves, motors, burners, or
heat exchangers).

ALL CLAIMS RELATED DECISIONS MADE BY
STANDARD TRANE WARRANTY COMPANY ARE
FINAL.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Optional Extended Warranty Benefits

Consumer Benefits

Peace of Mind

* No unexpected out-of-pocket expenses™

* Repair/Replace option allows consumer to apply repair cost toward
purchase price of new equipment

* Hedge against inflation (parts, labor and refrigerant)

Assurance of Commitment

* American Standard Heating & Air Conditioning servicing dealer has
up-to-date knowledge of equipment and service techniques

e Extended Warranty is transferrable to subsequent homeowners
should the original owners sell their home

* Cost effective as compared to other Extended Warranties
(i.e., appliances, consumer electronics, automobiles)

Dealer Benefits

e Labor Coverage after 90th day** (lower labor reserves)

* Extended Warranty contracts assign selling dealer as servicer of
record which potentially “locks in” customer for the life of the
warranty

e Provides “In Warranty” parts markup

* Additional profit opportunity by selling the Extended Warranty

* Repair/Replace option allows consumer to apply repair costs
toward purchase price of new equipment

* Dealer provides more comprehensive coverage which improves
customer satisfaction with dealer and American Standard Heating &
Air Conditioning

* Encourages the sale of Maintenance Agreements

* Commercial Product up to 25 tons can be covered up to 10 years
for parts and labor

¢ New construction dealer can include Extended Warranties,
capturing customers they normally don’t see (if agreement is put
in the builder's name, the agreement can be transferred to the new
homeowner at no charge)

*Covers labor, refrigerant, diagnostic, and parts, subject to product coverage and terms and conditions.

**Labor options #1 and #3.

WA-4 Effective 7/15/10
14-1011-25



Amertcam Stamdard.
HEATING & AIR CONDITIONING optional Extended warranty Benefits

Example:

Assumptions:

e Unit is 4 years old and an Evaporator Coil must be replaced

 Evaporator Coil is an in-warranty part that would normally cost $500
if purchased

* Dealer has $70/hr. labor rate (time and material, not flat rate)

* 7 Ibs. of R410A needed for repair (dealer cost is $5/Ib.)

Consumer has No

Consumer has 10-Yr. P&L, Lbr. Opt. 3 Extended Warranty Difference
EW Pays Dealer Consumer Pays Dealer

Labor Travel (2 hrs.) $ 140.00 $ 140.00 $ -
Diagnostic (.5 hrs.) $ 35.00 $ 35.00 $ -
Repair (4.5 hrs.) $ 315.00 $ 315.00 $ -
Total $ 490.00 $ 490.00 $ -

Parts Coil (.5 x normal cost) $ 250.00 $ - (in-warranty part) $ 250.00
R410A
(2 x #lbs. x dealer cost) $ 70.00 $ 70.00 $ -

Total $ 810.00 $ 560.00 $ 250.00
Profit on Parts $ 285.00 $ 35.00 $ 250.00

* In the above example, even with a 10-year Limited Warranty on parts, the consumer still pays $560 for a
coil replacement, and you make only $35 in profit on parts. With the Extended Warranty, the consumer
pays nothing for the repair, and you make an additional $250 in profit on parts

Selling Story:

* The Extended Warranty should be offered at time of sale (can be included with financing)

* Use the Extended Warranty Sales Brochure, Pub. No. 16-1020 and the consumer benefits on the reverse side

* Point out that Limited Warranty does not cover refrigerant or labor

¢ If the Extended Warranty is “included” in the total proposal, it is much easier to sell

e If you are in a “regulated” state, you must provide the actual purchase price (not to be less than your actual cost
in FL and not less than $10.00 in CA and TX) on the Extended Warranty Application. This amount will appear on
the consumer’s agreement (see your Extended Warranty Handbook for more information on selling Extended
Warranties in “regulated” states)

WA-5 Effective 7/15/10
14-1011-25



American Stomdard, Extended

HEATING & AIR CONDITIONING Warrantles

GENERAL NOTES

1. Allone (1) year term Agreements are initially intended to be sold on equipment less than five (5) years old.
These Agreements can be renewed each year until the equipment is ten (10) years old when accepted by the
Extended Warranty Department. Coverage begins thirty (30) days after the Agreement is sold and requires
a written statement from the Servicer/Dealer stating that the condition of the equipment is acceptable for the
initial sale. No statement is required for renewals unless there is a lapse in coverage.

2. All other Agreements with terms of five (5) years or greater should be sold at time of equipment sale, but may
be sold on older equipment. Special provisions apply. See your Extended Warranty Handbook for additional
information. Any Agreement with terms of five (5) years or greater expires based on the original install date,
not the purchase date of the Agreement.

3. If you need an additional coverage not included in the list of extended warranty model numbers on
ASDealerNet™, please submit your written request to extended-warranty.tyler@ americanstandardair.com or
PO Box 9035 Tyler, TX 75711. If approved, a new model number will be added.

4. An “S”in the seventh (7th) digit of the extended warranty model number is used to cover equipment installed
in a "high risk" environment including, but not limited to, areas within one mile of salt water or areas with high
sulfur content.

5. When pricing extended warranty models an “X” in the 11th digit indicates labor option 3. Choose this option if
you want expanded servicer guidelines and the earliest labor start date.

6. New ‘labor plus’ models have been added to provide coverage for labor, refrigerant and in-warranty parts
markups for equipment that has been registered and will receive the longer limited warranty. These model
numbers have an ‘R’ in the seventh digit, ie AAYWRRxxxx. They are generally less expensive than the legacy
AAYWARxxxx models that also include parts coverage.

7. The warranty model numbers offered by Standard Trane Warranty Company are for Residential and Light
Commercial applications only. A list of current model numbers is available in the Warranty Center on
ASDealerNet.

WA-6 Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING
Roof Curbs

BAYCURBO050A FULL PERIMETER ROOF MOUNTING CURB OUTLINE

\.

38 7/8
§/ 14
\/< 12
018 through 036
Full Perimeter BAYCURB050A Full Perimeter BAYCURBO051A
4TCY4024-036 4TCY4042-060
4TCX3018-036/4TCC3018-036 4TCX3042-060/4TCC3042-060
4WCZ6036/4DCZ6036 4WCZ6048-060/4DCZ6048-060
4WCY4024-036/4DCY4024-036 4WCY4042-060/4DCY4042-060
2/4WCX3018-036/2/4WCC3018-036 2/4WCX3042-060/2/4WCC3042-060
4YCZ6036 4YCZ6048-060
4YCY4024-036 4YCY4042-060
2/4YCX3018-036/2/4YCC3018-036 2/4YCX3042-060/2/4YCC3042-060

BAYCURBO051A FULL PERIMETER ROOF MOUNTING CURB OUTLINE

11/2

042 through 060

For complete equipment / combination selections,

installation instructions and warranty information, i} .

please refer to Product Data/Ratings and/or Installers AC/IN-1 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard. 3-25 Ton Packaged Units Roof Curb

HEATING & AIR CONDITIONING

Compatibility Information

Table AC/IN-2-A — 3-10 Ton Convertible Packaged Units Roof Curb Compatibility

Y*C T*C WSC Y*C T*C WSC
036A 036A 036A 072A 072A 072A
048A 048A 048A 090A 090A 090A
060A 060A 060A 092A 092A

102A 102A
120A 120A 120A

Table AC/IN-2-B — 12'2-25 Ton Packaged Units Roof Curb Compatibility Reference for Packaged Units Manufactured Prior to 2002

BAYCURBO021A/B BAYCURB022A/B BAYCURBO025A/B BAYCURBO026A/B BAYCURBO027A/B
YCD TCD WCD YCD TCD WCD YCD TCD WCD YCD TCD WCD YCD TCD WCD
036A | 036C | 036C | 061C | 061C | 075A 102A 102A 120A 121C 121C 150A 181B 181B | 240A
036C | 037C | 048C | 074C | 074C | 075C 102B 102B 120B 150A 150A 150B 181C 181C | 240B
037C | 048C | 060C | 075A | 075A 090A 103B 103B 150B 150B 180A | 210A | 210A
048A | 049C 075B 075B | 090C 103C 103C 150D 150D 180B 210B 210B
048C | 060C 075C | 075C 120A 120A 151B 151B 211B 211B
049C 086C | 086C 120B 120B 151C 151C 211C | 211C
060A 090A | 090A 121B 121B 180A 180A 240A | 240A
060C 090B 090B 150C 150C 180B 180B 240B 240B

090C | 090C 210C | 210C 241B 241B
090D | 090D 241C | 241C
091D | 091C 300B 300B
102C | 091C 301C | 301C
120C 102C

120C

General Notes:

Note 1: If ordering Thru-The-Base options, the curb must be an April 1994 to present model curb to allow Thru-The-Base connections. The older curb models do not
allow for these connections. The units will still fit the curb, but the Thru-The-Base connections will not be available.

Note 2: TCD036A, TCD048A, TCD060A, WCD036A, WCDO048A, WCDO60A are not 12%2-25 Ton units. These units were manufactured in Ft.Smith, AR and will not fit
any 12%2-25 Ton curbs.

Note 3: All horizontal 3-72 ton, all horizontal 102C, and all horizontal 120C units will fit the downflow curbs, but BAYINSL101A kit must be installed across the bottom
of the evaporator section of the unit to prevent condensate leakage into the space.

Note 4: If another manufacturers curb was used initially, the adapter curb may not fit.

Table AC/IN-2-C — Convertible 3-10 Ton Curb Adapters

Model

Number Description

BAYQACBO009A Quick Adapt Roof Curb Converts BAYCURBO021 to Convertible 3 - 5 Ton
BAYQACBO010A Quick Adapt Roof Curb Converts BAYCURBO022 to Convertible 3 - 5 Ton
BAYQACBO11A Quick Adapt Roof Curb Converts BAYCURBO022 to Convertible 6 - 10 Ton
BAYQACBO012A Quick Adapt Roof Curb Converts BAYCURBO025 to Convertible 6 - 10 Ton
BAYQACBO013A Quick Adapt Roof Curb Converts BAYCURBO026 to Convertible 6 - 10 Ton

Note: If another manufacturers curb was used initially, the adapter curb may not fit

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

AC/IN-2 Effective 7/15/10

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Expansion Valve TXV
Cooling/Heat Pump Kit

General Information

This Thermostatic Expansion Valve Kit may
be used on any indoor air handler or coil
that is equipped with a current thermostatic
expansion valve with an internal check
valve and mechanical fittings This kit can
be used on split system heat pumps and
air conditioning systems.

Thermostatic Expansion Valve Kits can be
field installed to fit a variety of sizes and
combinations of air handlers or coils and
outdoor units to optimize performance.

This TXV kit will normally be used when a
different refrigerant is going to be used in
the air handler or coil than what is indicated
on the unit name plate. The TXV type must
always match the refrigerant type used in
the outdoor unit.

Kit Identification

The first character in the kit model number
indicates the type of refrigerant that
the valve can be used with. Example a
2AYTXVH3D1830A is an R-22 valve.

The “3” in the eighth digit in the model
number identifies the valve as a non-bleed
TXV. When this TXV kit is installed with an
outdoor unit that contains a reciprocating
compressor, the outdoor unit must be
equipped with a hard start kit if not factory
installed. If the outdoor unit contains a scroll
compressor, the installation of a hard start
kit may be required.

Inspection

Check carefully for any shipping damage.
Any such damage must be reported and
claims made against the transportation
company immediately. Any missing parts
should be reported to your supplier at once
and replaced with authorized parts only.

Thermal Expansion Valves

Table AC/IN-3-A Cooling/Heat Pump Non-Bleed TXV Kits- Dual Direction Flow-TXA/C-BC Coils

R-410 R-22 Used With
Model Number Model Numbers 13 SEER Coils
4AYTXVH3D1831A 2AYTXVH3C1818A 2/4TXC,TXA018
4AYTXVH3D1831A 2AYTXVH3C2425A 2/4TXC,TXA024,025
4AYTXVH3D1831A 2AYTXVH3C3031A  2/4TXC,TXA031
4AYTXVH3D3343A — 4TXC,4TXA-032
4AYTXVH3D3343A 2AYTXVH3C3337A  2/4TXC,TXA036,037
4AYTXVH3D3343A 2AYTXVH3C4243A 2/4TXC,TXA042,043
4AYTXVH3D4863A — 4TXC,4TXA-044
4AYTXVH3D4863A 2AYTXVH3C4850A 2/4TXC,TXA048,049,050
4AYTXVH3D4863A 2AYTXVH3C5463A 2/4TXC,TXA060,061,064
Table AC/IN-3-B Cooling/Heat Pump Non-Bleed TXV Kits- Dual Direction Flow
R-410 R-22 Used With
Model Number Model Number Horizontal Flat Coils
4AYTXVH3D1831A 2AYTXVH3C1818A  2/4TXF-018
4AYTXVH3D3343A 2AYTXVH3C3337A  2/4TXF-033
4AYTXVH3D3343A 2AYTXVH3C4243A  2/4TXF-041
4AYTXVH3D4863A 2AYTXVH3C5463A  2/4TXF-054
4AYTXVH3D4863A 2AYTXVH3C5463A  2/4TXF-063
Table AC/IN-3-C Cooling/Heat Pump Non-Bleed TXV Kits- Dual Direction Flow-TXA/C-AS Coils
R-410 R-22
Model Model Used With AS
_Number Number Aluminum Coils
4AYTXVH3B2531A 2AYTXVH3B2531A  2/4TXA,TXC-025
4AYTXVH3B2531A 2AYTXVH3B2531A  2/4TXA,TXC-031
4AYTXVH3B3654A 2AYTXVH3B3637A  2/4TXA,TXC-036
4AYTXVH3B3654A 2AYTXVH3B3637A  2/4TXA,TXC-037
4AYTXVH3B3654A 2AYTXVH3B5454A  2/4TXA,TXC-054
4AYTXVH3B6165A 2AYTXVH3B6565A  2/4TXA,TXC-065
Table AC/IN-3-D Cooling/Heat Pump Non-Bleed TXV Kits- Dual Direction Flow
R-410 R-22 Used With
Number Numbers Air Handlers
4AYTXVH3D1830A 2AYTXVH3D1830A 2TFB-018-030
4AYTXVH3D1831A 2AYTXVH3D1830A 2TFB-036
4AYTXVH3D1831A 2AYTXVH3D1830A 2/4TFE-025
4AYTXVH3D1831A 2AYTXVH3D1830A 2/4TEC-018-030
— 2AYTXVH3D3636A 2/4TEC-036
4AYTXVH3D3642A — 2/4TEC-036-042
— 2AYTXVH3D4260A 2/4TEC-042-060
4AYTXVH3D4863A — 2/4TEC-048-060
4AYTXVH3D1831A 2AYTXVH3D1830A 2/4TEH-018-030
— 2AYTXVH3D3636A 4TEH-036
4AYTXVH3D3642A — 2TEH-036-042
— 2AYTXVH3D4260A 4TEH-042-060
4AYTXVH3D4863A — 2TEH-048-060
4AYTXVH3D1800A 2AYTXVH3D1830A 2/4TGB-018
4AYTXVH3D1830A 2AYTXVH3D1830A 2/4TGB-025
4AYTXVH3D1831A 2AYTXVH3D1830A 2/4TGB-030
4AYTXVH3D3600A 2AYTXVH3D1830A 2/4TGB-036
4AYTXVH3D3343A 2AYTXVH3D4260A 2/4TGB-042
4AYTXVH3D4863A 2AYTXVH3D4260A 2/4TGB-048
4AYTXVH3D3642A 2AYTXVH3D4260A 2/4TEE-039
4AYTXVH3D4863A 2AYTXVH3D4260A 2/4TEE-048-064

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AC/IN-3

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Expansion Valve TXV Cool-
ing Kit

Expansion Valve TXV
Heat Pump Kit*

Notes:

Table AC/IN-4-A — Cooling Bleed TXV Kits — Single Direction Flow

Thermal Expansion Valves

Liquid Line Gas Line
Model Used With Connection Connection Shipping
Number AC Units Dia. I.D. (In.) Dia. I.D. (In.) Weight (Ibs.) Refrigerant
TAYTXVAOB5C 1-1%2 Ton a %/ 2 R-22
TAYTXVAOC5C 2-2'>Ton 516 %/ 2 R-22
TAYTXVAOE5C 3-3'%2Ton 3/s Is 2 R-22
TAYTXVAO0G5C 4Ton %/ 1'/g 2 R-22
TAYTXVAOH5C 5-6 Ton %/ 1'/g 2 R-22
Table AC/IN-4-B — Cooling Non-Bleed TXV Kits — Single Direction Flow
Liquid Line Gas Line
Model Used With Connection Connection Shipping
Number AC Units Dia. I.D. (In.) Dia. I.D. (In.) Weight (Ibs.) Refrigerant
TAYTXVAOB3C 1-1%2Ton s /s 2 R-22
TAYTXVAOC3C 2-2'>Ton 56 34 2 R-22
TAYTXVAOE3C 3-3%2Ton %/ “Is 2 R-22
TAYTXVAO0G3C 4Ton %/ 1'/g 2 R-22
TAYTXVAOH3C 5-6 Ton %/ 1'/g 2 R-22
Table AC/IN-4-C — Heat Pump Non- Bleed TXV Kits (also for cooling) — Dual Direction Flow
Liquid Line Gas Line
Model Used With Connection Connection Shipping
Number AC Units Dia. I.D. (In.) Dia. I.D. (In.) Weight (Ibs.) Refrigerant
TAYTXVHOB3C 1-1%2Ton a /s 3 R-22
TAYTXVHOC3C 2-2'2Ton *l1e % 3 R-22
TAYTXVHOE3C 3-3%2Ton 3/g Is 3 R-22
TAYTXVHOG3C 4Ton %/ 1'/g 3 R-22
TAYTXVHOH3C 5-6 Ton /s 1'g 3 R-22
Table AC/IN-4-D— Cooling/Heat Pump Non-Bleed TXV Kits - Dual Direction Flow*
Liquid Line Gas Line
Model Used With Connection Connection Shipping
Number AC Units Dia. I.D. (In.) Dia. I.D. (In.) Weight (Ibs.) Refrigerant
TAYTXVHOD3C 2Y> -3 Ton %/ 1'/g 2 R-22
TAYTXVHOG3C 4-5Ton %/ 1'/g 2 R-22
Table AC/IN-4-E— R-410A Heat Pump Non-Bleed TXV Kits (also for cooling) - Dual direction flow
Liquid Line Gas Line
Model Used With Connection Connection Shipping
Number HP/AC Units Dia. I.D. (In.) Dia. I.D. (In.) Weight (Ibs.) Refrigerant
4AYTXVH3A1830A  1'2-2'>Ton 5/16® 3/,@ 2 R-410A
4AYTXVH3A3654A 3-4 Ton %/s 1s® 2 R-410A
4AYTXVH3A6060A 5 Ton %/s Is 2 R-410A

® 1 1/2 ton requires 1/4"

liquid line; reducer fittings provided.

@ 1 1/2 ton requires 1/2 " suction line, 2 ton requires 5/8; reducer fittings provided.
® 3 & 3 1/2 ton requires 3/4" suction line; reducer fitting provided.

*

* Use in place of FCCV (Above) on air

handlers and coils

e Match TXV kit size to outdoor

nominal cooling capacity
* Braze field connections

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AC/IN-4

Used with TXH coils only where approved for use with 2 compressor systems.

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Equipment Date
Identification

1980 - 2009

The nine digit serial numbers on all American Standard central air conditioning
and heating products are employed to identify the year and fiscal week of product

manufacture.

Year of manufacture ..........ccccoceeinenes First digit......cooooeeriiiieiieeeee M124X04CF
Fiscal week of manufacture Second and third digit ... .. M124X04CF
Day of week of manufacture Fourth digit .......cooovriiiiiiie M124X04CF
Consecutive order of production ......... Last Five digitS .......cccccovevvvrnenne M124X04CF

Exception — Accessories are an exception to the nine digit serial number

assignment and may have only three digits to indicate date code.

Coils which have only three digits to indicate date code are an exception
to the nine digit serial number assignment.

Residential, ID & OD® Ducane Oil® Residential, ID & OD® Ducane Oil®
Light Commercial Horizontal Light Commercial Horizontal
Year | Products & Compressors | Gas Furnaces® | Year | Products & Compressors | Gas Furnaces®
1980 O,A L 1995 K 95
1981 T M 1996 K 96
1982 U N 1997 M 97
1983 W 9 1998 N 98
1984 X Q 1999 P 99
1985 Y 85 2000 R —
1986 S 86 2001 Z —
1987 B 87 2002 2 —
1988 C 88 2003 3 —
1989 D 89 2004 4 —
1990 E 90 2005 5 —
1991 F 91 2006 6 —
1992 G 92 2007 7 —
1993 H 93 2008 8 —
1994 J 94 2009 9 —

(@ Beginning with 1/1/96 (L01) Ducane oil furnace production uses same date
code method as gas furnace. Prior to 1/1/96 Ducane serial number used
last four digits = date code, example HA1234569540 1995, 40th week.

Example: 123456-854 0
Year of manufacture Fiscal week of manufacture

@ Dedicated horizontal gas furnaces, production ceased after introduction of
convertible furnaces.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

2010
Digit Description Current Digit Value Options
18T Second to Last integer of the 1 through 9 and blank space,
current calendar year Blank Space used when 0 (zero)
ND Last integer of the current
2 calendar year 0 through 9
3RP Fiscal Week (Tens numeral) 0 through 5
4™ Fiscal Week (Units numeral) 0 through 9
5™ Day of the Week 1 through 7
TH . A through Z and 0 through 9, excluding |,
6 Time Stamp 0,Q. V.Y, and Z
) A through Z and 0 through 9, excluding |,
7™ Time Stamp 0.Q V.Y and Z
TH . A through Z and 0 through 9, excluding |,
8 Time Stamp 0.Q, V.Y andZ
. . A through Z and 0 through 9, excluding |,
g™ Assembly Line Designator 0.Q V.Y and Z
10™ Plant Code A, D FG,H,VY,X
AC/IN-5 Effective 7/15/10
14-1011-25



Amertcam Stamdard.

HEATING & AIR CONDITIONING

Table AC/IN-6-A — Refrigerant Line Sets

Refrigerant Line Sets

Model Gas Line@® Liquid Line Shipping
Number Dia. O.D. Dia. O.D. Length Weight
TAYREFLN125 /s 4 25 13
TAYREFLN130 %/ 4 30 15
TAYREFLN140 5/g 4 40 20
TAYREFLN150 %/ 4 50 28
TAYREFLN225 34 * 16 25 15
TAYREFLN230 34 % 16 30 18
TAYREFLN240 %/ %16 40 23
TAYREFLN250 34 56 50 32
TAYREFLN325 /s %/g 25 20
TAYREFLN330 /s %/ 30 24
TAYREFLN340 Is %s 40 30
TAYREFLN350 Is %/g 50 39
TAYREFLN425 11/6® %/s 25 20
TAYREFLN430 11/6® %/ 30 24
TAYREFLN440 1'/s® %s 40 30
TAYREFLN450 1'/® %s 50 39
TAYREFLN550 'z 4 50 26
TAYREFLN625 %/ % 16 25 15
TAYREFLN630 5/g %16 30 17
TAYREFLN640 %/ 56 40 22
TAYREFLN650 %/ * 16 50 29
TAYREFLN725 34 %/ 25 19
TAYREFLN730 %/ %s 30 22
TAYREFLN740 34 %/g 40 28
TAYREFLN750 34 %/s 50 35
TAYREFLN850 'z %/ 50 28
TAYREFLN950 5/g %s 50 30

@ Gas line is 7/8 O.D. but expanded out to 1-1/8 on the ends.
® Gas line 90° bend one end.

® Gas line insulation 1/2" thickness.

Note: Contains a holding charge of Nitrogen.

Note: Please refer to page AC/IN-7 for complete Line Set cross reference information.

For complete equipment / combination selections,
installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers

Guides and limited warranty handbooks.

AC/IN-6

Effective 7/15/10
14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Refrigerant Line Sets
Companion Table

Vapor Liquid 7/8" & 3/8" 11/8" & 3/8" 5/8" & 5/16" 3/4" & 3/8" ® | @
0D Unit | on g | Service | Service TAYREFLN- TAYREFLN- TAYREFLN- TAYREFLN- TAYREFLN-
Model size Valve Valve
Family Connection | Connection | 325 | 330 | 340 | 350 | 425 | 430 | 440 | 450 | 625 | 630 | 640 | 650 | 725 | 730 | 740 | 750 | 850 | 950
Size Size
018A 5/8" 3/8" v
024A 5/8" 3/8" v
030A 3/4" 3/8" v v v v
4A7TM3 036A 3/4" 3/8" v v v v
042A 7/8" 3/8" v v v v
048A 7/8" 3/8" v v v v
060A 7/8" 3/8" v v v v
018A 1/2" 3/8" v
018D 5/8" 3/8" v
4A7C3 | 024A,D 5/8" 3/8" v
jﬁggg 030AD | 3/4" 3/8" v iv]iv]v
4AGB3 036A,D 3/4" 3/8" v v v v
4ATA3 036B 3/4" 3/8" v v v v
4AGH3 042A.D 3/4" 3/8" v (4 (4 (4
048A,D 7/8" 3/8" v v v v
060A,D 7/8" 3/8" v v v v
4ATB4 018AE 5/8" 3/8" v
042AE 7/8" 3/8" v v v v
4ATAS
061E 11/8" 3/8" v v v v
4A6H5 " "
4AGBA | 018E | 1/2 3/ | | | | v |
4A6B4 042AE 3/4" 3/8" v v v v
4ABHS | o61E | 118" 3/8" v iviv|v
024E 3/4" 3/8" v v v v
4ATB4 030E 3/4" 3/8" v v v v
4ATAS 036E 3/4" 3/8" v v v v
4A6B4 048E 7/8" 3/8" v v v v
4ABHS 049E 7/8" 3/8" vi iv | iv|v
060E 7/8" 3/8" v v v v
024C 5/8" 5/16" v v v v
024E 5/8" 3/8" v
4ATAG 036C,E 3/4" 3/8" v v v v
4A6H6 048C,E 7/8" 3/8" v v v v
060C 7/8" 3/8" v v v v
060E 11/8" 3/8" v v v v
024A 3/4" 3/8" v v v v
036A 3/4" 3/8" v v v v
4ATZ0 048A 7/8" 3/8" v v v v
060A 7/8" 3/8" v v v v
024A 5/8" 3/8" v
036A 3/4" 3/8" v v v v
4A6Z0 048A 3/4" 3/8" v v v v
060A 3/4" 3/8" v v v v
® 1/2" & 3/8"
@ 5/8" & 3/8"
Note:
1. 1.5 ton units manufactured prior to August 2008 utilized a service valve with a 1/4" OD connection.
2. 2.0 ton units manufactured prior to August 2008 utilized a service valve with a 5/16" OD connection.
3. 2.5 ton units manufactured prior to August 2008 utilized a service valve with a 5/16" OD connection.
For complete equipment / combination selections,
installation instructions and warranty information, R .
please refer to Product Data/Ratings and/or Installers AC/IN-7 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Awmericom Stamdard. Refrigerant HFC 410A (R-410A)

Tables contain no allowances for vertical lift!

HEATING & AIR CONDITIONING

Table AC/IN-8-A

Liquid Line SelectionTable For R-410A Single Speed Systems
Maximum Allowable Liquid Line Pressure Drop
Subtract .43 PSI for each foot of Liquid Lift (if any)

.

[ ]

Do Not Exceed this value when selecting Liquid LiNe. ......ccoviiiiiiiininiiiiecce e :
Tube Rated Pressure Drop (PSI) For Total Equivalent Length
0.D. BTUH 20' 40' 60' 80' 100’ 120' 140' 160’ 180’ 200’ 220" 240"
1/4" 15000 4.5 9.0 13.6 18.1 22.6 271 31.6 36.2 40.7 45.2 49.7 —
18000 6.3 12.6 18.8 25.1 314 377 44.0 - — - - -
15000 1.2 24 35 4.7 5.9 71 8.3 9.4 10.6 1.8 13.0 14.2
18000 1.6 3.3 4.9 6.6 8.2 9.8 11.5 13.1 14.8 16.4 18.0 19.7
5/16" 24000 2.8 5.5 8.3 1.0 13.8 16.6 19.3 221 24.8 276 30.4 33.1
30000 4.1 8.3 12.4 16.6 20.7 24.8 29.0 33.1 373 41.4 45.5 49.7
36000 5.8 1.6 173 23.1 28.9 34.7 40.5 46.2 — — — —
42000 77 15.4 23.0 30.7 38.4 46.1 — — — — — —
24000 1.0 19 2.9 3.8 4.8 5.8 6.7 77 8.6 9.6 10.6 1.5
30000 1.4 2.9 4.3 5.8 72 8.6 10.1 1.5 13.0 14.4 15.8 17.3
3/8" 36000 2.0 4.0 6.1 8.1 10.1 121 14.1 16.2 18.2 20.2 22.2 24.2
42000 2.7 5.3 8.0 10.6 13.3 16.0 18.6 21.3 23.9 26.6 29.3 319
48000 34 6.8 10.2 13.6 17.0 20.4 23.8 272 30.6 34.0 374 40.8
60000 5.1 10.3 15.4 20.6 25.7 30.8 36.0 411 46.3 — — —
42000 .5 1.1 1.6 2.2 2.7 3.2 3.8 4.3 4.9 5.4 5.9 6.5
48000 7 1.4 2.0 2.7 3.4 4.1 4.8 5.4 6.1 6.8 75 8.2
1/2" 60000 1.0 2.1 3.1 4.2 5.2 6.2 73 8.3 9.4 10.4 1.4 12.5
Note 1: A blank space indicates a pressure drop of over 50 PSI.
Note 2: Other existing sources of pressure drop, (solenoid valves, etc.) must be considered.
Note 3: A vertical run with a heat pump system always results in a liquid lift (heating or cooling).
Note 4: The smallest liquid line diameter that results in a total liquid line pressure drop of 50 PSI or less results in the most reliable system (fewer pounds of R-410A).
Table AC/IN-8-B
Allowable Vapor Line Diameters and BTUH Loss (R-410A Single Speed Systems)
Nominal | Tube O.D. | Press. Drop BTUH Loss For Equivalent Length
Tons (Inches) PSI1/100 Ft. 40' 60' 80' 100 120’ 140' 160’ 180 200" 220' 240'
1.0 1/2* 5.0 70 160 250 340 430 520 610 700 790 880 970
5/8 15 20 50 73 100 130 1565 180 210 235 265 290
1/2* 10.8 173 410 640 875 1110 1340 1575
1.5 5/8 3.1 50 120 185 250 320 385 450 520 585 655 720
3/4 1.2 20 45 70 95 125 150 175 200 225 255 280
5/8* 5.4 15 270 430 585 740 895 1050 1205 1360 1515 1670
2.0 3/4 2.0 45 100 160 215 275 330 390 445 505 560 620
7/8 9 20 45 70 95 125 150 175 200 225 255 280
5/8* 8.2 220 515 810 1110 1400 1695 1990 2290 2585 2880 o
2.5 3/4 3.0 80 190 295 405 515 620 730 840 945 1055 1160
7/8 1.3 35 80 130 175 220 270 315 365 410 455 505
5/8 7 380 885 1390 1895 2400 2905 3410
3.0 3/4% 4.3 140 325 510 700 880 1070 1255 1440 1625 1810 2000
7/8 1.9 60 145 225 310 390 470 555 635 720 800 880
3.5 3/4% 5.8 220 510 805 1095 1390 1680 1975 2265 2560 2850 3140
7/8 2.5 95 220 345 475 600 725 850 975 1105 1230 1355
3/4 74 320 745 170 1600 2025 2450 2875 3305 3730 4155 4580
4.0 7/8*% 3.2 140 325 510 690 875 1060 1245 1430 1615 1795 1980
1-1/8 9 40 90 145 195 245 300 350 400 455 505 555
3/4 1.5 620 1450 2280 3105 3935 4760 5590
5.0 7/8* 4.9 265 615 970 1325 1675 2030 2380 2735 3080 3440 3795
1-1/8 1.3 70 165 255 350 445 540 630 725 820 915 1005

Note * Rated tube size.
Note 1: Shaded value indicates more than 10% capacity loss.
Note 2: Blank space indicates more than 15% capacity loss.

Refrigerant Line Limits

1. Do not use traps.

2. The suction line diameter must be one of the sizes listed. Use the actual tonnage of

the system in selecting line sizes.
3. Use the recommended liquid line size unless the total pressure drop (friction loss
plus liquid lift) exceeds: 50 PSI.
4. Staged condensing unit and heat pumps shall not be applied with more than 80 feet
line length. Of the total line length the max vertical limit is 25 feet.

For complete equipment / combination selections,

installation instructions and warranty information,

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

This page contains limited data to fully determine if the
application will work or to select required accessories.
Please refer to publication 14-4050-01 for complete

details and examples.

AC/IN-8

Effective 7/15/10

14-1011-25



: Refrigerant Piping Information for
Americam Stamdard. Allegiance/Heritage 16 & 20 Split

HEATING & AIR CONDITIONING Systems
Table AC/IN-9-A
g(?m"i’:: Rated Vapor | Vapor Service m:::;:r:e z’l'tae’::a':":; Rated Liquid | Liquid Service I-'\\:ItI::r::lt]lTe Xffe’ﬁ':;i'.fl
capacity Line OD Valve OD Vapor Line OD | Vapor Line OD Line OD Valve OD L|qu(|)dDL|ne L|qu(|)dDL|ne
Allegiance/Heritage 16
2ton CLG 5/8" 5/8" 5/8" 3/4" 5/16" 5/16" 5/16" 3/8"
3ton CLG 3/4" 3/4" 5/8" 7/8" 3/8" 3/8" 5/16" 3/8"
4 ton CLG 7/8" 7/8" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
5ton CLG 7/8" 7/8" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
2 ton HP 5/8" 5/8" 5/8" 3/4" 5/16" 5/16" 5/16" 3/8"
3 ton HP 3/4" 3/4" 5/8" 7/8" 3/8" 3/8" 5/16" 3/8"
4 ton HP 7/8" 7/8" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
5 ton HP 7/8" 7/8" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
Allegiance/Heritage 20
2 ton CLG 3/4" 5/8" 5/8" 3/4" 3/8" 3/8" 5/16" 3/8"
3ton CLG 3/4" 3/4" 5/8" 7/8" 3/8" 3/8" 5/16" 3/8"
4 ton CLG 7/8" 3/4" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
5ton CLG 7/8" 3/4" 3/4" 7/8" 3/8" 3/8" 3/8" 3/8"
2 ton HP 5/8" 5/8" 5/8" 3r<13x Ig)e?‘\;if\t 3/8" 3/8" 5/16" 3/8"
3 ton HP 3/4" 3/4" 5/8" 3/4" 3/8" 3/8" 5/16" 3/8"
4 ton HP 3/4" 3/4" 3/4" 3/4" 3/8" 3/8" 3/8" 3/8"
5 ton HP 34" 34" 34" .- Ii&;‘iﬁ‘ 38" 38" 38" 38"

Two compressor models share the same refrigeration circuit, however, do not operate simultaneously. Therefore, it is crucial that refrigerant lines be properly sized and do not
exceed the length set forth in this guide. Please note it is recommended to use the service valve connection size tubing.

A. Limitations:

1. Line length limits as shipped:
A. Vapor line = 80 feet linear length / of the linear length, 25 feet may be installed vertical.
B. Liquid line = 80 feet linear length / of the linear length, 25 feet may be installed vertical.

B. Explanation:
1. Refrigerant lines shall not exceed 80 feet total line length. / 25 feet of the 80 feet may be vertical.
2. Liquid sub-cooling may not be achieved on second stage if the liquid line exceeds 80 feet.

3. Oil return may be sacrificed during first stage operation if the vapor line exceeds 80 feet.

Equivalent Length (Ft.) of Non-Ferrous Valves and Fittings (Brazed)

0.D. Short Long Tee
Tube Size Globe Angle Radius Radius Tee Branch
(Inches) Valve Valve Ell Ell Line Flow Flow
1/2* 70 24 4.7 3.2 1.7 6.6
5/8 72 25 5.7 3.9 2.3 8.2
3/4 75 25 6.5 45 2.9 9.7
7/8 78 28 78 5.3 3.7 12.0
1-1/8 87 29 2.7 1.9 2.5 8.0
1-3/8 102 33 3.2 2.2 2.7 10.0
1-5/8 15 34 3.8 2.6 3.0 12.0

Information for this chart extracted by permission from A.R.I. Refrigerant Piping Data, page 28.
* For smaller sizes, use 1/2" values.

This page contains limited data to fully determine if the
application will work or to select required accessories.
Please refer to publication 14-4050-01 for complete
details and examples.

For complete equipment / combination selections,

installation instructions and warranty information, } .

please refer to Product Data/Ratings and/or Installers AC/IN-9 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

6-20 Ton Split Systems

Table AC/IN-10-A — Cooling Component Selection Summary

UNIT TTA073D | TTAO90D | TTA120D | TTA120E | TTA120F | TTA150E | TTA180E | TTA180F | TTA240E | TTA240F
Refrigerant ckts 1 1 1 2 1 (Manifold) 2 2 1 (Manifold) 2 1 (Manifold)
z'(')'[‘]g“‘m step 6 75 10 5 5 6.25 75 75 10 10
GAS LINE GAS LINE
Tube diameter (in.)

?;g:g;;’" 11/8 13/8 13/8 11/8 13/8 11/8 13/8 15/8 13/8 15/8
Vertical (up) 11/8 13/8 13/8 11/8 11/8 11/8 13/8 13/8 13/8 15/8
Acess port 3/ckt Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder
valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core*
LIQUID LINE LIQUID LINE
Tube diameter (in.) 1/2 5/8 1/2 1/2 1/2 1/2 1/2 5/8 1/2 5/8
Filter drier DHY01123** | DHY01232** | DHY01123** | DHY01123** | DHY01123** | DHY01123** | DHY01123** | DHY01131** | DHY01123** | DHY01132**
Sight glass 1/ckt GLS00853 | GLS00830 | GLS00853 | GLS00853 | GLS00853 | GLS00853 | GLS00853 | GLS00830 | GLS00853 | GLS00830
Access port 2/ckt Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder Schraeder
valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core* | valve w/core*
Check valve selections: 3/8 = VAL08459, 1/2 = VAL08460, 5/8 = VAL01722
Table AC/IN-10-B — TWA Component Selection Summary
UNIT TWAO073D TWA090D TWA120D TWA180E TWA240E
Refrigerant ckts 1 1 1 2 2
Minimum step (tons) 6 75 10 75 10
GAS LINE
Tube diameter (in.)
Horizontal (& drops) 11/8 13/8 13/8 13/8 13/8
Vertical (up) 11/8 13/8 13/8 13/8 13/8
Acess port 3/ckt Sch:z«le;i:rre \*Ialve Sch:z;eg:rre \Ialve Sch:c\lljag:rre \:alve Sch:;?g:r; Xalve Sch:’e\lig:r; zalve
LIQUID LINE
Tube diameter (in.) 1/2 5/8 1/2 1/2 5/8
Filter drier DHY01123 (QTY 2)** DHY01123 (QTY 2)** | DHY01123 (QTY 2)**| DHY01123 (QTY 2)**
Sight glass 1/ckt GLS00853 GLS00830 GLS00853 GLS00853 GLS00853
Access port 2/ckt Schraeder valve Schraeder valve Schraeder valve Schraeder valve Schraeder valve
w/core* w/core* w/core* w/core* w/core*

Check valve selections: 3/8 = VAL08459, 1/2 = VAL08460, 5/8 = VAL01722

*Valve body VALO1483, valve core COR00006, valve cap CAP00072.

**The heat pump products require two filters and two check valves: one set-oriented for liquid in the cooling direction, and one set-oriented for liquid in the heating
direction. For units with line lengths in excess of 80 ft, the included filters must be removed and filters from the table must be installed close to the air handler.

Table AC/IN-10-C — Expansion Valves for TTA/TWA 6-20 Ton Applications*

American Model Number
Refrigerant Manufacturer | Tonnage Range | Model Number | Standard Part | w/Check Valve
R-410A Sporlan 2-3 ERZE-2-ZGA VAL09476 RCZE-2.0-ZGA
R-410A Sporlan 3-4 ERZE-3-ZGA VAL09477 RCZE-3.0-ZGA
R-410A Sporlan 4-5 ERZE-4-ZGA VAL09478 RCZE-4.0-ZGA
R-410A Sporlan 5-6 ERZE-5-ZGA VAL09479 RCZE-5.0-ZGA
R-410A Sporlan 6-8 ERZE-6-ZGA VAL09480 RCZE-6.0-ZGA
R-410A Sporlan 8-11 ERZE-8-ZGA VAL09481 —
R-410A Sporlan 11-14 ERZE-12}%-ZGA VAL09482 —
R-410A Sporlan 14-17 ERZE-15-ZGA VAL09483 —
R-410A Sporlan 17-23 0ZE-20-ZGA VAL09485 —
For complete equipment / combination selections,
installation instructions and warranty information, AC/IN-10

please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10

14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

6-20 Tons Split System

Figure 2. Allowable elevation difference: Cooling-only TTA above indoor unit
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Figure 3. Allowable elevation difference: TWA heat pump above indoor unit
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Figure 4. Allowable elevation difference: TTA or TWA below indoor unit
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Americam Stamdard. Branch Circuit Wire Sizing Table/
HEATING & AIR CONDITIONING Heater De-nating Chart

BRANCH CIRCUIT WIRE SIZING TABLE
(Based on 2% Voltage Drop)
Chart is based on 75" C. wire. (Types FEPW, RH, RHW, THHW, THW, THWN, XHHW, USE, AND ZW.)
Use Chart For Wire Sizing Only. Refer To Electrical Code, (Or Product Specs.) For Fuse Sizing

Suitable for 1 Ph. or 3 Ph. Circuits 75" C. Insulation; 30° C. Ambient Temp. (80° F.)
DISTANCE (POWER SUPPLY TO LOAD) IN FEET (208-230V) Not more than three conductors per raceway

10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150 155 160 165 170 175

10 #12|Copper

o
15 [#10/Aluminym
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urmfinui

REQUIRED BRANCH CIRCUIT AMPACITY
~
=]
3

2 Gopper
ol

#0

=
2
5
2
]

0 700 150 0 250 300 350

Distance (power supply to load in feet (460V).
See National Electrical Code for Temperature corrections and other variables. All wiring must comply with Local Codes

Heater De-Rating Chart

The output of electric heaters, applied at voltages other than the rated 240 or 480 volts, can be
easily determined with the use of this chart.

ELECTRIC HEATER DE-RATING CHART
(for 240V or 480V Rated Heaters Installed on Lower Voltage Systems)

240V. 280V. 320V. 360V. 400V. 440V. 480V.
100%
[
=) ]
a
5 75
o
o
w
[
<
o
w 50%
o
'_
Z
w
o
i
w
Q- 25%
120V. 140V. 160V. 180V. 200V. 220V. 240V.
APPLIED VOLTAGE

® EXAMPLE: Calculated Heat Loss — 29,200 BTUH Power Supply — 208V.
The chart indicates that any 240V heater will deliver 75% of its rated capacity at 208V.

29,200 BTUH Select a heater having AT LEAST 39,000 BTUH

.75 = 39,000 BTUH capacity at 240V.

For complete equipment / combination selections,

installation instructions and warranty information, _ .
please refer to Product Data/Ratings and/or Installers AC/IN-12 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Basic Air Conditioning Formulas

Basic Air Conditioning Formulas

TODETERMINE  [EXPRESSED COOLING HEATING and/or HUMIDIFYING
. NtV NtV
Total Airflow CFMt 1. CFMp= ————— 1. CFMy = ————
60 min./hr. 60 min./hr.
Infiltrati Ventilati CFM 2. CFM, NoV 2. CFM No V
miiliration or fentiation C ) °"  60min/hr. ) °"  60min/hr.
Number of Air Changes CFMy (60 min./hr.) CFMy (60 min./hr.)
Nt 3 Nz —M8M8m 3 E —
Per Hour — Total ] v
Number of Air Changes N 4N < CFM, (60 min./hr.) AN - CFM, (60 min./hr.)
Per Hour — Outdoor Air o - e T v - e T v
Total Heat (Hy) Btuh 5. Hy = CFMy x 45 x (hy—hy) = Btuh 6. Ht = CFMy x 45 x (hy—hq) = Btuh
Sensible Heat (Hg) Btuh 7. Hg = CFMt x 1.08 x (T{-Tp) = Btuh 8. Hg = CFMy x 1.08 x (T—-Tq) = Btuh
Latent Heat (Hy ) Btuh 9. HL = CFMy x .68 x (W7 -Wj) = Btuh 10. Hp = CFMy x .68 x (Wo—W4) = Btuh
Entering Air Temperature (T1) °EDB. |1 Ty=t;+ ChMy (t-t4) = °FD.B.® 12T =t - CiMy (t1-t9) = °FDB.®
. . CFMt CFMt
(Mixed Air)
@ If duct heat gain is a factor, add to Ty: @ If duct heat loss is a factor, subtract from Tq:
Duct Heat Gain (Btuh) Duct Heat Loss (Btuh)
CFMy x 1.08 CFMt x 1.08
Leaving Air D.B. BDB. |1 T,=T,- — 'S _cpp WTy=Ti+ —— 1S _opp
Temperature (T3) T © 277 cRmMpx 18 27T oMy x 108
Required Airfl CFM 15. CFM Hs (total CFM 16. CFM: Hs CFM
equired Airilow T FETE Mk M-T) TS sk (Tp-Ty)
OR
Hg (internal)®
CFMy = ————— =CFM
1.08 x (ty-To)
® Sensible load of outside air not included
Enthalpy — Leaving Air hy) B, | 47 by — T b, dryair 8. hy=hy+ —— - Bub.dryair
2 dry air CFMy x 45 CFMT x 45
L o 19. Refer to Enthalpy Table and read W.B. temperature 20. Refer to Enthalpy Table and read W.B. temperature
Leaving Air W.B. Temperature Al corresponding to enthalpy of leaving air (hy) (see #17). corresponding to enthalpy of leaving air (hy) (see #18).
Heat Required to Evaporate
Water Vapor Added to Btuh 21. Hp = CFM, x .68 (W3-W,) = Btuh 22. Hp = CFM, x .68 (W3-Wg) = Btuh
Ventilation Air
Excess Latent Capacity Hy loss Bruh (see #22)
P . Lbs. Make up | _ _of System x % Run Time Make up L loss Btuh [see
Humidification R t 23 =——F———————— =lbs/hr. |24, =————————————— = |bs/hr.
umidiiication Requirements |\ ater/hr. (Moisture) 1060 Btu/lb. s/ Moisture 1060 Bru/lb. s/
(Industrial Process Work)
LEGEND DERIVATION OF AIR CONSTANTS
CFMy = Total airflow cubic feet/min. The air constants below apply specifically to standard air which is
CFM, = Outdoor air cubic feet/min. defined as dry air at 70°F and 14.7 P.S.1.A. (29.92 in. mercury column).
Ny = Total air changes per hour They can, however, be used in most cooling calculations unless extremely
No = Outdoor air, air changes per hour precise results are desired.
V= Volume of space cubic feet 4.5(To convert CFM to Ibs./hr)
Hr = Total heat Btuh .
Hg = Sensible heat Btuh 45 = _60min/hr. or60 X 075
H = LlatentheatBtuh 13.33
*n = Enthalpy or total heat of entering air Btu/lb. Where 13.33 is the specific volume of standard air (cu.ft/Ib.) and
*hy = Enthalpy or total heat of leaving air Btu/lb. .075 is the density (Ibs./cu.ft.)
Ty = Temperature of entering air 24 X 60
Ty = Temperature of leaving air 1.08 = 1333 or.24 X 45
Tadp = Apparatus dewpoint °FEDB. _ o ] o
4 P = Indoor design temperature FD.B. .24 BTU = specific heat of standard air (BTU/LB/°F)
tg = Outdoor design temperature °FDB. 68 00 1060 45 x 1060
W; = Grains of water/Ib. of dry air at entering condition Grains/Ib. 13.33 7000 7000
Wy = Grains of water/Ib. of dry air at leaving condition Grains/lb. . _
W3 = Grains of water/Ib. of dry air atindoor design conditions Grains/lb. Where: 1060 = Ave.rage Latent Heat of water vapor (BTU/LB.).
W, = Grains of water/Ib. of dry air at outdoor design conditions Grains/lb. 7000 = Grains per Ib.

* See Enthalpy of air (Total Heat Content of Air) Table for exact values.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

AC/IN-13 Effective 7/15/10
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Americam Stamdard. Low Ambient Accessories
HEATING & AIR CONDITIONING cooling and Heating Models

Table AC/IN-14-A — Low Ambient Accessories Cooling Models

Low Ambient Accessory For American Standard Residential Cooling Units
55°F 30°F to 55°F 0°F to 30° or 2(_)°F to 30°F - Please Reference Lowest Approved Outdoor Operating Temperature
. per Model Family Table
Cooling —
Unit Compressor Liquid Line
As Crankcase Solenoid
Manufactured | AY28X079 | TXV-NB | CCHT |BAYACHP024 | BAYLOAM103|AY28X079| TXV-NB Start Kit Heater | Windshield Valve
AS "C'® X X X X — X X X Factory Installed X X X
AS13® X X X X —_ X X X X X X X
AS140 X X X X — X X X X X X X
Allegiance 13® X X X X —_ X X X X X X X
Allegiance 15®@ X X X X — Not Approved
Allegiance 16® X X X X See Note ® Not Approved
Allegiance 20® — Not Approved Not Approved

Table AC/IN-14-B — Low Ambient Accessories Heating Models

Low Ambient Accessory For American Standard Residential Heat Pump Units

55°F 30°F to 55°F 0°F to 30° or 2(_) F to 30°F - Please Reference Lowest Approved Outdoor Operating Temperature
per Model Family Table
Heat Pump I
Unit Compressor Liquid Line
As Crankcase Solenoid
Manufactured | AY28X079 | TXV-NB | CCHT | BAYACHP024 | BAYLOAM103 | AY28X084 | TXV-NB Start Kit Heater Windshield Valve
AS "C"® X X X X — X X X Factory Installed | Factory Installed X —
AS130 X X X X — X X X X X X —
AS140 X X X X — X X X X X X —
Heritage 13® X X X X — X X X X X X —
Heritage 15®@ X X X X — Not Approved
Heritage 16® X X X X | See Note ® Not Approved
Heritage 20©® — Not Approved Not Approved

Charts are for quick reference only. For complete application guidelines, consult the specific SSC-APG***.
® Reference SSC-APG001-EN for complete Low Ambient Guidelines.
@ Reference SSC-APG002-EN for complete Low Ambient Guidelines.
® Reference SSC-APG005-EN for complete Low Ambient Guidelines.

Lowest Approved Outdoor Operating Temperature per Model Family Table
Model Family Lowest Approved OD Ambient
Allegiance / Heritage 20 55°F
Allegiance / Heritage 16 30°F
Allegiance / Heritage 15 20°F
Allegiance / Heritage 13 0°F
AS14 20°F
AS13 0°F
As"C" 0°F

For a detailed Application Bulletin on required accessories and wind shields for low
outdoor ambient operation, please contact your Territory Manager or Local FSR.

For complete equipment / combination selections,

installation instructions and warranty information, _ .

please refer to Product Data/Ratings and/or Installers AC/IN-14 Effective 7/15/10
Guides and limited warranty handbooks. 14-1011-25



Americam Stamdard.

HEATING & AIR CONDITIONING

Wind Shields

operation is required to 0°F, wind
shields are a Must. Use the following
guidelines for your application.

Wind Shields are required to block
prevailing winds across condenser
coil. In applications where cooling

4" MAXIMUM

SHIELD DESIGN FOR SHIELD DESIGNED FOR
HIGHLY DIRECTIONAL WINDS NON-DIRECTIONAL WINDS
SERVICE REMOVEABLE PANEL
ACCESS OR GATE
SERVICE AREA FOR SERVICE
ACCESS SEENOTES  /
AREA 3 c 2 e= o 21/2" MIN.
SEE NOTES ﬂ” T [ e
UNIT - | UNIT
12" MIN. 12" MIN.
\ | s [ s Y s |
SHADOW BOX FENCE
PREVAILING 0,
WIND DIRECTION S/CD'_':A Isl‘lleREE AREA
SOLID PANEL /
4 gy |
f T |T'| [
LI
i/ [UNIT ! HRUNERE
NENEEREE
R e R TN

Notes:

Minimum working clearance must be in compliance with the National Electric Code. Currently,
the minimum clearance between a wood or suitable grounding material type fence requires
minimum 3 feet. If other material is used to form the windshield, the minimum space may be
increased to 3.5 feet. Please consult the 2006 Edition of the National Electric Code, Article 110
for the most up to date information, please refer to the most current National Electric Code.

For a detailed Application Bulletin on required accessories and wind shields
for low ambient operation, please contact your Territory Manager or Local FSR.

For complete equipment / combination selections,
installation instructions and warranty information,
please refer to Product Data/Ratings and/or Installers
Guides and limited warranty handbooks.

Effective 7/15/10
14-1011-25
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